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PREFACE TO SE(^OND EDITION 

The rapidity with which the first edition of this book was ex- 
hausted has exceeded the fondest expectations of its writers. 
The field of fuel oil in its uses in steam electric generation, though 
an important one, is somewhat narrow in the number of people 
involved in its study. The early exhaustion of the first edition, 
however, has given the authors an opportunity to re-write the 
book and to add many now and interesting advances that have 
been made during the three year period since the first edition 
appeared upon the market. 

We are particularly grateful to Prof. L. S. Marks of Harvard 
University, to Prof. W. F. Durand of Stanford University; Mr. 
C. R. Weymouth, chief engineer of Charles C. Moore & Co.; 
Messrs. R. J. C. Wood and H. L. Doolittle of the Southern 
California Edison Company; Mr. E. A. Rogers, chief engineer of 
steam electric generation for the New Cornelia. Copper Co.; 
Mr. E. H. Peabody, consulting engineer; Prof. E. H. Lockwood 
of Yale; Dr. D. S. Jacobus, advisory engineer of the Babcock 
and Wilcox Company; and Mr. J. E. Woodbridge of Ford, Bacon 
and Davis, for valuable information, helpful suggestions, and a 
kindly and encouraging attitude for further efforts in the com- 
pilation of this work. 

Many of the newer portions of this work have first appeared in 
print either in the columns of the Electrical World or the Journal 
of Electricity, and to these two publications we are grateful for 
the interest and kindly suggestions they have given to us. 

Robert SmLEY. 
C. H. Delany. 

San Francisco, Cal., 
January^ 1921. 
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PREFACE TO FIRST EDITION 

Fuel oil in its power generating characteristics is a factor of 
prime importance on land and sea in these momentous times. 

The clarion call to service is heard on all sides. And in answer- 
ing this call, it must be remembered that to save is to serve. 

Implicity hoping that this book may aid in establishing a fuller 
knowledge of the fundamental laws of fuel oil and steam engi- 
neering, and that a consequent saving in fuel will inevitably result 
where these laws are properly put into practice, no matter how 
small may be the resulting good, the authors offer to the engi- 
neering and industrial world at this time this work, which had 
its incipiency six years ago in certain power economy tests in 
Oakland, California, later to be used in lecture notes at the 
University of California, and finally to be rounded out by a study 
of power plant practice in California covering a period of several 
years. 

The book has as its underlying theme a study of fuel oil power 
plant operation, and the use of evaporative tests in increasing 
the efficiency of oil fire plants. To accomplish this end the sub- 
ject matter has been treated in three main subdivisions: First, 
an exposition of the elementary laws of steam engineering; second, 
the process involved in the utilization of fuel oil in the modern 
power plant; and, third, the testing of boilers when oil fired. 

In treating the first subdivision, the elementary laws of steam 
engineering are set forth in a new manner, in that the viewpoint 
is taken from thitt of the oil-fired instead of the coal-fired power 
plant operator. In the second subdivision, the results of consid- 
erable labor and analysis are set forth from the collecting and 
collating of data involved in burner, furnace, and fuel oil tests, 
hitherto appearing in disconnected form and in widely varying 
sources. In the third subdivision the authors have given definite 
suggestions for fuel oil tests — largely suggestions recently pre- 
sented personally by the authors at the invitation of the Power 
Test Committee of the American Society of Mechanical Engineers 
at a hearing of the Committee in New York City for the purpose 
of standardizing the rules for boiler tests where oil is used as a 
fuel. 
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X PREFACE TO THE FIRST EDITION 

The many illustrative problems that have been worked out 
in the chapters on steam engineering and boiler economy are 
based upon the data obtained from the latest edition of Marks & 
Davis' ** Tables and Diagrams of the Thermal Properties of 
Saturated and Superheated Steam/' published by Longmans, 
Green & Ck)mpany, which may be purchased through any 
reputable book dealer for the sum of one dollar. For a careful 
study of these illustrative examples the reader should provide 
himself with a copy of these steam tables, although this is not 
necessar>' for most of the discussions on fuel oil and furnace 
design as treated in the text. 

The six beautiful views of the economy measuring apparatus 
installed at the Long Beach Plant of the Southern California 
Edison Company, featured in this book, are extended through the 
courtesy of R. J. C. Wood, superintendent of generation for the 
Southern Division of that company. 

Throughout the work the authors have attempted to set forth 
standard practice in fuel oil and steam engineering. As a con- 
sequence they are indebted to a large group of manufacturers, 
engineers and power plant operators for their timely suggestions 
in pointing out and developing the fundamental laws of fuel oil 
and steam engineering practice that are dwelt upon in this work. 

Robert Sibley. 

C. H. Delany. 
8an Francisco, Cal., 
May 1, 1918. 
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CHAPTER I 

THE MODERN POWER PLANT FOR FUEL OIL CON- 
SUMPTION 

|HE enormous growth of the electrical 
iiitlustry throughout the world dur- 
ing the past decade has entirely 
revolutionized methods of power 
development. Especially is this true 
west of the Rocky Mountains, where 
gigantic natural waterpowers have 
been put to a useful purpose. Owing 
to the fact, however, that most of 
the western streams show a great 
variation in flow in the different 
seasons of the year, it is not always 
possible to depend solely upon water- 
power for the supply of electrical 
energy. In recent years the advent 
of crude petroleum upon the Pacific 
Coast, representing a total annual production of over one hundred 
million barrels, has made it possible when rainfall or water supply 
ia lacking to economically supply the needed power. During cer- 
tain hours of the day, too, when tlie so-called peak load con- 
ditions are to be met by a central station, additional electrical 
energy over that possible to supply from the hydro-electric station 
is found to 1k' necessary. Hence, the steam power plant, con- 
sisting of large concentrated units, is now recognized as an in- 
dispensable auxiliary to continuity of service. 

In order that there should be no excessive loss in distribution, 
these concentrated ateam power units are usually found in the 
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Fio. 2.— Entericr view Lotig Bench PIniit, Soulhorn California Edison Com- 
pany. This plant la noted tor its uee of meteiB, for variouB aorta of cponomy 
■tudies and for records obtained in daily operating practice. Note the Guish 
■nd Mthetio beauty of the eiterior. 
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MODERN POWER PLANT FOR OIL CONSUMPTION 3 

heart <rf the great distribution centers. Especially ia this true 
where abundance of circulating or cooling water may be obtained. 
Thiia W3 find in Central California, Station A and Station C of 
the Pacific Gas & Electric Company, and the Fruitvale Station 
of the Southern Pacific Company, ali situated in the distributing 
centers of San Francisco and its immediate vicinity. In the 
Los Angeles district we find that the Redondo and Long Beach 
plants of the' Southern California Edison Company, owing to the 
lack of abundant cooling water near the distribution center are 
situated at a distance from it of some fifteen or twenty miles. 

It will now be interesting and inatruclivo to examine the details 
of a tj-pical power installation of the sort just hinted at. 

First, we shall describe the so-called steam cycle or the journey 
of the steam-making water from the time it enters the steam 
boiler until it has passed tlirough the turbine, or power unit, and 
returned again to the boiler; secondly, we shall consider the cir- 
culating water which is necessary in large quantities to convert 
the exhaust steam bark again into water; and thirdly, we shall 
also touch briefly upon the journey of the oil from the time it 
leaves the cars at the sidetrack until it disappears from the cliim- 
ney as a flue gas. We shall also touch briefly upon the general 
size and functions of apparatus employed to accompiish these 
results. 

THE STEAM CYCLE 

The Storage Tank. — The supply of water for steaming pur- 
poses is usually brought to a make-up or storage tank from supply 
wells either on the immediate premises or nearby property. If 
these are not found, it is brought from rivers, lakes, or other 
bodies in the vicinity, or in many cases is purchased from some 
water company supplying the municipality. The stoiage tanks 
are varied in size, shape and capacity from a small tank, used as 
a receiver and hot-well, to a number of tanks, large and small, 
used for storage purpose only. 

The use of storage tanks depends upon the source and quantity 
of water supplie<l and the load carried by the plant. Where there 
s a steady and positive source of supply, the tank may be of small 
capacity. In some cases where the supply is small and the 
storage at different periods is unfit for use, larger storage and 
settling tanks are required, and at times even filtration and 
cleaniog tanks also are employed. 
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MODEJiX I'OWEH PLANT FOH OIL CONSUMPTION 5 

Pumps for Storage Supply. — The tanks above alluded to are 
filled cither by pumps, gravitation flow, siphons, or piping from 
a water company's main. There seems to be no standard type 
of pump. Both rei'iprorating and rotary appear in standard 
practice. On the other band, many plants have wells and water 
is lifted by air pressure. This, on account of the total absence 
of working parts, is particularly useful, where there are a number 
of scattered wells, and, also, 
when it becomes necessary to 
handle dirty water, that is, 
water containing sand, grit, 
and dirt in suspension. This 
air lift consists of a partially 
submerged water pipe and an 
air supply pipe. The casing 
of the well is driven below 
the lift pipe. The hft pipe 
is set in the well either with 
air surrounding it between 
the pipe and the casing, or 
with a cap over the casing, 
making the space in the casing 
air-tight. In some instances ( 
the well casing is used directly 
aa the lift pipe. 

The Hot-Well. — The water from the storage tanks is either 
pumped or is caused to flow by gravity to a socalled hot-well. 
The hot-well is a tank which stores the water before it passes to 
the feed-water heater. It receives water from the condenser 
and admits an additional supply from the storage tanks to meet 
the needs of steam generation. 

Feed-Water Heaters. — From the hot-well, water ia taken 
into the feed-water heater. The function of a feed-water heater 
is to heat the entering water to a temperature approximating that 
of evaporating conditions in order to keep the boiler at as even a 
temperature as possDile and at the same time to put the exhaust 
I steatn from the auxiliary apparatus to some useful purpose. 

Peed-water heaters are divided into two general types: open 
and closed. In tiie open heater the steam comes in direct con- 
tact with the cooling water, and if there is a sufficient quantity 
. of exhaust steam, it raises the water to 212°F., the excess stoam 
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passing to the atmosphere. In a closed heater, on the 
hand, the water and steam do not come in contact with each 
other, the watej usually passing through a set of tubes while the 
steam is brought in contact with the outside of the tubes. 

Feed-Water Pumps.- — The water is forced into the boiler by 
means of feed-water pumjw, which may be either ordinary re- 
ciprocating or multistage centrifugal pumps, the latter being 
especially adapted to large power plants. 




nith oil Btorugo 



In steam plant.s where closed feed-water heaters are used, the 
boiler feed pumps are placed before the heater, thus pumping 
through the heater to the boiler. Wlien open feed-water heaters 
are use<l, however, the boiler feed pumps are placed between the 
heater and the lx)iler. 

Economizers. — Economiisers are sometimes installed as welt 
as feed-water heaters. The economizer is a series of pipes through 
which the feed-water passes, placed in the path of escaping gases 
from the boiler. 

The Boiler.— The boiler next receives the waiter from thiwe 
heal^-rs and loin'erta it into steam at the desired pressure and 
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temperature. The main types of boilers are water and fire tube. 
Modern practice indicates a decided preference for water tube 
boilers. A water tube boiler consists of steam and water drums 
placed on the top and a mud drum placed below, the two being 
connected by a aeries of tube.s tilled with water or steam. The 
fire is below these tulM?s, and the heat from the furnace is made to 
pass around them several times by means of baffles or partitions, 
thus supplying heat for steam generation. 




1 



Boiler^oQ- fired— 



The Superheater.^ — The water l>eing thus converted into 
aaturated steam by heat from the furnace of the boiler, is next 
passed through a series of tubes known as a superheater. These 
tubes arc exposed in a heated portion of the gas pa.ssage and thus 
the steam is raised to a point much higher than its saturated 
temperature. 

The Separator. — From the superheater the steam passes 
through suitable piping to a separator, placed between the boiler 
and the engine, or between the boiler and the turbine. This 
separator is' placed as near the power unit as possible in order to 



8 FUEL OIL AND STEAM ENGINEERING 

remove all condensed steam that may be found in the pipes. One 
form of separator performs its function by quickly reversing the 
direction of the flow of steam, thus depositing the water into 
a drip which is drained off into the condenser. Another form gives 
a rotary motion to the entering steam thus hurling particles of 
water oflF by centrifugal force and collecting it in proper recep- 
tacles. Again, baffle plates are at times employed wherein the 
flow is interrupted by corrugated or fluted plates, and the par- 
ticles of water adhering to these are then drained ofif. 

Reciprocating Engine or Steam Turbines. — The steam next 
goes from the separator to the main power generating units. 
The main units in earlier practice were reciprocating engines; in 
modern installations they are steam turbines. 

Reciprocating engines may be divided into several classes, the 
details of which will not be outlined in this general discussion. 
Suffice it to say, however, that the main principle upon which 
reciprocating engines act is that steam enters a cylinder under 
pressure, thus forcing ahead a piston which is connected to a 
crank arm, thereby causing rotation and the consequent genera- 
tion of power. 

Steam turbines are divided into two general classes known as 
impulse turbines and reaction turbines. In the impulse turbine 
steam is allowed to expand in passing through a nozzle, thus caus- 
ing the steam to travel at an enormous velocity. The steam, 
having acquired this velocity, by impinging against movable 
blades, causes rotation and the consequent generation of power. 
In the reaction turbine, however, the steam is allowed to enter the 
buckets or rotating vanes at a comparatively low velocity, 
These vanes are so designed that the steam may expand in this 
movable portion and by means of its expanding pressure cause 
rotation and hence the generation of power. 

Tiu'bines as a general rule have two other classifications, knowH 
as vertical and horizontal. The vertical turbine revolves upon 8 
vertical shaft, which is supported at the bottom by a thin film 
of oil under the high pressure of about 900 to 1000 lb. per in 
The horizontal turbine, however, as the name indicates, rotate 
on a horizontal axis, and is supported in the usual manner I 
means qf suitable bearings. 

Condenser. — From the steam turbine, the steam, having e 
panded to its useful Umit, is dropped into an incascment throi 
which cool water is being passed. Upon coming in contact ^ 
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thiB cooling device the steam is again fonverted into water. The 
apparatus performing this function is known as a condenser, 
I there being two general classes: surface condensers and jet 
t condensers. 

In the surface condenser the sbcam from the turbine and the 

Kcooliag water from a nearby source of supply do not come into 

■direct contact, but the cooling water is passed through inclosed 

Kiubes around which the steam from the turbine or power unit is 

Bmade to pass. This type of condenser is used where large 

^quantities of water are available for cooling purposes but not 

■ for steaming purposes. Thus the use of salt water, the only 

iKbundant supply available for ocean-going steamships and large 

Kjpower plants situated near the ocean, makes a condenser of the 

rface type imperative for such installation. 

In the jet condenser the supply of cooling water is allowed to 

Kmingle with the steam as it drops from the turbine or power unit 

i thus the steam is at once condensed into water. The water 

trom the jet, if the supply is pure, may be used in the hot-well 

for steam purposes. 

Wet Vacuum Pumps. — The condensed steam, now in the form 
I of water, is pumjied from the condenser back again into the hot- 
I well by means of what is known as the wet vacuum pump. This 
^pump may be either a reciprocating or rotary pump, but in 
■general the rotary type seems to have the preference. Thus the 
intire cycle for the water is traced from the make-up tank or 
lot-well through the boiler and power unit, and back again to the 
well. 

Dry Vacuum Pumps. ^The condenser also has a dry vacuum 
ump in order to remove from the steam space within any air 
Kvhich may have lieen trapped from the steam generated in the 
This pump is nothing more nor le.s8 than an ordinary 
Sir compressor so designed that it will take air at a very low 
ressure and compress it up to atmospheric pressure, thus pump- 
bg, aa it were, into the outer atmosphere such air as may have 
fen entrapped in the condenser. 

CIRCULATING WATER CYCLE 

. Trom the description of the working of the condenser it is 
sea that cooling water is necessary to convert the steam in the 
ndenBer back again into water. This cooling supply is knonii 
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843 circulating water, which is usually taken through pipes from 
some large natural lake or river or even the ocean and forced by 
means of reciprocating or centrifugal pumps through the con- 
denser back again into the open. The water in its journey is 
raised in temperature in the surface condenser system from 16 
to 20°F. above its entering condition. 



THE OIL CYCLE 



Of general interest to boiler testing and operation is the 
cycle employed in the utilization of crude petroleum as a fuel. 
Let us then briefly trace the journey the oil makes through the 
modern power plant. 




Fio. 7. — The Staples &. Pfoifor fuol oil atomizer. 

In the larger installations the oil is siciotrackod from the main 
railway line in specially designed cars or barp;os for its easy con- 
veyance and handling. An oil heater, consisting of a coil through 
which steam is passing, is Iow(jre(l into the car in order to warm 
the oil as it is drawn, thus making its transfer considerably 
easier. By means of a pump this oil is then tak(»n into a storage 
tank which may be of wood, steel, or concrete, depending upon 
the permanence of design thought nec(\ssary. From t his storage 
t&,nk the oil is pumped through oil heatei*s, the exhaust from the 
pumps in many cases being utilized in still further heating 
oil before it reaches the burner or atomizer. 

An atomizer is a device used to vaporize or spray the oil into 
the furnace in fine globules or particles. This is accomplishes 
by means of steam, air, or some mechanical contrivance. Ir 
mediately upon its being sprayed into the furna(;e careful 
designed air regulating devices admit sufficient air from below f 
cause perfect combustion. The heat thus liberated from the 
due to its burning with the oxygen is caused to flow in and aroi 
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numerous tubes through which water is pasung and thus this 
water is converted into steam. After passing these tubes the 
heated due gaaes brought to life by the burning of the oil with the 
entering air are then conducted through the chimney out into 
the atmosphere. 

An interesting detaU in the boiler plant is the automatic 
system of firing employed to minimize labor and improve effi- 
ciency in burning the oil. The Moore patent fuel oil regulating 
syBtcm which, from one central punt,' controls the oQ supply, 
the atomizing Bteam and the amount of air to each furnace, is an 
intereeting example. 




Fio. O.- — Mooro 8loi 



ramilntoi 



This regulator is actuated by the pressure from the main steam 
header so that any variation in steam rcquireniontB will cause a 
corresponding change in the amount of oil fired, due to an increase 
or decrease in the steam supply to the oil pumps and atomizers. 
Any fluctuation in steam pressure operates a governor whose 
power arm controls a bleeder valve on the oil pump discharge line, 
thus cutting off the oil supply if the steam pressure is too high 
and increasing it if too low. Any change in pressure in the oil 
m^n, in turn, controls the amount of steam for atomizing and 
of air for burning the oil. 

It is found that a simple straight line relationship exists be- 
tween the amount of steam required for atomizing the oil and the 
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amount of oil burned. Two diaphragms arc employed to balance 
the pressures in the oil main and in the steam main connected to the 
burners. Any difference in oil pressure operates a rotary chrono- 
meter valve in the steam main through the medium of a fulcrum, 
water motor and lever connecting rod. Likewise the variance 
in oil pressure actuates a counterweighted rock shaft which moves 
the dampers so as to vary the amount of air admitted for 
combustion. 

GENERAL SUMMAKY 

Thus it is seen in this brief description that by using crude oil 
as fuel three main cycles of operation are synchronously carried 
on in the modem power plant. Briefly summarizing, these are 
aa follows: 

Water is taken through the boiler, converted into steam and 
passed through a driving mechanism, after which the steam is 
reconverted into water and this water again passed through the 
boiler. Simultaneously with this action water is being pumped 
through the circulating system to bring about the conversion of 
the steam from the power unit into water. Again oil in a finely 
atomized or gaseous state is being fed through pipes into the fur- 
nace, where it immediately combines with the proper quantity of 
oxygen from the entering air, and thus sufficient heat is Uberated 
from the oil to evaporate the water supply of the boiler into steam 
for power generation. 





JN the awful throes of the French 
Revolution and the immediate 
years following, the old saying 
that "every cloud has its silver 
lining" proved true in certain 
lines of scientific advancement, 
for the metric system of units was 
conceived and put into practice at 
that period. 

Our modern system of Arabic 
numerals, now practically uni- 
versally adopted throughout the 
civilized world, required over five 
hundred years of human fumbling 
and competition with the old 
Roman method of numerical rep- 
resentation, before a complete replacement was accomplished, 
so intensely are we all creatures of habit and slaves to tradition. 
And so it is that although a period of a century is now passed 
since the institution of the metric system, modern central sta- 
tion engineering practice is still entangled with Fahrenheit 
scales, boiler horsepowers, mechanical horsepowers, myriawatta, 
Baume scale readings for gravity, inches of mercury vacuum, 
pounds pressure per sq, in., feet and inches— all units related so 
unscientifically and empirically as to cause bewilderment in itself. 
In the following discussion, however, the authors will endeavor 
to set forth the various units of expression in such simple lan- 
guage that it is hoped that even the beginner may have httle 
difficulty in understanding their meaning. Let us fii'st get some 
conception of the need for units of measurement and how such 
units arc fundamentally conceived. 
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^V Newton's Laws of Motion. — Fable has it that Sir Isaac New- 

^^ ton. whpn a boy in l!;ngland lying one day under an apple tree 

^" and gazing upward, saw an applt^ fall to the ground. The con- 

toinplation of this phenomenon led Newton to give to the world 

three fundamental laws upon which modern engineering Bcietice 

• is built. Briefly these laws are as follows: 
law 1. Every body ttintinuea in a state of rest or a. stute of uniform 
motion in a straight line exuept in bo far as it may he compelled by force to 
change that state. 

Law 2. Change of motion is proportional to impressed force and takes 
place in the dirtiction of the straight line in which the forpe acts. 

Law 3. To every action there is always an equal and contrary reaction; 

>or the mutual actions of any two bodies are always equal and (ippositely 
directed. 
Hence a force is said to be acting according to Law I whenever 
the physical conditions are such that velocity ia changed in 
magnitude or direction. Thus, when a train of cars is started 
or stopped, a force is necessary to cause this phenomenon, and 
I this is evidently achangein the magnitude of the velocity. On the 
[ other hand, in the rotation of a fly wheel, the velocity may change 
r solely in direction without a change in magnitude, and yet 
[ a force be necessary to maintain its parts in equilibrium. Hence 
a force may be considered as a push or a pull acting upon a definite 
r portion of a body, but this tendency may becounteracted in whole 
I or in part by the action of other forces. In the latter instance 
I the force is usually denoted as preasure, and it is the considera- 
tion of this latter case, or the consideration of pressures, that will 
largely concern our attention in the generation of steam in a 
boiler. 

» Three Fundamental Units of Length, Mass and Time. — In 
considering Law 2, it is seen that there is some inherent property 
in matter that makes it difficult to set it in motion. Physicists 
have defined this quaUty of matter as being the inertia of a body. 
Inertia is expressed quantitatively in en^neering practice in 
terms of its mass, which is measured in pounds. In order that 

I these quantities, force and ma.ss, now introduced may be quan- 
titatively measured, it is necessary to have some fundamental 
units upon which to base our computations. Three units only 
are fundamentally required; namely, a unit of length, a unit of 
bass, and a unit of time. Scientific practice has deduced for 
these units the centimeter, the gram, and the second, which are 
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well known and need no further ill ust ration. In engineering prac- 
ticM!, however, esp<icially among English-speaking people, the 
foot, the pound, and the second aeem to be in ahnost universal 
usage. We shall consequently largely express our deductions in 
terms of these latter units. 

Veloci^, Acceleration, and 
Force Defined. — Having now 
dedded upon the three funda- 
mental units of measurement, 
let us look into other funda- 
mental definitions and second- 
ary units to be employed. 

Since engineering science 
must deal with motion and the 
change of motions per unit of 
(ime, it is necessary that we 
have units wherein to measure 
them. Change of distance per 
unit of time is known as ve- 
locity and is expressed in feet 
per second. A change in dis- 
tance may, however, be 
undergoing a change, and this 
phenomenon is known as ac- 
iih Ls measured by the change of velocity in feet 

c /' is fuiKlaujcntally detineil as lieiiig proportional 
to the change in motion of a body, it follows that a force is equal 
to a constant, M, multiplied by the change in motion, or, in 
other words, multiplied by the acceleration, a. 

When M is in pounds mass and a is acceleration in ft. per sec. 
per sec, the force P is measured in poundals. The pound force 
is the unit, however, that has been universally adopted in engi^ 
neering practice. The pound ia such a force as will give to a 
pound mass the same change of motion per second as is acquired 
by a body falling freely to the earth's surface. A body falls t 
the earth's surface with an acceleration of g ft. per sec. per se 
wherein g has an average value of about 32.16. We have th( 
the fundamental mathematical expression for force in pounds 
follows : 

P = Ma 
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Wherever, however, U is necessary to aacertain the mass M 
in pounds from the known weight W of the body in lb., it is 
necessary of course to divide TT by ^ in order to ascertain the 

nass. Thus we have in this case P = — a (la) 

Thus, if an automobile wei^hiDg 3000 lb. accelerates from a 
I Btand-etill to forty miles per hour in fifteen sei^onds, we compute 
1 the force required to accompliah this an fiillows: 
40 X 5280 



^3000 
32.i(i ^ (iO X 00 X 1. 



i;:—, . = 367 lb. 



^^ eai 



Since this total force must be supplied from the engine cylinder 
this now gives us a preliminary clew as to how the total engine 
cylinder area is to be proportioned. 

Engineers oftentimes find a more direct method of deriving the 
laws of motion by considering that the resistance which a body 
offers to its rate of change in velocity is called its inertia. The 
word "mass" has been invented as a quantitative unit by which 
in^lia may }»e measured; hence we may forget any part,iGular 
physical meaning of the word "mass" and consider it merely as 
a constant, the same as the Greek letter « enters into the area of 
a circle or its circumference, when speaking of them in reference 
to the diameter. 

Mr. William Kent, the late author of Kent's "Mechanical 
Engineers Pocketbook, " was the first to discuss this in scientific 
magazines, and it has later been used with much effectiveness and 
clearness by consulting engineers in establishing the fundamentals 
of mechanics. 

Bodies acquire different changes of motion per second, or, in 
other words, different accelerations at different points on the 
earth's surface. A formula has been established by means of 
which proper corrections may be made. A concrete illustration 

this will appear in the next chapter wherein a mercury column 

used to measure atmospheric and vacuum pressures at differ- 
ent latitudes and altitudes. 

It is unfortunate; that mass and force have the same unit of 
expression, for they are definite distinct physical concepts and 
should be carefully distinguished in order to avoid confusion. 

Conception of Work and Power. — In Law 2 we are informed 
that the change of motion takes place in the direction of the 
Une in which the force acts. It is often convenient to 
quantitatively the product of the force and the distance 




B 18 FUEL OIL J.Vn !<TEAM F.NQ}NJiV,IlJNG 


1 

il 

■='3 

4-5 


I 




i 




.£| 
1- 

!i 

i| 

IS 




£1^®!. 




j^r-^f^ 


'^1 
11 




«;;:^i[7''j:^^ 




"""^ ! f ' ,- / 1 V* 


= 11 


_ 


OTT- , , 


■ 




1 




1 





FUNDAMENTAL LAWS 



19 



Pthrough which the force acts. This product is caUed "work" 
1 and is numerically computed by multiplying the force in pounds 
I by the distance in feet through wiiich the force acts. The re- 
I wilting computations are then expressed in foot-pounds (ft.-lb.) 
f Thus, if the mean effei-tivc prcsBurc, P, in a cylinder is measured 
I in pounds per aq. in, and the piston has an area of A sq, in., it 
[ follows that the total force or pressure acting in the direction 
L of the motionof the piston is PA. When this force has pushed the 
1 piston the length of its stroke, L ft., the work accomplished is 




PLA ft. Ibi, since this is the product of the force and the distance 
through which the force acts. If there arc N working strokes 
per minute, the ft. lb. of work accomplished every minute are 
Ldow Been to Ire PLAN. 

I The mention of the words "per minute" in the last statement 
I now indicates to us that the time taken to perform a given 
quantity of work in engineering practice is of vast importance. 
Consequently this fact necessitates still another unit of measure- 
ment, namely that of power. Power is defined as the time rate 
r doing work. The horsepower is the basic unit. When ."i-W 
I. lb. of work are performed per sec, or 33,000 ft. lb. per minute, 
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H.P. '- 



(2) 



H.P. = 



= 50.0 



a horsepower is said to be developed. Hence, since in the above 
engine cylinder PLAN ft. lb. per min. are being developed, the 
horsepower is computed ae follows: 

PLAN 
33,000 

Thus, in Alameda, California, a certain Diesel oil engine has a 
piston area of 113.15 sq. in., a stroke of 1.5 ft., a mean effective 
pressure of 77.3 lb. per sq, in., and each cylinder makes 125 
working strokes per minute. Hence, each cylinder develops 
77.3 X L5 X 113.15^XJ25 
33.000 

In a later discussion the particular power units employed in 
steam engineering practice will be considered in minute detail, 
such, for instance, as the horsepower, the boiler horsepower, and 
the myriawatt. 

Various Types of Energy Em- 
ployed for Useful Work. — An- 
other important consideration is 
that of the physical character- 
istic of a body which enables it 
to perform work. This physical 
quaUty possessed by a body 
which enables it to perform a 
definite quantity of work is 
spoken of as its energy. Energy 
then is the capacity for work. 
In general we meet with two 
great classes of energy. One is 
that of kinetic energy, or energy 
I of motion. According to Law 
2, if the motion of a body be 
changed, a force is required. 
Hence a body actually in mo- 
I tion possesses kinetic enei^cy. 
The other type of energy is 
known as potential, or energy 
of position. Thus steam moving with a high velocity, by the 
nature of its kinetic energy, is enabled to chive the wheels of 
an impulse turbine. On the other hand, crude petroleum when 
heated so that it will unite with the oxygen of the air gives out 
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energy in the form of heat, which may be caused to do useful 
work. The energy inherently latent in the crude pertroleum is 
known then as potential energy. Engineering practice is largely 
L concerned with the harnessing of various forms of energy. Look- 
ring about us in naturu and in modern engineering accomplish- 
I ment, we may see numerous instances of energy. The steam 
[ engine and steam turbine indicate a form of mechanical energy; 
^ the incandescent light, or the dynamo, that of electrical energy; 
j the evolving of heat in the burning of crude oil, that of chemical 
L energy; the human conducting of affairs, that of human energy; 
I the rays of light from the sun, dissipating eternally 10,000 h.p, 
I over each acre of the earth's surface, that of solar energy, and 
I 80 on indefinitely. Modern investigation has conclusively estab- 
j lished the fact that all tj'pes of energy are interchangeable, and 
I though some types of energy are more readily convertible into 
I other types, yet the basic law is true that no energy in sum total 
r destroyed, and on this basis, or law, known as consei-vation 
lof energy, practically all of our engineering formulas and couipu- 
|tatIons are evolved. 

The conversion of the chemical energj' of crude ()il into heah 
r energy of the furnace and thence into steam largely concerns our 
attention in tliis tiiscussion. Thus each pound of California 
crude oil will be found in later articles to contain appn)ximately 
18,500 British thermal units of heat energy. This energy of one 
pound of oil when wholly converted into mechanical energy is 
sufficient to lift a person weighing 150 pounds through a vertical 
skyward journey of some 18 miles. Hen(;e the study of the ap- 
plication of such enormous reservoirs of energy, latent in crude 
petroleum, will prove intensely interesting and instructive. 

Bearing in mind these fundamental laws, wc should now be 

able to see mentally the exact changes of energy that are going on 

■in the modern power plant; first as chemical energy in oil, next 

8 latent heat energy in furnace gases, then as latent heat energy 

B jo steam, next as energy of motion in the moving parts of the 

[power generating apparatus, wliere the final transformation into 

metrical energy is brought about. 




CHAPTER III 
THEORY OF PRESSURES 



N the preceding discussiona we 
have seen that a force is said to 
be acting whenever the phyaieai 
conditions are such that the 
velocity of a Inxiy tends to be 
changed in magnitude or direc- 
tion. If two o])posing forces are 
equally halanced, there is simply 
a tendency t{j change motion and 
such a force is known as a pres- 
sure. This opjiosing force in the 
case of a gas or va|K>r under 
pres.sure is supplied by the walls of 
the containing vessel. Prciaures 
then constitute animportant phase 
of steam engineering practice. 

The Steam Gage. — In steam 
engineering practice heavy pres- 
sures, that is pressures above the atincBphere, are usually meas- 
ured by means of an instrument known as a steam gage. This 
gage consists of a piece of hollow metal bent into a circular shape 
which, under prcssmv, tends to straighten out, see Fig. 16. This 
straightening effect is proportional to the pressure under which 
the boiler is working. A rack and pinion movement, placed on 
the end of this curved piece of raeta! in the steam gage, causes 
the needle of the gage to indicate pressure readings. By compar- 
ing this gage with a definite standard its accuracy is ascertained. 
The Difference Between Absolute Pressure and Gage Pres- 
sure. — There is a point at which a ga'^ is said to exert no pressure. 
This expanded conilition of a gas has never been wholly rcahzed 
in practice, yet this very beginning point or zero value is most 
convenient in expressing pressure valuations and such denota- 
tions are known as absolute pressure values. The steam gage 
attached to the boiler does not read absolute pressure values, but 
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rWiph pressure readings arc known as pounds proaaurp per sq. in. 

i feagp) which means that one must add the abeolutd pressure of 

Lthc atmoephere, Pa, to the gage reading, P„, in order to ascer- 

1 the true absolute pressure P under which the boiler in gen- 

'attng steam. Thus 

P = P.. + P„ (1} 




Thus, if a pressure gajje of the steam boiler reads 186,4 per lb. 
. in- and the pressure of the atmosphere is found to be 14.6 
. per sq. in., the absolute pressure under which the boiler b 
orating is 

P = 186.4 + 14.6 = 201.0 lb. per sq. in. 
The Column of Mercury. — The most accu- 
■nte method of measuring small pressures such 
I the pressure of the atmosphere and con- 
vacuum pressure is by means of a 
tical column of mercury. In its simplest 
trm this consists of a long gloss tube closed 
one end and filled with mercury. The 
s then inverted and the open end placed 
I a vessel of mercury exposed to the atmos- 
nere or condenser as the case may be, as 
lown in Fig. IS, 
\ In the case of atmospheric pressure determi- 
tion the mercury will at once lower itself in 
) long tube until the height of enclosed mercury above that 
: the vessel is sufficient to balance the pressure from the 
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atiiiospliere witliout. If the; baruineUtr be at st-A-level and thp- 
temperature of the fripr<;iiry (column SaT., the hpiitht of mercury 



i«l[>lo of i. 



^Bphar 



wiL now measure exactly 29,921 inches for aufh 8tan£ 

ronditions. 
Vacuum Pressm-es. — It has already been pointed out that 
measurement of pressure by meanx 
of the steam gage indicates a pres- 
sure over and above that exerted 
l>y the atmosphere and eoiisc- 
quently to ascertain the true ab- 
solute pressure of the fluid under 
measurement we must add to the 
gage reading the atmospheric pres- 
siu'c of the day. And so in the 
laauring of the pressure of a con- 

lA^' tM ^Mfc ^V denser, unavoidably there has 
■ 1 H ^Hi. ■ grown up a similar but opposite 

'■^■■^^Hj^Bf ^*J custom in which the pressure is 

■■~M .ltj^|» Jl m<'a^ur(^ down from the atmos- 
plure. Such a reading is known 
lis a vacuum pressure. In order 
tlit-n trO ascertain the absolute 
pressure l' under which a condenser 
is operating it is necessary to suh- 
tratit the vacuum preasun> reading 
Pf from the atniospheric pressure 

'sUiJ-L^^iiiTu^Uau^raUr'" "jading Pa. ThuS 

P = P.~ P, . (2) 

Thus if a condenser is operating under 28.5 in. of vacuum and 

the atmospheric pressure is 29.92 in., we mean that the actual 

air and steam still undisposed of in the condenser exert an abao- 
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lute pressure equivalent to the difference between 29,92 and 28.50 
which is 1.42 in. of mercury. 

Confusion in Pressure Units. — We now see that readings in 
inches of mercury for low pressure and poundH prcasuie pel- sc]. 
in. for high pressure are expressions that are n<jt at all comparable 
to each other and hence their interrelation becomes an endless 
source of confusion. 

Relationship of Pressure Units. — By careful meaeurement of 
the atmosphere at sea^level, scientists have established that the 
height of a mercury column with the mercury at 32°F. in tem- 
perature is 29.921 in. Such a column of mercury one square inch 
in cross-section weinhs 14.696 lb. This gives us at once a method 
by which we may transfer inches of mercury 7„ into pounds of 
pressure per square inch P. Thus 
K _ 20.921 
F ~ 14.690 



(3) 



Inches of Water and Pounds Pressure per Square Inch. — 
A^'ery slight pressures are often measured in inches of water above 
or below atmospheric pressures. Thus, in determining the draft 
of a chimney, a "U" tube ia inserted into the chimney, and the 
height of the unbalanced portion of the water column indicates 
the draft in the chimney in inches of water. Since a column of 
water 1728 in. high and one square inch in cross-j^ection at lOO"!*". 
weighs exactly 62 lb., the inches of water 1„. may be converteil 
into lb. pressure per sq. in. P by the formula 

P 62 ^^' 

The Thirty Inch Vacuum. — In engineeiing ja-atitice a thirty 
inch mercury vaimuni is considered to be the point of absolute 
aero in pressure. Tliis is not strictly true, however, for we have 
just 8c«n that such an aI>solutc aero point is reached under a 
vacuum pressure of 29.921 in. of mercury. The reading of the 
column of mercury in this case ia taken when the mercury is at 
a temperature of SST., which is the standard temperature for 
scientific measurement. If, however, we change our standard to 
that of 58.4''F. the same weight or pressure of mercury now mea- 
sures just 30.0 in. This temperature ia more nearly that of the 
condenser room where atmospheric pressures are read and since 
it makes a column of even thirty inchea in height, we shall adopt 
Buch a reading at 58.4''F. as standard for absolute vacuum meas- 
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urement. We shall, however, bear in mind thai the same col- 
umn at 32''F. would stand at 29.921 in. 

The Practical Formula for Conversion of Pressures. — Since 
we have thus established an even unit for the standard vacuum, 
we may also consider 14.7 lb. pressure per sq. in. as its equivalent 
instead of the cumbersome figure of 14.696 as stated above. This 
involves an error of four points in fifteen thousand which is negU- 
gible. Our formula for reduction on the thirty inch vacuum 
becomes 

p = rij ^^^ 

To Reduce Barometer Readings to the Standard Thirty Inch 
Vacuum. — Although 58.4° is nearer the condenser room tempera- 
ture than is the 32°F. basis, still for accurate measurement the 
actual temperature of the medium surrounding the mercury 
column should be ascertained and thus a correction must l)c made 
to reduce the height of the mercury column to what it would 
read if at a temperature of 58.4°F. 

This is best illustrated by taking a concrete example. Let 
us suppose that the mercury column inserted into the condenser 
of a turbine reads 28.56 in. when the mercury temperature is 
82**F. and that a barometer in the vicinity indicates the atmos- 
pheric pressure in the condenser room to be 30.08 in. of mercury 
when its mercury column is at 78°F. 

The first thing to be done in the solution of this problem is to 
ascertain what the two mercury columns would have read had 
their respective mercury columns been at 58.4°F. Scientific 
investigation indicates that the expansion of mercury is accord- 
ing to the following equation in which It is the height in inches 
of mercury at t^F. and /« at 58.4°F. 

It = I^ [1.0026 + .000104 (t - 58.4)] (6) 

Hence, to ascertain the true vacuum reading in inches of mercury 
we find by substitution 

28.56 = Im [1.0026 + .000104 (82 - 58.4)] 
/./„ = 28.415. 

Similarly to compute the corrected barometer reading of the 
day, we find by substitution that 

30.08 = In, [1.0026 + .000104 (78 - 58.4)] 
.•./„ = 29.942. 
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The net absolute pressure will now be the difference between 
the eoiTcctod atmospheric barometer reading and the corrected 
vacuum reading for the condenser, which according to equation 
(2) is 

/;, = 29.942 - 28.415 = 1.527 in. of mercury. 

Since all standard vacuums in engineering practice are now 
measured on a 30 in. vacuum basis, we find that the corrected 
vacuum reading Irv for a condenser is 

/.. = 30 - /;, (7) 

.*. /., = 30 - 1.527 = 28.473 in. (vacuum). 

This conected vacuum reading lev which in this case is 28.473 
is commonly spoken of as the vacuum referred to a 30 in. 
baroinoter. 

For (l(»licate sc^iontific work this reading should be carried to 
still furl her refincMiionts by making a correction for the expansion 
of 1h(» hrjiss on the barometer scale and also for a variation in 
gravity at the particular place of measurement. At high altitudes 
and extreme northern and southern latitudes such a correction is 
essential. 

Corrections for the Brass Scale of a Barometer. — Professor 
Marks in his computation of steam tables for condenser work 
published by the Wheeler Condenser and Engineering Company 
has ably discussed the correction for relative expansion of mer- 
cury and the brass scale of the barometer as follows: 

The linear expansion of brass is about one-tenth that of the 
apparent linear expansion of mercury exerting a constant pres- 
sure. Where a mercury column has a brass scale extending its 
whole height which is fnx} to expand with changes in tempera- 
ture, the readings on the brass scale of the height of the mercury 
column must ha corrected for the relative expansion of the mer- 
cury and the brass scale. The following table is taken from table 
99 of the Smithsonian physical tables and gives the constants for 
various barometer height^s by which to multiply the temperature 
correction in order to obtain the corrections of the mercury 
column. 

Example. — Reading of barometer 29.84, temperature of baro- 
meter 79°F. . In the foregoing table the nearest figure to 29.84 
is 29.8 oppasite which the (correction factor is .0027. If it is de- 
sired to reduce the barometer to a 58.4°F. standard, tlu^ change in 
temperature is from 79° to 58.4*" = 20.6*" and multiplying .0027 
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Reduction of Barometric Height to Standard Temperature Correc- 
tions FOR Relative Expansion of Mercury and Brass Scale 



Height of 


Correction in 


Height of 


C>orrection in 


Barometer 


inches prer 


Barometer 


inches per 


in inches 


deg. F. 


in inches 


deg. F. 


20.0 


0.00181 


28.0 


0.00254 


20.5 


0.00185 


28.5 


0.00258 


21.0 


0.00190 


29.0 


0.00263 


21.5 


0.00194 


29.2 


0.00265 


• 22.0 


0.00199 


29.4 


0.00267 


22.5 


0.00203 


29.6 


0.00268 


23.0 


0.00208 


29.8 


0.00270 


23.5 


0.00212 


30.0 


0.00272 


24.0 


0.00217 


30.2 


0.00274 


24.5 


0.00221 


30.4 


0.00276 


25.0 


0.00226 


30.6 


0.00277 


25.5 


0.00231 


30.8 


0.00279 


26.0 


0.00236 


31.0 


0.00281 


26.5 


0.00240 


31.2 


0.00283 


27.0 


0.00245 


31.4 


0.00285 


27.5 


0.00249 


31.6 


0.00287 



by 20.6 we get .056 in. as the barometer correction. Sub- 
tracting this from 29.84 in. we get the barometer reading for 
mercury at 58.4°F. as 29.84 in. - .056 in. = 29.784 in. 

Corrections for Altitude and Latitude. — Since the height of a 
mercury column gives true pressure readings so long as it repre- 
sents a definite force or weight and since the weight or force of 
gravity varies at different altitudes and latitudes over the earth's 
surface, it is necessary to enter such a correction when the ex- 
treme refinements of the work in hand demand it. The standard 
value of gravity is taken at 32.173. The following formula, 
in which I^g is the correct reading, g is the gravity coefficient, 
X the latitude, and h the altitude at the point of pressure measure- 
ment, may be applied for this correction. 

•32 .173 - .082 Cos 2X - .0000Q3/i 1 , 

32.173 J "" ^^^ 

Thus in a certain engineering investigation in Berkeley, Cali- 
fornia, where the latitude is 38° and the elevation 50 ft., the con- 
denser mercury column corrected for temperature read 28.473 in. 
What should its properly corrected reading be when gravity is 
taken into consideration? 



mg 



= f 
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By substitution 

J _ 32J73 - .082 X .2419 - .00015 

Itng - 32.173 "^ M.7^6 

= ^^ X 28.473 = 28.464. 

Such refinements as the one for brass scale correction and espe- 
cially for latitude and altitude readjustments are not necessary 
,in mast steam engineering tests. It is well, however, to bear in 
mind suc?h computation in case investigations of extreme detail 
should arise. 



C^HAPTER IV 
MEASUREMENT OF TEMPERATURES 



W^' ~ ■ ~~i HEN till; finger is insL'rtod into a cup 

ff j of warm water and thpn again into 

4^B9 11^ f^pV water formed by the nieltin^ of 

^B IIB ■ ice a distinct sensation is felt in 

^H l^ft m I each case. Many years ago scien- 

^H ll^ft ■ i ^'^^^ ^^'^ philosophers attempted 

^H I ^^H m to explain this sensation by afisiim- 

^B A ^Hf ing thata substance existed which 

^Hl| ^KK ihey called "caloric" whose en- 

^Vr ^V trance into our bodies caused the 

W ll ^B scmsation of warmth and whose 

IJ I'urcss therefrom gave the senaa- 

I tion of cold. But heat, if a sub- 

Jl_ slitnce at all, cannot be similar to 

ilB I hose substances with which we are 

■""^ti^ t;i miliar, since a hot body weighs 

ft^ !i" more than one which is cold. 

'Sy J The discussion in tiiis article 

is not concerned directly with 
heat but rather with one of its 
effects, namely, that of change in 
temperature. From the above it is readily seen that tempera- 
ture is an indicator of the physical effect of heat rather than a 
quantitative means of heat measurement. This statement is 
easily proved, for when we place our fingers alternately upon a 
piece of cold and hot iron at the temperatures mentioned for 
water in the opening paragraph of this discussion, thesame phys- 
ical sensation is experienced. Yet to transform the iron from a 
temperature of freezing water to that of boiling water takes far 
3S heat than for the transfer of water under similar conditions. 
Fixed Points for Thermometer Calibration. — Since water is 
the moat generally distribuLed substance through out nature and 
one of the most coQVcoieat for handling in the laboratory ite 
3L 
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freezing point and boiling point are used by common consent as 
two definite marks for temperature calibration. Thus in the 
Centigrade scale the freezing point of water is the lero pcnnt and 
the boiling point of water under standard conditions of atmos- 
pheric pressure is the one hundred unit point. Again, in the 
Fahrenheit scale the freezing point of water is the thirty-fleoond 
division point and the boiling point of water the two hundred 
and twelfth division point. Similarly for the Reaumur Boaki 
the freezing point of water is the zero division point and the 
boiling point of water, the eightieth division point. 

The Various Temperature Scales Employed. — The Centigrade 
scale as described above has grown into rapid use in scientific 
investigation and now may he said to be universally adopted 
throughout the world for such practice. The Fahrenheit scale, 
on the other hand, has so ingrained itself into engineeiiDg prac- 
tice that (engineers are loath to part with it in spite of its cumber- 
some and unscientific divisions. In this work, then, we shall be 
comp('ll(»d to (»xpress temperature measurement in the Fahren- 
heit scale. The Reaumer scale, mentioned above, finds dii^t 
application in this country and in such places where it is employed 
it is used for measurement in stills and breweries. All three of 
these scales are often for scientific purposes transformed to a 
soc^alled absolute zero which is 4o9.4°F. lx»low the ordinary lero 
on the P'ahrenluMt scale. A free discussion of this absolute scale 
will Ik^ set forth in a dis('ussion on thermodynamic laws <rf gases 
whi(!h will Ih* found in another chapt^»r. 

Relationship of Fahrenheit and Centigrade Values. — In order 
that transfers from one* thermometer scale to another may be 
conveniently and rapidly accomplished, it now becomes necessary 
to develop some simple mathematical n^lationships whereby this 
may 1m» done. Since all of the scales are graduated uniformly 
betwe<^n the freezing and boiling point of water, their relationship 
may be said to l)e linear. In the study of analytical geometry 
we find that such relationships may be expressed by the straight 
Hne formula: 

^2— ^i 2/2— 2/1 ^^^ 

wherein x and y represent any simultaneous temp(»rature8 ex- 
pressed in different si^ale readings and the subscripts 1 and 2 
represent definitely known points in correspondence. In order 
then to find a relationship between the Fahrenheit and Centi- 
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grade scale, if x represents the Fahrenheit and y the Centigrade, 
we find that Xi would \ye 32 when iji is 0, and Xs would be 212 when 
?/2 is 100. Consequently we derive a relationship thus: 

F - 32 ^ C - 

212-32 100 - 

180 



,\F -32 =lc 

5 



(2) 




Fio. 2.'^.-- -The linear ralationship of tonii^oraturo scalos. 



As an example, if the entering water in a boiler test is 84**F., 
this value is converted at once to the Centigrade scale by sub- 
stituting in the formula 

F - 32 = ?C 
o 

or C = I (F - 32) =;^ (84 - 32) = 28.9° 

Relationship of Fahrenheit and Reaumur Values. — A rela- 
tionship betwoc^n the Fahrenheit and Reaumur scales is similarly 
established. 



.F - 32 = ']r 
4 



(3) 



Thus in order to illustrate the application of this formula a tem- 
perature of 84°F. reduces to the Reaumur scale as follows: 

84 - 32 = 5) R 
4 

.'. R = 23.1° 
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Relationship of Centigrade and Reaumur Values. — To develop 
a relationship between the Centigrade and Reaumur scales the 
same reasoning is involved. 

■C = |fl (4) 

Thus to convert a Centigrade reading of 28.9° into the Reau- 
mur scale, we substitute directly 

R = tc 
o 

otR = tx 28.9 = 23.1° 
o 

In case that rapidity is necessary in the conversion of one scale 
to another and extreme accuracy is not required, a conversion 
chart is easily constructed whereby these three scales may be 
converted graphically from one to the other. 

Methods of Temperature Measurement. — The ascertaining 
of correct temperatures is of extreme importance. Due to the 
wide range of temperatures that occur in practice, a number of 
different methods of temperature measurement are necessary. 
The method to be employed depends upon the range of tempersr 
ture involved and often too upon the accessibility of the ob- 
ject whose temperature is desired. We shall describe first the 
approximate methods that are used in the ascertaining of 
temperatures. 

Estimation by Flame Color. — A number of years ago in the 
steel industry, it was found that a flame emitted definite grada- 
tions of color depending upon its temperature. In 1905 the 
Bureau of Standards issued a bulletin covering this point and 
made a statement that one may ascertain temperatures with an 
accuracy of 100 to 150°F. by means of eye judgment. It is 
stated, however, that it is impossible to ascertain temperatures 
above 2200°F. As this is the upper Umit of furnace heating in 
steam engineering, we need not then be concerned with exceeding 
the limit. 

In a booklet pubhshed by the Halcomb Steel Company, 1908, 
the following tabulation is given to aid eye judgment in esti- 
mating temperatures: 
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752. Hed, visible in the dark 

885: Red, visible in the twilight.. . 
875; Red, visible in the day-light., 
the sunlight... 



107?! Red, visible 
1292 Dark red . . . 
1472 Dull cherry-red 

1652! Cherry red... 



10001832 

1100 2012 
'1200|21S2 
1300 2.372 

! 140012552 
1 1500:2732 
,1600 2912 



Bright cherry-red 
Orange-red. 
Orange-yellow. 
Yellow-white. 
\^'hit« velding heat. 
Brilliant white. 
Datzling white. 
(bluish white). 
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The Melting Point of Metals and Alloys. — Another method of 
approximately ascertaining the temperature la by means of the 
melting points of alloys and metals A num- 
ber of these alloys are on the market and arc 
convenient in ascertaimng the approximate 
temperature of furnacea and other heat gener- 
atm^ apparatus 

The Method of Immersion. — A third 
method is by heating a piece of metal of 
known weight and speciiic heat to the tem- 
perature of the furnace and then immersing 
the heated body in water By knowing the 
yi ' t^""* "^"^ "^ temperature of the water, the tem- 
%irjf~^ perature of the furnace may be approximately 

FiQ 24 —A cup for ascertained The loss of heat in the hot sub- 
me QB oyB gtance IS evidently equal to the heat gamed 
by the water. Let, i, be the unknown temperature of the hot 
substance, A/, the weight of the hot substance m lb , M„ the 
weight of the water in lb (j the final temperature of the water, 
lithe initial teraperatureof the water and Ci the specific heat of the 
hot substance; then, if wc assume that the specific heat of the 
water is 1, we may write at once 

M,{1. - U)c, = MMi - h) 

Therefore, /, = MrJJ^JlJl) + (, (5) 

Mean specific heats of a number of inctals which may be used 
for this purpose are as follows: 
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Ordinary 


Mean for high 


Subatance 






fttinutn.. 


0,032 


0.038 


ion (cti8t] 


. . 130 


O.ISO 


fickel 


0.109 


0.136 



- + 124 = 179rF. 



Aa an example let us suppose that 4 lb. of cast iron hoat«d to 
I an unknown temperature is plunged into 20 lb. of water at 64''F., 
I thereby raising the water to a temperature of 124^. By sub- 
I stituting in the formula, we have 
^ 20(12 4 - 64) 
4 X .180 

The Alcohol and Mercurial Thermometers. — For accurate 
temperature readines up to 000°F. ihe expansion of liquids is 
made use of, for experiment shoivs that tlie expansion 
of a liquid is proportional to the rise of tempera- 
ture. Since alcohol has a low freezing iwint, in fact 
so low that it cannot be reachwl by any natural 
tx-mperature, the alcohol thermometer is usually made 
use of for low temperature readings. Since its boiUng 
point is also comparatively low, it is impracticable 
for high temperatures. Mercury, on the other hand, 
\s an excellent substance to use in thermometers as 
the variation in its expansion coefficient with rise of 
temperature is such that the deleterious effect of the 
expansion coefficient in the glass tube is very nearly 
offset by the compensating error introduced by assum- 
ing a constant expansion coefficient for the mercury. 
Mercury boils at 676°?. and for many degrees below 
this point gives off considerable vapor. As a 
consequence tlie ordinary mercurial thermome- 
ter cannot be dei>ended upon for a higher tein- 
perature than 500°F. An ingenious device, 
however, enables us to make u.ie of the mer- 
curial thermometer up to 800 or 900''F. A 
small amount of nitrogen gas is put in the 
upper column of the thermometer tube and as the mercurial 
eolumn expands it consequently compresses the nitrogen gas. 
The reactive pressure of the gas upon the mercury raistw its boil- 
ing point so that the high temperatures above indicated can be 
accurately read. 
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The Expansion Pyrometer. — For the eetimatiiig of tempera- 
tures higher than 900° a number of types of instruments are 
employed. The expansion pyrometer, whieh aets upon the prin- 
ciple that the expansion of metala is proportional to the rise in 
temperature may be quite accurately used between the range oE 
1200 to ISOOT, 

Electrical Thermometers. — Electrical thermometers are, how- 
ever, the most satisf.ictory and accurate for steam enKincering 
practice. Electrical thermometers 
y I I ^ act upon two distinct physical 

* II I principles. One class operates upon 

ki^l I the principle that the junction 

I '[ ] .' point of two metals when heated 

L.>-4 \ generates an electromotive force 

I 11 ] which is proportional to the tem- 

I Bl ] poraturc rise. Consequently if the 

.rjfj I readings are made by means of a 

\ 1 i delicate galvanometer, calibrated to 

' ' ■--•<■ ' read degrees Fahrenheit, an accu- 

- ' ■[ rate type of instrument is at once 

■^^^^ 1 J_ * I <"voIved. The other principle is 

^^^^^t^^g based upon the experimental fact 

^^^^^r JV that the resistance of a metal varies 

^^H^^ 11 with the temperature rise. Hence, 

H^P^ " by measuring this rise in electrical 

resistance by deUcately cahbrated 
FiQ. 2U,— Tiiurn.u-™iii)iy r.'i.tiy instruments, an accurate thermome- 
ter results. The thermo-eouplea 
made use of for the former type of electrical thermometer usually 
consist of platinum with platinum alloyed with 10 per cent, of 
rhodium. In the latter class the resistance element is enclosed 
in a highly refractory substance. 

The Radiation Pyrometer. — Where temperatures are above 
the hmit of measurement by rare metal pyrometers, or where the 
point of high temperature is inaccessible to the thermo-couple, 
the radiation pyrometer is employed. This instrument is fo- 
cused on the hot body at a distance. The heat radiating from the 
object under investigatioa is reflected by a concave mirror in the 
back of the pyrometer telescope and concentrated at a focus 
point on a small thermo-couple. This thermo-couple gives off 
electrical energy proportional to the temperature of the radiat- 
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Eing body, and as a. consequence the temperature is thus aecer- 
ll.iained. 

Thus, the whole range of temperatures met with in engineer- 



1S<^^ 




.if tho (lioniiiJ-L-iiuplo. 



g practii'c is covered by some form of accurate temperature in- 
dicating device. The Bureau of Standards at Wasliington is 

^eftdy to calibrate for a small fee any thermometer sent to them. 



1 





pt least one carefully calibrated thermometer should be kept for 
eference or comparison in the laboratory of any one interested in 

a engineering testing. 
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Standardization and Testing of Thermometers. — The testing 
of thermometers i« of utiiiOHt iinportam-c. All ihcrniometcrH 
should be carefully calilirali-d for refined skiam ennineering testa. 
The Bureau of Standards has issued in its circular No. 8, an ex- 
cellent Ruide for such work. All thermometers are calibrated 
when completely immersed in the substance whose temperature 
is bein^ appertained. 

The Stem Correction. — In engineering practice temperatures 
f>r -steam and water are usually ascertained by setting the ther- 
iciometer into a well which is sunk into the pipe conveying the 
steam or water. This well is filled with 
mercury or oil and the heat transferred to 
the thermometer by conduction. As a eon- 
sequence, however, a portion of the ther- 
mometer protrudes in the atmosphere above 
the well and is consequently at a lower 
temperature. A 80-<;aIled stem correction is 
hence necessary to ascertain the correct read- 
ing of the thermometer. 

This correction is large if the number of 

FiQ. 20.— Wail for degrees emergent and the difference of tem- 

t_omioiins)pr inwr- pg^^ture between the bath and the space 

alx)ve it are large. It may amount to more 

than 35°F. for n ica.su re me nts made with a mercurial thermometer 

at 750°!'. 

The stem correction may be computed from the following 
formula: 

Stem correction = Kn(ii — ij) (6J 

K = factor for relative expansion of mercury in gln.s8; 
COOOlfj to 0.00016 for Centigrade thermometers; 
0.000083 to 0.000089 for Fahrenheit thermometers, at or- 
dinary temperatures, depc^ndiuR upon the glass of 
which the stem is ma<le. 
n " number of degrees emergent from I he bath. 
(, = temperature of the bath, 
(g = mean temperature of the emergent stem. 



Thus suppose that the observed temperature was 100°C. and the 
thermometer was immersed to the 20" mark on Ihe scale, so that 
80° of the mercury column projected out into the air and the 
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mean temperature of the emergent column was found to be 25°C., 
then 

Stem Correction = 0.00015 X 80 X (100 - 25°) 

= 0.9^ 

As the stem was at a lower temperature than the bulb, the 
thermometer read too low, so that this correction must be added 
to the observed reading to find the reading corresponding to total 
immersion. 



(CHAPTER V 
THE ELEMENTARY LAWS OF THERMODYNAMICS 





S pointed out in the discussion on 
temperatures, scientists in former 
times conceived that the phenomena 
accompanying the addition or sub- 
traction of heat could only be ex- 
plained by the existence of a fluid 
which they called ''caloric." 

But these scientists or calorists, 

as they were called, had to give a 

hitherto unknown property to their 

I ■ substance and maintained that 

-^ ■ '-' - ''caloric** was a weightless fluid. 

This substance also had the prop- 
erty of filling the interstices of bodies 
and of passing between bodies over 
any intervening space. To illus- 
trate, they said, "caloric" would 
fill the? interstices of a body as 
water enters a sponge. Now, when we squ(x^ze a sponge some 
of the wat(^r ooz(\s out and wots our hands. The calorists as- 
sumed that the friction or rubbing of a body with the hand for 
instan(^e, made the hand Warm because friction was supposed 
to decrease the capacity of a body for holding ''caloric," and as 
in the squeezing of the sponge, water oozes out, so caloric oozed 
out and made the hand feel warm. 

The Irrefutable Experiments of Davy. — Davy, however, ex- 
ploded this theory in 1799, when by rubbing two pieces of ice 
together, he actually caused the ice to inc^lt. This evidently 
would be impossible under th(j caloric theory above stated, 
according to which friction caused capacity for caloric to be de- 
creased. Yet here wiis evidenced the rovorse. From time 
immemorial, men haye considered that the force of truth is al- 
mighty, and yet how slow the human race is to overthrow an 
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Fio. 30. — The cstublishnient of 
Boyle'tj law. 
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imperfect but well-established theory. For instance, so power- 
fill was Sir Isaac Newton's grip on the scientific world that be- 
cause he announced that no successful correction could ever be 
made for the uneven refraction of lij!ht rays in lenses, the whole 
world for fifty years thoroughly abandoned the idea of ever being 
able to use refractive tclesco^MPS, and consequently, during that 
period we find telescopic reflective mirrors used entirely. 




.. 31.— The furni 
iiic laws. (Ijuiler frc 
D Company.) 

Joule's Complete Demonstration of the Mechanical Equivalent 
of Heat.— And no it was in Ihe case of \\v theory nf heat. Not- 
wttht-tnnding the all-powerful demons! ration of Davy in 1799, 
it remained for Joule, nearly fifty years later to finally put forth 
the finishing data to forever overthrow the caloric theory and 
introduce the modern idea of heat. This eminent scientist 
constructed a machine in many respects similar to an ice-cream 
freezer, the essential difference being, however, that the machine 
was used to increase the heat in the liquid instead of cooling the 
same. Joule conceived the idea that heat was one form of energy. 
Should this be true, it should be mutually convertible. One of 
the easiest methods of measuring energy is the well known pile 
driver. Energy is definitely computed by weighing the hammer 
in pounds and multiplying this weight by the distance in feet 
through which the weight falls. The result is foot-pounds en- 
By a clever contrivance constructed somewhat on this 

inciple. Joule measured the amount of energy absorbed in his 
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machine and the consequent ritM; of temperature in the liquid. 
H(> soon established the fact that a definite number of foot- 
pounds of mechanical enor|?y was equivalent to a definite number 
of heat units in the liquid. This experimental result is most 
important and is one of the basic principles of modern engineer- 
ing. Careful scientific measurements have proved that one 
British thermal unit, or B.t.u., of heat energy is equivalent to 
777.5 foot-pounds of mechanical energy. 

The First Law of Thermodynamics. — From this discussion 
it follows that th(? first and greatest law of thermod3mamics is 
the mathematical expression of the fact that heat energy and 
mechanical energy are mutually interchangeable. Thus if 
W ropr(»sonts energy in foot-pounds; Hy energy in heat units; 
and ./, this experimc^n tally detennincKl constant, we have the 
r(»liition.ship 

W = HJ (1) 

In steam engineering practice // is usually expressed in B.t.u. 
and the (juiintity J has a value of 777.5 as has l>een stated above. 
In otlicr words, 1 l^.t.u. of heat energy- is equivalent to 777.5 ft. 
lb. of nu^chanical c^nergy. In the chapter on units, we have de- 
fin(»d the fundanu^ntal unit of energy, namely the foot-pound. 
This unit of heat energy now introduced, known as the British 
thermal unit, is the jj^oth part of the heat necessary to raise 
one pound (^f water from 32°F. to 212°F. und(T standard atmofr- 
pheric coiHlitioris of pn^ssure. This is the unit which has been 
adoptcnl by Marks and Davis, in their "Steam Tables and Dia- 
grams" and althougli (lifT(»ring from other pn^viously existing 
units is n(^v(Tth(*l(^^s i)ractically univiTsatly adopted at this time. 

Boyle's Law.— Karly in tho liust century, Boyle established the 
fact that a perfect gas, such as air, follows V(Ty closely the law- 
known a,s Boyl(»\s law, that the product of its pressure and vol- 
ume is always constant ])rovi(lcd tlu^ tcMnporatun^ is kept constant. 
Expressing this in mathematical symbols, if p is the al>8olute 
pressure in lb. pc^r sq. ft.; t^ the volume in cu. ft. occupied by 1 
lb., we have the relationship 

Steam is not a ix-rfect K.us and Uvwv doos not ()}),>y this law with 
oxactnoss. still the formula n.ay 1),. „.s<.,l ,vith a 'fair dcKrce of 
arcuracy when consi<U«rinK sup(>rh<.at<.,l steam. A.-,.,irat.o form,, 
las will be given later for steam variation. As an instance how 



ELEMENTARY LAWS OF THERMODYNAMICS 



45 



k 



'er, of approximate computation, let ns consider a boiler oper- 
^jUing at 186.3 lb. gage or 201 lb. absolute pressure per aq. in., 
and producing superheated steam at 527°F. If we know the vol- 
ume at one pressure we may ascertain approximately the volume 
at another pressure. In the steam tables the volume of steam at 
201 ib. pressure per sq. in. is found to be 2.83 cu. ft. per lb. Hence 

200 X 2.83 



250 lb. pressure the volume would become i 



250 
2.26 cu. ft. per lb. The steam tables give this quantity by 
actual experiment aa 2.31. Hence the formula is seen to work 
with superheated steam within 2.5 per cent, of accuracy. For 
chimney flue gasea and air, however, Boyle's law is very exact. 



kCoi 




Fio. 33. — Su[>erhealcd atoara ftp proximately oboya riui 
(Superheated steam ducla of Btation C of tlic I'.ii 
imijniiy in Oaklaod.) 



Charles' Law, — In 1806 another law was found connecting the 
variables of a perfect gas. This great law, known aa Charlea' 
«?ts forth the fact that when the pressure is kept constant the 
>lume of a gas increases proportionately to the increase in tem- 
srature. Thus if f is the temperature in degrees Fahrenheit 
B law states that 



1 + 



I-32\ 

ASi.eJ 



(3) 



) an illustration, if we wish to compute the volume that 1 
•. of air would occupy in a furnace at 2100°^., knowing that Vn 
i a value of 12.39 cu. ft. for air at 32''P. then 

.- 12.39 (|+'-™j7j^')- 69.8 cu. ft. 
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The Absolute Scale.- — The eatablishmeni of this law indicates 

the fa<'t that all temperatures should naturally be measiired from 
a point other than that of the freeaiug temperature of water. 
Thus it ie seen from the aliove that a point of 459.6° below the 
ordinary Fahrenheit stale would be known as an absolute zero. 
Throughout this work then T will represent the absolute scale 
and ( the ordinary scale. Thus 

r = i + 459,6 (4) 

The Composite Law of Gases. — Since it is seen that the prod- 
uct of the pressure and volume is proportional to the change in 
absolute temperature we shall now write one of the most useful 




lo. 33.— Saturated Bl^am obeys n< 
(CirculBting water pumpa oparatod by aaturE 
of the Southern Cftlilornia Edisoii Conipoiiy.) 

formulas in the computation of ^a^ constants, namely that 

p. . HT (5) 

in which if is a constant. 

In the ease of air, let us see if we can compute this constant. 
Experimentally it is found that the volume of air in a boiler room 
temperature of 84''F. is 13.71 cu. ft. per lb. when the atmospheric 
pressure is 14,7 lb. per sq. in. Substituting in the above for- 
mula we have 14.7 X 144 X 13.71 = R (459.6 + 84). There- 
fore H = 53.3. 

A Formula for Gas Density. — If we let y be the density of a 
gas, it is evident that it has a value equal to the reciprocal of v 
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in the above equation. In other words the density of a gas is 
the weight of 1 cu. ft. under standard conditions of pressure and 
temperature. We may then write without further proof the 
formula, 

Ry=-^f ' (6) 

To Compute "R" for Any Gas. — In the measurement of gases 
there is a standard pressure and temperature to which all gas 
volumes and densities are reduced in order to have some basis 
of comparison. These standard conditions are the temperature 
of freezing water and the pressure of the atmosphere at sea-level. 

From the equation last writen above, it is now evident that since 
p and T are constant for all gases under this standardized method 
of comparison, then the product of R and y must also be constant. 
This gives us a method or rather formula by which we may obtain 
the value of R for any gas if we know its density. The molec- 
ular weights of all gases may be obtained by reference to any 
standard book on elementary chemistry. 

Let us multiply both sides of the above equation by the molec- 
ular weight m and by rearranging the terms, we have 

Rm = -P"* 



yT 

For oxygen y = 0.089222 lb. per cu. ft. at atmospheric pres- 
sure and 32"^. and m = 32. 

_ 14.7 X 144 X 32 
• •^*" ~ 0.089222 X~491.6" " 

Since this product Rm is always a constant, we have for any 
perfect gas that 

R = ^^^ (7) 

m 

This formula together with the preceding general formulas 
for pressures and volumes now enables us to ascertain practically 
all the constants for perfect gases. 

As an example let us assume that the temperature of an es- 
caping chimney gas is 40,0°F. What would be the density of the 
nitrogen content of the escaping flue gases? First find the value 
for R for nitrogen for which m = 28. 

/•R ^= fyn ^^ 54.98 
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Hence since 

We have 54.987=^^^^ 

.-.7 = .04475 

It is always convenient to express volumes as the number of 
cu. ft. per lb. Hence when the symbol V is used it will mean the 
total volume content of the gas under consideration. If M repre- 
sents the weight of this volume V we have the relationship 

Mv = V (8) 

or since pv = R X Tj therefore 

pV = M XRT (9) 

Thus if we have given 18.805 lb. of dry flue gas we can easily 
compute the volume it would occupy when leaving the chimney 
at 400°F., if it is known that the value of R for the chinmey gas 
is 51.4. Thus 

14.7 X 144F = 18.805 X 51.4 X (400 + 459.6) 
,'.V = 393.5 cu. ft. 

Further Illustrative Examples. — In order to still further illus- 
trate the wide uses to which the formulas above given may be 
applied in engineering practice, the following six problems are 
worked out in full: 

1. Find the volunic of one pound of air in a compressor at a pressure of 
100 lbs. square inch, the temperature being 32°F. 

From Boyle's Law : 

pv = />o/'u 

at 32°F., Vo for 1 lb. of air is 12.39 cu. ft. and po = 14.7 X 144 

_ 1 4.7X144X12. 30 . ^ 
- 'V - 100x144 =l-82cu. ft. Ans. 

2. From Charles' Law find the volume of one lb. of air at atmospherio 
pressure and 72°F. 

" = - (l + ' 4^l'6) = '''■'' ( ' + -«') = l='-4 -■ ft. An,. 

3. Find the temperature of two ounces of hydrogen contained in one gallon 
fUsk and exerting a pressure of 10,000 lbs. per sq. in. 

2 oz. =1 gal. 
16 oz. = 1 lb. or 8 gals. = 1.068 cu. ft 

Then T =-^^ = ^^'^^^ ^ ^^^ X 1.068 
R 765.86 

.-.T = 2050°F. (abs.) Alls. 
or ( = 2050 - 459.6 = 1590.4°F. Ans 
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4. How large a flask will contain 1 lb. of Nitrogen at 3200 lbs. per sq. in. 
pressure and 70*F.? 

p = 3200 X 144, r = 469.6 + 70 = 629.6, R = 64.98 

pv=RT v^ — 

V 
54. 98 X 529.0 rujo-i rx a 

■•" 3200 X 144 " ° "^^^ ""• ^*- ^"•- 

5. Ten lbs. of air at 200**F. occupy 120 cu. ft. What must be the pres- 
sure? 

V = 120 
M = 10 
R = 63.33 
T = 669.6 

MRT 10X63.3X659.6 „«.^,, .. . 

. .p « — y — = :r^ = 2960 lb per sq. ft. Ans, 

6. How many lbs. of air does it take to fill 5600 cu. ft. at 16 lbs. per sq. in. 
pressure and 60°F.? 

VV = MRT 
V - 6600 p = 16 X 144 i? = 63.3 T = 469.6 + 60 = 619.6 

. ^ 15X144X6600 ._ ,. . 

• • ^ = 63.3X519.6 =^^^ ^^«- ^^- 



f 


1 CHAPTER VI ^^H 
WATER AND STEAM ^1 


1 


f 


S we look aljout us m nature, we 
find that all inanimate creation 
presents itself to us in three dis- 
tinct physical states. Certain 
[•odits, for instance, of them- 
selves readily maintain their shape 
while others, although non variant 
in density, nevertheless seem to 
have no particular physical con- 
fisuration but seek, due to the 
force of gravitation, the lowest 
level attainable and consequently 
must as a rule be held in a con- 
taining vessel. On the other hand, 
a tiiird class of bodies is found not 
only possessing no particular phys- 




Fia. 34.— 'Water and steam apac 
in water lube boili^r. 

they must as a rule be con 
containiiiK veaael. 

lustrations of these three 
iron pipe, and coal are ir 
known as solids. Crude 
instances of the second div 
air, steam, and producer 
are callfKl gases. 

These States are Possit 
ing thing about these aoca 
item of most importance t 
pressure externally fori;ing 
these bodies and by addin 
held in store within the bo 
into a Uquid and then into 


ical configuration, but which ac- 
tually Bcem inherently desirous of 
expanding to such an extent that 
pletely housed, bottom and top, in a 

he power plant, it is easy to find il- 
general classifications. Thus, chalk, 
stances of the first division and are 
Detroleum, water, and kerosene are 
sion, and are called liquids. Finally, 
?as illustrate the third division, and ; 

le to aU Bodies.— The most intereat- 
Ued states of matter, and indeed the 
3 the engineer, is that by varying the 
itself asainst the sides of any one of 
K or subtracting the heat that may be 
dy Itself, any solid may be converted ■ 
a gas, or any liquid may be converted 
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into a solid or a gas, or any gas may be converted into a liquid 
thou into a solid. 

The Fundamental Principle in Steam Engineering. — It is 
this property of matter that makes the operation of the steam 
engine possible. For if we were not able to heat water and eon- 
vert it into steam, it would he uiipossible to make use of this 
liquid for steam engineering purposes, althougli it is the most 
widely distributed in nature. 

Again, since fuel oil must be converted into the gaseous state 
before it readily and efficiently burns beneath the boiler, it would 
certainly be cumbersome and impractical for its use in the great 
majority of central stations if it could not be conveyed through 
pipes or in oi! tanks as a liquid from the oil fields to the place of 
coiisuinptioii. 

Steam Engineering Still Supreme. — Since water is so widely 
teminated in nature and since it can be readily and efficiently 

langed from one state to another, it is the working substance 

Lat today still drives the vast majority of power developing 
Kiechanisms in the industries in spite of the rise of the gas engine 
tnd the great modern evolution in water power development. 

Let us then trace the physical phenomena that accompany 
the transformation of water into the solid state which of course 
is necessary in the production of ice, and again from the liquid to 
the gaseous state which become necessary in the production of 
steam. 

The Formation of Ice. — ^Let us first start with a pound of 
wafer at ordinary temperatures — say at 62°F. As we begin to 
lower the temperature, in other words to draw off heat, the vol- 
ume slightly decreases. Thus the pound of water now occupies 
less space than formerly. Hence, if this water was on the sur- 
face of a mountain lake and the night was getting cooler, the 
surface water would sink to the lake liottom and allow warmer 
water from the bottom to rise only to be cooled at the surface 
to again drop to the bottom. This is what is known as water 
circulation and is very important in steam generation, as we shall 



When, however, the water under consideration lowers to a 
temperature of 39.4''F., a strange thing happens. Something 
develops in its internal structure that now makes the water ex- 
I as the temperature is further lowered. A unit volume of 
now becoming Ugbter than formerly, no longer will it 
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Hence I 
ered to | 



sink to the lake bottom but remains on the surface, 
when a short time later the water on the surface is lowered 
32''F. or freezing point, ice is formed on the surface only, since 
water is a poor conductor of heat. Nature thus protects the 
fish in the waters below- 
Coming back from the mountain lake, however, to the forma- 
tion of ice in the ice plant when the temperature has reached 
32''F., although heat be now driven off, the water does not lower 
itself in temperature but remains at this temperature until it 
has all been converted into ice. 

Latent Heat of Fusion. — -The quantity of heat necessary to 
form one pound of ice at 32''F. from one pound of water at 32°F. 
is a ilcfinite measurable quantity and is known as the latent heat 
of fusion. By careful measurement, the latent heat of fusion for 
water has been found to be 142 B.t.u. That is, to convert one 
pound of water at 32°F. into ice at 32°F. requires the drawingoff 
of as much heat as would approximately be required to lower one 
pound of water one hundred forty-two degrees in temperature. 
When this pound of water is converted into ice, its volume still 
further expands. Hence, one pound of ice will float in water. 
This accounts, of course, for the floating of icebergs on the water 
surface, and furthermore this sudden increase in volume accounts 
for the rutpure in pipes and other nuisances that occur in severely 
cold weather. 

Going back to our pound of water now converted into a pound 
of ice, let us again proceed to draw off heat. It is now found that 
we may lower the temperature of the ice much more easily than 
when it existed as a hquid. Indeed only about one-half the heat 
is required to be drawn off per degree lowering in temperature 
while its volume practically remains constant. 

The Formation of Steam.— Let us now proceed to a considera- 
tion of the physical changes and phenomena that occur when 
water pa-sses into steam. Starting with water at say 62''F., 
as we add heat the temperature increases at the rate of about l''F. 
for every unit of heat energy added to the water. At the same 
time the volume slightly increases. Hence, if our pound of water 
under consideration be situated at the bottom of the well-known 
tea-kettle, the observation of which led James Watt to the inven- 
tion of the steam engine, this pound of water becoming now leas 
dense will rise to the top and cooler water at the top will sink to 
the bottom which in turn is passed again to the top as it becomes 
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leatcd to make way for more water from the top to be heated 
■Along the portion exposed to the heat application. Thus the 
r water becomes warmer and warmer and the transference from 
bottom to top continues. The ease with which this transfer of 
heated bodies of water takes place has much to do with efHcient 
Operation of the steam boiler which may be hkened to an enlarged 
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1. 35. — The lemperalure heat diasfam. 



of u pound of wsMr in lU relationataip wltb 
!r which the tnnnwrHurB fspidly f.ll 



H«n » traphinslly indiutrd the hintoi 
tcmpentim ftnd heat, BrcinnitiB ■! 32°I 
the borlioiitkl line ab ia trued, ifaowini ( 

homrvar. M Bolnt o. the turvc at is tistrd 

kbaorptioD of faMt kt the appronmatf n' „.„ ... 

At 912°F. ud >tin»nh(irie prwurs the horiioDtKl line tg Is trand until nTO.4 B.t.u. sr* 
tbanbed. Artsr all the water i> thiu converted into iteam the enrve oh ia tni<:ed [or auper- 

Ei-kettle with accessories and appurtenances to care for its 
increased responsibilities as compared to tea-kettle operation. 

Latent Heat of Eyaporation. — The water in this manner con- 
tinues to absorb heat until if under atmospheric pressure, it 
reaches a temperature of 2I2°F. At this point, however, vast 
quantities of heat may be added and still the water will remain 
at this temperature although it may now be observed that steam 
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is teing formed which too, has the same temperature as the 
water. Not until 970.4 B.t.u. or sufficient heat units to raise 
ten pounds of water almost one hundred degrees in temperature 
have been added to the pound of water at 212°F. will the pound 
of water become entirely converted into steam at 212^. This 
quantity of heat necessary is important in Bteam engineering 
and ia known as the latent heat of evaporation for water under 
atmospheric pressure conditions. To be succinct, in steam en- 
gineering practice the quantity of heat necessary to convert one 
pound of water at a given temperature and pressure into dry 
Bteam at the same temperature and pressure is known as the 
latent heat of evaporation for that temperature and pressure and 
is usually expressed by the symbol Lt. Steam boilers seldom oper- 
ate at a pressure so low as that of atmospheric conditions. In- 
deed, while such a pressure is but 14.7 lb. per sq. in., the modern 
boiler in the central station operates at something like ten to 
fifteen times this pressure. This fact materially complicates 
computation in steam engineering, for it is found that at pres- 
sures different than that of standard atmospheric conditions the 
latent heat of evaporation is wholly different. Indeed, so com- 
plex is this law of variation that no one as yet has been able to 
give an exact formula for its determination, although in subse- 
quent chapters approximate equations wiU be set forth. Hence, 
it has become necessary to refer to carefully compiled steam tables 
for such information and a later chapter will set forth the manner 
of their use. 

Other Variations Occur With, Changes of Pressure. — When 
water passes into steam, the volume — say of one pound — vastly 
increases. At atmospheric pressure the volume of steam is about 
sixteen hundred times what it was when existing as water. At 
other pressures the volume relationships will of course be differ- 
ent. Again when the pressure increases at which steam i.s formed, 
thevolumebccomeslessinprnportion. No accurate mathematical 
formula has been found for this relationship hence once agiun 
must we appeal to the steam tables. 

Data Easily Taken from Steam Tables. — By experiment it 
has been found that varj-ing amounts of heat are required to 
raise water from a particular initial temperature to the boiling ' 
point, for the boiling point is not reached until a higher tempera- , 
ture is attained as the pressure is increased. On the other hand, 
less heat is required to convert a pound of water at these higher 
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boiling points into steam. Since the volume and density too 
vary under varyiiiR pressures, the entire problem now becomes one 
of picking the proper constants for the particular temperature 
and pressure under discussion and when one by a Utile praiitiee 
can use the steam tables with facility, it is surprising to see how 
aimply and directly most problems in st^am computation may be 
[ aolved. 

Total Heat of Steam. — Often in steam engineering practice 
problems arise in which we must express the total heat of steam 
quantitatively represenlW in each pound under consideration. 
It makes little difference at what point we begin to estimate such 
heat relationships, but by common consent the freezing point of 
water has been adopted. Hence, the total heat of steam is the 
heat required to raise one pound of water from 32°F. to the boil- 
ing point added to the heat required to convert this water into 
st«am at that temperature. If the steam exist as superheated 
st«am, there must also be added the heat required to raise dry 

Pturated steam to the temperature of superheat. The various 
athematicai formulas for computing these numerical results 
II be taken up later in a chapter entitled Quality of Steam. 
At this particular time we shall write down the simplest of 
"these formulas as an illustration. 

Total Heat of Dry Saturated Steam. — The total heat of dry 
saturated steam, written Hi for a given temperature t, is the sum 
of the heat of liquid and latent heat of evaporization for that 
temperature. 

I Hence we may write this important fundamental equation 
H. = K+ L, (1) 

I Thus the total heat of steam at 212°F. is 
//, = 180 + 970.4 = 1150.4 B.t.u. 
I Other Instances of Total Heats. — If, however, the steam is 
evaporated from the water and then superheated, that is, an 
additional quantity of heat is aildptl after all the water has be- 
come steam, it will then begin to rist^ in temperature and the 
quantity of heat necessary for each degree rise in temi>erature is 
K)ut one half that required per degree rise when it existed as 
This exact ratio is however quite varial)le and ranges 
rtween .46 and .60 depending upon the pressure and degree of ' 
nperhe^t attained. Hence once again appears the necessity 
( steam tables. 
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It is now readily seen that in general Ihrep definite and distinct 
considerations present themselves in the solution of problems 
involving the computation of total heat. The first instance is 
one in which the steam exists in a dry state and at the tempera- 
ture and pressure at which it is generated from the water. Such 
steam is known as dry saturated steam. The second instance 
is that in which the steam is not completely dry, but holds in sus- 
pension small particles or globules of water, and in this instance 
the mixture is known as wet steam. The third instance is of 
especial importance in modern central station practice and in- 
volves what is known as superheated steam. In this case the 
steam is first formed by evaporation from water into dry satu- 
rated steam, after which it is conveyed through pipes that are 
exposed to high temperatures, thus causing the temperature of 
the steam to be still further raised, although the pressure prac- 
tically remains constant. 

The complete solution of these three instances for computar- 
tion of total heats will be found in the chapter on Quality, of 
Steam as stated above. Meanwhile the thorough mastery of 
the fundamentals of the physical properties of water as herein 
set forth will be of vast assistance in a clear understanding of 
this later discussion. 

Euunples 

1. The water nnterinn a feed-water heater JB at a temperature of 75°F, 
anij Icavea the heater at 190°F., what is the heat nbaorhed per lb. of water? 

From the steam tables the heat of liquid at 75^. is 43.05 B.t.u. and at 

IQCF. it ia 157.91 B.t.u, Hcneo the heat absorbed per lb. of wat«r ia 

I57.S1 -43.05 - lli-HQ B.t.u.— Ans. 

2. Water enters a boiler at I60°F. and is converted into dry saturated 
steam at 200 lb. pres. per sq. in, abs., what is the total heat required to 
evaporate each lb. of steam? 

The heat in the entering water at l(iO''F. ia from the steam tables 127,86 

B.t.u. The total heat of dry saturated steam at 200 lb. pres, bI>b., is 1198.1 

B.t.u. Hence the actual heat necessary l-o evaporate each II>, of ateam is 

1198.10 - 127.86 = 1070,24 B,t.u.— dna. 

3. If the heat of liijuid for boiling water at 212°F. ia 180 B.t.u, and the 
latent heat of evaporation ia 970.4 B.t.u,, how much heat is required to 
evaporate a pound of water from an open water heater which is receiving ita 
supply at 64°F,? 

Each lb. of water entering at 64''F. has a heat of liquid of 32.07 B.t.u. 
Water evaporating into steam at 212°F. has a heat of hquid of ISO and a 
latent heat of evaporation of 970,4 B.t.u., making a total heat of evaporation 
of 1150.4 B,t,u. tor every lb. of water bo evaporated. Hence tiio net beat 
required is 

1. 1150.40 - 32.07 = 1128.33 B.t.u,— Jm, 
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T has already been shown that since 
no simple mathematical laws have 
as yet been devised to express the 
temperature, pressure, latent heat, 
heat of liquid and other funda- 
mental properties of steam and 
water that are absolutely nee- 
eswary in the Bolution' of steam en- 
gineering problems, we must resort 
to carefully compiled steam tables. 
Practically all the research and 
scientific investigation along the 
lines of pure sU^am engineering of 
I ho last half century have been 
devoted to the more complete 
establishment of some of the 
fundamental constants involved in 
the steam tables. 
The three most important of these are the zero point of the 
absolute temperature scale, the proper value for a constant em- 
ployed in the conversion of mechanical energy into heat energy, 
and the exact determination of the heat required to evaporate 
one pound of water from 2I2°F. into dry saturated steam at 212°?. 
Since these values are continually found by more careful and 
exacting experimental work to be slightly different than formerly 
held, we find that the steam tables of recent publication are differ- 
ent than those of former years. 

The Steam Tables as Adopted in this Discussion. — The 
Steam Tables and Diagrams an computed by Marks and Davis 
and published by Longmans, Green & Company, are today 
universally recognized and are adopted as the standard com- 
pilation for the problems cited in this discussion. 

In the rear of these steam tables an interesting discussion 




of the methods employed by tliests investigators in arriving at the 
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three fundamental constants mentioned above ia given. The 
result of these investigations shows that the absolute zero is to 
betaken at — 459.6°F., the mechanical equivalent of heat at 777.6, 
and the latent heat of steam at 212"^. to be 970.4 B.t.u. 

Recapitulation of Fundamental Evaluations. — ^These three 
constants are 'So important that they should be memorized and 
for emphasis let us recapitulate their exact interpretation. 

The aljsolute zero is now found to be a point situated at 459.6® 
F. below the zero point on the Fahrenheit scale or 491. 6®F. below 
the freezing point of water. At such a temperature it is supposed 
to be impossible to further draw off heat from any substance 
for at this temperature the heat storage is supposed to be abso- 
lutely exhausted. 

The mechanical equivalent of heat as given above means that 
the energy represented by one B.t.u. or British thermal unit 
of heat is equivalent to 777.5 ft. lb. of mechanical energy. Or 
if one pound of crude petroleum contains 18,500 B.t.u., it poa^ 
sesscs as stated in a previous chapter, sufficient energy to raise 
a human being weighing 175 lb. a vertical upward distance of 
over 18 miles. 

The latent heat of steam at 212*'F. and atmospheric pressure 
means that the quantity of heat necessary to evaporate one pound 
of water at 212°F. into dry saturated steam at 212°F. is found 
experimentally to Ix) 970.4 B.t.u. 

Analysis of a Typical Page of Steam Tables. — ^Let us now 
proceed to analyze a piigo of Marks & Davis* steam tables, column 
by column. The illustration as given is found on page 12 of 
this compilation and we shall follow across the page the line 
corresponding to a temperature of 231°F. 

Temperatures in Fahrenheit Units. — Since all steam engineering 
computation is based on temperatures represented in the Fahren- 
heit scale instead of the Centigrade system, the temperatures are 
here listed in the Fahrenheit units. 

Pressures in Absolute Notation.— This column means that the 
pressures here given represent the pressure in pounds per sq. in. at 
which water will boil when the temperature is that as listed in the 
first column. Further on in the atoani tables an exactly similar 
table may be found to the one cited except in this latter instance 
the pressures are made to vary pound by pound and the corre- 
sponding boiling temperature of water given. 

In this instance, then, we read that a pressure of 21.16 lb. 
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per sq. in. will be produced before the water boils or the formation 
of steam begins at 231"^. This pn-ssure, by the way, is in ab- 
solute units and would not be the pressure read on tlie atoaJn gt^e 
of a boiler room. Since the steam gage indicator pressures above 
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Vwe atmosphere, one must subtract from this reading in the eteam 

babies the atmospheric pressure of the day in order to find the 

roper gage pressure. Thus, in this instance, if the atmospheric 
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pressure of the day be 14.7 lb. per sq. in., a steam gage in a boiler 
room would read 6.46 lb. per aq. in., when the water in the boiler 
is 231'F. 
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This precaution is most important and the student should 
carefully reread the former chapter on pressures if he does not 
thoroughly understand the conversion of gage pressures, inches 
of vacuum, inches of mercury, etc., into standard absolute pres- 
sure units. 

Pressures in Atmospheres. — In many engineering computations 
pressures are given as so many atmospheres instead of pounds per 
square inch. The pressure of the standard atmosphere is usually 
taken as 14.7 lb. per sq. in. but for very exact work it is more 
accurately 14.696 lb. per sq. in. Hence this column is computed 
by dividing each item in the preceding column by 14.696, which 
in this instance is found to be 1.440 atmospheres. 

When, however, the reading is below that of ordinary atmos- 
pheric pressure, such values are often desired in inches of mercury 
since vacuum pressures for the condenser are given in such units. 
This particular column is therefore found by dividing the corre- 
sponding lin(^ in tlu* preceding pressure column by the number of 
indues of niercur^^ equivalent to one pound pressure per square 
inch. It is to be remembered that this does not even yet give the 
reading in inches of vacuum. Pressures in absolute inches of 
mercury and inches of vacuum cause seemingly endless confusion. 
A complete discussion of this feature was taken up under the 
chapter on pressures and its careful review is emphatically recom- 
mended if any unsettled question still exists in the mind of the 
reader. 

Specific Volume. — The cubic feet occupied by one pound of 
dry saturated steam at a given temperature and pressure is 
known as the specific volume of the steam for that temperature 
and pressure. 

This is a factor often necessary in steam engineering compu- 
tations. Yet no known means has ever been invented whereby 
this factor can be accurately ascertained by experiment. The 
task is indeed one that involves such diflSculties as to make its 
determination by experiment practically impossible. The sci- 
ence of higher mathematics has come to the rescue and here is 
indeed an instance where purely theoretical deductions have 
brought about a practical solution of an otherwise unsolvable 
problem in steam engineering. 

This relationship involves the latent heat of evaporation L; 
the absolute temperature T at which the saturated steam is 
formed; the ratio of the increase in pressure Ap to the increase in 
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temperature A/ of boiling points taken immediately below the 
temperature under consideration and immediately above it; 
the specific volume of the steam v that is found, which of course, 
is the unknown value we are desirous of computing; and the 
specific volume of a space occupied by one pound of water Vi 
inimediately before its conversion into steam. Algebraically the 
relationship is expressed thus: 

From the steam tables we will take our values for Ap and M 
immediately below corresponding to 230°F. and immediately 
above corresponding to 232°F. Hence 

M = (232 - 230) = 2. 

Ap = (21.56 - 20.77)144 = 0.79 X^144 = 114. 
T = 231 •+ 459.6 = 690.6. 
L = 958.1 X 777.5. 
Vi = .016 cu. ft. 

Substituting, we have 

958.1 X 777.5 = 690.6 (-^^)(y - .016) 

.\v = 18.98 

The value in the table is 19.05 which is seen to be about one- 
third of one per cent, in error. This difference is probably due 
to the fact that decimals neglected in computation were made use 
of by the comp ler of the steam tables, and then too the small 
pressure and temperature variations were probably taken nearer 
together than is possible in the data actually set forth in the 
steam tables. 

Specific Density. — The weight in fractions of a pound of one 
cubic foot of dry saturated steam is known as its specific density. 

It is evident that if one pound of steam occupies 19.05 cu. ft. 
as taken from the previous column, then 1 cu. ft. of steam would 
weight 1/19.05 of a pound which is 0^.0525 lb. Hence this col- 
umn is computed in each case by taking the reciprocal of the 
data given in the preceding column. 

The Heat of Liquid. — This is one of the most important col- 
umns necessary in steam engineering practice. Since the heat 
of liquid technically means the quantity of heat necessary to 
raise one pound of water from 32°F. to the temperature under 
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consideration, it is evident that by experinicntal data as given in 
this column it has been found that to raise one pound of water 
• from 32''F. to 231^., 199.1 B.t.u. are necessary to be applied 
from an outside source. 
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The Latent Heat of Evaporation. — Data for the latent heat of 
evaporation has been determined by careful oxpcrimental means. 
It is by definition the quantity of heat necessary to convert one 
pound of water at the temperature and pressure indicated into 
dry saturated steam at the same temperature and pressure. 
In this instance it is seen that to convert one pounil of water at 
231^. into dry saturated steam at 231^., 958.1 B.t.u. are nec- 
essary to be applied from an outside source. 
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^V Total Heat of Dry Saturated Steam. — The total quantity uf 
^Hlieat required to raise the temperature of one pound of water at 
^B 32°F. to the tetnporature at whieh dry saturated steam may exist 
under the preasure exerted in the particular instance, added to 
the quantity of heat then neceasary to convert this water com- 
pletely into dry saturated steam ia known or the total heat of 
dry aaturated steam. Numerically apcaJdng, it is seen that thia 
column is at once obt&ined by adding the heat of liquid and the 
latent heat of evaporation. In a word, this column is the sum of 
^L^e two preceding columns. Thus 

■ Hm = A«i +L -3, (2) 

■^ .-.Hiii = 199.1 + 958.1 = 1157.2. 

Internal and External Work. — One wonders where the heat 
<iisappeara when it is Ijeing continually applied to water at the 

* boiling point and yet the temperature of the water or steam does 
^ot increase. 
Upon careful investigation it is found that it disappears first 
in an internal absorption due to intermolecular rearrangement as 
water passes into steam which thereby stores up a considerable 
quantity of energy to be given out again when the steam is con- 
densed back into water. The energy that disappears in this man- 
ner is known as energy necessary to perform internal work. 

On the other hand in the generation of atcam from water the 
volume is vastly increased. The pushing back against external 
pressure to make room for such an increased volume performs 
external work. So that the energy a])plic<l in steam generation 

I which goes toward latent heat of evaporation may l>e divided 
Into two classifications, known as external and internal work. 
No one has as yet found a method of directly measuring in- 
ternal work. We may, however, measure external work or 
BVen compute it and then by subtraction from total energy ab- 
torbcd arrive at a value for internal work. 
In a former chapter on gases it was shown that the external 
work accomplished by a gas expanding under constant tempera- 
ture and pressure is computed universally by subtracting the 
nitial volume from the final volume and then multipl^Hng this 
mlt by the pressure. Thus 

External Work = p (v — v,) 
g convert thb into B.t.u., we have 

External Work = ^-ff^ (3) 



1 




64 FUEL OIL AND STEAM ENGINEERING 

From the tabloH it is seen that in this instance p = 21.16 X 144, 
V = 19.05, ri = .016. 

.-.External Work = 21.16 X 144 (19.05 - .016) = 74.6B.t.u. 
.•.Internal Work = 958.1 - 74.6 = 883.5 B.t.u. 

Entropy of Water. — In certain advanced problems in steam 
engineering, engineers and physicists have found it convenient 
to invent fictitious qualitites of steam. While many have en- 
deavored to give a physical interpretation of entropy, perhaps 
it is clearer for the student to consider it as merely a mathemati- 
cal fiction which, however, often becomes extremely useful for 
the repr(»seritation of steam engineering problems and indeed 
assists wonderfully in their solution. 

On this iLssuniption, entropy may be defined as such a quantity 
that when plotted against al>solute temperatures the area under 
the curve connecting all such points will numerically represent 
the amount of heat supplied to one pound of matter in order to 
accomplish th(» indicated change in temperature. Thus in the 
instance at hand if one should plot a curve with ordinates repre- 
senting absolute teniixTatures and with al>s<*issas representing 
the entropy for each corresponding temperature, the area under 
this curvx* would be exactly 199.1 units. For it takes 199.1 
units of heat energy to raise one pound of water from 32*^F. to 
231°F .or on the absolute scale from 491.6°F. to 690.6°F. 

By analysis in higher mathematics it is found that entropy of 
water may l>e quite closely computed by the formula 

^= log.^= (4) 

Wherein Q is the entropy of water, Tz the absolute temperature 
at the end of the heat appUcation and Ti, the absolute temperar 
ture at the beginning which is usually taken at the melting point 
of ice or 491.6*'F. on the absolute scale. Thus in this instance 

« - Incr ^2 , ,231 + 459.6, 

e - iog.^^= '^^'(32 + 459:6^ 

= 2.306 log.o|^|- = .3399. 

The values in the steam tables were arrived at by a slightly 
more accurate process than this by taking into account the fact 
that th«» 8ix'(!ific heat of water is not constant as heat is added 

The Entropy of Evaporation.— Since the temix-rulure remains 
constant during the evaporation of water into dry saturated 
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Bteam, it is evident that the entropy curve in this case would 
Bimply be a rectangle as shown in the illustration wherein one 
dimension is of length T and the area swept off is of L units. 
Hence, the entropy for heat of evaporation is evidently 

(5) 



or in this instance. 

Entropy of evaporation = 



958. 1 

231 + 459.6 ' 
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Total Entropy. — The sum of the entropy value for water and 
for heat of evaporation is csilled the total entropy of dry saturated 
Bteam. This is evidently arrived at numerically by adding 
together the two preceding columns. Thus, total entropy = en- 
tropy of water + .entropy of evaporation 

.-.Total entropy = 0.3399 + 1.3875 = 1.7274 (6) 

Tables for Superheated Steam. — In later pages of the steam 
tables are to be found data relative to superheated steam. As a 
subsequent chapter will deal largely with superheated steam 
computations, we shall delay the consideration of superheated 
steam tables until the reader has been more thoroughly grounded 
in other fundamental computations of dry saturated steam. 



CHAPTER VIII 
HOW TO COMPUTE BOILER HORSEPOWER 

HAT energy is never created or 
destroyed is & fundamental postu- 
late of modern engineering prac- 
tice. All of our machines and 
driving mechanisms are, then, 
simply devices by means of which 
we may convert one form of energy 
into another form to suit our con- 
venience or ntoet the demands of 
industrial activity. Thus an elec- 
tric generator does not create 
energy but is merely a device 
whereby energy existing in the 
'- waterfall or in the ateain turbine 
may be converted into electrical 
energy. Neither does the energy 
exist inherently in the waterfall, 
but due to the emission of heat 
from the sun, this water has first 
been drawn from the ocean into 
the clouds to bo later deposited on the lofty mountain peaks. 
Due to this superior position it is enabled to develop water 
power energy and thus transfer the energy of the sun's rays into 
more useful form to ease man's burdens. And so with the 
steam boiler, we have fundamentally a mechanism by wliieh en- 
ergy latent in fuel oil or other combustible is first given out as 
heat energy of combustion to be inmiediiitely converted into 
latent heat energy of steam. 

The Meaning of the Word "Rating."— The rapidity with 
which this conversion of one form of energy into another form 
may be accomplished is known as the rating of the mechanism 
involved. Thus a small boy may by moans of a block and tackle 
hoist a huge weight to the top of a niodcrn sky-scraper and at a 
later observation one may see a team of horses straining to their 
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utmost to accompliah the same task. By close inspection, how- 
ever, it will be found that the small boy has by means of inter- 
vening pulk'ys been able to take from thirty to forty times longer 
to accompliah what the horst^s did in a comparatively short time. 
Hence power, the basis of comparative effort, ia the time rate of 
doing work. 

The Development of the Word "Horsepower." — After his 
invention of the steam engine, James Watt soon found that 




Fid. 43. — A oloso 1 
the Southern Califoi 
■re uudor (tnntrol at Lho oil 

he must devise some unit or measuring stick, as it were, with 
which to measure the power of his mechanism. As he was a 
pioaeer in the art, he had to cast about for some convenient unit 
to adopt. What more natural unit should he consider than that 
of the draft horse? After watching a horse drawing up large 
cakes of ice into an ice house by the use of a snatch block, it 
occurred to him that when the horse pulled up a fairly good load 
he must be doing a certain amount of work. After making 
several experiments he found that by adding more sheaves to 
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the blocks the horse coulil raise a greater load but it took more 
time to do it. He found that the average dray horse was able 
to raise a load of 550 lbs. at the rate of 60 ft. per minute, or to do 
33,000 ft. lbs. of work per minute. This unit Watt called a horse- 
power and applied it to the measurement of the power of his 
steam engines. 

The Boiler Horsepower -^ — In the early daj's of the steam engine 
the principle of tlie conservation of energj' had not been firmly 
establisht^d. Indeed that heat was a form of energj' at all was 
a debated question for many years after the steam engine became 
of vast practical importance. 




Hence, since the energy latent in steam was not then known to 
be the underlying reason for the power driving action of the st^am 
engine, the first rating of the boiler was made on the basis of 
power development in the engine which received its supply of 
steam from the boiler in question. Thus a boiler that could 
supply steam to operate a steam engine developing 50 indicated 
h.p. was said to be a .W h.p. boiler. Later it berame evident, 
due to the rapidly increasing efficiencies of the steam engine that 
such a rating was wholly variable. It was foimd, however, that 
under ordinary working conditions a boiler which could evaporate 
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THE MECHANICAL HORSEPOWER 
Pio. 44. — Tho unit of powor in modDrii Hteam en^neering. 
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30 lb. of steam per hr. at 70 lb. pressure and taking feed water 
at lOO'^F. could usually operate a 1 h.p. engine, consequently 
this mode of boiler rating became popular. 

In 1884, the American Society of ' Mechanical Engineers 
adopted the following definition for the* boiler h.p.: That a 
boiler evaporating 34.5 lb. of water at 212®F. into steam at 212**F. 
per hr. should l>e known as a 1 h.p. boiler. 

The Conversion of Boiler Horsepower to Mechanical Horse- 
power Units. — In later years the principle of the conservation of 
energy finally became well established and when engineers began 
to compute the actual energy represented in a mechanical horse- 
power as originally adopted by James Watt and then compare 
this to the energy represented in the steam generated by what was 
known as a one horsepower boiler, it was found that the boiler 
horsepower represented the conversion in unit time of over thir- 
teen times the energy represented in the mechanical horsepower 
unit acting over the same unit of time. 

It is instructive to follow this computation as it will familiarize 
the reader with these two distinct units. Let us then proceed 
to an analysis. The mechanical horsepower imit is defined as a 
performance of work or conversion of energy at the rate of 33,000 
ft. lb. per minute. Since 1 B.t.u. of energy has been found to 
have its equivalent in 777.5 ft. lbs .of mechanical work, it is seen 
that 33,000 ft. lb. of work per minute, or 1,980,000 ft. lb. of work 
per hr. may be represented by 2547 B.t.u. per hr. From the 
definition of the boiler horsepower above mentioned, as that 
adopted by the American Society of Mechanical Engineers, it is 
seen that since it reciuircs 970.4 B.t.u. to evaporate 1 lb. of water 
at 212'*F. into stoam at 212°F., one boiler horsepower represents 
34.5 X 970.4 B.t.u. per hr. or 33,479 B.t.u. of heat energy per 
hr. Hence, when we compare the l)oiler horsepower with the 
ordinary horsopow(»r it is s(H>n that the boiler horsepower repre- 
sents a unit which is 13.14 times larger than the ordinary horse- 
power. 

The Myriawatt as a Basis of BoUer Performance.— In recent 
years, due to the tremendous growth in the electrical industry, 
engineers have recognized the ineonsistencic^s of the l)oiler horse- 
power unit and an (^ffoii. has Imm^i nuuU^ ])y the national engineer- 
ing societies to make a nioi-e rational standard of rating. As a 
consequence, the American Institute of Electrical Engineers has 
proposed that the Myriawatt be adopted as a standard of boiler 
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rating instead of the Bl. h.p. A Myriawatt is the power equiva- 
lent of 10,000 watts or 10 kw. which converted into heat units 
become 34,150 B.t.u. per hr. Although it is stilt to be remem- 
l>ored that the Myriawatt does not yet make output and input of 
electrical units cxpressiblein like quantities, since output is usually 
expressed in kilowatts, still the factor of 10 furnishes a basis 
readily convertible and makes possible a change in units without 
materially upsetting the old boiler h.p, range of capacity. 

If, then, a boiler evaporates M pounds of steam per hour and 
the total heat of each pound of steam so evaporated be H and 
the heat of liquid represented in the feed water be hf, then the 
-Xating of a boiler in Myriawatta is evidently 
M{,H - A/) 



Myriawatts = - 



34,150 



(1) 



N 



(2) 



Relationship of Boiler Horsepower and Myriawatts. — Simi- 
larly, fiincp one boiler horsepower is equivalent to heat absorp- 
tion of 33,479 B.tu. per hour and a myiiawatt to 34,150 B.t.u. 
per hour, then we may convert a rating in Myriawatts to a rating 
in boiler horsepower or vice versa by the relationship: 
Rating in boiler horsepower _ 34,150 
Rating in Myriawatta 33,479 

The Builder's Rating.— In the commercial evolution of the 
steam boiler there has grown up a method of rating boilers by 
"ruleof thumlj" process. It is evident that the area of the steam 
generating surface of the boiler actually exposed to the heated 
pases of the furnace has something to do with the capacity of the 
boiler. For different designs of boilers, however, the particular 
factor to be applied varies widely. It has become of common 
acceptance, however, that 10 sq. ft. of boiler surface exposed to 
the furnace heat shall be considered on this rule of thumb com- 
parison as equivalent to one boiler horsepower. Hence to com- 
pute the builder's rating of a boiler we must compute the area 
in square feet of the smface exposed to the furnace. By divid- 
ing this area A by ten we arrive at the Builder's Rating: 
A 
10 
Ab a detailed illustration, let us take the case of a Parker boiler 
led at the Fruitvalc Power Station of the Southern Pacific 
in Oakland, California. 




Bl. h.p. (Builder's rating) = 



(3) 
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This boiler is made up of three banks of tubes with two drums 
above, half exposed. In detail we compute as follows: 

Tubes 4 in. diameter, circumference » 12.006 in. = 1.0472 ft. 
Tubes 18 ft. long « 18 X 1.0472 - 18.85 sq. ft. of H. &. 
Tubes 20 ft. long - 20 X 1.0472 = 20.94 sq. ft. of H. a 

Heating Surface, Bottom Row of Tubes: Heating area 

20 tubes with 18 ft. of 

lenj^th exposed to gases =18.8.5 X 20 sq. ft. « 37.700 

Heating Surface, First Piiss: 
100 tubes with 20 ft. of 
length exposeil to giiH(>s = 20.94 X 100 » 2094.00 sq.ft. 

Heating Surface, Second Pass: 
80 tubes with 20 ft. of 
length exposed to gases ^ 20.94 X 80 » 1675.20 sq. ft. 

Heating Surface, Tliird Pass: 
80 tubes with 20 ft. of 

length exposed to gases ^ 20.94 X 80 = 1675.20 sq. ft. 

Drums: 

2 drums 54 in. diameter, 18 K ft. of length 
exposed to gases: circumference = 14.1 ft.; 
K of circumference 7 ft. = 7 X 18.5 X 2 =» 250.00 sq. ft. 



Total 6080.40 sq. ft. 

Hence, we have that the builder's rating of this boiler shoidd be 
Bl. h. p. (Builders rating) ==?!?^ = 608.04. 

To Compute Actual Boiler Rating. — Since it is seen from the 
fundamental definition of the boiler horsepower that the stand- 
ard reference hoilcT K<-n(Tat(*s its steam from water at 212^F. into 
steam at 212®F., we must next develop a factor by which we can 
reduce ordinary boiler performances of high temperatures and 
pressures to this fictitious standard before we can proceed fur- 
ther. The next chapter will be devoted to this consideration. 



CHAPTER IX 



\ EQUIVALENT EVAPORATION AND FACTOR OF EVAPORA- 
TION IN FUEL OIL PRACTICE 

HN tho previouB chapter it was seen 
that iLS the fundamental deBnition 
of the boiler horsepower is baaed 
upon a fictitious boiler that receives 
its f.;ed water at 212°?. and then 
:'v;tporatcs It into dry saturated 
■^U-.un lit 212°F. and atmospheric 
[iri'ssure, we must now develop 
some factor by which we can reduce 
IkjIUt performances as actually met 
ivith in practice to this fictitious 
standard. 

In order also to compare the 
itcaiiiing qualities of two different 
iiiili-rs or indeed to compare the 
;:iiiR' boiler under different con- 
ditions of water supply and steam 
■ generation, it is necessary that some 
standard of iioniparisoii be adopted. 
Thus a boiler under its normal 
pVondilioD of operation may be found to evaporate 13.61 lb. 
¥o( water per lb. of oil fired per hour when taking its feed 
tvater at IGQ-l^F. and converting it into superheated steam at 
I temperature of 527*^. and a pressure of 185.3 gage. On the 
ler hand, the identical boiler, when steaming under overload 
■VOnditiona of a. feedwater temperature of 174. 1°F., a superheat 
■temperature of 536.9^, and gage pressure of 194.1 lb. persq. in, 
Imay be found to evaporate only 13.17 lb. of water per lb. of oil 
', fired, even though the same quality of oil be used in each in- 
stance. It is evident then from sight that to compare these 
two evaporative quantities without taking account of the actual 
heat transferred from the fuel to the steam in the boiler would be 
ft possible source of error. 

73 




Fio. 48,— Piping i 
9 are takon. 



boiler aut- 



74 



FUEL OIL ASD STEAM BNUINEERING 



The Standard that Has Been Adopted. — To avoid inconsiHt- 
eiiuies aud to develop smiic ratinnal method of coniparifiOQ, 
engineers have found it convenient and accurate to re- 
duce all evaporative quantities of a boiler to a definite standard. 
In order to follow out this standardized comparison, all steam 
generating performances of boilers read as if the boiler took its 
feed water at 212*^. and atmospheric pressure, and converted 
it into dry saturated steam at 212°F. and atmospheric pressure, 
as set forth in the standard <lcfinition of the boiler horepower in 
the last chapter. It is elearSy evident that no such theoretical 
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boiler has ever existed, yet this standard of comparison is found 
very convenient. Thus in any case of boiler performance, if 
M, represents such an equivalent or comparative standardized 
evaporation in lbs. of water per lb. of fuel, and Mu the lb. of 
water actually evaporated in the boiler under conditions of test, 
we may now invent a factor to be known as the factor of evapora- 
tion, F,, whereby such performances may be readily reduced: 

M, = M^. Fr (!) 

In the same way, the equivalent evaporation of water per hour 
may be computed from the formula 

M.,, = A/„,. Fr (2) 

wherein M.t, and .\/ui represent hourly eonditions of evaporation. 
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Let us next analyze the factor of evaporation and see how we 
I may actually compute its value for any given case. We have 
y previously found that in the operation of the boiler, steaTn appears 
L in three different conditions or qunlitieB, namely in what is 
['known as dry saturated, wot steam, or superheated steam. 
fXet ua then consider the valuation of the factor of evaporation 
for these three distinct instances. 

Dry Saturated Steam. — In the ease of dry saturated steam, 
the water enters the boiler already possessing a heat of Uquid A/ 
. corresponding to its entrance temperature which may be readily 
I found in the steam tables. This water is next converted into dry 
I saturated steam which has a total heat (//,) corresponding to the 
1 pressure at which the evaporation takes place. Consequently 
I the actual heat which has been transferred from the Vwiler shell 
[ to the water ia(,H, — A/) heat units. But to evaporate one pound 
[ of water at 212''F. into dry steam at 212*^. requires 970.4 heat 
I units. Hence if M„ pounds of water are evaporated under test 
\ conditions, the number of pounds M, under standardized condi- 

rtious would evidently Ire M„ — 070 4' ■ Therefore for dry sat- 
I mated steam 

F. (dry saturated steam) = "^yg^- 0) 

Thus in the case of a boiler which takes its feed water at 101.8° 
B'F. and converts it into dry saturated steam at 180 lb. pressure 
I per square inch, from the steam tables we find that //, is 1196.4 
■'Aod h/ is 69.8, hence the factor of evaporation is 
_ 1196.4 - 69.8 _ 

^•- 970.4 - ^'^ 

Wet Steam. — In the ease of wet steam all of the water entering 
the boiler is not converted into steam, As a consequence a cer- 
tain portion of heat (A, — A/) la required to raise the temperature 
of the water from entrance temperature // to the temperature of 
svaporation (, and if only X^ parts of a lb. are then evaporated 
into steam, only XJj. B.t.u. are required to accomplish this result. 
Hence, the total heat required per lb. of water so evaporated is 
+ .V^. - hf). 
.\s a consequence the factor of evaporation in this case may 
<m similar reasoning be expressed by the formula 
(ft. + XJ.. - kf) 
970.4 



f .(wet steam) = 



(4) I 
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As an instance showing the application of this formula let us 
assume that the boiler above mentioned did not evaporate the 
water into dry steam but that upon investigation it was found to 
contain 5 per cent, moisture. What now is its factor of evapora- 
tion? From the steam tables we find that he is 345.6, L, is 
850.8 and h/ is 69.8. Therefore the factor of evaporation is 

„ 345.6 + .95 X 850.8 - 69.8 , ,-. 
F. = — -^70-^ 1.117 

Superheated Steam. — In the third instance steam is not only 
evaporated to a dry saturated condition, but is finally sent from 
the boiler in a superheated condition. The steam tables are so 
arranged that we may find the heat necessary to raise the total 
heat of superheated steam when its pressure and temperature 
are known. Considering that the water entered the boiler at 32**F. 
let us then call H, the total heat of superheated steam. Since 
now the water entered the lx)iler with a heat of liquid equal to 
hf the actual heat entering each lb. of steam evaporated in the 
l)oiler under these conditions is (//, — A/) heat units. Hence 
in this instance the fac^tor of evaporation is likewise from similar 
reasoning computed by the formula: 

F,(superheated steam) = — q^T-^ (5) 

To follow up the same example as set forth in the preceding 
illustration let us assume that the steam is evaporated under the 
conditions hitherto mentioned, but that it appears superheated 
to the extent of 100**. Looking in the steam tables we find that 
the total heat //. of superheated steam at 180 lb. pressure and 
100° superheat is 1254.3 and that the heat of liquid h/ is 69.8, 
consequently the factor of evaporation is 

F = A?^^ - ^^-8 _ 

970.4 ■ - 1-22 

To Compute the BoUer Horsepower.-Since now by means of 

formula (2), we are enabled to compute the equivalent evapora- 
tion of M.H in pounds of water per hour that the boiler under test 
would evaporate were it takmg its fvi^d water at 212**F and con- 
verting it into dry saturated steam at the same temperature" 
we can at once compute the horsepower of the boiler Under 
such conditions of operation for every 34.5 lb. of water evapo- 
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rated per hour, the boiler is developing one boiler horsepower. 
Hence to compute the boiler horsepower, we write the formula: 

Bl. hp. = ^1 (6) 

Thus if a boiler has an equivalent evaporation of 23,350 lb. of 
water per hour, its horsepower is found to be 

Bl. hp. =^|^ =676.7 
34.5 

We could of course develop an expression for the computation 
of boiler horsepower by taking into consideration the heat 
absorbed by the generation of steam per hour. For in our dis- 
cussion in the previous chapter it was shown that one boilqr horse- 
power is equivalent to the absorption of 33,479 heat units per 
hour. Hence, by computing the heat absorbed by the total 
pounds of steam generated per hour and dividing this by 33,479, 
we can compute boiler horsepower and arrive at the same answer 
as given in the above formula. It is blotter, however, for the 
beginner to follow fundamental definitions rather than attempt 
too many short cuts to gain quick results. 

In conclusion the important relationship to bear in mind is 
the vast difference between the socalled mechanical horsepower 
and the boiler horsepower which was brought out in the previous 
discussion. With this relationship firmly fixed it must be re- 
membered that equivalent evaporation is such an evaporation as 
would be brought about by taking in water into the boilers at 
212*^F. and evaporating it into dry saturated steam at 212®F. and 
atmospheric pressure. The formulas deduced above for equiva- 
lent evaporation and factor of evaporation enable us to do this. 



CHAPTER X 

HOW TO DETERMINE QUALITY OF STEAM 

TEAM 63 used in engineering 
practice is said to be wet, dry 
f^iLi uiatcd or superheated, de- 
piuding upon tlie degree to 
wliich heat has been applied in 
its jEi'rieration. 

Wet Steam. — As its nume 
irii|)Ii('s, wel. steam IB steam in 
wliich are suspended small 
(■lobuIc'H or particles of water. 
Hincf sui'h globiilps or particles 
of water indicate that insufficient 
heat has been applied, and eon- 
scquentiy steam generation is 
iriiperfrcl, it is the function of 
all nooJ boilers to generate 
slciim as free from water as 
possible'. 

Although steam be generated 
dry or even superheated rt may, 
however, after passinfc through 
conducting pipes appear at the 
power generating unit in a wet condition. Hence the determina- 
tion of moisture content and the heat loss due to its presence is an 
important one in steam engineering. 

Let us assume X to be the proportion by weight of dry steam 
that exists in wet steam. Then the total heat represented in 
every pound of such wet steam at temperature ( is 

H, = k, + XL, (1) 

This is evident at once when we consider that to raise eaeh pound 
of original water from ^ZT. to the temperature /, it required kt, 
heat units. On the other Ijand since a proportion by weight 
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equal to X has actually gone into steam, the heat required in 
the latent heat of evaporation is but XL,. 

Dry Saturated Steam.— As one may infer from the h<;adini;, 
saturated steani that contains no moisture is called dry saturated 
steam. In the chapter on properties of water the determination 
of its total heat was illustrated quite fully. We may, however, 
derive the equation for total heat of dry saturated steam from the 
equation above for wet steam. For in this latter instance since 
no water is present, evidently A' becomes equal to unity. Hence 
for drj' saturated steam 

//, = h,-i-L, (2) 

Superheated Steam. — It has been hitherto pointed out that 
alcr is licinij; eva[X)rated into steam the temperature i-e- 
mains constant until all the water disappears. So long, however, 
as st-eam remains in contact with the water from which it is being 
formed it is either dry or wet steam and its temperature eannot 
l>p raised above that which normally represents the boiling point 
of water for the pressure under which the steam is being 
generated. 

It has, however, been found of immi?nse economic value in 
steam engineering practice to actually use steam that is heated 
over a hundred degrees in excess of the temperature at which 
saturated steam may be generaticd under the existing pressure 
conditions. It is seen that such steam must, of course, first 
Itecome absolutely dry and then any additional heat that may be 
added goes toward raising its temperature if the pressure be kept 
constant. 

This is accomplished in the modem steam generating units by 
conducting the saturated steam from the main drums in which 
it is generated and passing it through tubes exposed to highly 
heated portions of the boiler furnace. Such a system of tubes 
is luiown as a superheater. The steam quickly absorbs sufficient 
heat to completely drj' it and still further raise its temperature. 

Computation of Total Heat of Superheated Steam. — If a 
definite constant quantity of heat were required to superheat a 
pound of steam one degree in temperature for all ranges of tem- 
perature and pressure, we could write down a comparatively 
simple formula for arriving at the total heat of superheated steam. 
Since, however, this specific heat constant has a wide range of 
.46 to .60 it is impossible to do so. 
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Hence in ea<;h casc^ of temperature, pressure and degree of 
superheat, we must refer to stc^am tables in order to find the 
proper value of total heat of superheated steam. And, indeed, 
this too is necessary to find all the other constants that relate to 
superheated steam. 

The fundamental definition ix^mains the same, however — 
namely that the quantity of steam required to raise one pound 
of water from 32°F. to the temperature t corresponding to the 
boiling point of water for the pressure at which the steam is 
generated, added to the latent heat of evaporation for this pres- 
sure, together with such additional heat as may be required to 
raise the one pound of now dry saturated steam to the degree of 
superheat given, is known as the total heat of superheated steam 
//,. Expressing this algebraically we have 

//. = ht + Lt + C^n. {U - . (3) 

As an example lot us suppose that superheated steam is being 
generat(»d at ordinary atmospheric pressure and delivered at a 
temperature of 3I2°F. We will suppose that the mean specific 
heat Cpm for the range of temperature and pressure under con- 
sideration is say 0.46. Then from the tables, we find 

hi = 180. Lt = 970.4 U = 312°. 
i = 212°. C^^ = 0.46 
.*. IL = ISO + <)70.4 + 0.46 (312 - 212) 
= 180 + 1)70.4 + 46 = 1196.4 B.t u. 

It is most important, that the student should remember that 
although the value //, may betaken directly from the steam tables, 
still it is based on the several stops above taken. In many steam 
engineering problems this separate analysis or dissecting must be 
done so it is well to clinch this matter without delay. 

Steam Calorimeters. — The word calorimeter often causes con- 
siderable confusibn because there arc two entirely different and 
distinct tyT^s of mechanism that bear this name in engineering 
practice. Fundamentally it moans "a measurer of heat." In 
order to determine the heat contained in fuel an instrument known 
as a calorimeter is employed which will be described in later pages. 
At this point, however, we shall now proceed to describe 
several types of an instrument that boars the same name 
and yet is entirely difforoiit both in dosign and in aim to be 
acrcomplishod. 
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The Bteam calorimeter is an instrument used in steam engineer- 

practioe to determine the exact quality of steam, whether it 

wet, dry saturated, or superheated, and to what extent. 

ice the thermometer and the carefully calibrated pressure K^iRe 

institute the easiest and most direct method of ascertaining 

BUperheat, the uses of the steam calorimeter are usually hmited 

to determination of moisture iii wet steam. 

The Detennination of Superheat. — The method of ascertain- 
ing superheat will now Ik^ set forth. 
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I A thermometer is inserted in the outlet of the superheater 
, and the temperature read, and at the same instant the 
K|K<Rssure of the superheater drum is read on a steam gafte at- 
tached to this drum. In order to correct for the exposed stem of 
the superheat thermometer a separate thermometer is attached 
to the stem of the former. Suppose the superheat thermometer 
s 529''F., and 300° of its mercury column projects above the 
mometer well; suppose also the attached thermometer reads 
41''F. Then, by formula (6) on page 40, the stem correction 
IQUals 

0.OOO0S6 X 300 X (529 - 141) = lOT. 
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The true temperature of the superheated steam is therefore 529 + 
10 = 539^F. If now the steam gage reads 178.5 lb. per sq. in. 
and the atmospheric pressure is 14.7 lb. per sq. in. we proceed as 
follows: 

The absolute pressure of the superheated steam is the sum of 
178.5 and 14.7 which is 193.2 lb. per sq. in. Referring to steam 
tables, we find that water boils, or rather saturated steam is 
generated, at a temperature of 379°F. when under a pressure of 
193.2 lb. per aq. in. Hence, the superheat of the steam under 
consideration is the difference of 539** and 379°, which is IWfY. 

Determination of Moisture in Wet Steam. — There are many 
methods that may be used in determining the moisture content 
of wet steam. The particular method to be employed depends 
much upon the accuracy desired and the degree or intensity of 
the moisture content present. 

The Barrel or Tank Calorimeter. — In this method, which 
should never be used except for approximate results, the steam 
is allowed to pass up throiigh a barrel of water. Of course, the 
steam at once condenses into water and the resulting mixture with 
the water in the barrel raises the temperature. By taking the 
pressure of the stt»ani and the two temperatures of the water — 
the one before applying the steam and the other after its appli- 
cation together with the weights of the water involved, we may at 
once write a mathematical relationship to determine the moisture 
content. 

If we neglect radiation and other stray losses, the heat gained 
by the water in the barrel is equal to that lost by the steam under 
test. 

In all the subsequent discussions in this chapter let us let 
subscripts repros(»nt conditions of steam in the boiler; 1 sub- 
scripts, the initial conditions in the barrel; 2 subscripts, the final 
conditions in the barrel; and W will represent the weights 
involved. 

The total heat of each pound of entering steam is by equation 
(1) found to be (/lo + XqLq) and since after this poimd of con- 
densed steam mixes with the water in the barrel it still has ht 
units of heat, there is then a net loss of (/lo + .YoLo - Aj) heat 
units. In the same way ea(;h pound of water in the barrel gains 
(/i2 - Ai) heat units. H Wa units o<* steam are involved and 
Wi units of water are found in the barrel at the beginning of 
the test, we know then, since heat lost by the steam is equal 
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to heat gained by the water, negleeting radiation and other 
loesea, that 

W, (4. + XJ,, - hi) - W, (ft, - ft,) 
. lF,(ft, -ft,) - W.(t. - ft,) 



■ ^0— ,1/ , 



r.t. 



(4) 



As an example, it was found in a test that a steam main under 
W lb. pressure (Rage) deposited 3 !b. of condensed steam into a 



1 
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Ml that contained 27 lb. of water at 62''F., thereby raisin); the 
nperature to 175°F. We compute the proportion of dry steam 
e main as follows: 



Po = 90 lb. per sq iu. (gage) = 104.7 lb. per sq. in, abS] 
Wi = 27 lb., (Vo = 3 lb. (, = 62"^, (, = 175°F. 
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Hence from steam tables — 

Lo = 885.4, Ao = 301.8, hi = 30.1, A, = 142.9 
3(301 .8 - 142.9) _ 
3 X 885.4 

16.8 per cent, dn- stfam in plrnni iirtHcr teH 
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Surface Condenser Tank Calorimeter. — This method varies 
from the one just set forth in that the condensed stPam does 
not mingle with the water in the barrel. To accomplish this the 
Bteam ia passed through a cod of piping which is inserted in the 
tank. As the steam comisa in contact with the cooling surface 
of this pipe, it is condensed into water and of course the heat 
thus liberated or given out is absorbed by the water in the tank 
and its temperature correspondingly raised. Hence in this 
instance, it is necessary to weigh the water in the tank and the 



f 



HOW TO DETERMINE QUALITY OF STEAM 8.5 

condensed steam disi^harged through the coil. It is also neces- 
sary to take the preaaurc of the steam under observation and 
to note the temperature of the tank of water before and after 
application as well as the temperature of the water discharged 
from the coila. 

Proceeding by similar reasoning as set forth in the former in- 
stance, the heat lost by each pound of steam is sure to be {ho + 
A'oLo — hi), wherein the subscript 3 is to denote the condition 
of the steam condensed into water as it emerges from the coil. 
The heat gained by each pound of water in the tank is also seen 
to be (/i2 — ki) heat units. Hence if Wq lb. of condensed steam 
are discharged and Wi lb. of water are found in the tank, since 
ihe heat lost by the steam is equal to that gained by the water, 
neglecting radiation and other minor losses, we have 

Wo(Xd.n + ho~ h,) = Wdhi ~ hO 

To illustrate, let ua assume that one pound of steam at a pres- 
MPe of 100 lb. per sf|. in. absolute is passed through coils immersed 
ia a tank containing ten pounds of wat^r at an initial tempera- 
ture of 100°F. At the conclusion of the condensation the 
irater in the tank is found to be at a temperature of 204..5°F., 
rhile that emerging from the coils ia SIOT, The quahty of 
te steam is at once found by substitution in the formula as 
illows: 

From the test data we have po = 100 lb., Wi = 10 lb., ITo 
: 1 lb., ti = 1G0''F., (, = 204.5''F., and t, = 210''F. From 
le steam tables we find At = 68, A* = 172.5, h, = 178, h„ = 
»8.3, Lo = 888.0. 

., 10 (172.5 - 68) - 1 (298.3 - 178) , „. 

■■■ ^^ = ^3<8S8 ~~ - ^-^ 

Since the quality of steam is greater than unity, it is evident 
Uiat the steam in this instance is superheated. 
The principle upon which the more accurate steam calori- 
etera operate is in general accomplished along similar lines. 
e shall, however, reserve further discussion on the subject 
itil the next chapter wherein we shall deal at length with 
Jori meters- * 



CHAPTER XI 
THE STEAM CALORIMETER AND ITS USE 

We come now to a consideration of the methods used in steam 
engineering practice to accurately determine the moisture con- 
tent of saturated steam. In the preceding chapter certain 
approximate methods were set forth, but in the following discus- 
sion it will be seen that by care and patience the moisture content • 
of saturated steam may be ascertained with a wonderful degree 
of accuracy. 

The Chemical Calorimeter. — The Chemist has a method of 
determining the moisture content which finds Uttle application 
in the steam engineering laboratory, but in the chemist's labora- 
tory it is performed with a remarkable degree of accuracy. 
Certain salts absorb moisture held in a vapor. Hence by passing 
wet saturated steam over such salts, the moisture content is 
taken from the steam and by weighing the moisture so absorbed 
the degree of moisture held in suspension is ascertained. 

The Throttling Calorimeter. — By reference to the steam tables 
it is seen that when saturated steam exists at say 200 lb. pressure 
per sq. in., each pound of steam represents a storage of heat equal 
to 1197.6 B.t.u. For it is seen from the steam tables that it 
took 354.4 B.t.u. to bring the original pound of water from 32**F. 
to its boiling point and then an additional 843.2 B.t.u. to evapo- 
rate this water into dry saturated steam. 

Let us suppose for a minute this steam at 200 lb. per sq. in. 
were allowed to flow through an orifice and expand into a chamber 
which was at but 14.7 lb. per sq. in. From the steam tables it 
is seen that saturated steam existing under such a pressure holds 
in storage but 1150.4 B.t.u. What then becomes of the differ- 
ence between 1197.6 B.t.u. and 1150 B.t.u. represented by the 
heat held in storage in the two instances? Evidently if the main 
at the lower temperature be well hooded so that no heat escapes, 
the heat given out must go toward superheating the steam at the 
lower pressure. Since the specific heat of superheated steam at 
the lower pressure is about 0.47, the 47.2 B.t.u. that are Uberated 

86 



THE STEAM CALORIMETER AND ITS USE 



87 



J would evidently superheat the steam about 100°. The actual 

I measurement, then, of this superheat gives us at once a most 

I accurate method of deteruiining the quantity of moisture present 

in the steam at the original pressure. For if we find that the 

steam is superheated only 25^., instead of lOOT., evidently some 

J of the mixture must have been water, for otherwise its existence 

I «t the higher temperature as et^am would aid in superheating 

still further the lower temperature. 
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A throttling calorimeter, then, ia simply a contrivance by 

which we allow ateam to pass from ita high preasure through a 

email opening where its trcmperature and preasure are taken be- 

■ fore it passes out into the atmosphere. Prior to its passage 

^hrough the small opening, the temperature and pressure of 

Ihe steam is noted. Let us denote by "a" subscripts the condi- 

i of superheated steam in the low pressure chamber, "o" 

EKibscripts the steam in the ateam main, and " 3 " subscripts satu- 

■tated steam at the pressure of the low pressure chamber. 

Each pound of wet steam in the steam main has .Yo parts by 

■Iveight existing as dry steam. Hence the total heat represented 

I each pound of this ateam is evidently {XJjo + he) heat luiits 
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as seen from close inspection. In the same manner each pound 
of steam in the lower pressure chamber holds in storage 
[Ht + Cpm{U — tz)] heat units as seen from previous reasoning. 
Since no heat is allowed to escape, evidently these 

XoLo + h„ = Hz + Cpm{U — tz) 

expressions are equal one to the other, or 

Cpm for the low pressures has a value of 0.47, hence, we have 

^ Hz + 0.47 (<,- <3) - A c _ H.-K . 

J Jo *^0 

in which H, is the total hoat of superheated steam in the low 
pressure chamber. Its numerical value may be taken directly 
from tlu^ steam tables when the pressure and degree of superheat 
are known. 

As an illustration, let us assume that the pressure in the steam 
main is 153.6 lb. per sq. in. abs. and that its temperature is found 
to be 362.9**F., thus indicating at once that the steam is saturated 
and not sui)erheated. After it has expanded into the low pres- 
sure chamber it is found to have a temperature of 261.3®F. and 
a pressure of 14.8 lb. per sq. in. absolute. 

From the steam tables we find Lo = 859.6; ho = 334.8; Hz 
= 1150.5; U = 261.3; /, = 2]2.4^F. 

_ 1150.5 -334 .8 + 0.47 (261^- 212^ _ 
• • "^^ ■" 859.6 "^^^ 

Therefore the steam is evidently 97.58 per cent. dry. 

Normal Reading of the Calorimeter. — For accurate work it 
is necessary to make a correction for the radiation loss from a 
calorimeter. This may be done by taking readings on the in- 
strument when absolutely dry saturated steam is passing through 
it. This reading is called the Normal Reading of the calorimeter. 
A boiler that is standing by without a fire under it but with pres- 
sure up will deliv(jr practically dry steam. It is, therefore, pos- 
sible to secure the normal reading of the calorimeter right in 
place, by shutting off the oil burners and allowing the circulation 
within the boiler to come to rest. A more accurate method of 
obtaining the normal reading is shown in the illustration on page 
89. In this arrangement the calorimeter is supplied from near 
the top of a horizontal pipe containing quiescent steam, a drain 
being provided to remove the moisture from the bottom. 
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By using the normal reading (t„) in equation (1) we have 

„ _ Hs + 0-47(< n - ti) - ho 

Here Xn is the quality of steam indicated by the calorimeter 
when in reality the steam is dry. Xo is the quality of the actual 
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A suggestion for a steam calorimeter attachment for determining normal read- 
ing of calorimeter. (See page 88.) 

steam under test, as indicated by the same calorimeter. By 
subtracting one from the other we have the true moisture 

x= X — X 

jHi + 0A7{tn - ti) - h o _ Hz + 0A7(U- h) - K 

Lto Ljo 

_ 0.47(<n - U) 
Lo 

Thus in the foregoing example, let us suppose the. normal read- 
ing of the calorimeter thermometer was 290°F. Then the true 
moisture in the steam becomes 

, = 0-47 (go - 2 61._3) ^ ^^^^^ 



The steam therefore contains 1.57 per cent, moisture. 
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The Liinitati<m8 of the ThrottUng Calorimeter. — A little 
consideration of the underlying principle of the throttling cal- 
orimeter brings to light a definite range of limitation to its use- 
fulness. It will be remembered that this fundamental principle 
consists in liberating sufficient heat at the lower pressure not 
only to evaporate any moisture that may exist but to actually 
superheat the entire mixture. If there is not sufficient heat lib- 
erated, that is if too much water is held in suspension in the satu- 
rated steam, the steam at the lower pressure fails to become 
superheated and hence we have no means of measurement. 

Thus if steam pass from 100 lb. absolute pressure per sq. in. 
to 30 lb. absolute pressure per sq. in., the total heat at the upper 
pressure is {XoLo + ho) which from the steam tables becomes 
(Xa888 + 298.3) heat units and that at the lower pressure is 
Hif or 1163.9, if it be not at all superheated. Hence we have 

A'o888 + 298.3 = 1163.9 

.•.A% = ^^ = 0.9748 

This means that if there is a greater moisture content than 2.52 
per cent, the steam calorimeter will fail to work because the mix- 
ture in the lower pressure space does not become superheated. 

If instead of having the low pressure of 30 lb. absolute per 
square inch, tlio steam in the calorimeter had been throttled down 
to 14.7 lb. tlie value of //a would have been 1150.4 instead of 
1 IGSA) so that A'o would Inn'onie 0.9597 and the Umit of the calori- 
meter in this case would 1h* 4.03 i>er cent, of moisture. 

Again if instead of ^teani at 100 lb. absolute pressure we had 
st^am at 200 lb. ami allowed the sample in the calorimeter to be 
throttled down to 14.7 lb. it may Ik* found in the same way that 
the limit of the raloriiuetor is 5.66 ptT cent, of moisture. It is 
thus siHMi that the gn^ator the diffen^nce in pressure between the 
high pn»ssun* and the low pn^ssure in the calorimeter, the greater 
is the mnge of tlu* calorimeter. 

The Electric Calorimeter.- It is now evident that if a definitely 
metisumble quantity of lu»at could 1h^ added to the steam before 
it was allowiMl \o expand, evt»n very wot steam might be ac- 
cumtely measuivd by the thn>ttling caloriiuoter. This is seen 
at once when we analyze the total heats involved. If Eo be 
the heat unitH added to each pound of steam, then the total 
heat {>o8st^s8ed by each pound of steam in the high pressure main 
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b {XoLo + Ao + E„) heat units and since the heat in each pound 
of steam in the lower chamber is AT,, we have, since no heat 
escapes 

XoLp + Ao + J^o = -Ha 

.■.X,^ "'~i'~^' (2) 

In the Thomas electric meter an electrical mechanism has been 
invented whereby a series of small wires electrically heated impart 
a known quantity of electrical energy to the steam. This elec- 
trical energy dissipates itself as heat and since we can transfer 
electrical units into heat units and vice versa, a ready means is 
provided to assist the throttling calorimeter in doing its work by 
adding sufficient heat to widen the range of the throttling process. 

Thus, although the throttling calorimeter was found definitely 
limited as set forth above, let us investigate a case where the 
electrical calorimeter may be used. Let us assume the upper 
pressure to be 200 lb. per sq. in. and the lower pressure 15.0 lb. 
per sq. in. In this case there were electrically added exactly 
40 B.t.u. of energy and the temperature of superheat U was found 
to be 233.0®F., hence from the steam tables we find 



i^ = 843.2; ho = 354.9; U = 233.0; hence, H,= 1160.1 

1160.1 -354. 9 - 40 
843.2 



/. Xo = r.!wZ — = 0.908 



The Separating Calorimeter. — In the separating calorimeter 
the moisture is mechanically separated from the steam. If we 
know the total amount of steam passing and also the weight of 
the water separated from the steam, it is of course an easy prob- 
lem to compute the dryness of the steam. Thus, if Wi is the 
weight of water separated per hour in the calorimeter and Wi 
the weight of dry steam passing out of the calorimeter per hour, 
we have by inspection 

Hence, if a separating calorimeter deposits 285 lb. of water per 
hour and if 10,000 lb. of dry saturated steam leave the calori- 
meter per hour, the dryness of the steam is 

^' 10,000 + 286 "•"''* 



92 



FUEL OIL AND STEAM ENGINEEH1NG 



There are many principles upon which the separating calori- 
meter may operate. There are two forms, however, which are 
more usual than others. In one instance the steam mixture is 
given a rotary motion in its journey and consequently the water 
particles are thrown off by centrifugal force and collect in a drip 
below. In the other instance the stream flow receives a sudden 
reversal in direction. As dry steam easily performs this feat 
and water insists upon continuing its former direction of flow 
a separation is thus mechanically effected. 



[d tlui tfjte of Hpuvti 
lin.ftt G »nd iv forced t 
! dlnetiari ii luddrnl* 
i out into tlu atmoapfai 




li upward toward 7 •nd l»tor pused downward throuah 1 

Its EoDUnt ii tnnuiued on the guge Vi. Tbe steam content, 
>d by meaoi of Napiec'a foroiulii as it paasa tbrougb the ori- 






This type of instrument ia not aa accurate as the throttling 
type, as it does not get all the moisture out of the steam. When 
large quantities of moisture are present, however, it proves use- 
ful in taking out the bulk of the water or moisture while a throt- 
tling calorimeter connected in series later on accurately measures 
the remaining water content present. Thus by such a method of 
operation any degree of moisture present in steam is easily and 
iicurately measured. 

Correction for Steam Used by Calorimeter.^ln a great many 
instances the total weight of steam passing per hour through the 
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steam main under teat is of prime importanre. Since most forme 
of calorimeter operate by diverting a p<jrtion of this steam out 
into the atmosphere, it becomes necessary to have some quick 
and ready means of computing the quantity of steam so diverted. 
Many years ago Napier deduced an approximate formula for 
the flow of steam into the atmosphere from a high pressure source. 
This formula is well within the degree of accuracy required for 
steam diverted through the calorimeter. If IT is the pounds of 
steam flowing per second, p the pounds of pressure per square 
inch exerted by the steam in the main, and a the area of the orifice 
in square inches through which the steam passes, then 

{4) 



_ pa 



The Sampling Nipple. — The American Society of Mechanical 
Knirincers recommends a sampling nipple made of one-half inch 
iron pipe closed at the inner end and the interior portion perfor- 
ated with not less than twenty one-eighth inch holes equally 
distributed from end to end and preferably drilled in irregular 
or spiral rows with the first hole not less than one-half inch from 
the wall of the pipe. The failun; to determine an average sample 
of the steam is the principal source of error in steam calorimeter 
determinations. 

Conclusions on Moisture Measuring Apparatus. — Summing 
up the arguments of this chapter we see that for comparatively 
small quantities of moisture present in steam, the tlirottling 
calorimeter is the most accurate device for its quantitative de- 
termination. If, however, large quantities of moisture are pres- 
ent, two methods present themselves. Either we must first 
remove the major portion of the moisture by means of a separat- 
ing calorimeter and later determine the remaining moisture con- 
tent by means of the throttling calorimeter, or we must add a 
definite quantity of heat to the original sti^^am supply by means of 
a device such as the Thomas Electric calorimeter and then deter- 
mine with proper computation factors the moisture present by 
means of the throttling calorimeter. 

As already shown the throttling calorimeter may be used up to 
moisture of 4 per cent, for steam at 100 lb. pressure and up to a 
little over 5 per cent, for steam at 200 lb. pressure. Most boilers 
deliver steam containing not more than l}^ per cent, or 2 per 
cent, of moisture so that for nearly all ordinary work the throt- 
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tUng calorimeter has sufficient range, and owing to ita great simpli- 
city and remarkable accuracy it is almost universally used. It 
is possible to make up a throttling calorimeter by means of pipe 
fittings by providing a disc -within a pair of flanges having a 
small hole to act as the throttling 
agent, as shown in Fig. 54; or the 
throttling may be done merely by 
partially opening the valve on the 
sampling nipple close to the main 
steam pipe. An extremely con- 
venient design of calorimeter and 
one that can be readily moved 
from place to place is shown in 
Fig. 56. A calorimeter of this 
type should have a deep ther- 
mometer well, C, so that the thra- 
momptcr bulb will come well below 
the steam inlet A, thus giving ibe 
steam a chance to expand to the 
lower pressure before its tempera- 
ture is taken. In this design a 
steam jacket is provided to pre- 
vent, as far as possible radiation 
losses from the calorimeter. For 
many further useful pointers and 
detail rules in ascertaining the moisture content of steam the 
reader is referred to the latest edition of "Steam" by the Babcock 
and Wilcox Company, and to the report of the Power Test Com- 
mittee of the American Society of Mechanical Engineers which is 
to be found in Vol. 37, transactions A. S, M, E. for !9!6, to which 
publications we are indebted for much of the information con- 
tained in this discussion. 




CHAPTER XII 

RATIONAL AND EMPIRICAL FORMULAS FOR STEAM 

CONSTANTS 

It has hitherto been pointed out that the relationships of 
temperature, latent heat and other steam properties are so com- 
plicated with varying pressures that no one as yet has been able 
to set forth simple mathematical equations for their 
representation. 

There exist, however, a vast number of more or less compUcated 
formulas that express with some degree of accuracy a relationship 
between these various factors. When such a relationship is 
deduced from some process of reasoning based upon known laws 
the equation is said to be rational. If, on the other hand, some 
one by sifting through the sands of time, as it were, has happened 
Upon an equation with no rational backing the formula is said to 
be empirical. 

Most of the equations used to set forth steam variables are 
partly rational and partly empirical. 

Any equation, imless it be comparatively simple, is of Uttle 
practical use to the steam engineer, for he may pick the values 
desired from the modem steam tables with such facility that it is 
really burdensome to try and remember any formulas connecting 
these properties. 

The Value of Formulas in Steam Engineering. — In certain 
theoretical reasoning, however, a formula setting forth these 
relationships becomes often of inestimable value and indeed at 
times leads one to attain data otherwise impossible to compute. 
Such is the case of the formula from which the specific volume 
of saturated steam is obtained by computation and set forth in 
Chapter VII. Here it is found impossible to obtain by experi- 
ment that which is easily computed by application of this formula. 

We shall next set forth some of the comparatively simpler 
relationships or equations that have been devised or annunciated 
by various authors. These will serve to give the student an 
insight only into such complicated formulas that arise in attempt- 
ing a mathematical expression for these data. 
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Unless one desires to go deep into the theoretical discussions 
of vapors and superheated gases such a brief introduction is 
nevertheless fully sufficient for the mastering of most problems 
in steam engineering computation. 

Relation Between Temperature and Pressure of Saturated 
Steam. — It has already been set forth that water boils or that 
saturated steam begins to be formed from water at different 
temperatures for each variation in pressure. No one as yet has 
set forth a simple rational formula connecting this relationship. 
In the issue of Power of March 18, 1910, is to be found a formula 
which is the simplest and yet one of the most accurate empirical 
relations yet established. This formula connects the temperatiu^ 
in Fahrenheit degrees with the pressure in pounds per sq. in. at 
which water boils, and is as follows: 

t = 200p* - 101 (1) 

For a pressure of 10 lb. per sq. in. the error is but 0.28 per 
cent., while for 300 lb. per sq. in., it becomes but 0.32 per cent. 
The intermediate values are far less in error, so that this formula 
has, indeed, a wide range of usefulness. 

The Total Heat of Saturated Steam. — Almost a century ago 
Regnault gave to the world his celebrated data on steam engi- 
neering. So accurately and so carefully did he perform his work 
that even today his experimental results are used in steam en- 
gineering (;oniputation, although of course corrections are applied 
where crcrtain constants involved in computation are now known 
to have different values. 

Regnault's Formula. — Regnault's formula for the total heat Ht 
of saturated steam at temperature i is one of the simplest ever 
invented and is as follows: 

Ht = 1091.7 + 0.305(< - 32) (2) 

Let us test this formula by comparing its results with those set 
forth in the steam tables for 235°F. 
Regnault 's Formula: 

^236 = 1091.7 + 0.305(235 - 32) = 1153.6 B.t.u. 

From Steam tables: 

H^i = 1158.7 B.t.u. 

1158.7 - 1153.6 ,^ 
. • . Error = j^^y^^^ X 100 = 0.44% 
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Hence we see that for low temperatures the error involved by 
using the classic equation of Regnault is less than one-half of one 
per cent. 

Henning's Formula. — Marks and Davis have in the rear of 
their steam tables set forth a formula of Henning, which though 
somewhat more complicated than Regnault's is, however, very 
accurate. This formula may be expressed as follows: 

Ht = 1150.3 + 0.3745 {t - 212) - 0.000550 

(t - 212)2 (3) 

Let us now test the accuracy of this formula by substituting the 
same temperature of 235°F. as used in Regnault's formula. 
By Henning's formula: 

ffass = 1150.3 + 0.3745 (235 - 212) - 0.000550 
(235 - 212)2 = 1158.64 B.t.u. 

From steam tables: 

Hw = 1158.7. 

. ^ 1158.7 - 1158.64^,-^ Arv^conr 

.• . Error = ,^-o , X 100 = 0.0052% 

liOo./ 

Hence the error involved in the use of this formula is seen to be 
extremely slight. 

Latent Heat of Evaporation. — Thiesen, after observing certain 
limits toward which the latent heat of evaporation seemed to 
tend, suggested the following formula for the latent heat of 
evaporation of water: 

Lt = 138.81 (689 - 0''" (4) 

Let us compare this with the steam table data for a temperature 
of 235*'F. 
Thieeen's formula: 

Lj36 = 138.81(689 - 235) ^^^ = 953.7. 
Steam tables: 

Lm = 955.4 

•• • Error = ^^^'t~ ?^^'^ X 100 = 0.178% 

yoo.4 

While the error here found is comparatively small, at higher 
temperatiu^es this error becomes excessive. Hence we should 
apply this formula with due regard to its limitations. 

A Second Formula for Heat of Evaporation. — Students in the 
classes of mechanical engineering at the University of California 
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have established a relationship for latent heat and temperature 
as follows: 

L^ = 1209423 - 1289.5< (5) 

This formula is simple and yet accurate to within one-third 
of one per cent, for a wide range of temperatures of from lOOTP'. 
to 350°F. and within three-fourths of one per cent, for practically 
the entire range involved in st^am engineering practice. The 
constants set forth were obtained by the method of Least Squares. 

Relationship of Specific Voltmie for Superheated Steam. — In 
the chapter on The Elementary Laws of^ Thormodynamics, 
it was shown that the pressure, volume*, and absolute temperature 
of a perfect gas are conne('t(»d by a verj' simple relationship as 
s(»t forth in the composite fonnula given in equation (5) on page 
46. Indeed, it was shown that while superheated steam is not 
a perfect gas, still for approximate results this equation may be 
used. 

For accurate work, however, the equation of Linde is found 
quite satisfactory^ although exceedingly cumbersome in its 
application. This equation connects the pressure p in pounds 
per sq. in. and specific volume v in cu. ft. per pound with the 
absolute temperature T in the following relationship: 

pv = 0.5962r - p(l + O.OOHp) 

J15030O0O0 _ „ ^3j ^^, 

To illustrate the application of this formula, let us endeavor 
to find the si>ecific volume of superheated steam at 526.8**F. 
used in a turbine test when the steam was under a pressure of 
187.2 lb. per sq. in. absolute. 

It is seen that the absolute temperature of the superheated 
steam was 

T = 520.8 + 459.6 = 986.4 

and sinc(» the absoluti^ pressure p was 187.2 lb. per sq. in., we 
have l)y substitution in the formula 

V = 3.05 
From steam tables: 

V = 3.05 

Hence in this instance the formula appears to be absolutely 
accurate for the range of units involved in the steam tables. 
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A Sinqilifled but Limited Formula. — A convenient formula 
for a pressure of 175 lb. per sq. in., the approximate pressure 
involved in steam turbine op>erations, has been worked out by 
the mechanical engineering students at the University of Califor- 
nia for superheat between fifty and six himdred degrees and is as 
follows: 

V = 2.67 + 0.00377<. (7) 

Wherein t, is the number of degrees superheat. The accuracy 
of this formula is within one-half of one per cent, for the range of 
superheat above set forth. 

Odier Relationships Exist. — By making use of certain theoretic 
considerations in thermodynamics many other equations might 
be written setting forth still other relationships involved in the 
determination of steam constants, but sufficient illustrations 
have now been given the reader for a thorough introduction to 
such formulas. Perhaps after all the most important lesson one 
derives from their use is that their application is often so tedious 
and their range of accuracy often so questionable, that one had 
better stay on well trodden paths and master to their fullest 
extent the appUcation of the steam tables and diagrams in the 
solution of all steam engineering problems. 
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__^___ CHAPTER XIII 

THE FUNDAMENTALS OF FURNACE OPERATION IN FUEL 
OIL PRACTICE 

JANY «f lis are familiar with the 
famous pain ting that picturcB 
James Watt as a boy gazing in 
ui(liH.'ye<i amazement at the 
lioriii'ly tea-kettle spouting forth 
ii- liilherto unharnessed power 
-I in rating vapors. The eyes of 
1 1 M >()uth are illuminated with that 
■-irriimeand wonderful light that set 
I'nrili in a measure some of the 
• Iriains of constructive imagination 
ulijch must have been filling his 
consciousness at that time. 

The great inventor of the steam 
engine undoubtedly saw in the tea- 
kettle before him, not the homely 
object of the kitchen, but in its 
expanded form one of the most 
Ticcessary mechanisms for modern 
industrial development — ^namely, 
the steam boiler. 
Let us then examine the fundamental operation and construc- 
tion of the atcarn boiler, and consider this great giant of modern 
industrial aggrandizement to see wherein it varies from its pro- 
genitor^the homely tea-kettle of Watt's boyhood dream. 

The Fundamentals of the Tea-Kettle and the Boiler are the 
Same. — The tea-kettle in its construction and ope^ration may be 
considered under three separate discus-sions. First, there must 
be some means of generating and imparting heat; secondly, a 
container for the water and steam must be constnicted with 
physical characteristics to meet the stresses and strains involved; 
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and, thirdly, the cycle of physical operations through which 
the water and steam pass in the genexation of steam is of vast 
importance. 

The tea-kettle operation in its simplest analysis consists of a 
flame placed beneath a metat container. This metal container 
alisorbs the heat from the flame and transmits it to the water 
within the container. When Hufficient heat has been absorbed 
by the water within the container to raise its temperature to the 
boiUng point corresponding to the external pressure of the atmos- 
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ibere, the ten-kettle hoil.q or in the lanpuafce of the steam en^i- 

ser the tea-kettle generates steam. 

In its fundamental makeup, the boiler too, quite closely fol- 
I this familiar and homely object — the tea-kettle. For in 

e modem boiler heat is first generated in a fumaw: This heat 
I then imparted to a metallic drum or tubes through whi^h water 
f passed. When sufficient heat is thus imparted to raig^ the 
einpcrature of the water to the boiling point for the pressure 
urolvcd, steam generation takes place. 
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Inefficiency of Tea Kettle Operation. — lu modern kitchoi 
economics but little attemtion ia paid to the manner in which the 
heat 13 imparted to the tea-kettle. Usually the stove lid is taken 
off and the kettle placed over the fire space thus created. Some 
minutes later, the house-wife, ignorant of the vast heat losses 
that have taken place, returns to draw off the hot water thus 
inefficiently obtained as convenience may require. As a matter 
of fact, the slightest and mo,st casual investigation shows that 
in the United States millions of dollars are wa.'ited everj' year for 




lack of reasonable care in the kettle operation. This loss b, 
however, so widely distributed over thousands of homes that it is 
not felt in any concentrated form. 

Efficiency in the Modem Steam Boiler a Necessity.— In the 
i'n«e of the modern central station, however, efficiency is the cry 
of the day. For with competition on all aides and regulating 
coniiriiflsionfl to limit the prices charged for the power supply, 
the utmost in economic steam generation is essential. 

Honce, in modern steam boiler operation, especially in its 
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heat generating properties, a wide variation from tea-kettle 
operation is in vogue, not so muth in fundamental principles 
involved as in efficiency of methods employed in the heat generat- 
ing mechanisms 

Efficient Furnace Construction of Utmost Importance. — To 
aecomphah this efficiency an enclosed compartment beneath the 
boiler proper ia built. This is known as the furnace. In this 
furnace heat generating substances such as coal, wood, and crude 
pel.roleuiri ;iri' l>urned. In the study of cheniislry it hiis been 
f"" ■ i ■■'■'■-' fn primary elements, notably 'n' liun, liMlrni^en, 




and sulphur, upon coming in contact with heated oxygen under- 
go a chemical reaction and in doing so give out enormous quan- 
tities of heat. It is the generation of this heat and its ultimate 
aljaorption by the water in the boiler that makes the modern 
Btcam engine and steam tuibine the giants in commercial enter- 
prise that today they represent. 

Fuels Defined. — In nature, substances such as coal, wood and 
crude petroleum are found in vast quantities and since these 
contain large amounts of free carbon and hydrogen, they make 
excellent articles for heat generation and are called fuels. 

An Air Supply Essential. — It has been mentioned that a supply 
of oxygon ia absolutely necessary so that a chemical reaction 
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may take place and thus liberate the heat held in suspense in the 
fuel. The air about us is made up of about 20 per cent, oxygen 
and 80 per cent, nitrogen. The nitrogen is an inert, valueless 
ingredient that must pass into the furnace, absorb some of its 
heat and go out through the chimney, thus conducting away into 
the outer atmosphere some of the heat generated. The oxygen, 
however, upon coming in contact with the heated carbon, hydro- 
gen and sulphur of the fuel, readily chemically reacts with them. 

Enormous quantities of heat are thus liberated, later to be ab- 
sorl)ed by the water of the boiler, eventually to produce the steam 
delivered for the driving of the steam engine or the steam turbine. 

Furnace Operation. — Since this series of articles is largely con- 
cerned with fuel oil practice, let us briefly outline the furnace 
operation for such practice. In a later chapter this will be taken 
up in more detail. 

The Fuel Oil Burner and Its Function. — The fuel oil is sprayed 
into the furnace by means of an atomizer or burner which pulver- 
izes the oil and delivers it in a gaseous vapor or in small globules 
at the hottest place in the furnace. Air is admitted from below 
and as soon as the temperature is raised to the ignition point 
chemical reaction takes place with the atomized fuel oil, and 
thus heat is generated. This heat is absorbed by the gases of the 
furnace and consequently their temperature is at once raised 
often times to 2300** or 2500**F. These furnace gases consist of 
the inert nitrogen that partly constituted the entering air, the 
carbon dioxide or carbon monoxide formed by the burning of 
the carbon, water vapor formed by the burning of the hydrogen, 
sulphur dioxide formed by the burning of the sulphur content, 
which latter ingredient is always small, and a considerable 
quantity of free oxygen depending on the amount of excess air 
admitted to the furnace. 

The Path of the Furnace Gases. — In their expanded condition, 
duo to the absorption of such huge quantities of heat, the gases 
now travel upward. As they come in contact with the boiler 
drums or tubes through which water is circulating, the gases are, 
of course, cooled and the temperature of the water raised. In 
this nian(T the gases, having boon chilled or lowered in tempera- 
tun* to oOO dog. or GOO dog. F., are finally passed up through the 
chiinnoy, and steam generation within tho boiler is accomplished. 

The Economizer and Its Economic Value. — In some boiler 
installations a series of tubes through which cold water is passing, 
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is placod between the boiler and the chimney. The chimney 
gases are thus forced to give up still more of their heat. These 
outgoing chimney gases are consequently reduced still further in 
temperature. 

Such a device as cited above, is known as an economizer. 
This reduction in the temperature of the out-going chimney 
gases reduces the draft of the chimney. Hence, the economizer 
is an economic success so long as the saving in feed-water heating 
is greater than the interest on the cost of the economizer installa- 
tion and other apparatus necessary to produce artificial draft, 
plus the cost of maintenance of this additional apparatus. 

Quantity of Air Required. — It has been observed that the 
entrance of air into the furnace is absolutely essential for furnace 
operations. Too much air, however, is detrimental, for more 
oxygen may be admitted than can be economi(ially used by the 
fuel. Hence, too great an excess of air simply means the passage 
up through the chimney of excess gases which absorb heat only 
to convey it out into the atmosphere without performing a useful 
function. In successful boiler operation, therefore, some means 
must be provided, first to measure the draft; second, to test the 
ingredients of the outgoing gases; and third, to regulate the 
entrance of air into the furnace. 

The Draft Gage and Its Principle of Operation. — A draft gage 
usually consists nf a cnhiniti of wjitor phccd in a I'-tiibr. The 




pressure in the chimney is less than the atmosphere without. 

Therefore, if one end of this tube is inserted into the chimney 

and the other rests under the atmospheric pressure without, the 

Terenoe of water level thus obtained in the U-tube indicates 

draft in inches of water. This may be converted into pounds 
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pressure (absolute) per square inch by appl3aiig the formulas 
previously set forth in the chapter on pressures. 

Apparatus for Determining Ingredients of Out-Going Chimney 
Gases. — For economic boiler operation the steam engineer should 
know the exact composition of the outgoing chinmey gases. 
Since this is a matter of vast importance a later chapter will be 
given in which detailed discussions of methods involved and 
apparatus employed will be given. Suffice it to say at this point, 
however, that by means of such apparatus the engineer may 
determine whether the fuel is being properly consumed in the 
furnace and whether too Uttle or too much air is being admitted 
into the furnace. 

Draft Regulating Devices. — In fuel oil practice the proper sup- 
ply of air may be determined to a nicety. Hence some means 
must be provided to regulate the air supply with the same pre- 
cision. This is done by var>ang the amount of opening of either 
the ash pit doors or the boiler damper or both. If the air is 
regulated by partly closing the ash pit doors and leaving the 
damper wide open a strong draft may occur inside the boiler 
setting which tends to draw air in through the brick walls. • As 
this is a detriment it is preferable to regulate the air by means of 
the damper. 

The Chimney. — After the gases have passed through and 
around the various lieat absorbing tubes and drums employed 
in the modern steam boiler and economizer, they are shot up 
into the atmosphere through a long vertical passage. The 
structure housing this passage is known as a chimney. The 
height of the chimney and its area of cross-section through which 
the flue gases pass have an important bearing on the economic 
boiler or rather furnace operation. 

In a general way, the reader now has a grasp of the fimda- 
mentals involved in modern furnace operation for the steam 
boiler. We shall next consider the container or shell for steam 
generation and its accessories. 




CHAPTER XIV 



THE BOILER SHELL AND ITS ACCESSORIES FOR STEAM 
GENERATION IN FUEL OIL PRACTICE 



ET us now toiisitler some of the 
fundamental laws involved in heat 
transference, and then diseuss the 
container or shell employed in 
steam Reneration together with the 
iiccessories that niust accompany 
liiiy high pressure steam gener- 
ating unit to accomplish safe and 
efficient operation. 

Going back once again to the 
homely tea-kettle for a simple 
illustration, we find that the con- 
tainer for the water and steam 
usually consists of a fiat bottomed 
metallic vessel with free opening to 
allow the steam generated to escape 
to the atmosphere. There is alsQ 
opening 




»Fio, 62. — The oleao, clear __. 
iVPOM«no« at the oil Bred boiler usually to be found 
'**'"'' with a hd covering at the top 

where water may bo passed in or the vessel cleaned at more or 
less irregular periods of operation in household economics. 
In the case of the steam boiler, however, vast improvements 
in physical configuration and construction become a necessity. 
Let us then examine some of these differences. 

The Laws of Heat Involved in Steam Generation. — The 

Jtranaference of heat is found by experimental observation to 

■itake place in three separate and distinct ways— namely, by 

induction, by radiation, and by convection. 

On a wintry night if one stands in front of a blazing fireplace 

Kit is easy to find illustrations of these three methods of heat 

■anaference. Thus standing, one feels the heat radiating to his 

e in outward projections from the fire, for if an article such 
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as a solid screen, opaqiii; to hi'jit radmtion, be placed between 
the face and the fire the sensation of heat on this face immediatelj' 
disappears. If now from behind the screen one holds a mclallia 
poker in the hot fire, it will not be long before the poker even ati 




^L| cannot ci 

H[ a sudden 



the point behind the acrt-en becomes so hot by conduction that it 
cannot comfortably be held in the hand. And finally should 
a sudden gust of wind blow down the chimney a hot pust of air 
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may be drivea out into tlie room and around the svieeu to the 
observer's face, thus illustrating the transference of heat by 
convection. 

The Principle of Operation of the Steam Boiler. — Let us then 
see how these three methods of heat transfer are utilized in 
modern boiler operation. 

As has been previously noted, the burning of the fuel in the 
Turnace causes enormous quantities of heat to be given out in the 
Furnace space. This heat is immediately absorbed l)y the fur- 
nace gases, thereby raising them to a high temperature. ■ By 
convection currents, and also by radiation, this heat is now trans- 
ferred to the outer surface of the boiler shell and tubes containing 
Lhe water that it is desired to convert into steam. The metallic 
ihell and water tubes having now absorljed the heat, convey it 
to their inner surface by conduction where it ia transferred to the 
water in the boiler. This water, becoming heated, expands, 
and due to its lighter density thus created is forced to go to the 
l.op of the water surface to make way for cooler, heavier water 
which in turn absorbs heat and disappears to make way for other 
water. This last activity is evidently again transference by 
convection currents and such a movement of water is called 
circulation. The efficient manner in which this circulation takes 
place has much to do with the economic operation of the boiler. 

Mathematical Equation for Heat Transfer. — In 190!) Dr. 
iVilhelm Nusselt of Germany devised a formula whereby the 
actors involved in the rate of transference of heat are set forth 
luantitatively. This formula reduced to English units by the 
Jafxjock and Wilcox Company in their book on Steam is as 
oIIowb: 



ffherei 



a =0.0255 



(d)-' 



(A\) 



(1) 



Biein a is the transfer rate in B.t.u. per square foot of surface 
ler degree difference in temperature; W ia the weight of pounds 
if the gas flowing through the tubes per hour; A is the area of 
he tube in square feet, d is the diameter of the tube in feet; 
!p is the specific heat of the gas at constant pressure; X is the 
sonductivity of the gas at the mean temperature and pressure 
n B.t.u. per hour per square foot of surface per degree Fahren- 
heit drop in temperature per foot; and Xu, ia the conductivity 
3f the ateam at the temperature of the wall of the tube. 
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Mathematical Law for Total Heat Absorption.— The applica- 
tion of ttiia formula is cumbersome and iiKleed ujjoii caroful 
analysis it ia socn to be largely empirical in its nature. I<et us 
then cast about for anotlier equation. 

Stefan's law sets forth that the hoat at>aorbed per hour by 
radiation \s proportional to the difference of the fourth powers of 
the absolute temperature of the furnace gases T and the absolute 
temperature of the tube surface ( of the boiler. In addition to 
this if wo add the loss of heat given up by the outgoing gases 
due to their cooling from the absolute temperature Ti to the 
absolute temperature 7*, on the a.s8umption that the boiler 
tubes have absorljcd all this heat, we have for the total heat 
absorption : 

T_ 
VlOOO/ 



■■ 1600 I I 



K)/ UOOO/ ' 



- H'C(7', - Tt) (2) 



In which E is the total evaporation of a Irailer measured in B.t.u. 
per hour, S'' is the area of boiler surface, W is the weight of gas 
leaving the furnace and passing through the setting per hour, and 
C is the specific heat of the gas. 

Relationship of Rate of Heat Transfer. — By means of the 
integral calculus it may now be found from the above equation 
that the rate of heat transfer R may be expressed by the equation 



,. WC , ^. 1 -., 



(3) 



This law shows an important relationship of temperatures 

. whereby we may, design condenser shells as well 

■M as boiler shells to accomplish a maximum rate 

\^^K of heat transfer. 

I^H in the Babcock and Wilcox type of boiler the 

I ^H constants involved in heat transference have 

1^^ Ijeen quite accurately ascertained. By sub- 

t^^H stituting these constants the above equation is 

^B found to reduce to the simple relationship: 



ff = 2,00 + 0.0014 



W 



(4) 



Necessity for Boiler Accessories.— Since the modern boilei 
operates under pressures and temperatures far in excess of the 
tea-kettle and since the quantities of water involved are far 
beyond hand operation, the necessity for the creation of acoes- 
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sories to properly care for these increased responsibilities e^rly 
bocame apparent in the evolution of steam en)i;i nee ring. 

Injector or Pump for Feed Water Supply. — In order to supply 
the boiler with the neecssary water involved in steam );cncratioii 
the injector has made its appearance in Fome instances, while 
feed-water pumps are used in other instances. 

Since the modern boiler operates at from 100 to 275 lb. pres- 
sure per square inch, it is evident that the water must be forced 
into the boiler, for no ordinary water supply is obtainable to meet 
such adverse pressures. 

ill 



The typo of pump most fn^quently met with for boiler feed 
I purposes is the ordinary duplex double acting pump in which 
the steam cylinder is made larger than the water cylinder to 
euable the water to be forced into the boiler at a pressure greater 
than that of the steam itself- Pumps of this type are very re- 
liable and if chosen of suflficient size so they can be operated at 
slow speed give excellent satisfaction. 

For large power plants the centrifugal pump is coming into 
favor owing to the small space it occupies and the small atteiid- 

Iltnce required. It is built in four, five or six stages, depending on 
the water pressure required, and may be driven by either an 
slectric motor or a small steam turbine. 
The operation of the injector is accomplished by drawing a 
certain amount of steam from the boiler and allowing it to attain 
KD enormous velocity. This steam then comes in contact with 
the feed water supply which at once converts this impinging 
steam into water. The immense impetus of the outflowing 
steam and the conversion of the latent energy of this steam into 
L Idnetio energy of motion causes the feed water to be sucked in 
I Bnd driven against the check valves of the boiler with such force 
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as to overcome the opposing pressure and allow such water to 
enter as may be needed. 

The injector is limited in its field of operation by the fact that 
the water must be cold enough to condense the injected st«am — 
in other words the injector cannot pump hot water. As the 
hotter the feed water the more economical the plant theinjrctor 
is only suitable in plants whore there is no hot water available. 

^ This condition exists on the locomotive where 

^*-"^' " """^f the injector finds its greatest usefulness. 

H Check and Non-Return Valves.— In order 
^^^^^H that no water should flow back out through the 
^^^^^^^B entrance valve, some means must be provided. 
^M ^1 Many types of valve are used in practice to 

^^ ^H perform this function. An illustration of a 

^^^^sH typical tyix? of check valve is shown in the 
^^^^H pii'tun- cxliibited herewith. Fig. 65. 

H The Steam Gage and the Water Gage. — In 
^ the operation of the tea-kettle the escaping of 
i,i,, .;,, M|,i,,,|, the steam into the atmosphere readily pr^ 
ii.r :. .■.■!. in- -I.' Ill, vents thc possibility of explosion, and the ever 
"'"■' ' ' "' watchful eyt^ of the housewife is utilized to see 

to it that the water supply is sufficient for safe operation. The 
use of high pressures and inclosed boiler shells makes it im- 
perative in steam engineering to have some means of ascertain- 
ing the pressure under which the boiler is operating and to 
determine the height of the water in the boiler shell. The 
steam gage meets the former requirement. This type of instru- 
ment was described in the chapter on pressures. 

To ascertain the water level in the boiler shell, the installa- 
tion of water columns enclosed in glass tubes makes visible the 
height of the water in the boiler. The wat*r column is located 
BO that its center is at about the proper height of water in the 
boiler. The upper end of the column is connected to the steam 
space of the boiler and the lower end to the water space, so that 
the water in the column always rises to the same height as the 
water m the boiler. The bottom of the glass must be a little 
higher than the lowest level at which it is safe to carry the water 
to prevent damage by overheating the sheets or tubes, and the 
top of the glass must be a little lower than the level at which 
water would begin to be lifted and carried out with the steam, 
pet-cocks are provided so that the water column may be cleaned 
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^m of sediment at frequent intervals to insure its safe and accurate 
^^ operation. Since the ascertaining of the exact water height in 
the boiler is of such vast importance, three additional pet-cocks 
called Gage Cocks are usually inst-alled near the water glass. One 
of these is located above the proper water level, the second at 
about the water level, and the third below it. Hence, upon trial 
if the boiler is properly operating, the first should emit eolorleas 

I dry saturated steam, the second water vapor and the third hot 
Water. 
Manholes.— To clean and examine the boiler interior some 
IDeans must be provided by which access may be had to its in- 
terior. On all modern types of boilers will be found man-holes 
tad hand-holes whereby this access may be obtained when oc- 
J^asion arises. 

Provisioa for Expansion. — The excessive temperatures under 
which a boiler operates and the sudden change from one tempera- 
ture to another make it absolutely imperative that some means 
l>e provided to take care of uneven expansion in its parts. Most 
trailers on the market do not for this reason allow the boiler shell 
to rest upon the furnace structure, but on the other hand the 
l^oiler is suspended from above and all suspended parts are al- 
lowed to swing free with ample clearance between them and the 
irick-work. The care with which uneven expansion and its 

itrous results are provided for makes 
luch for efficient boiler design. 
The Mud Drum. — -Since all water contains a 
certain amount of impurities, some space must 
\w set aside for the collection and segregation 
of these impurities. Such a compartment u 
Icnown as the mud drum. This is cleansed at 
definite periods by blowing down the boiler, 
that is by opening the blow-off valve at the 

bottom of the mud drum and allowing s 

of the water to escape from the boiler into the Fio.87.— Popiafety 
ntitiosphere. ''"^" 

Safety Valve. — All Iwilers are definitely standardized so that 
f-U'itm generation must not exceed a certain pressure develop- 
ment. To prevent this excessive generation of pressure a safety 
valve is always installed. These are in general of two types, the 
one having its outlet to the outside air controlled by a spring 
net for the pressure desired, the other controlled by a weight and 
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lever arm set for the blow-off pressure dceired. Since the tot^ 
pressure required to open the valve equals its area in square inches 
times the pressure in pounds per square inch the compression in 
the spring or the weight on the lever may be determined in advance 
for any desired pressure in the boiler. 

Ha\'ing now a general ground woric <tf boiler shell character- 
istics in their relation to heat transfer, and bearing in mind the 
accessories that must accompany the modem bcxler, we shall 
next consider the commercial type oi boiler and its classificatjoiu 



CHAPTER XV 
BOaER CLASSIFICATION 



FlO. S8.— A battery of fifteen 
bdlam o3-fiiv]i reguiring but t 
1 awn for Uwir operation. 



N the generation of steam by ffie 
tea-kettle the cycle cjf operations 
tliroiigh which the water and steam 
|iass is quite siinjile. The heat 
applied at the bottom of tlic tcs- 
it'ttle 18 absorbed by the water 
along its surface exposed to the 
heat application. Aa this heat is 
jrbod the water is raised in tem- 
perature and due to its immediate 
expansion becomes hght«r than the 
water above it and consequently 
passes to the top to allow cooler 
water to descend, which in turn 
P'becomes heated and passes to the top to make way for still 
other water to become heated. This cycle of operations con- 
tiDues and finally evaporation takes place. The steam thus gen- 
erated passes to the atmosphere without. 

In thu modem high pressure steam boiler the operation is some- 
what more complicated. The water circulation proceeds on 
the same general principle but since steam generation is th<! im~ 

tportant function and not merely the supplying of hot water as in 
the tea-kettle, some space must be provided wherein to store the 
Bteam that is generated. This is usually accomplished in the 
space above the water leveJ in the main boiler shell or drum. 
If superheated steam is to be produced, the saturated steam is 
conveyed from this space into tubes known as a superheater. 
These tulx>s are exposed to the hot furnace gases and the steam 
passing through them readily absorbs heat, thus super-heating 
the saturated steam to any temperature determined upon. 
The Boiler Drum and Tubes, — It has been mentioned that 
t tea-kettle is a mast, inefficient boiler, and so it is. While 
lechanical stresses and strains involved necessitate the employ- 
mpnt orcylintlricai shells for Ixiilcre, slill the boiler itself reseiii- 
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bled in the early days of the steam engine but slight variationa 
from the tea-kettle. 

It soon became apparent, however, that the actual surface 
exposed to the heated gases of the furnace has much to do with 
efficient steam generation. Hen.ce while the first type of boiler 
was made in a solid shell, variations from this standard soon 
made their appearance. Let us now examine some of these types. 

Internally and Externally Fired BoUers. — In the earlier type 
of boiler the fire was kindled beneath the solid cylindrical boiler 
shell. Such a type became known as an externally fired boiler. 




Later the boiler compartment was hollowed out and the fire 
kindled inside this hollow space, thus introducing the internally 
fired type. The locomotive boiler is today an illustration of this 
type of boiler. 

The Return Tubular Boiler. — Another tj-pe soon developed 
wherein the fire was kindled beneath and the flue gases returned 
to the front part of the boiler through a series of fiufings or tubes 
passing through the main part of the boiler shell. Such a boiler 
became known as a return flue boiler or return tubular boiler 
depending upon whether or not the tubes or flutings exceeded 
six inches in diameter — the flue being the larger diameter and the 
tube the smaller. 

The Fire Tube and the Water Tube Boiler.— A great many 
types of boilers finally made their appearance on the market in 
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some of which the fire paaaed through the tubes which were 
aurrounded by water in tlie boiler shell, and in other instances 
the water passed through the tubes around the external surface 
of which the heated gases were made to pass. The former be- 
came known as fire tube while the latter were called water tube 
boUera. It is generaQy conceded that where rapid steaming is 
required the latter tjpe is far preferable. 

It is now universally the custom to use water tube boilers in 
large stationary power plants. The principal reasons are the 
following : 

1. Bmiill floor space requiivd. 

2. Grenter safety at high pressures due to the siuiill diameter of the drums 
uid tubts. 

3. Greater flexibility so that expanniun straiiiB arc not injuriaus. 

4. Rapid steaming and sudden change of load more easily aecommodated. 

Tubular boilers still have their field in small one man plants, 
where owing to the large quantity of water contained in the 
shell they maintain a uniform pressure with but little attention. 

Tubular boilers of the Scotch marine type are still extensively 
employed in marine work where owing to the steadiness of' the 
load they have met with great siiccess. 

Vertical and Horizontal Types. — Still other classifications arc 
made based upon whether the tubes and boiler shell be In a 
horizontal or vertical position, the former being called, as one 
would presume, the horizontal and the latter the vertical type 
of boiler. As time went on still other boilers appeared which 
could neither be called horizontal nor vertical but an intermediate 
classification became necessary. 

Let us now examine two types of boiler used in the modern 
central station in order the more clearly to grasp the fundamentals 
of boiler design and principles of operation. 

Illustrations of Principles of Constniction and Operation. — 
Before proceeding to the brief description of these two types of 
boiler, the reader must bear in mind that these particular two are 
picked as best setting forth principles of construction and opera- 
tion, and not necessarily as a preference for commercial installa- 
tion. Many types of boiler are today upon the market and in 
their separate and distinctive features such possess characteristics 
that must he carefully considered in making a commercial choice. 
1 this understanding let us then proceed to examine these 
) boiler type.s of commercial practice. 
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The Babcock and Wilcox Boiler. — ^By a close examination of 
i\w. illuHtration shown on page 7, the Babcock and Wilcox boiler 
XH H(Mm to Iw composed of one or more horizontal shells or drums 
from which are suspended a series of inclined tubes. 

In tliis type of l^oiler installation the oil burner is located in the 
rear of the furnace and the fuel oil is shot forward toward the 
front. Tho heatoil gases then pass upward and around the 
tiilH'H through what is known as the first pass. At the top of this 
pttsH the hontiHl gasi^s envelop the lower half of the boUer shell and 
art' t ii4Mi divortiHl downward through and around the superheater 
(uhrs hIiowu imiiUHliatoly below the drum until the journey 
througii tiio socond {)as8 is completed. At the rear of the furnace 
wall thoy aro onco again diverted upward through the third pass 
and then after tH>ntaet with the boiler shell, they are conveyed 
out through the briHH^hing up the stack or chimney. In this 
msiuner the heatinl gast^ are brought into intimate contact with 
tl\e water tuUvs and eflieient steam generation accomplished. 

Water Circulation. — The water for steam generating purposes 
is intHHlueed through the fmnt drumhead of the bofler. It 
tlien |vissi\s to the n^ar of the drum« downward through the rear 
eireulat ing ( ul vs to ( l\e stvtions. Then it couises upward through 
tl\e txiU's of the stvtions to the front headers and throu|^ these 
lu'iuiei's and fr\M\t eireulaung tubes again to the drum irfiere such 
water as l\ns not Ihvi\ fornunl into stoam retraces its couxae. The 
St t\un foi lutsl it\ the )vk^«ige through the tubes is Hberated as the 
watei ixvioht>s tl\e fr\>ni of the drum. Tlie slesm so formed is 
stotxsl in the si«\Hm s}>rt\v alxnv the water line. 

The l^irker Boiler.- Another i\7>e of boiler vliidi is eneed- 
uviilx \v.te:x>^ti!x«;. as it.^ o|vniti:;g principles are abnosi diametii- 
oaH\ ov^H>e^*:e :o :ho ^>r^H^M^xs i* ^hat of Uie Parker boOer. 

Vs T^vv, V.W.. :he f.Iv.s^mtion or. i>a|Be 119.tlie{wlQ0 isflhotfrom 
iho *:>'v.t x>t ;he :V.:r.,^«v to ih«^ Ivick. Tbe healed fEBses in their 
Nvi;'.:vx is^x\,'^-.\i iho rt\*r A'ctx* ir. <v«ta<^ with ilie kwer set of 
:;:N\> s^*.; ."^t '<ho :x\i: the> :v%^ ui^ ihivHigfa tlie wnei Ilea lei 
r**o\ sv ,\*t*<v'm\; \v*k horjvc.^al^* Tw^wanl ilie frani, paas- 

^'X A'V -4 \^ ■i\-\ii :!\* wsvxv i;:S*n^ Ai ihcfrv^itlKTrHaiiiaeain 
>,* w-i s\**",K '.'v :>•.•%; ?4;*i «*^' iv.S-t^ sssi also akoi: die kfwer 

Wat^? vV^ve-^va^NNi", VV,'6v. ■ ,'^..*rs :>..;r *.:rwr «f of horiaontal 

\ '^ \'- N' >^ ■ ^** "A^c^ "< "'^* :r.io tW hoikr dmm 

■ v^ . V , w^ '^ Av xvx^n; *,;L^%:fcri ^xio tke dram sriiidi 
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haa a longitudinal diaphragm separating the eteam section above 
from the water section beneath. This water having emptied 
upon the diaphragm in the upper compartment flows down along 
the diaphragm to the front. At this point it is dropped down into 
the next section of tubes to be again discharged upward into the 
upper rear section to flow again down along the diaphragm to the 
front and again to be lowered into the lowest section of hori- 
zontal tubes to return into the diaphragm section above as satu- 
rated steam. 

It is seen by comparing those two types of steam generation 
that contrary and opposite theories arc used. The first fires 
the oil flame from the back toward the front, while the latter 
applies the opposite process. The first admits the water into 
the drum and then produces a water circulation from the lower 
sections upward; the latter takes the water first through the top 
sections and winds up at the lower. The first sets forth the 
theory of right angle impingement of heated gases against the 
water tube surface while the latter takes the paralleling flow 
theory. The remarkable thing about the whole comparison is 
that both have produced wonderfully efficient steam generating 
achievements in carefully conducted fuel oil tests on the Pacific 
Coast. 

The Stirling Type. — The Stirling boiler consists of three steam 
drums connected to one mud drum by means of bent tubes. The 
bending of the tubes does away with the necessity of using headers 
and furthermore provides for expansion of the tubes due to change 
in temperature. As a result this boiler is not only simple in de- 
sign but very flexible and capable of withstanding a good deal of 
abuse. The baffles are arranged in sucJi a manner that the gases 
of combustion travel up the front bank of tubes, down the middle 
bank and up the rear bank. Stirling boilers are also constructed 
with an extra baffle wall so as to give the gases a longer travel 
before leaving the boiler. With this arrangement which is 
known as a four pass Stirling boiler, the front two or three rows 
of tubes are exposed to the furnace, the gases passing down the 
remaining tubes of the front bank, up the midde bank, down a 
portion of the rear bank and up the remaining rear tubes to the 
stack. Both the standard three pass and the four pass Stirling 
Boilers have proved very successful for oil burning. 

Other boilers of the general Stirling type are the Badenhausen, 
the Rust boiler and the Erie City vertical boiler. 
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The Heine Type. — Tim Heine boiler is a horizontal water tulje 
I boiW similar to the B. & W. Imiler exoept that instead of having 
L tepiirato headers the tubes are all expanded into a single water 
I leg at the rear and another at the front. These water legs have 
r W flat surfaues whieh have to Iw strengthened by stay bolts. 
JOwing to the fact that all of the tufws are connected to the same 
Iteter le-Ks, this boiler is not as flexible as the other two types 
•scribed al>ove. The Heine boiler is usually provided with 




rizontal bafRes so that the gases of combustion pass first to 

the rear of the boiler and then forward among the tubes and then 

iMck again. With this arrangement of baffling the oil burner 

troduced through the front wall is very successful. Other 

^ers of the Heine tj-pe are the Keelcr and Edgemoor 
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Marine Boilers. — For mercantile marine service the standard 
boiler for many years has been the Scotch marine boiler which is 
a fire tube boiler consisting of a large shell within which are 
placed corrugated furnaces, a combustion chamber at the rear 
and tubes running forward fjom the combustiou chamber to the 
front of the boiler, whence the gases pass through the uptakes to 
the smokestacks. Owing to the large size of the shell, Scotch 
boilers are made of excessively thick steel and consequently are 
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entirely lacking in flexibility. They are, therefore, liable to 
give trouble due to expansion strains from change in tempera- 
ture and are successful only where the load is absolutely steady 
as it is on ordinary merchant ships. 

In the navy water tube boilers are used exclusively and these 
are coming into use more or less in the mereantile marine as 
well. 

Water tube marine boilers are built as modifications of both 
the B. & W. and the Heine types, the tubes being shorter and 
smaller in diameter than is the case in stationary boilers and the 
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boilers being encased in* stoiJ, lined with light iavulating material 
inside, instead of being set in brick. 

For torpedo boat destroyers and other small high speed craft 
boilers of the Thornycroft type are used, which consist of a large 
number of very small diameter tubes expanded into upper and 
lower drums somewhat similar in general type to the Stirling 
stationary boiler. These boilers are extremely light and are rapid 
steamers which are necessary characteristics of boilers for high 
speed boats. 
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ETROLEUM has been known in the 
United States from prehistoric 
times. It 18 certain that the mound 
builders had wells from which 
petroleum was obtained. These are 
still in existence along with the 
most modem of our own times. 

Petroleum was used as a medicine 
by many tribes of Indians. It was 
supposed to have many magical as 
well as medicinal properties. Its 
inflammable nature seems also to 
have been known. 

No use was discovered for petro- 
leum other than as a medicine until 
in 1852, when a chemist, by the 
name of Kier, bethought himself of 
distilling it and extracting from it 
the more volatile portions. The 
American people took readily to the use of these oils as illumi- 
nating agents from the fact that for some time previously the 
mineral oils, extracted from lignites and anthracites, according to 
the process of Sellegries, the Swiss chemist, were in current use. 
Enormous Consumption of Fuel Oil in the Industries. — The 
use of crude petraleimi as a fuel for steam generation and power 
production has now an estabhshed position in all parts of the 
industrial world. Especially is this true of the Pacific Coast 
and in the southwestern section of the United States where the 
enormous yield of this product in Oklahoma, Texas and Califoniia 
now constitutes an ever-increasing factor in the total production 
of the world. Indeed, California alone with her yield of over one 
hundred million barrels in 1919 produced over 25 per cent, of the 
world's output. 
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At ite first incipiency it was thought that the probable produc- 
"on of crude petroleum would be limited to but a few years. 
Due to this factor many power plants on the Pacific CoaKt were 
foiistmcted eo that an rosy change over to operation by coal 
wuJd be made should this time ever arrive. It is now recognized 
"Y maay that the probable yield of oil will last as long as the coal 
fields of the world. Hence this uncertainty is largely dispelled in 
the industrial production of power. 

Advantages of Crude Petroleum as a Fuel. — Oil has many 
oiatlnct advantages over coal. Due to the simple mechanisms 
that are involved the cost for handling fuel oil is for leas than for 
coal. By the elimination of stokers an important labor item ia 
foiind unnecessary. Again for equal heat value oil occupies 
fQuch leas space than coal. Hence for oceangoing vessela it is 
specially applicable. Combustion too is more perfect so that 
*Qe quantity of excess air required is reduced to a minimum. 
The furnace temperature may be kept practically constant as the 
'^rnace doors need not be opened for cleaning or working the 
^es. Smoke may to a large measure be eliminated with the con- 
^quent cleanliness of heating surfaces. Again, the intensity of 
*J*e fire is subject to delicate regulation and sudden load fluctua- 
^-'oiis are easily handled. Oil does not disintegrate or lose its 
^"^lorific value when stored. In the boiler room the cleanliness 
^^<i freedom from dust and ashes i-esults in a saving in wear and 
**ar in machinery. Hence it is clearly evident that the efficiency 
*Jid the steaming capacity of a boiler, oil fired, is increased in a 
toarked manner. 

The disadvantages of fuel oO are of comparatively small 

loment. For this reason wherever oil can be obtained at a 

ronsble figure as compared to the prevailing market price of 

J it has attained a marked popularity in ateam generation and 

B the industries, 

Let us then look into some of the physical properties of this 
new and important source of heat generation. 

Liquid Fuels Classified. — Petroleum is practically the only 
liquid fuel sufficiently abundant and cheap to be used for the 
generation of steam. There arc three kinds of petroleum in use, 
namely, those yielding on distillation paraffin, asphalt and olefine. 
To the first group belong theoila of the Appalachian Range and the 
Btfjddle West of the United States. These are a dark brown in 
^bor with a greenish tinge. Upon their distillation such a variety 
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of valuable light oils an^ obtained that tlieir use as a fuel is pro- 
hibitive because of price. To the second group belong the oils 
found in Texas and California. These vary in color from reddish 
brown to a jet black. Since they are used extensively as a fuel 
in the United States, our discussion in this chapter shall largely 
be concerned with this class of oils. The third group compr ses 
the oils from Russia, which like the second group are used largely 
for fuel purposes. 

Physical and Chemical Properties of Oil«— Mineral oils as 
found in nature, are a mixture in indefinite proportions of several 
combinations of hydrogen and carbon designated as hydro- 
carbons. Oxygen and sulphur are found in very small amounts. 
Nitrogen is found in a smaller proportion than the latter. 

On account of the (!omploxity of their composition, mineral 
oils differ considerably both physically and chemically. 

Odor and Color. — Oil is generally found in a very fluid condi- 
tion in North and South America, while in Russia and East India 
it is found in a very dense and syrupy condition. They all possess 
a characteristic odor while their color varies from amber or greenish 
yellow to dark brown. By reflection they are all greenish. 

Effect of Heat. — Heat will separate the different hydrocarbons 
successively according to their volatility and cause them to dis- 
sociate at higher temperatures. Low temperatures will solidify 
these products, the highest freezing at a lower temperature. 

Density of Various Oils. — The density varies from 0.765 
0.970 compared with water at 4^0., as found in nature (crude). 
Distillates will be much lighter. 

Densities of Oilb 

Origin of crude Specific gravil 

Persia 0.777 

Ea.st Indies 0.821 

Kyoiik-Phyon (Burma) 0.818 

California 0.900 

Pennsylvania 0.8fi0 

South America 0. 852 

Russia 0. 836 

India 0.055 

Terra-di-Lavors (Italy) 0.970 

Physical Properties of California Oils. — We shall now con- 
sider as a t3rpical example a sample of California crude petroleum 
taken from an average of forty samples drawn from the Kern 
River oil field by representatives of the U. S. Bureau of Mines. 




The specific gravity or density of fuel oil is an important 
&ctor to be known and is the ratio of the weight of an oil sample 
as compared with the weight of an equal volume of water. The 
«, vcrage oil sample is found to have a spctrifie gravity of 0.9645, 
^vhich on the Baume scale at 60°F. is 15.16°. Hence, the avei^ 
s^^ gallon of fuel oil weighs 8.03 lbs. 

The determination of the gravity of fuel oil and the relation- 
slkip of specific gravity with gravities expressed on the Baume 
^tale are of such importance that a subsequent chapter has been 
s«t aside for detailed discussion and analysis. 

The Calorific Value of Fuel Oil, — In steam boiler economy 
tlie heat producing value of the fuel per pound consumed in the 
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furnace is of utmost importance. The average sample of Kern 
River oil generates or gives out 10,307 calories per gram, which 
transferred to steam engineering units is found to be 18,553 
B.t.u. per pound or 148,980 B.t.u. per gallon of oil. 

Oil, like water, requires the actual absorption of a large 

quantity of heat in its conversion into the gaseous state. Indeed 

, the latent heat of evaporation for fuel oil is approximately 
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130-150 B.t.u. per pomiii under atmospheric preaBUre, as coni'^ 
jMired with 970.4 for the latent heat of evaporation of water fi» 
set forth in previous discussions. Hence, the actual heat given 
out by the average sample above referred to is approximately 
18,700 B.t.u. per pound, but since we must fjasify the oil to make 
use of its heat generating characteristics in the furnace the net 
value of 18,553 is solely of commercial importance. 

The determination of the calorific value of fuel oil and the 
many computations involved are of such vast importance that 
several chapters have l^een set aside for future discussions of 
these various far tors. 

The Flash Test and the Burning Point of Oil.— The flash test 
of an oil is the temperature at which it gives oflf inflammable 
vapors. For the purpose of safety in handhng, fuel oils should 
not give off inflammable vapors below ISOT. The flash point 
of an oil is determined by heating the oil in a vessel adjacent 
to which is a small flame. When the oil has been healed to a 
point where vapor rises and ignites from the flame, this tempera- 
ture is called the flash point. The flash point of the average 
California oils is lOS'C. or 226.4^. 

The burning point of oil is the temperature at which its in- 
gredients will permanently ignite. This is determined by 
continuing the heating of the oil after the flash point has been 
ascertained until the "flash" becomes permanent, that is, until 
the oil ignites and continues to burn quietly. For the average 
Kern Kiver oil sample the burning point is found by the open cup 
teat to l>e KJOV. or 266°?. 

Viscosity. — Some oils are more fluid or mobile than otherB. 
All are familiar with the difference between "cold molassea" 
and "hot molasses." And so in oil flow we have a similar 
phenomenon. This tendency for the particles of oil to cohere 
to one another is known as viscosity. Viscosity is determined by 
measuring the time it takes oil to flow through a standard sized 
tube under standard conditions. On the so-called Engler 
scale the average viscosity of Kern River oil at 20''C. is found to 
be 915.6, The viscosity is very materially lessened as the 
temperature is increased. Hence at once is seen the advantages 
of oil heating both for efficiency in transmission through long 
pipe lines, and for feeding the oil to the burners. In power 
plants the oil is heated to a temperature of IWF. before reaching 
the burners. 
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Moisture. — All oils have a certain quantity of moisture present 
either in a free state or in the form of an emulsion, and its pres- 
ence is always a hindrance to the full development of the heat 
producing qualities of the oil. Since this is a matter of great 
importance, the methods used in the quantitative determination 
of moisture present in fuel oil will be set forth in a subsequent 
chapter. The average Kem River sample contains about 0.5 
per cent, moisture. Hence the actual fuel oil ingredient ia 
99.5 per cent. 

Sulphur, Gas and Other Ingredients. — All oiLs have a certain 
quantity of sulphur present. This sulphur has a heat producing 
quality, yet its deleterious effect in producing obnoxious gases 
and the corroding effect it has on the boiler tubes and other metal- 
lic parts makes a certain excess of sulphur most undesirable in 
the use of fuel oil. Sulphur in burning forms sulphur dioxide, 
SOj, which, on combining with water forms sulphurous acid. 
Ordinarily corrosion docs not occur as long as the temperature is 
above 212°F. Hence corrosion of the boiler tubes is negligible 
as long as the boiler is kept in operation, but if a boiler is used 
for standby purposes and is kept shut down a good deal of the 
time there may be active corrosion of the tubes, and drum shells. 
Steel stacks are subject to corrosion from this cause, especially 
the upper portions exposed to the weather, where the cooling 
effect of the metalcausescondensation of the moisture in the gases. 
The average Kem River oil sample contains 0.83 per cent, sulphur. 
There is no gasoline ingredient found in this oil sample. 
On the other hand, refined lamp oil appears to the extent of 
6.6 per cent, and refined lubricants to the extent of 39.2 per cent. 
The refining losses are 5.9 per cent, and distilling losses, 0.5 per 
cent. The commercial asphaltum present is 47.3 percent., thus 
indicating why California oils are known as possessing an as- 
phaltum base. 

Specifications for the Purchase of Oil. — In the above discus- 
sion of the physical properties of fuel oil it is seen that the flash 
point, burning point, viscosity, heating value, moisture content, 
sulphur content, and other characteristics are fundamentally 
concerned in the commercial evaluation of crude petroleum. 
"Below are given "Notes on Specifications for the Purchase of 
Puel Oil" by J. M. Wadsworth, published by the U. S. Bureau 
gst Mines in the handbook entitled, "Efficiency in the Use of Oil 
^leI." The points set forth are of fundamental importance for 
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the economic use of fuel oil in all steam boiler practice and the 
rcjuior should cart»fully Ixiair them in mind. 

NOTES ON SPECIFICATIONS FOR THE PURCHASE OF FUEL OIL 

1. In the purchase of fuel oil by large users, all buying should 
be done under competitive bids. In determining the award 
of a contract consideration should be given to the quality of the 
fuel ofFcnHl by the bidders, as well as the price, and should it 
appear to the best interest of the purchaser to award a contract 
at a hifj^hor price than that named in the bid or bids received the 
<^ontract should Ik* so awarcknl. 

2. Elach bidder should be required to submit an accurate 
statement regarding the fuel oil he proposes to furnish. This 
stattmient should show: 

(ri) The commercial name of the oil. 

(6) The name or designation of the field from which the oil is 
obtained. 

(r) Whether the oil is crude oil, a refinery residuum, a distil- 
late*, or a blend. 

((/) The name* anil l(H*ation of the refinery, if the oil has been 
n^finod at all. 

3. The fuel oil should be delivered f.o.b. cars, vessels, tanks, 
or tank wagons, according to the manner of shipment or deliveiy 
at such places, at such times, and in such quantitieB as may be 
requireti during the fiscal year ending . 

3a. Minimum and maximum weekly or monthly deliveries 
should ho sjXH'ifiiHl. 

4. Should the contractor, for any reason, fail to comply with 
the writ t ton order to make deliven% the purchaser is to be at 
lilHTt y to buy oil in the open nmrket and charge against the cod- 
tnu't^^r any <»xirssive price, above the contract price, of the fuel 
tul si> purchased. 

6. It should 1h' understood that the fuel oil delivefed during 
the tonn of the contract shaU be of the quality ^leoified. The 
frtHiutMit or continued failure of the contractor to doliver oil of 
the specified quality should be considered sufficient cause for 
the cancellation of the contract. 

ESSENTIAL PROPERTIES OF TBX ODL 

6. Viscosity. — Fuel oil. as regards Anscosity, may be divided 

ii\to two iieueral elasst^s. namelv: 
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E Class 1. Asphaltic base crudes, residuums, or other oile which 
require heating facilities to reduce the viscosity in order that the 
oil may be handled by the storage and burning equipment. 

Class 2, Oils of a sufficiently low viscosity to make heating 
equipment unnecessary. 

In general, an oil of Class 1 should not have a viscosity above 
2000° Englor at COT. Oils of a higher viscosity than this can 
be used at plants provided with special equipment. It is im- 
perative that oils of this class be heated to a temperature at 
which they have a viscosity of 12° Engier or lower before they 
reach the burner, in order to obtain proper atomization. It is 
desirable that this viscosity be obtained at a temperature l.>elow 
the Sash point of the oil, in order to minimize fire hazards and to 
insure uniform feed to the burner. 

For an oil of Class 2, 12° Engier at 60°F. is the approximate 
maximmn viscosity permissible. 

Method of determination : Viscosity should be determined with 
a standard Engier instrument according to the recognized method 
of manipulating this viscosimeter. Other standard viscosiraetere 
may be used in special cases and their readings converted to 
Engier degrees by means of recognized tables or fonnulas. 

7. Flash Point. — In general it is desirable that the flash point 
of Class 1 oils should not be below 140°r., and that of Class 2 
oils not below 120''F. It should be noted that for Class 1 oils, 
specifications for flash point are contingent upon viscosity re- 
quirements as well as upon general considerations for safety 
requirements and evaporation losses. 

Method of determination: Fensky-Martens closed-c^ut tester 
manipulated according to standard procedure. 

8. Specific Gravity. — Specifications for specific gravity are 
superfluous. In case oil is purchased by weight and measured 
by volume an accurate determination of its specific gravity is 
essential. 

Method of determination ; By specific gravity balance, pycno- 
meter, or hydrometer. If conversion of Baume readings to 
specific gravity is necessary it is es.sential that the Baume hydro- 
meter be accurate and that the proper modulus for this instru- 
ment be used. Specific gravities should be reported at 60°F. 
compared to waiter at 60°F. If they are determined at other 
teipiperatun's (hi' trrnpcruturc corrections given in Bureau of 
Staiidai-ds Circular 57 should bi- used. 
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9. Impurities. — The oil should not contain more than 2 per 
cent, by volume of moisture and sediment. Proper deductions 
should be made from all oil deliveries for the impurities contained 
therein so that the oil purchased shall be pure oil. 

Method of determination : A definite volume of the oil sample 
should be thoroughly shaken or "cut" with an equal volume of 
gasoline of a specific gravity not greater than 0.74, and centri- 
fuged. An appropriate tube that goes with a special machine is 
commonly used for this purpose. Centrifuging should bo con- 
tinued until there is a clear line of demarcation between the water 
and sediment and oil in the bottom of the tube, and until a con- 
stant reading of water and sediment is obtained. From this 
reading the percentage by volume of water and sediment is 
computed. If the oil under consideration has a specific gravity 
greater than 0.96, one volume of oil to three volumes of gasoline 
should be used rather than equal volumes. When there is a 
question that the gasoline used for thinning the oO in making 
thb determination renders insoluble certain of itsfuel constituents, 
then mixtures of gasoline and carbon disulphide, or of gasoline 
and benzol may be used for "cutting," providing the specific 
gravity of such mixtures is not greater than 0.74. If, after 
continued centrifuging, a clear Une of demarcation between the 
impurities and the oil is not obtainable, the uppermost line should 
be read. If this procedure proves unsatisfactory, 100 cc. of the 
sample may be distilled with an excess of hydrocarbons saturated 
with water and having boiling points slightly above and below 
that of water. Distillation is continued until a volume equal 
to the volume of hydrocarbons added has been distilled over 
into a graduated tube. The water in the oil is thus distilled 
over and readily collects at the bottom of this tube, where the 
percentage may be read off. The percentage of sediment in the 
oil may then be determined on the sample remaining in the dis- 
tilhng flask by "cutting" it with gasoline and centrifuging. The 
percentage of water obtained in the tube added to the peroentage 
of sediment gives a total percentage to be deducted for moisture 
and impurities. 

10. Sulphur Content. — Appreciable sulphur content in a fuel 
oil is objectionable. However, a content of 4 per cent, or less is 
not sufficiently objectionable to cause the rejection of a fuel oil 
for general purposes. (In general, experiments in burning fuel 
oils of various sulphur content have shown that the corrosive 
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effect* on the boiler tubes or heating; surfaces are ncgligiblo. 
However, with steel stat-ks and low stack-gas temperatures, 
considerable corrosion in tlie stack has been noted. In handling 
these oils, prior to burning, the corrosive action of the sulphur 
on 8t«el storage tanks, piping, etc., ia quite apparent and should 
be considered. If the oil is to be used for special metallurgical 
or other purposes where sulphur fumee arc decidedly objection- 
able, it is necessary to specify a limiting figure for the sulphur 
content of the oil.) 

Method of determination: Complete combustion in a bomb 
by means of oxygen or sodium peroxide, the sulphur being weighed 
as barium sulphate. 

11. Calorific Value.— A standard of 18,500 B.t.u. to the 
pound of pure fuel oil is a good figure to be taken as the basis, if 
the fuel oil is to be purchased on calorific determinations, A 
bonus may be paid for calorific value in excess of this figure and 
deductions made if the heating value of the fuel is below 18,600 
B.t.u. per pound. 

Method of determination : Any bomb calorimeter of recognized 
accuracy. 

12. Methods of Sampling. — The accuracy of these different 
tests depends upon the care with which an average representative 
sample of the fuel oil delivery has been taken, and the importance 
of obtaining such a sample can not be overestimated. Top, 
middle, and bottom samples should be taken with a standard 
"car thief" andthese samples should be combined and thoroughly 
mixed to form one sample for car deliveries. Where oil is 
received in tanks or reservoirs the swing pipe should first be 
locked at a position well above the level of the water and sedi- 
ment usually found in the bottom of such tanks. Tanks should 
be sampled every foot for the first 5 feet alwve the bottom of the 
swing pipe, and at 5-ft. intervals from there to the surface of the 
oil. This sampling should be done with a standard tank thief, 
the samples "cut" individually, and deductions for impurities 
made on the separate volumes which these samples repre- 
sent. If the tank is a large one, it should be sampled through 
at leaat two hatches. In receiving large deliveries of the more 
viscous oils it is necessary to take many samples in order to 
insure fair and average impurity (M, and B. S.) deductions. 
This is because water and sediment do not readily settle out of 

. such oils. 
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13. General Specifications can not be Drawn to Advantage 
for Fuel Oils. — Individual conditions and requirements at the 
points of consumption influence to a large degree the specifications 
for viscosity, flash point, and sulphur content. Definite speci- 
fications can be drawn for a fuel oil which will meet practically 
all requirements, but it can readily be seen that such specifications 
will exclude much of the fuel oil now available, and for most 
purposes the requirements need not be severe. Hence, it is 
advised that in purchasing fuel oil the individual requirements be 
studied and that as lenient specifications as possible be written 
which will insure an oil that will be satisfactory for the conditions 
for which it is intended. 



FUEL OIL PRICES AND OIL PRODUCTION 

By Op(obpr 1920, na this Second Edition of " Fuel Oil and Steam 
Engineering" is about to go to press, the authors have come to 
the realisation of the fact that the price of California fuel oil 
has more than doubled since the first edition of this book appeared 
just two years ago. Sinei', then, the constantly depleting storage 
of oil by the large production companies is making marked in- 
roads into the possible supply of fuel oil in the near future, a 
discussion of this is of vital interest to the subject matter of this 




book in that economy production in the power plant depends 
directly upon the prices of this commodity prevailiog in the open 
market and the ability of the operator to obtain fuel supply. 

For the following able discussion of this matter we are in- 
debted to J. E. Woodbridge, formerly chief engineer of the Sierra 
and San Francisco Power Company. 
135 
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The exercise of prophecy in the field of prices is beset with pitfalls, 
as has been shown by the totally unexpected price revolution of the last 
five years. However, as all business must be planned in part on future 
price probabilities, we are obliged to make the best attempt we can at 
an estimate of their trend. 

In the matter of fuel in the state of California, the most pertinent 
data for prediction as to future prices are the trend of the last few years, 
including the recent history of production and consumption, with other 
relevant information, such as the influence of the war, probable future 
additional sources and markets. 

PRICE FLUCTUATION 

Except. for the continuity of the thought, we need hardly inform 
readers of this book that the price of delivered fuel oil in California has 
advanced during the last five years from approximately 60^ to approxi- 
mately SI. 85 per barrel, the two approximations covering slight varia^ 
tions with locality. The figure which directly influences the production 
of oil in California, and constitutes the basic element of all prices to 
consumers is the market price offered by the large distributing organiza- 
tions to the producers in the oil fields. The price offered by the 
Standard Oil Company of California for fuel oil, that is oil having il 
specific gravity between 14^ and 17.9^ on the Baume scale, has gone 
through the following changes during the last six years. 

On October 3, 1914, this price dropped from 40^. per barrel to 37H^» 

June 7, 1915 10. 32^ 

Oct. 26, 1915 o.sryi 

Nov. 20, 1915 0.40 

Dec. 28, 1916 0.43 

Feb. 2, 1916 0.48 

Feb. 16, 1916 0.63 

April 1, 1916 0.58 

July 7, 1916 . 63 

Sept. 20, 1916 . 68 

Nov. 21, 1916 0.73 

May 11, 1917 0.78 

June 7, 1917 0.88 

June 28, 1917 0.98 

May 1, 1918 1.23 

Mar. 17, 1920 1.48 

The price doldrums of 1915 were due to the large number of gushers 
brought in during the years 1913 and 1914, which resulted in a produc- 
tion so much in excess of consumption that a stock of approximatdy 
60,000,000 barrels of oil (nearly a year's consumption) was accumulated 
early in 1915. The price advances during the subsequent three years 
were largely dife to war demands and the depreciation of our currency, 
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^■I'Hinitde oil field HevelopmeatdiffiDullimd expenBive. In particular, 
"'" In^ jump of May 1, 1918, was made at the roqiioBt of the National 
"el Administrator. The price advance and other factors mo stimulated 
'"^'duction and controlled consumption that stock increased during it 
potion of 1918 imd 1919 by 3,000,000 barrela. Many who have not 
''^olted further into the fuel-oil situation have reasoned, from the above, 
'hat we may rest ea^ as to the price of this raw material in the im- 
mediate future. However, it does not behoove power companies to 
sleep at the switch." Let us, therefore, look a little deeper into the 
^MtiBpect. 
■ DECREASING SUPPLY 

t On the ocoasioQ of the last price change of March, 1920, the California 
'Uilroad Commission criticized the Standard Oil Company of California, 
in response to which President Kingsbury of that company answered in 
Ji&rt as follows: 

"The Pacific Coast supply of fuel oil and of petroleum products Is 
J^pidly approaching exhaustion. Since May 1. 1915, crude oil stocks 
in California have decreased from over 60,000,000 barrels to 28,738,921 
barrels on March 1, 1920. 

"The available supply of crude oil in stock is today less than 
13,000.000 barrels. 

"The balitnce of the stocks itre taken up in the factor of sufety of 
10,000,000 barrrels, which the Petroleum Committee of the State 
Council of Defense found essential to the safety of Pacific Coast in- 
du-striea, and in the oil in pipe lines and tank bottoms which the same 
committee estimated at 6,000,000 barrels not available for use. 

" At the present rate of coDsumption and of production the available 
itocks will be exhaUi^tcd in about twelve months, at which time 
eonsumers of California fuel oil will be cut off from between 25,000 to 
30,000 barrels per day." 

"In 1918 the average daily consumption was 279,576 barrels; in the 
last half of 1919 it was 292,278 barrels; in January, 1920, 301,000 barrels 
and in February, 1920, 304.120 barrels. 

"Superimposed on these figures is the tact that 7,000 barrels of fuel oil 
a day which formerly went fo Arizona from Califoniia are now supplied 
from Texas and Mexioo. The existing shortage, therefore, has devel- 
oped in face of the fact that 2,500,000 barrels of fuel oil a year have been 
restored to the California supply. 

"Added to these considerations are the demands of the navy and the 
United States Shipping Board. 

The former estimates its 1920 requirements on the Pacific Coast at 
,950.800 barrels, against 1.532,6.50 barrels in 1919. The Shipping 
,rd has invited bids for 1920 for 4,000,000 barrels. 
The nnit«d States Shipping Board is establishing oil fueling stations 
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throughout the world, and will supply these points from the cheapest 
markets. Thus California will be drawn upon or spared in the relation 
that California prices bear to prices elsewhere. Even at the new price 
this oil market is lower than many other points with which this market 
is in competition. 

"The inevitable result will be that the Pacific Coast will be further 
drained of its supply by buyers who seek the cheapest market. 

"Shipping Board vessels already have sought cargoes of fuel oil which 
formerly were obtained in Mexico, so that the Mexican cargoes could 
be released for the Atlantic coast. 

"There is further the fact that improved refining processes will in- 
crease the volume of refined products extracted from crude oil and thus 
reduce the resulting residuum for fuel oil. 

"The company is now installing at a cost of S10,000,000 new processes 
by which it is estimated that more refined products, incuding gasoline, 
will be recovered from crude oil in such quantities that the company's 
production of fuel oil within a year will be neoessarily lessened about 
30 per cent, or 20,000 barrels a day." 

Further light on the probable price trend is obtainable from 
the following table of production and consumption of crude 
oil of all gravities in and from the California fields during the 
last seven years. 



1 

Year ■ 

1 


No. phmIuc- 

h\^ wells, 

Dec. 31 


1 

, Produetion 


' Average 
daily 
pnMlurtion 
per well 

44 


1 

('onsump- 
' tion ♦ 


Total 

stocks 

Dec. 31 


1912 1 


r),()26 


<K),074,00() 


86,500,000 46,608,000 


1913 


5,870 


97,867,000 


4(i 


W,695,000 


47,870,000 


1914 


6,106 


103,624,000 


46 


92,968,000 


58,526,000 


1915 


6,532 


89,567,000 


38 


90,946,000 


67,147,000 


1916 ' 


7,333 


91,822,000 


34 


104,933,000 


44,036,000 


1917 , 


8,053 


97,268,000 


33 


108,854,000 


32,450,000 


1918 


8,606 


101,638,000 


32 


102,045,000 


32,043,000 


1919 


9,127 


101,222,000 


30 


102,785,000 30,480,000 

j 


* Consumption is 1 


lerc taken asp 


production pli 


IS withdrawals 


from storage 



or less additions to storage, as the case may be. 

Examining the column headed "production, '* the gusher 
peak of 1914, amounting to over 103,000,000 barrels from approxi- 
mately 6000 wells will be noted. A significant fact is that less 
oil was produced in 1919, in spite of a price three times as high as 
that of 1914. In the meantime the number of wells has in- 
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creased 50 per cent. The average production per well, of today, 
has gradually fallen from that of the gusher period to 30 barrels 
JD 1919. This means that a large number of wells are approach- 
^g the marginal production below which it will not be profitable 
^ pump them, unless the price advances. The average rate 
at which the production of California wells declines is fairly 
^^ established for the first few years of their life. The following 
table gives the average production of California oil wells by 
y^^rs of life in percentages of production of the first year. 

Ist year 100 

2nd year 68 

3rd year 51 

4th year 41 

5th year 33 

Obviously, as the fields grow older, and the gushers become 
^nly a recollection, the wells become more crowded, the gas 
pressure goes down, and initial production of the new wells 
^drilled becomes less and less year by year, a continuously 
expanding drilling program must be carried out to keep up a con- 
stant supply. If, on top of that, the demand increases, condi- 
tions are still more strained for the old law of supply and demand. 
The future price trend would, of course, be checked in its 
upward career, by the development of new oil fields within 
reasonable shipping distances. While no one can predict posi- 
tively that new oil fields will not be developed, it is highly im- 
probable that the production of any such fields, on the Pacific 
Coast, will be sufficient materially to lower the California price. 
Freight rates from the mid-continent fields prohibit importation 
from that source, even if mid-continent prices were lower than 
our own. Mexican oil is still further out of reach on account 
of freight rates by any route. The only other source in sight is 
Colombia and Venezuela, but the probable tanker rate of a 
dollar or more for the 3000-mi. haul will prevent this source 
from ever giving us cheap oil, even if the price at the source is not 
held high, as it undoubtedly will be by East-coast demands and 
by the large volume of shipping through the Canal which will in 
future utilize oil fuel for propulsion. 

A NECESSARY DEVELOPMENT 

The point we wish to make from the above data is that power 
development, as in the ordinary steam station, at an average 
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efficiency of 185 to 200 kw-lir. per barrel, will cost for fuel alone 
at liiast one cent per kw-hr. with fuel prices of $1.85 upwards. 
Thin figure, added to other steam oj>erating costs and all fixed 
charges, makes the total cost of power so developed much higher 
than that of hydro-electric power, even at present high costs of 
money and construction. This being the case for steam-turbine 
plants of reasonably fair to good efficiencies, it is much more true 
of the steam locomotive with its wasteful boiler and non-con- 
densing reciprocating engine. 

In other words, the cost of the fuel oil alone used in the steam 
locomotives in California and neighboring states, based on its 
value at the market (amounting to approximately $50,000,000 
per annum which will increase year by year until this fuel can 
with difficulty be obtained at all) will in time compel the steam 
railroads to seek other methods of operation, chief and most 
promising of which is electrical. Disregarding all other reasons 
and ai^uments for electrification, the cost of fuel is going to force 
it. 

Coal is, of course, a possible substitute. On a thermal-unit- 
cost basis, Utah coal is now on a par with oil on the Sierra grades. 
Much as the dyed-in-the-wool 8t.eam railroad man mistrusta 
electrification, we believe he would have a greater dislike for the 
use of coal where he has been accustomed to oil, on account of its 
inconvenience in firing large furnaces. Pulverization offers a 
possible means of overcoming these difficulties but involves many 
complications over the use of oil. 

In view of the inability of the power companies to meet their 
present commercial demands, and the apparently insuperable 
financial program involved in meeting future demands, a large 
railroad load cannot be anticipated with any great degree of 
satisfaction. The solution, however, is obvious — namely, a 
railroad power rate which will finance the necessary development. 

The hope for the situation seems, then, (o be in the electrifica- 
tion of the steam railroads, and thus the conservation of fuel oil 
which will retrieve the depleting of the stocks now on hand 
will be brought about. The entire matter is of the utmost con- 
cern and its varying characteristics from month to month will be 
followed by the public and particularly by the steam power 
plant engineer with the keenest interest. 



CHAPTKH XVUI 

THE SAFE OPERATION OF STEAM BOILERS 

Many fatal accideots both to life and property have happened 
<r3iie to foolhardy methods in design and operation of the steam 
^iDoiler. This early became so apparent that rigid governmental 
S. DspeetioQ of boiler operation woa insisted upon. To aid in 
^^3ystematic inspection the Department of Commerce and Labor 
-^Bt Washington has issued general rules and regulations for such 
supervision under Form 801 entitled Steamboat Inspection 
"Service. Many insurance companies have, too, put into force 
~»i((id rules of inspection to safcpiard their interests in assuming 

I^-isks. The most complete publication on the subject, however, 
is to be found in the recently published report of the Boiler 
Code Committee of the American Society of Mechanical Engi- 
neers, entitled; " Rules for the Construction of Stationary Boilers 
and for Allowable Working Pressure." These rules have been 
adopted by law in a number of States, including California where 
they have been incorporated in the Safety Orders of the State 
Accident Commission. 
In the discussion taken up in this chapter only fundamentals 

Iwill be considered. The tliorough mastering of these funda- 
mentals will, however, enable the reader to understandingly read 
the deeper discussions alluded to almve. 
The Inspection Tests Involved.— The testing of the water and 
s(.eam gagea, the checking of fittings and appliances, and the try- 
ing out of the safety valves and other accessories constitute, of 
course, important details of boiler inspection. The most im- 
portant feature, however, is to ascertain by computation the 
maximum allowable working pressure that may he safely put 
upon the boiler. After this maximum allowable pressure is 
ascertained the boiler is subjected to a hydrostatic pressure test 
by filling the boiler completely with water and then pumping 
enough additional water into it to raise the pressure to the de^ 
sired point. This apparatus is held under proper control and 
the total pressure put upon the boiler is one and one-half limes 
the maximum allowable ivorking pressure. 



is 160 lbs, piT 8q. ill. alK)ve the atmosphere, the test pressure *>* 
be applied should bo 240 lb. per aq. in. 

Many earpfully eonipiled instructions have from time to tic^^^^** 
been issued by various boiler makers, inspectors, and oth^ 
interested in economic and safe operation. The instruction 
compiled by J. B. Warner chief inspector of the San Francis* 



department of the Hartford Steam Boiler Inspection and In- 
surance Company are especially good, and largely the ideas ap- 
pearing in the following lines come from this source: 

Preliminaiy Precautions. — Whenever going on duty in the 
boiler room, find out, first of all, where the water level is in the 
boilers. Never lower nor replenish the firoa until this is done. 
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Alake Bure that the gage glass and gage cocks, and all the con- 
■nections thereto, are frne and in good working order. Do not 
rely upon the glass alt.ogetht^r, but use the gage cocks also, and 
trj- them all, several limes a day. 

Before starting up the fires, open each door about the setting 
auid look carefully for leak.**. If leaks are discovered, either then 
or at any other time, they should be located and repaired; but 
«.-ool the boiler off first. If leaking occurs at the fore and aft 
.joints, the inspecting company should be notified at once. This 
is important, whether the attendant considers the leakage serious 

r not; and it is especially important when the boiler has a single 

mttom sheet, or is of the two-sheet type. 




—A pur tabic Iwiler W 



I id make hydroBlstii.' tcaU of boilcn. 
When a boiler has been emptied of water, do not fill it again 
until it has become cold. 
In preparing to get up steam after the boiler has \Kvn out of 
Bervice, be sure that the manhole and hand-hole joints are tight. 
Do not use gaskets that arc thin and hard. 

Vent the boiler in some way, first, to permit the escape of air. 
Then fill the boiler to the proper level, open the dampers, and 
. start the fires. Start them early so as to have the pressure up 
|.ihe required hour, without forcing." 

Ventilate the setting thoroughly before lighting the fire. 
[Never turn on the fuel supply when starting vip without first 
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))la<i!iK ill the fiirimco a lighted torch or a piece of burniog waste 
lo JEiiiU' tlir fuel iiisliiiilly. 

Connecting up Boiler Units. — In firing up a boiler that is to 
Ik? coniii-ftdl with others that are already in service, keep its 
stop-valve flosed until the pressure witliin the boiler has become 
exactly equal to that in the steam main. Then open the stop 
valve a bare crack, and slowly increase the opening until the valve 
is wide open. The complete operation should occupy two min- 
utes or more. Close the valve at once if there is the slightest 
evidence of any unusual jar or disturbance about the boiler. 
See that the steam main to which the boiler is to be connected 
is thoroughly drained before the valve is opened. 

Low Water Encountered.— In case of low water, immediately 
shut off the oil supply at the burners. Do not turn on the 
feed under any circuniatances, and do not open tlie safety- 
valve nor tamper with it in any way. Let the steam outlets 
remain as they arc. Get your boiler cool before you do any- 
thing else. 

Avoid Making Repairs Under Pressure. — No repairs of any 
kind should be made, either to boilers or to piping, while the 
part upon which the work is to be done is under pressure. This 
applies to calking, to tightening up bolts under pressure, and to 
repairs of any kind whatsoever. 

The safety-valve must not l>e set at a pressure higher than 
tliat permitted by the insurance company's policy. Try all 
safety-valves cautiously, every day. If the actual blowing 
pressure, as shown by the gage, exceeds the pressure at which the 
valve is supposed to blow, inform the office immediately, so that 
prompt notice may be sent to the company. The safety-valve 
pipe should never have a stop-valve upon it. 

Removal of Sediment. — To remove sediment from the bottom 
of the boiler, o]>eii the blowoff valve in the morning, or before the 
circulition has started up. The valve should be opened wide for 
a few moments, but it should be opened and closed slowly, so as 
to avoid shocks from water-hammer action. When surface 
blowoffs are useii, they should be opened frequently for a 
few minutes at a time. 

In case of foaming, cheek the draft and shut off the burners. 
Shut the stop-valve long enough to find the true level of the 
water. If this is sufficiently high, blow down some of the water 
in the Ixiiler, and feed in some fresh. Repeat this several times 
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if necesaarj-. If the foamiDg does not stop, pool the boiler off, 
e?mpty it, a-nd find out the eause of the trouble. 

Keep Out Cylinder Oil.— Cylinder oil nmst Ik- kepi out of the 
Ixtilere, because it is likely to eausc overheating of the plates. 
Oily deposits muy be removed, in large nicaaure, by scraping and 
scrubbing, although more effieient methods of treatment may bo 
required in bad cases. If kerosene is useti in a boiler, keep all 
open lights away from the manholes and handholes, both when 
applying the kerosene, and upon opening the boiler up afterwards ; 
and ventilate the inside of the boiler thoroughly, after oil has 
been used in it. 

Cooling and Cleaning the Boiler. — In cooling a boiler before 
emptying it, first let the fire die out, and then close all doors ami 
leave the damper open until the pressure falls to the point at -. 
which it is desired to blow. Clean the fiiraace and let the brick- 
work cool for at least two hours before opening the blowoff 
valve. If it is desired to coot the boiler further, after it has bi'en 
emptied open the manhole and leave everj'thing else aa in full 
actual service — tht* fire doors, front connection doors, and clean- 
ing doors being closed, and the damper and ash-pit doors open. 
First cool the boiler as explained in the last paragraph. Never 
blow out under a pressure exceeding ten or (at most) fifteen 
pounds by the gage. If time will permit, the boiler should be 
left full of water for two or three days after shutting down. This 
prevents the scale baking to the tubes so it remains softer and is 
more easily reraoved- 

The engineer must find out for himself how often his boilers 
need to be opened and cleaned. In many plants it is necessary 
to cle.an every week, while in some favored few it is sufficient to 
clean every three months. When using kerosene or largeamounts 
of scale solvent, or when (as in the spring-time) the water be- 
comesunu.sually soft, the boilersmust he opened oftener than usual. 
In washing out a boiler, wash the tubes from above, as well aa 
from below. 

Never touch any valve whatsoever, in any part of the room, 
while a man is inside of a boiler, nor even after he has eome out 
again, imtil he has reported that his work is finished and that he 
will not enter the boiler again. It is well to lock the stop-valve 
and blowoff valve upon every boiler in which a man is working, 
while other boilers are under steam. Padlocks and chains 
may be used for this purpose. 
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In water-tube boilers the covers opposite the three rows of 
tubes nearest the fire should be taken off once a month, and the 
tubes thoroughly scraped and washed out; and all the tubes shoiild 
be thoroughly scraped and washed out at least once in four 
months. This is for water of average quality. If the water is 
bad, clean the tubes oftener. 

When mechani(^al hammers or cleaners are employed for 
removing scale from tubes, the pressure used to operate them 
should be as low as will suffice to do the work. Do not allow the 
cleaner to operate for more than a few seconds upon any one 
spot, and see that it goes entirely through the tube. Avoid high 
temperatures in the steam or water used to operate the cleaner.' 

Putting Boiler Out of Service. — In putting a boiler out of 
service, it should be cooled, emptied, and thoroughly cleaned, 
both inside and outside. The setting should likewise be cleaned 
in all its parts. Leave the handhole covers and manhole plates 
off. After washing the interior of the boiler, let it drain well. 
Then see that no moisture can collect anywhere about the boiler, 
nor drip upon it cither internally or externally. Empty the 
siphon below the steam gage if the boiler room is likely to be cold, 
or take the gage off and store it safely away. 

Do not allow moisture to come in contact with the outside of 
the boiler at any time, cither from leaky joints or otherwise. 
Keep the mud drums and nipples, and the rear ends of horizontal 
and inclined tubes in water-tube boilers, free from sooty matter. 
If internal corrosion is discovered, notify your employers at 
once. 

Examine your boilers carcf\illy in all their parts, whenever they 
are laid off, and keep them as clean as possible, both inside and 
outside. See that all necessary repairs are made promptly and 
thoroughly. Keep the water glass and pressure gage clean and 
well lighted. If any contingency arises that you do not undei^ 
stand, report the matter to your employers at once; and if you 
think it possible that serious trouble may l)c impending at any 
time, shut down the boiler immediately. 

Inform yourself respecting any local laws or ordinances relating 
to the duties of engineers and firemen, or to the plant in which 
you work. If there be any such, attend to them faithfully. 



CHAPTER XIX 

HOW TO COMPUTE STRENGTH OF BOttER SHELLS 

In order to ascertain by computation the maximum allowable 
f>re8sure we must first compute the bursting strength of the 
Solid boiler shell, then find the weakest part of this shell, which, 
of course, will give us the point where the shell would really give 
^^^y. We next compute the steam gage pressure that would 
the boiler to rupture at its weakest point. This is known 
the bursting pressure. It is important to note here the differ- 
between the bursting pressure of the boiler and the bursting 
^^rength of the boiler shell. The former indicates the reading of 
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Fig. 78. — Standard form of test specimen. 

In order tothorouchly test out plate material for boilers, a form of standard specimen 
«s been established by the Boiler Code Committee of the American Society of Mechanical 
"IngineerB. The above illustration shows the standard form for the tension, cold-bend, and 
uench-bend test to be made from each boiler plate as rolled. 

'•^he steam gage at which the bursting will take place while the 

iatter indicates the unit internal pressure in the boiler material 

>¥hen rupture occurs. 

As a working gage pressure for boiler operation a factor of 

safety of 5 is often used — that is, a gage pressure ^i that of the 
l>urstiiig pressure is considered as the largest gage pressure that 
may be safely put upon the boiler. It should be noted that when 
considering the safety of a boiler we always deal with gage 
pressure and not absolute pressure. The bursting pressure of a 
boiler is the diflference between the pressure inside the boiler and 
the pressure outside, when rupture would occur, and as the latter 
is always the pressure of the. atmosphere the bursting pressure 
must be the amount the inside pressure would be above the 
atmospheric pressure, which is the same thing as gage pressure. 
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In order to ascertain the breaking strength of boiler material, 
a sample known as a standard form is put to test. Experiment- 
ally it has been found that whether a piece of material is sub- 
jected to rupture by tension, compression, or shear, the unit force 
required to rupture a square inch section, lb equal to the total 
force observed in rupturing the specimen in each particular caae 
divided by the cross-sectional area. This fundamental law enters 
largely in computation of boiler strength. Let ua then proceed 
to this analysis. 

The Strength of the Solid Plate. — In the study of gases and 
vapors it has been experimentally established that the pressures 
exerted by such substances are felt equally in all directions at any 
given point under consideration. I^et us then consider the most 
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disastrous direction for pressure action. This evidently would 
be in such a direction an would tend to tear the boiler sh^l apart. 
If the length of shell considered be of len^h p equal to the dis- 
tance from center to center of the riveted section or what is 
known as the pitch of the rivets, we have for a boiler of thlckneas 
( a reeiating area of pt sq. in. If the solid shell will not burst 
until each square inch of area has upon it a unit force of Si pounds, 
the total resistive force according to the experimental law stated 
in the previous paragraphs evidently ptS,. Hence ii A ia the 
strength of solid plate, we have 



= lp-% 



(1) 



Rule I. Multiply the thickness of the plate by the pitch of 
the rivets and by the tensile strcnftth of the plate. The result 
is e(iual to the strength of solid plate. 
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As an illustration let us compute the strength of the solid 
plate for a boiler whose thickness of shell isj^m.^ whose spacing 
of rivets is 1^ in., and whose tensile strength stamped upon the 
boiler plate is found to read 55,000 lb. per square inch. 

Applying Rule I, we have that the strength of solid 
plate is 

A = tpSi = 0.25 X 1.625 X 55,000 = 22,343 lb. 

The Strength of the Net Section. — As in the case of the weakest 
link determining the strength of the chain, so the strength of the 
boiler shell is determined by its weakest section. This will 
evidently be at the point where the shell has been perforated 
for the insertion of rivets. The actual area that will resist 
nipture is now no longer pt but since it has been weakened by an 
area dt wherein d represents the diameter of the rivet hole, B, the 
^et resistive force now becomes 

B = {pt - dt)St = {p - (i)tSt (2) 

Rule II (a). From the pitch of the rivet subtract the diameter 
the rivet hole, then multiply by the thickness of the plat(5 

^i:id again by the tensile strength of the plate. This result is 

^^^ual to the strength of the plate between rivet holes — in other 

'^^^ords to the strength of the net section. 

Taking as an illustration the same boiler mentioned in Rule 

I » we have, if the diameter of the rivet hole is ^^le i^-> that the 

^tirength of the plate B between rivet holes is 

^ = (p - d)tSt = (1.625 - 0.6875) 0.25 X 55,000 = 12,890 lb. 

Resistance to Shear. — A boiler may not only fail by bursting 

^part the actual shell material but the rivet itself may give way. 

Xjnder pressure the riveted boiler seam may pull apart and cut or 

%hear off the rivet similar to the action that would take place by 

\ising a huge pair of shears. The area of cross-section of the 

rivet is evidently the only opposition that such an ac^tion would 

t-eceive over the distance between one set of rivets in case of a 

single row of rivets, or if there be 7i rows of rivets, the area 

resisting shear is n times that for a single row. Hence, the force 

that would oppose rupture due to shear is evidently n (.7854d*) S«, 

where S. is the pounds pressure exerted over each square inch of 

cross-section under shear. From results shown by tests, average 

iron rivets will shear at 38,000 lb. per sq. in. in single shear and 

76,000 lbs. in double shear; steel ri' ^be. in single 
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shear and 88,000 lb. in double shear. Hence we have that the 
resistance to shear C for a riveted section is 

C = .7854d2nS. (3) 

Rule II (6). Multiply the area of the rivet (.7854d*) by the 
shearing resistance as follows. If iron rivets in single shear, allow 
38,000 lb. per sq. in. of section, or if of steel allow 44,000 lb. per 
sq. in. If the resistance is in double shear add 100 per cent, to 
the above. The result is the bursting pressure for shear. 

Continuing the example above cited, we have that the shearing 
strength C of one rivet in single shear is 

C -= nX .7854d% = 1 X .7854 X .68752 X 44,000 = 16,3321b. 

Resistance to Compression. — Again the rivet may be forced 
to give way by having its longitudinal section {dt) actually 
crushed if the total crushing force of the steam pressure exceed 
dtScy where Sc is the crushing pressure in lb. per sq. in. over each 
unit area of the rivet. Hence the resistance to compression D is 

D = dtSc (4) 

Rule II (c). Multiply the diameter of the rivet by the thick- 
ness of the boiler plate and then multiply by the unit bursting 
stress for compression for the rivet, which is taken at 95,000 lb. per 
sq. in. The result is equal to the strength of the rivet section 
for compression. 

The resistance to compression D for the example above cited 
is then 

,D = dtS.- = 0.6875 X 0.25 X 95,000 = 16,328 lb. 

The Efficiency of the Riveted Section. — We now see that the 
riveted section weakens the solid plate in three ways. In the 

< 
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FiQ. 80. — A single riveted lap joint for boiler plates. 

Bv taking into considoration the stresses involved in a sectional distanec equal to the 

fjitch of the rivets, /*, as shown, we are enabled to deduce the safe working gage pressure 
or boiler operation. 

first place, the boiler may give way more easily because a section 
equal to the rivet hole has been cut from the solid plate. In the 
second place, the rivet may be actually sheared in two, and in 
the third place, it may be crushed longitudinally. The next 
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thing to do then is to determine the ratio that each one of these 
factors bears to the strength of the solid plate and adopt the 
weakest or smallest ratio as the possible point where rupture will 
take place. Compute these three efficiency ratios for the joint 
^/ as follows: 

Rule III. Divide the strength of the weakest section by the 
strength of the solid plate. (Sec Rule I.) The result is the 
eflBciency of the riveted section. 

Thus in the example cited we have seen that the strength of 
the solid plate is 22,343 lb., that its strength between rivet holes 
is 12,890 lb., that the shearing strength is 16,332 lb. and that the 
crushing strength of the plate in front of one rivet is 16,328 lb. 
Hence, the weakest place is in the strength between rivet holds 
and consequently the efficiency of point Ej is 

jp 12,890 _ 

^' = 22:343' -^^^^ 

Gage Pressure Necessary to Btu-st the Solid Boiler Plate. — 
We come now to the most interesting point of our analysis, 
namely to compute the bursting pressure of the solid plate. 




Fio. 81. — A double riveted lap joint. 

By introdueinc a number of rows of rivets for riveted lap joints the shearing strength 
mnd the cniahing strength of the riveted section arc proportionately increased, while the 
tensile strength of the net section remains the same. 

In the discussion of the strength of the solid boiler plate we 
found that the force of steam pressure acting so as to tear the 
boiler plate apart longitudinally would evidently prove most 
disastrous in bursting the solid boiler plate. Since the pressure 
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of steam exerts itself equally in all directions^ we shall compute^ 
the total pressure available in this particular direction as this 
would give us the critical prcissure for our present consideration. 

If the boiler is of length 1 in. and inner diameter D in. the area 
of steam pressure is DL Since now the boiler gage pressure is 
P, lb. per sq. in., the total pressure of the steam would evidently 
be P, Dl lb. To resist the boiler tearing apart there is a strip of 
boiler metal on each side of length I and thickness L Hence the 
total metallic area of resistance is 2b. If now the force of re- 
sistance offered by the metal is St lb. per sq. in., we have, when 
an explosion or bursting apart is about to take place, that this 
resistive pressure is 2tt»S|. 

Equating these two pressures, we have 

P.DI = 2ltS, 

Thus we formulate. 

Rule IV. Multiply the thickness of the plate by the tensile 
strength of the plate and divide by the radius (one-half of the 
diameter). The result is equal to the bursting pressure of the 
solid plate. 

In the example previously cited we now compute the bursting 
pressure of the solid shell of the boiler under consideration for a 
boiler diameter of 36 in. as follows: 

<S, _ 0.25 X 55,000 _ .^ ,, 
^ • ~ i)/2 " 36/2 " ~ ^^ ^^• 

This means that a gage pressure of 764 lb. per sq. in. would 
rupture the given boiler if it existed without a riveted seam. 

Bursting Pressiu-e of the Seam. — But our boiler under con- 
sideration would evidently burst Ix^fore the bursting pressure 
of the solid plate wen* reached for the rivete<l section has 
weakened its total strength. In Rule IV we found that the 
efficiency of the riveted joint is the ratio of the strength of the 
weakest point to the strength of the solid plate. Hence we have 
that the gage pressure P at which the boiler will probably rupture 
at the riveted joint is 

P = P.Ei (7) 

Rule V. Multiply the bursting pressure of the solid plate by 
the efficiency of the joint. This result is equal to the bursting 
pressure of the seam. 



HOW TO COMPUTE STRENGTH OF BOILER SHELLS 153 

Thus since the efficiency of the joint Ej is found to be .578 
*od the bursting pressure P. of the solid plate to be 764 lb., we 
'•ftve that the bursting pressure P of the joint which is the weakest 
I**rt of the boiler construction is 

p = p,Ei = 764 X .578 = 442 lb. 



- -^lie Safe Working Pressure. — Of course the boiler is never 

'^^^'wed to operate anywhere near this bursting pressure. A 
^^^^tor of safety is insisted upon. The U. S. tables are based 
V^^^*<ina factor of safety of 3 . 5 for drilled holes and 4.20 for punched 
^'^les, which are the lowest faetors allowed in any civiUzed coun- 

^V. The factor in most European countries is either 5 or 6. 

^'^ any case, if factor of safety/is used, we have that the worlcing 

^t^eaure P. is found from the formula 

P. = y (8) 

The rule advised by the Hartford Insurance Company's 
inspectors is as follows: 

Rule VI. Divide the bursting pressure of the seam by the 
foDowing safety factors: to 125 pounds, 4.2; from 125 to 150 
pounds, 4.5; ISO pounds or over, 5. The result is the safe working 
' pressure under which the boiler is to operate. The American 
Society of Mechanical Engineers in their Boiler Code require a 
factor of safety of 5 for all new boilers. 
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Thus in the case at issue the safe working pressure P^ becomes 

P 442 
P. = ^ = 1^ = 105 lb. 

Recapitulating the discussion of the six rules, we now see in its 
completeness the method involved in computing the safe working 
pressure of a boiler. In this particular instance we find that a 
boiler of 36 in. diameter, with }/i in. plates and a single row of 
rivets spaced 1% in. apart may safely operate under 105 lb. 
pressure (gage). 

Example of a Lap Joint, Longitudinal or Circumferential, 
Double-Riveted. — By similar reasoning we may now compute 
the efficiency of a lap joint which is double riveted whether 
longitudinal or circumferential. Thus, if the tensile strength 
of a boiler is stamped 55,000 lb. per sq. in. with thickness of plate 
^6 in., pitch of rivets 2% in. diameter of rivet hole % in., we 
have by applying our rules: 

A = 2.875 X 0.3125 X 55,000 = 49,414. 

B = (2.875 - 0.75) 0.3125 X 55,000 = 36,523. 

C = 2 X 44,000 X 0.4418 = 38,878. 

D = 2 X 0.75 X 0.3125 X 95,000 = 44,531. 

.■.E-g;lS- 0.739 
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ET us now set forth the cycle of 
operations necessary in the utili- 
zation of crude petroleum as an 
economic factor in the production 
of steam, TIh! oU in a heated state 
and under prpssurp must be sprayed ■ 
into a heated compartment or fur- 
nace so that its particles are in line 
globules or even in a gaseous state. 
Such an operation is known aa 
atomization and this must be ac- 
complished in an efficient and 
thorough manner. Three meth- 
ods are utilized in practice toaccom- 
plish this. In the first instance 
under pressure is mixed with the oil and the ingredients 
shot into the furnace. In the second instance compressed 
is used to accomplish this result, and in the third instance, 
Bome mechanical device or phj-sical characteristic of the oil is 
Stade use of to whirl or thrust the oil into the furnace in a pul- 
verised or atomized state. Literally hundreds of inventions 
have been made to effect the atomization of oil. It is to be 
remembered, however, that in the consideration of fuel oil 
iiiomy, the furnace and its efficient construction arc after all 
real factors that go toward economic fuel consumption. 
Fuel Oil Furnace Operation. — When the oil is atomized, it 
lUSt be brought into contact with the requisite quantity of air 
[for its combustion, and this quantity of air must l)e at the same 
minimum to avoid undue heat losses that may be carried 
^way in the outgoing flue gases. To accomplish this result 
checker work under the burners that control the admission 
iSrf air must be properly designed. The proper quantity of air 
as a whole is coutrolled by means of draft regulation. 
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An illustration of how this may bp sensitively controlled ws^^ 
shown in the chapter on thf? riindauicnlals of furnace operatiorr^ 
To ai!coniplish the even admission of air into tJie furnace th- ^ 
arrangement of the eheuk-board of brick-work below the flani^- * 
is of utmost importance, otherwise unequal heating and imperfcci' "* 
combustion is sure to foUow, Let us then examine a phar*^ 
formulated by E. N. Percy of the Standard Oil Conipany'^^ 
technical staff, shown in Fig. 84. In Fig, ] of this chart we have -^ 
a fan-shaped flame with openings between all the bricks. The * 
flame does not cover all of tlic bricks, hence, no matter what the ' 




F:o. S4.^ThDoretiral display /or briokwork and air-Bpacinj 

isCrklioDB ihawn abovr are imphlnlly diiptayKl the behavior o! (he Fur 
flainc. In the ninth inilancc m thDnrctirHlly perfect Hanic ii obtuued. 

conditions are there will be an excess of air and the boiler cannot 
work economically since it costs as much to heat air as it doea to 
heat water. I'igure 2 shows two largi! openings under the middle 
of the flame; auch a flame will burn hot in the center and deposit 
carbon in the corners as shown. In Fig. 3 we have a large opening 
imder the flame flow; this arrangement will cause the flame to tear 
and burn intensely at the center while depositing carbon around 
the corners, as well as allowing cold air to rise and strike the boiler 
directly. The large opening in Fig. 4 allows quantities of oil to 
escape over the flame ; intense combustion will take place close to 
the burner, thereby over-heating it, and at the same time the flame 
will be irregular and ragged. It will «moke and deposit carbon at 
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• 85. — Ammsemoiil uf nir-apneoi and ernte hsra lor Fuel ail praoUce. 

;,J*7 ■litalla at luruars cDiutrurtion have nioro to do with elBinauE opmitian in tbe burn- 
^ *• tuol oU th»ii inylhiBK dw. lu nch purtinu' - --■•--■ - ■■-■ ' - ■-■ - 
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Fm. 86. — A former typn ot turnaoe. 

It rUw ths floor plan of ■ back thot turnsFc arrannginvnt a 
C«B io tb> bridKF wikll Tbia iaitn hu pruvcii of high 
u of Uw Wflit^ hul baa dov beaa r«plai»d by the luwe rvi 
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the tips. The transverHc oi)fiiin(j;s between all the bricks as shown 
in Fig. 5 allows at all times a groat excess of air and hence are not 
economic. Figure G shows draft orifices in the neighborhood of 
the burner; such a flame will burn clear at thetips, but it will smoke 
and deposit carbon near the burner. The longitudinal slots in 
Fig. 7 tend to tear the flame. In Fig. 8, the arrangeinent gives a 
broader and more correctly shaped flame, still an excess of air is 
admitted and cold air allowed to pass up against the boiler be- 
cause the draft slots extend beyond the end of the flame. Figure 9 
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Fio. 87. — An Excellent turtiape arrungBment. 
netleiit furiiBce DTTBdgemEiit designed for & USA hp. boilH •ilfa it^DdBnl 
■bo checker work on the iniU ban ahown in »hi«iod •na npmenta openinBi 
■ough Ihc hrickwork. Tho f(» aiet through the checkw work ig lAila. in. 
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approaches more nearly to the correct arrangement of bricks 
and the correct shape of flame for a flat flame furnace. 

An excellent furnace is shown in Fig. 87, which sets forth 
the floor plan of a back shot furnace arrangement, the burner 
being set in a recess in the bridge wall. The recess is made large 
enough for the removal of the burner and piers of fire brick are 
built on the furnace floor in front of the recess so that there is an 
opening about 12 in. by 9 in. through which the mixture of oil 
and steam enters the furnace from the burner. A certain 
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quantity of air enters through the same opening, being drawn in 
by the force of the oil and steam. A bracket is provided to hold 
the burner at the center of the opening. 

Air openings through the checker work on the grates com- 
mence some 8 or 10 in, from the burner, the numl>cr of openings 
and the width increasing gradually until about 2 ft. from the 
burner the openings extend across the full width of the furnace. 
There are no openings between the burners near the bridge wall 
so that no air can enter except where it comes in contact with the 
atomized oil. The fire brick piers between the burners become 
hot and assist in the ignition of the oil. 

The distance the air openings are extended from the burners 
and the total area of air openings depends on the draft available 
and the capacity required from the boiler. With a draft of 0.1 
of an inch in the furnace a free area of 2f ^ sq, in. per rated boiler 
horsepower through the checker work and l-'^ sq, in, per horse- 
power around the burner, making a total of 3 sq. in. per horse- 
power, is sufficient to operate the boiler from its rated capacity 
up to 50 per cent, overload. If more capacity than this is 
required either a greater furnace draft must be provided or more 
openings through the checker work must be installed so as to 
increase the area. The amount of stack draft necessary to 
maintain 0.1 of an inch furnace draft depends upon the type of 
boiler and the capacity at which it is operated as this will deter- 
mine the draft loss through the boiler. The loss of draft between 
the breeching and the furnace usually runs from about 0.15 
of an inch at the boilers' rating up to 0.8 or 1 in, at double rating. 

The location of the flame can be varied by changing the height 
of the burner above the checker work, this height usually varying 
from 4 in. to 8 in. or 9 in. The character of the flame can also 
be varied by changing the distance the air openings extend from 
the burners. It is customary to have the furthermost air open- 
ings about 4 or 5 ft. distant from the burner, the furnace floor 
beyond this point being covered with sohd brick. By bringing 
the air openings somewhat farther out than this the flame can be 
made to turn up or by having the air openings extended out a 
shorter distance the. flame can be made to hug closely to the floor 
of the furnace. 

The Commercial Pumace. — Illustrations are shown in this 
article that set forth the check-board of brick work for air admia- 
Bion in the commercial practice of boiler economy. Let UB now 
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consider all the principal fact-ors that must be considered in pick- 
ing an efficient type of commercial furnace. 

The furnace mimt Iw constructed of such heat tested brick- 
work that it will stand up under the high teiiiijcratures developed 
and the refractory material of which it is composed must be so 
installed as to radiate heat to assist the combustion of the heated 
ingredients of the fuel. 

This combustion must be entirely completed before the 
gases come in contact with the heating surfaces of the boiler. 
Otherwise, the flame will be extinguished, possibly to unite later 
in the flue connection or in the stack. This means that ample 
space must be provided in the voliiniptric proportions of the 
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furnace to insure this combustion before the gases begin to 
travel upward against the boiler surfaces. 

Finally, there umst be no localization of the heat on certain 
proportions of the heating surfaces or trouble will result from 
overheating and blistering. This is one of the more serious 
defects that had to be overcome in the earlier days of fuel oil 
practice. The burner has much to do with the avoidance of this 
localization activity. 

The area of air openings through the checker-work should be 
made of sufficient size to operate the boiler at the maximum 
capacity required and then when operating at lighter loads the 
air supply should be very carefully regulated. 
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Location of Burners. — Tho aimplcst form of oil burning furnace 
has the burners rntning through Ihc boiliT front, thp fiame shoot- 
ing back towards I lie rciir of llic funuKT. This is the most 
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suitable type of furnace for return tubular boilers or for water 
tube boilers having horizontiil baffles such as Heine or Parker 
boilers. 




Fio. 90. — B. A W. boiler with Poolmdy fumnco. 



For water tube boilers in which the tubes incline .downward 
toward the rear and having vertical gas passages, such 
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Babcock and Wilcox Boiler, a furnace has been developed in 
wlii(th the burner head is placed at the bridge wall and the flame 
shoots forward from there, Thia furnace, which is known as the 
Peabody furnace, was the result of an extensive series of t«8ts 
made by Mr. E. H. Peabody in California some years ago. 

Owing to tlie fact that the tuljes are inclined downwards toward 
the rear, the Pealxxly Furnace gives a larger furnace volume at 
the end of the furnace farthest from the burner. This is of 




With th » luctiBi-c arrurun-menl tbc tubca si 
Bvniliibl* u'ramTulTtion" hamber. 

considerable advantage in permitting the gases to expand and 
cause perfect combustion. Another advantage of thia type of 
furnace with the B. &. W. boiler is that the flame is shot forward 
and cornea in contact with the front end of the tubes, whereas 
with the burner in the front wall the gases are forced back close 
to tlie front baffle and do not have any tendency to fill the front 
pass of the boiler. This condition is illustrated in the adjoining 
Figs. 89 and 90. The result is that with the front burner arrange- 
ment a considerable portion of the heating surface is by-passed 
by the gases and is therefore, non-effective. 
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With the Stirling boiler excellent results are obtained either 
I with the front burner arrangement, or with the burners located 
' ftt the bridgewall. With the former arrangement the gases come 
into intimate contact with the boiler heating surface. With the 
latter arrangement a very large furnace volume is made available, 
so that perfect combustion is obtained even at very high capaci- 
ties, and as the front tubes absorb a lat^e amount of radiant heat 
excellent efficiencies are obtained. With a four pass Stirling 




i2 — StuliUE boiler with Peabody-Hammel (urnacB. 
nKoment cire* a aplpridKl furax-e »itb Urg< volume. Th? 
lul ontt-ttiird of ibe tubes in tho front bapk. thi- rfmiinctr 



Wiler and a Peabody furnace still better results are obtained, for 
1 this type of boiler there are fewer tubes exposed direct to the 
, and the gases are guided down among the remaining tubes 
Ifter passing the first baffle. This arrangement therefore gives 
*■* combination of a large combustion chamber and efficient heat 
absorption. 
Serrice For One Burner Only. — Where boilers having more 
sihan one burner are operated at very light loads it is necessary 
b times to have only one burner in operation, the other burner 
jcing ehut off. For such service as this it is very desirable to 
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have the afJi pit divided into as many sections as there are burners 
BO that when one burner is shut off the ash pit door opposite 
that burner can be closed tight and no air from the other ash 
pit doors will enter the furnace opposite that particular burner. 
With this arrangement it is possible to operate a large boiler at 
fractional loads and still maintain fairly good economy. This 
divided aah pit is one of the patented features of the Hammel 




Fio. 93.— BabcockA Wil 
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to provide large combuatioD 



oi boUora. alalion C. Pacifin Ga 
t three feet higher than tbe ati 
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Furnace, whicli is similar in many respects to the Peabody 
Furnace. 

Large Furnaces. — In order to operate oil burning boilers at 
high capacity it is necessary to provided ample furnace volume. 
With the usual type of steam atomizing burner it is possible to 
bum as high as 6 or 7 lb. of oil per hour per cu. ft. of furnace 
volume, but for the beat efficiency the quantity should not exceed 
3 or 4 lb. per hour per cu. ft. 
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TTiere are two ways by which the furnace volume can be in- 
'''Bafled — one by lengtheDing the furnace and the other by raising 
fne boilers. In Babcock and Wilcox boilers, a larger furnac-c 
*'an often be obtained by moving the bridgcwall back to the mud 
dnino, and placii^ the bumera there. This gives a furnace the 
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t^a. 04. — The HbihiimI patent oil burning fui 



full length of the tubes, the bottom tubes being covered with 
tile from the roar headers to the front baffle to prevent the ga-scs 
by passing direct to the third pas-s of the boiler. 

A large volume Hammel furnace, olitaincd by raising the Iwiler 
a few feet higher than the standard height, is shown in Fig. 94. 



CHAPTER XXI 
BURNER CLASSIFICATION IN FUEL OIL PRACTICE 

In 1902 and 1903 the U. S. Naval Fuel Oil Board made an 
exhaustive inquiry into burners of various types. In their report 
a classification of burners was set forth which comprehensively 
details the fundamentals of various types of burners known as the 
drooling, the atomizer, the chamber, the injector, and the projec- 
tor types. 

In the drooling type the burner allows the oil to drool from an 
upper opening down to a lower opening from which the steam is 
issuing. An atomizer burner allows the oil to drop directly on 
the steam. The chamber or inside mixer atomizes the oil within 
the burner after which it issues from an orifice of the desired 
form. An injector burner is designed primarily to operate with- 
out a pump as it is presumed that the oil will be sucked from the 
reservoir by the siphoning or injector-like action of the steam jet 
inside. In the projector burners the steam blows the oil from 
the tip of the burner. 

Two other general classifications prevail depending upon the 
character of the flame emitted — namely, the fan tail and Uie rose. 
In the former type the burner produces a flat flame while in the 
latter a circular flame is sent forth. 

The three principal types of burner that are encountered in 
central station practice are, however, known as the inside mizeri 
the outside mixer, and the mechanical atomizer. 

The Inside Mixer. — In burners of this class, the steam and 
oil come into contact, and the oil is atomized inside of the burner 
itseK, and the mixture issues from the burner tip ready for com- 
bustion at once. The Hammel burner is of this type. 

The accompanying Figure 95 illustrates the construction of 
this burner. Oil enters at A, flows through D into the mixing 
and atomizing chamber C; steam enters at B, passes through F, 
Ey and then through three small slots, G, H and /, into mixing 
chamber C where it meets the oil, and as these small steam jets cut 
across the oil steam at an angle, the energy of the steam is utilized. 
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burner requires for its operation about 2 ppr cent, of the 
ftm Renerated by the boiler. The heavy hydroearbona ofthe 
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l&i^ atomized, the light hydrocarbons are vaporized, and the 
«pleted mixture issues from the burner and ignites like a gas 




pme. In normal service thcro is no ti'mlvncv i^ 
• only way in which carbonizing can be caii-i I i- 1<> 
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the steam and leaving the burner filled with oil instead of blow- 
ing it out before shutting down. 

All oil is usually more or less gritty and will cause wear of 
some part of the burner. This is provided for in the Hammel 
burner — the removable plates KK can be quickly replaced. 

The Outside Mixer. — In the outside mixing class the steam 
flows through a narrow slot or horizontal row of small holes in 
the burner nozzle; the oil flows through a similar slot or hole 
above the steam orifice, and is picked up by the steam outside of 
the burner and atomization thus accomplished. The Peabody 
burner is typical of this class. It will be noted that the portions 
of the burner forming the orifice may be readily replaced in case 
of wear or if it is desired to alter the form of the flame. 
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FiQ. 97. — The outside mixer type of burner. 

In this type of burner the steam flows through a narrow slot or horizontal row of small 
holes in the burner nozzle. The oil flows through a similar slot or hole above the nteam ori' 
floe and is picked up by the steam outside of the burner and thus atomised. The Peabody 
burner which is shown in this illu.stration is a typical burner of this type. 

There are many other makes of oil burners on the market, 
which ^operate on the same principle as the Hammel or the Pea- 
body burner. A few of these are illustrated on the following 
pages, Figures 98 to 106 inclusive. 

An Example of the Mechanical Atomizer. — As an illustration 
of one of the many interesting typos of burners that produce 
atomization by the mechanical process, let us consider for the 
moment the rotary burner of the Foss System Company. The 
mechanism that accomplishes the atomization is operated by a 
small electric motor as shown of j^ to }i hp. The motor 
operates a rotary pump through a worm gear. This pump brings 
the crude oil from the storage tank and applies it to the burner, 
which is placed in the center of the fire box. The burner rotates 
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*' a sufficient speed to ihormidlily atomize the oil by centri- 
•UXttJ force iind l\v l.hc prnpi-r luiiTiisfion of air a smokeless Same 
'"producnd equally distributed throughout tiie fire box. 



Fiu. 98.— Tho l^fthy <i 




^^^^l««hy burour i« .p oulwde miter .nd » msde Bi flier for the U-li firing (Fig. 99) oi 
^^^^^ Sriiw (Fig. 9S1. The butnei equipmem inrladw ■ bypu vslve, two quiet «plLor 




I The Home-Made Type of Bumer.^ — Patented oil burners arc 
Ktically unknown in the oil fields. EvL'ry operator makes ln-- 
I buraer out of ordinary fittings. The construction varif- 



170 FUEL OIL AND STEAM ENGINEERING 




■ bwluboc burner euilabk lor a Penl 



Fio. 100.— Tbo Witt bumar. 

■ ith rcmovibtc it«I Itp. The abort illiutratiaD i 
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Fia. 101. — Hera ia ahinvn a Witt inaide mixitiK burner for front firing. 




Fic. 102.— The Tate- JoQBS oil burner 

miiini burnnr, th<! oil hHiiK rnnlmlM by ■ m 
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*^^what depending upon the ideas of tlie maker and the quality 
' ^U burned. The general principle of the burner is illustrated 
^ fig. 107- No oil pumps are used, the oil being supplied by 

Sravity from a tank set from 6 to 10 ft. aliovo the ground. 
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Ad important peculiarity of the burner is that it is self-regulat- 
ing to a great extent. The impact of the jet of steam issuing 
^■-from the inner pipe produces a back prt^ssure on the oil issuing 
^Bfrom the annular space between the pipes. If the steam valve 



tmroar c^a be uaod 







B adjusted for good atomization any increase of the steam pres- 
ire will cause more steam to flow through the inner pipe. This 
1 increase the back pressure at the tip and choke back the oil 
reoming from the annular space, thus decreasing the &re. 




I 
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If, on the olhor hand, the steam pressure drops, the l>ack 
pressure at the tip is decreased, more oil will flow and the firr 
will bo increased. 





in an ordJDitry sJgbe VAlve when MRly (hhd. The "lot Ktvu _ _ _ _ — 

holeB in (lii^ alrniner, bo dOMinc al tbs «1 burner b pravvntHl. The ■truDBr «n ba nKlily 

This type of burner is sensitive to variations in steam prrasure. 
As the steam pressure Roes up, the fire is cut down until a point 
is reached at which the fire becomes spasmodic or "bucks." 
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While this self regulating feature helps to maintain constant 
pressure on the boiler, it is not economical because as the steam 
pressure increases, thus diminishing the quantity of oil, the 
quantity of steam increases with the pressure. Thus, the 
less oil is burned the more steam is used for atomizing, which 
is just the opposite of what it should be. 
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Fio. 107. — The homemade burner. 



This ingenious tjrpe of homemade burner is a product of the oil fields. The im^ct of 
the jet of steam wmch issues from the inner pipe produces a back pressure on the oil issuing 
from the annular space between the pipes, thus making the burner self-regulating to a great 
extent. 

Another peculiarity of the burner is that it will begin to atomize 
when the steam pressure is less than a pound above atmosphere. 
As soon as a sizzle is heard issuing from the steam pipe, the burner 
will make a fairly good fire. 



CHAPTER XXII 
MECHAJnCAL ATOMIZING OIL BUKHERS 

While steam atotnizing oil burners are used almost exclusively 
in stationaiy power plant work at the present time, the mech- 
anical atomizing oil burner has found great favor in marine work, 
and is the standard method of firing oil burning marine boilers. 

There is a good deal of interest shown at present in the use of 
the mechanical atomizing burner in stationary plants, and it is 
possible that it may eventually entirely displace thesteam atomiz- 
ing burner. The mechanical atomizing burner, sometimes called 




the pressure jet burner, is made in a number of different forms 
all of which operate on the same principle. It consists essentially 
of a nozzle containing a small conical shaped orifice through 
which the oil is forced at high pressure, the oil being first heated 
to a temperature approaching its flash point. Inside the nozzle 
moans are provided to give the oil a whirling motion of su£Scient 
intensity to make it fly into a spray on account of the centrifugal 
force as aeon as it leaves the nozzle. The burners are placed in 
the iMjilcr front and each burner is provided with an air regulating 
device which admits the air around the burner, at the same time 
174 
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^^gulating the quantity of air to suit the combustion require- 
ments. In some makes of mechanical burners the air is given a 
^^isting motion as well as the oil, which adds to the effectiveness 
^f the mixing of air and oil for combustion. 

There are so many different makes of mechanical atomizing 
^Umers that no attempt will be made to describe them all. A 
^^ef description of a few of the most prominent will, however, be 
^f interest. 

Eoerting Burner. — In this burner, which is illustrated on 
I^^e 174 the oil is given a rotary motion by being forced through 
*fce passages of a helical screw into a small conical chamber 
Containing the outlet orifice. The air enters through a cylindrical 
pkamber having openings parallel to the axis of the burner, and 
^ controlled by an adjustable cover which is rotated over these 
Openings. 

Dahl Burner. — In this biuner, the oil is given its rotary 
^Jaiotion by passing through small channels formed between two 
parts of the burner. These channels deliver the oil tangentially 
^t the periphery of the conical chamber in the tip, through 
Vrhich it passes in the form of a vortex to the orifice outlet. 
The air is controlled by the fiunace doors, and the mixture 
adjusted by a conical defiector surrounding the burner. 

Peabody Mechanical Burner. — In this burner the rotary 
motion is secured by means of a fiat disc having a 3^^ inch hole, 
and four slots which lead the oil tangentially toward this central 
hole. This slotted disc fits into the burner tip which contains 
the conical chamber and orifice outlet, the diameter of the conical 
chamber at its base being the same as that of the central hole 
in the disc. 

With this burner the air is given a rotary motion as well 
as the oil. This is done by means of a cast iron truncated 
cone provided with blades, in the center of which is placed a 
BO-caUed impeller plate, also bladed. The impeller plate gives a 
rotary motion to the air entering close to the burner, and the 
cone gives a rotary motion to the air entering around the edge 
of the impeller plate. In operation, the impeller plate and the 
burner may be moved in and out together, being fixed in re- 
lation to each other but adjustable in relation to the truncated 
cone. 

Moore Sh^ibuilding Company Burner. — In this burner the oil 
is forced through slots cut longitudinally on the outer surface of 
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a plug, the slots being curved at the end to give the necessary 
rotary motion to the oil as it enters the conical chamber in the 
burner tip. The position of the slotted plug in relation to the 
burner tip may be adjusted while the burner is in operation by 
means of a rod passing through the burner. 

Coen Burner. — In this burner, which is illustrated in Fig. 109 
the oil is delivered to the central chamber by means of small 
tangential channels, whose area can be altered by 
means of a rod inside the burner running its full 
length, operated by the hand-wheel of a special 
angle valve. It is thus poasible to regulate the 
fire from individual burners without altering the 
oil pressure. 

The main air supply is controlled by a sliding 
plate in front of the cylindrical burner chamber, 
and a sliding cylinder surrounding this chamber 
controls a secondary air supply. 

Draft — Mechanical atomizing burners operate 
satisfactorily with natural draft at limited capaci- 
ties, but if the boilers are to be forced much above 
their rated capacity it is necessary to equip them 
with forced draft fans, delivering the air under 
a slight pressure to the burner air chambers. 

Pressure and Temperature of Oil.— The opera^ 

tion of mechanical atomizing burners varies with 

both the pressure and temperature of the oil. 

£ The pressure must be at least 25 lb. in order 

MM to produce good atomization and it may be in- 

™* _ creased up to 200 lb. Pressures higher than 200 

Pia. 109.— The ,, 1 ■ i i . 

Coon mechan- 1". are not required and only cause unnecessary 

icai a to mi line stressof the oil piping. The quautityof oil burned 

is regulated by varying the pressure from 25 lb. 

up to 200 lb. If more oil is required than can be obtained at 

the higher pressure it is necessary in most makes of burner to 

change the nozzles, using tips with larger orifices. If less oil is 

needed than passes through the burners at 25 lb. pressure it 

is necessary to shut off some of the burners. 

A temperature of at least ISOT. is required to properly atomlae 
the oil. The atomization is improved by increasing the tempera- 
ture up to about 200°. Above this temperature no change ia 
made in the atomization but the flame becomes shorter and the 
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combustion occurs closer to the burner as the oil is heated to a 
higher temperature. As the oil is heated the first effect is to 
reduce its viscosity resulting in a greater quantity of oil passing 
through the burner. At the higher temperatures, however, the 
increased temperature has Utile effect on the viscosity, but owing 
to the increased volume of the oil the capacity of the burner is 
reduced. 

The following table gives the quantity of oQ that will flow 
through a burner having a '-fg in. diameter orifice at a pressure 
of 200 lb., the oil having a gravity of 20° Baume and a flasih 
point of 220^. : 



Temp.°F. 


Pounda oil per hour 


,>.„„.. 


flO 


340 


No aMiinizalioii 


110 


440 


Bad sparking 


168 


375 


.\tonuEiLtion good 


310 


330 


name white and short 


200 


300 


Flame shorter 


304 


■27:i 


Flame 2 ft. long 



Advantages of Mechanical Atomizing.— The principal advan- 
tage of the mpchaniciil atomizing system is that a large quantity 
I of oil can be burned in a furnace of a given volume.' 

The steam atomizing burner as applied to stationary boilers 
P produces a flat flame and the combustion occurs on the upper 
and lower surfaces of this flame, with the result that a consider- 
able proportion of the volume of the furnace is not made use of. 
With the mechanical atomizing burner, on the other hand, 
L there is what may be called volume combustion, the mixture of 
|>ir and gases occurring throughout the entire furnace. It is 
lerefore, possible to completely burn more oil in a given size 
rf furnace by this method than by the steam atomizing method, 
ir if the same quantity of oil is burned in both cases the combus- 
f tion with the mechanical atomizing system will be more complete 
in the furnace proper, so that the flame will not travel so far 
among the boiler tubes and the entire eSiciency of the boiler will 
be greater. The cooling of the gases by their coming in contact 
with the boiler tubes before the combustion is completed is one 
I of the principal causes of low efficiency in boilers that are forced 
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to high capacities, and any method of combustion that pre- 
uta this occurring tends to ijnprove the efficiency of the boiler. 
The maximum quantity of oil burned by steam atomizing 
3 amounts to 6 or 7 lb. of oil per hour per cu. ft. of furnace 
'olume, whereas with mechanical atomizing biirnera as much as 
r 12 lb. per hour per cu. ft. has been burned. 
The mechanical atomizing system also saves the steara that is 
in the steam atomizing system, which often amounts to 
[3 per cent, or 4 per cent, of the total steam generated. While 
some additional steam is required in the mechanical system for 
heating the oil up to the higher temperature and for pimiping it 
to the higher pressure, the condensation or exhaust from this 
»m returns to the feed water heater so that the quantity uti- 
i not great. The loss of the steam used by the steam ato- 
iziiig burner is of much greater importance for marine boilers 
a for stationary boilers, because it means a loss of fresh water 
well us a loss of steam. It is for this reason that meclianical 
[atomizing burners have ab-eady largely displaced steam ato- 
mizing burners on board ship. 
Disadvantages of Mechanical Atomizing. — The principal dis- 
■autage of the mechanical atomizing burner is that there is 
ways a tendency for the small orifice in the burner to choke 
This is sometimes due to grit and other solids in the oil 
■htch pass through the strainers and sometimes due to carbon- 
lation on account of the flame occurring close to the nozzle. 
to overcome this difficulty it is necessary in some cases to 
rely slacken back the feed screw of the burner and then 
readjust it, and in some cases to turn off the oil altogether 
and blow steam through the burner. Whenever the fire is 
burning one sided, sparking on one side or siiowing black streaks 
t is a sign that the burner needs cleaning. As the number of 
Tiers required for mechanical afomization is greater than for 
I atomization this difficulty means a good deal of careful 
intion on the part of the operator. With steam atomizing, 
; bumetB are siifiicient to operate a large 800 h.p. boiler, 
lereas the same size boiler would require 6 or 8 mechanical 
atomizing burners. 

Another objection to mechanical atomizing burners for sta- 

tkmaty power plant work is the fact that the air supply for each 

mer must be adjusted separately every time there is a change in 

e quantity of oil burned. This is not objectionable where thci-c 
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is a steady load as oiicurs on board ship, but in a stationary powe:r 
plant where the load is changing up and down continuously a. 
continual adjustment of the air supply means a large amount of 
attention on the part of the fireman. This difficulty, however, 
may be overcome by the use of automatic regulation of the air, 
applying to mechanical atomizers the same principles that have 
already proved successful in the automatic regulation of steam, 
atomizing burners. 

Until recently the use of mechanical atomizing burners in sta- 
tionary plants has been confined to small stations operating at a 
fairly steady load, such as the pumping stations on oil pipe lines. 
Recent installations have proved that the system can be applied 
to large boilers, and is desirable especially where high capacities 
arc required, capacities as high as 300 per cent, of the boiler 
rating having been obtained. It must be realized, however, that 
the use of this system for variable load boilers is still in the ex- 
perimental stage, at the time of writing. (April, 1920). 

Recent researcli along the lines of mechanical atomization by 
D. S. Jacobus and N. E. Lewis is of great importance in future 
development of steam electric generation, where oO is used as 
fuel. As a consequence, in the following pages we shall set forth 
in full the data presented by these gentlemen before the Pasadena 
Convention of the National Electric Light Association in May, 
1920, on this timely subject: 

The practice in central stations of running boilers up to 300 
per cent, of rating in carrying peak loads has made it necessary 
to consider some other means of burning the oil than with 
steam atomizing burners, as a boiler that would normally be 
operated over peak load intervals at 300 per cent, of rating or 
thereabouts with coal could not be operated at over about 200 
per cent, of rating with steam atomizing burners. 

The limitation of capacity with steam atomizing bumera led 
the Babcock & Wilcox Company to make a series of tests to 
develop mechanical atomizing burners of the type used in marine 
practice that would be especially adapted to stationary boilers. 

The tests indicated that the economy obtainable with 8t«am 
atomizing and with mechanical atomizing oil burners at the 
lower capacities was about the same. At the higher capacities 
the efficiency with the mechanical atomizing burners was higher 
than with the steam atomizing burners. Considerably higher 
capacities could be obtained with the mechanical atomizing bum- 
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era thaa with the steam atomizing burners. The reaults of com- 
{sarative testa on Babcock & Wilcox boilers are shown by the 
curves in Fig. Ill, where the lower curve represents the net effi- 
ciencies obtainable at different ratings with steam atomizing 
burners and the upper curve the corresponding efficiencies with 
xnechanical atomizing burners. By net efficiency of the steam 
atomizing burners is meant the efficiency based on the total 
steam evaporated less the steam blown to waste at the burners 
in atomizing the oil. In the case of the mechanical atomizing 
burners no deduction is made for the relatively small amount of 
steam required for heating and pumping for the mechanical 
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Per Ctat Rating 
Fia. 111. — A relatioiuhip Bhowing a comparison between eleam atomiiation 
Rod mecbanical atomiaatioii of fuel oil under varyins boiler el!icienciea and per- 
oentagea of rating. 

atomization of the oil, as the heat in this steam is usually returned 
to the system by employing it for heating the oil or by passing 
the exhaust steam from the oil pump to a feed water heater. 

An examination of the curves will show that with the boilers 
operated at rating, the efficiency in each case is in the neighbor- 
hood of 82 per cent. At 200 per cent, of rating, which for the 
usual type of boiler employed in large boiler plant practice, 
represents the approximate limit of capacity for steam atomizing 
burners, the difference in efficiency in favor of the mechanical 
atomizing burner is in the neighborhood of 6 per cent. At high 
rates of driving, feed-water conditions, as will be discussed later, 
have a very important bearing on the maximum that esp 
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expected. With proper feed-water conditions, using mechanical 
atomizing burners, the maximum possible capacities are as higb 
or higher than are being obtained with forced blast stokers ovei" 
peak load periods in central station work. 

With a natural draft of one inch available the cail)acity witb 
mechanical atomizing oil burners with the number of bumerB 
that can be installed in the ordinary setting for coal firing, would 
be Umited to approximately 200 per cent, of rating. At higher 
capacities than 200 per cent., forced blast at the burners should 
be used with mechanical atomizing burners. 

While the application of mechanical atomizing oil burners 
to stationary boilers is still in the development stage, the tests 
made by Messrs. Jacobus and Lewis above alluded to, together 
with results secured at several plants where the burners have been 
commercially installed, indicate that they will take the place of 
steam atomizing burners for many classes of service. Mechanical 
atomizing oil burners are just as easy to operate as those of the 
steam atomizing type, in fact, experience in marine work and in 
the few installations so far installed for stationary boilers has 
shown that they are less likely to give trouble than steam 
atomizing burners. There is less trouble through carbonization 
or clogging up and when a burner has to be changed less time is 
required for a mechanical atomizing burner than for a steam 
atomizing burner. 

Where a change is made from coal to oil firing the mechanical 
atomizing oil burners are especially adapted as in many cases 
the stokers can be protected with brickwork and the oil burned 
directly above the stokers without removing the stokers. By 
keeping the stokers in place the boilers can readily be converted 
back to coal firing if desired. The same blast that is used for 
forced draft stokers may be employed for the mechanical atomiz- 
ing burners, thereby saving the expense of a portion of the oil 
burning equipment. 

The reason that higher capacities are available with mechanical 
atomizing burners than with steam atomizing burners is on account 
of the quicker combustion secured with the mechanical atomizing 
burners and because the steam atomizing burners do not utilize 
the full furnace volume. With mechanical atomizing burners 
the oil is expelled under a heavy pressure from the burner tips 
in a fine mist and intimately mingled with the air for combustion 
directly at the burners, which leads to the greater part of the oil 
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being (onaiimod in short conc-shtipcil flamrs. With steam atomiz- 
ing hiimers the oil is not divided into anywhere near as fine a 
^1 spray and there is no quick and thorough mingling of the oil and 
^^ air, vbich leads to the long flames characteristic of the type. 
^H To secure a good combustion with steam atomizing bumers the 
^r flames should have a natural path of travel, the air for combustion 
' 'wing admitted beneath the flames. It can be readily appre- 
•■"ited tJiat only, say, one-half of the total furnace volume may be 
wcujjied by the flames with steam atomizing burners and that 
"JUfli of the furnace volume may be ineffective. With the 
"•eclianical atomizing burners there are, therefore, two effects 
'''liich lead toward a greater capacity l>eing developed with a 
Pvcji furnace volume, the first being the quickness of combustion 
^^^ to the better atomization and thorough mingling of the oil 
**icj air at the burners, and the second the form of the flames which 
•^^Jce available a greater proportion of the furnace volume. 

In marine practice the furnace must necessarily be kept down 
''^ the minimum size that can be employed in order to save space 
*-Hd the best commercial results are secured by so proportioning 
"^He furnace that a good efficiency will be secured at the ordinary 
^oads carried, or at cruising speeds, with the burners arranged so 
that in an emergency the boiler may be run at a considerably high- 
er capacity. In land work where every cu. ft. of space occupied 
need not be considered as carefully as in marine work, it is obvi- 
Lqii8 that a furnace can be installed to advantage of a larger size 
l^ian in marine work. Again, in stationary work poor feed water 
■fcfts often to be contended with, and with poor feed water a 
volume assists materially in reducing the tube losses. 
>eriencc with oil burners has indicated that for a given over- 
1 capacity there will be more tube difficulties in ca.se the feed 
rater is not thoroughly clean than with a properly arranged coal 
i furnace. This comes through the higher furnace tempera^ 
e with oil firing, which leads to a higher absorption rate in the 
tubes which come next the furnace. With poor feed water oil 
fired boilers must be operated at a lower rating than coal fired 
boilers if tube difficulties are to be minimized, and in some cases 
it may be desirable not to run at an average load of very much 
over rating. 
To run at the higher capacities great care must be exercised 
1 the operation. An entirely different field ia entered when 
Rapacities are carried of 300 per cent, or over, and it would be 
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foUy to attempt to operate at these capacities without most com- 
petent operators, clean feed water and the strictest attention to all 
details. 

In marine practice the make-up water is distilled. The 
make-up water in some stationary plants is now distilled, and 
as this can be done without any material loss of heat to the sys- 
tem, it is a practice which undoubtedly will be followed to a 
greater extent in the future. The use of mechanical oil burners 
reduces the amount of make-up water required through eliminat- 
ing the loss of the steam that is blown to waste with steam 
atomizing burners. Where the make-up water is secured from 
an evaporator it is obviously advantageous to use mechanical 
atomizing burners to reduce the amount of make-up water re- 
quired. This element has an important bearing on the use 
of mechanical atomizing burners for marine work. 

Where steam atomizing burners are used in connection with 
a boiler fitted with an economizer the steam carried away in the 
flue gases increases the tendency to condense a portion of the 
vapor from the flue gases on the colder parts of the economizer, 
thereby producing a sweating action on the exterior of the 
economizer. Mechanical atomizing oil burners are preferable 
in this respect as they do not add any steam to the gases. 

The mechanical atomizing oil burners that have been de- 
veloped and patented by the Babcock & Wilcox Company for 
stationar>' work are shown in Figs. 112 and 113. 

Fig. 112 shows a Babcock & Wilcox mechanical atomizing oil 
burner of the Lodi design for use without a forced draft and Fig. 
113 the same burner for use with a forced draft. The correspond- 
ing parts are similarly numbered in each of the two figures. 

The fire brick moulded tile (1) are held in place by the cast 
iron grid (2). The cast iron bladed cone (3) conducts the air and 
atomized oil to the furnace. The main register casting (4) is 
l^olted through the boiler front plate to the cast iron grid (2), 
thus holding the cone (3) in place. The main register casting (4) 
is fitted with four automatic air doors (5), by the use of which 
the quantity of air supplied to the burner may be regulated or 
shut off entirely if desired. These doors are so designed that 
they will close automatically in case of a flare-back in the furnace 
or the bursting of a boiler tube, thus protecting the fireman who 
may be standing in front of the boiler. 

To the front of the register casting is fastened a cover plate (6), 
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rthia cover plate being secured with studs to the main register 
lasting and holding in place the raditition guard (19) and the 
spider casting (7). In case a double front is used for forced 
lilast the radiation guard is replaced by the outer front plate of 
the double front, as shown in Fig. 3. 

TTie spider casting (7) has four cams which control the opera- 
tion of the automatic air doors (5). Fastened to the spider 
casting (7) and passing through a slot in the coveqjlal* (6) is a 
''andle (8) to operate the spider. By moving the handle (8) to 
tile extreme right the air doors are oil closed, and by moving it to 
the left the doors are gradually opened. 




Passing through the center opening in the cover plate (6) 
*a a distance piece (9), to the outer end of which is fastened a 
^uick detachable coupling (10) and yoke (11). 

To the other end of this distance piece is fastened an aluminized 
1 conical shaped impeller plate (15) for regulating the dis- 
jribution of air at the nozzle of the burner. Passing through the 
jstance piece (9) is the mechanical atomizer (12), this atomizer 
aag held in place and connected to the fuel oil supply line 
■ough the quick detachable coupling (10) and yoke (11), thus 
making the atomizer (12), the distance piece (9), and the center 
impeller (15) a rigid unit when in operation. 
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The distance piece (9) is bo designed that it may be moved 
along its axis, thus moving the impeller plate (15) in and out 
with reference to the balded cone (3), and decreasing or enlarging 
at will the clear area for the passage of air around the outside 
of the impeller plate. 

By means of a set screw (16) the impeller plate (15), together 
with distance piece (9) and atomizer (12) may be fastened in 
any desired position. To adjust the distance between the tip 
of the atomizer (12) and the center opening in the impeller plate 
(15), a headless set screw (17) is unscrewed, then by holding the 




distance piece (9) with the set screw (16), the coupUng (10) 
may be rotated on the distance piece (9) to bring it to any posi- 
tion desired. 

The distance between the tip of the atomizer (12) and the 
central opening in the impeller plate (15) should be maintained 
at approximately }'i inch, and when the coupling (10) is moved 
up on the distance piece (9) sufficiently to give this distance, 
the headless set anrew is driven home. 

In Fig. 113 a spacing collar (20) is shown which is used when the 
number of burners is such that the outer front plate must be 
moved out to give the proper flow area for the air supplied to the 
burners by means of the forced draft. 
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Thc curve in Fig. Ill for (he cfficioncy st-niriHl iit different 
'^itlings with steam atomizing burners is based on test.a that were 
'nade on a 14-high B. & W. boiler in 1907 at the Redondo plant 
of the Pacific Light & Power Company, In these tests California 
'^il of about 14° Baiirae was humed which has a heat of combus- 
'ioa of approximat-ely 18,000 B.t.u. per pound. 

The curve for mechanical atomizing oU burners shown in 
fig. 1 1 1 is based on teats made on a l-t-high B. & W. boiler at the 
Bayonne works of the Babcoek & Wilcox Company with Mexican 
oil 14 to 16° Baume, having a heat of eombustion of approxi- 
mately 18,300 B.t.u, per pound. The conditions existing in the 
testa of the mechanical atomizing burners were as foUows; 

The oil pressure at the burner varied from 100 to 200 lbs. per 
8C|- in., depending on the capacity at which the boiler was oper- 
ated and upon the size of the sprayer or orifire plates which are 
used inside the tip of the mechanical atomisers. The best at- 
omization was obtained wlien the oil was heated to give a vis- 
cosity of from 3° to 5° Engler, which required a temperature of 
'*"oin 220° to 250°F, Live steam was used for heating the oil 
irorn about 110° to the temperature specified, the amount ap- 
proximating one half of one per cent, of the total steam generated. 
In the teats the amount of steam required for driving a rotary 
PUmp which was used for pumping the oil amounted to from 1 
'** 1 }'^ per cent, of the total steam generated. The pump was 
''Onsiderably larger than required and therefore wasteful. In a 
*'"ge plant the amount of steam required for pumping the oil 
^'^Uld be in the neighborhood of ^a of 1 per cent, of the total 
^'"^^m generated and the exhaust steam from the pump could be 
WsCHi for the prehntinary heating of the oil. 
^^ The number of burners for use in a given boiler may be de- 
HS^tlutned on the basis of one burner per 120 to 130 rated boiler 
^^pp. Tliis capacity may be exceeded in certain instances. 
^K^ The variation in load is taken care of tjy adjusting the oil 
PfesBure at the pump between the limits of 100 to 200 lb. per aq. 
I**- and by cutting burners in and out. Throttling the oil at any 
_ individual burner should not Ije done and a valve to a given bum- 
f should remain always wide open or tight shut. 
It is not advisable to attempt to regulate the air to any great 
tent with the air doors on individual burners. The best way 
1*0 adjust the air is through the use of the boiler dampers for 
f fiatural draft installations. Where a forced draft is employed 
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the air is regulated through the use of the boiler dampers and the 
adjustment of the air blast. 

A boiler fitted with mechanical atomizing burners require 
more draft to operate it at a given rating than one fit 
with steam atomizing burners, as the air for combustion must b 
drawn through the burner registers at a velocity that will caus^^ 
it to mingle intimately with the atomized oil. With no force 
draft the amount of draft suction required at the damp>er of 
14-high B. & W. boiler for drawing the air through the bume 
registers and for drawing the gases through the boiler whe 
operating at rating, 150 per cent, of rating, 200 per cent, o 
rating and 250 per cent, of rating is 0.25, 0.6, 1.0, and 1.65 in. - 
water column, respectively. Where a forced draft is used at th 
burners, the draft suction required at the boiler damper to over- 
come the resistance of the gases flowing through the boiler i 
0.15, 0.20, 0.35, and 0.50 in. water column, respectively, and whe 
operated at 250 per cent, of rating the forced draft required 
the burners is 1.15 in. water column. 






CHAPTER XXIII 

RDIES FOR EFFICIENT OPERATION OF OIL FIRED 

BOILERS 

°^ce the advent of steam turbines the relative importance 

0* the fireroom crew as a factor in economical operation has in- 

^feaaed considerably compared with the engine-room crew. 

^^ is because the steam turbine, after it has once been properly 

^^ Up, operates continuously at a fixed steam consumption for a 

^^en load and nothing can be done to improve its economy other 

^*^^ to keep the turbine, condenser and auxiliaries clean and in 

^'^H^d ope4:^tive condition. In the boiler room, on the other hand, 

^^Utinual watchfulness is necessary" to keep the boilers operating 

*^ good efficiency, and the slightest laxity in attention to the 

^^iTous details results in a large waste of fuel. To assist the operar 

^^J*8 of ofl-fired boilers in obtaining the best economy possible, 

'^^ writers have prepared the following set of rules, which if 

^^^fully followed will bring the daily operating efficiency of the 

^l^nt very close to test results: 

1. Regulate Air to Suit Load. — The regulation of the air supply 

^ one of the most -Important things in the operation of oil-fired 

^^ilers. If there is not enough air, a great waste of fuel may 

^cur as part of the atomized oil will simply i)ass up the chimney 

^^bumed. On the other hand, it is possible to waste just as 

^^uch fuel by allowing too much air to enter the furnace as all of 

l^e extra air is heated up and passes out at the temperature of 

^i>e chimney gases, carrying away with it an enormous amount of 

^cat. To determine accurately the amount of air required for the 

v^t conditions it is necessary to analyze the flue gases. 

Many plants, however, are not provided with the apparatus 
tiecessary for this, and in such cases the air may be regulated with 
a fair degree of accuracy by an observation of the smoke dis- 
charged from the stack. For perfect combustion there should be 
no smoke, and if any smoke appears it means incomplete com- 
bustion and not enough air. If there is no smoke, however, it 
does not follow that the conditions are right, as no smoke may 

mean either just the right amount of air or a large excess of air. 
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^o properly regulate the air, therefore, if the boili-r is operatiug 

'itt no sniokft Ihe (himpcr should be Braduolly dosed until 

**el»t gray siuoke just Ijcgins t^o appear; if then the dami>er is 

Fopened very slightly, tliia sniokn will be barely perceptible and 

h^tb o conditions for the most et^ononiical operation will be obtained. 

2. Preveat Air Leakage Through Setting. — Air leaks may be 
»*t^'cted by holding a candle flame at the cracks in the boiler 
^t ling. If the flame is drawn in, it shows that there is an air 

*-k which should be stopped up as far as possible. 
-A good coat of tire-resisting paint over a brick setting is a 
J investment, for the bricks themselves are quite porous as 
«.!] be demonstrated by dropping one in water and noting the 
~ bubbles driven from it. 

There are two ways by which the air can be rt-gulated, namely, 
-— Sf the damper at the outlet of the boiler or by the ash-pit doors. 
■ the air is regulated by the ash-pit doors, the damper being left 
^^ide open, there will be a strong draft within the setting, tending 
"^^ cause air to leak in tlirough the rrat'ks in the brickwork. The 
^^-Tong draft also tentis to pull the gas(?s through the setting by 
^»c shortest paths, so tliat some of the heating surface is not 
^~^ept by Ihf gaaes, 

If, on the other hand, the ash-pit doors are left wide open and 
^Jie air is regulated by partly closing the damper, the draft in- 
side the boiler st'tting ia very slight so that the air leakage is 
dueed to a minimum. There is little force tending to change 
tJie direction of the flow of the gases so that yiey travel of their 
Lkwn momentum to the furthermost comers and fill out the set- 
ting completely, thus coming in contact with all tlie heating sur- 
3 of the boiler. It is, thpri'fore, much better to regulate the 
jkir by means of the damper than by means of the ash-pit doors. 
1 the case of verj' light loads, however, it is best to use both the 
lamper and the asti-pit doors because if the damper alone ia 
I there may be a positive pressure produced in the upper 
tart of the setting, causing gas and smoke to leak out into the 
r room. 

3. Analyze Flue Gases Frequently.— The exact position of the 
[nmpcr to suit different loads can only be determined by flue- 

8 analysis. The C<Ji should be kept as high as possible without 

I producing CO. If it is found imporaible to secure 13.'-2 or 14 

per cent, of C0» ivilliout a trace of CO, then there ia something 

wrong with the fumace or the burners and an investigation should 
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be made. The proper method of Eampling exit gases should l>e« 
used aa it is quite possible Itirough improper sampling to ob- - 
tain very poor COi readings even though the furnace may be 
operating quite effectively. If correctly measured, the greater 
the CO], up to a certain hmit, the greater the efficiency. 

4. Burner Must Be Suited to Furnace. — The function of the 
oil burner is to atomize the oil, and the most efficient burner is 
the burner that will atomize the oil with the least quantity of 
steam. Burners are of three general typea — steam jets, mechani- 
cal-pressure jets and air jets. The air jet is largely used in metal- 
lurgical work while the mechanical jet, which delivers a conical 
flame, is used principally in marine work and to some extent in 
stationary practice. The steam atomization burner is used in 
stationary and locomotive practice almost universally. The 
choice of burners for central-station furnaces therefore bee be- 
tween the steam jet and the meohanical, the shape and design of 
the furnace influencing the type selected. 

The furnace arrangement is the most important part of the 
boiler so far as economy of operation is concerned. If the air 
and oil are not properly mixed, it will be impossible to obtain 
proper combustion. It is important that the oil be completely 
burned before the cooling effect of the heating surfaces can oper- 
ate to quench the fire. A large combustion chamber is of great 
advantage in an oil-buniing furnace, as the iarper the combustion 
chamber the more complete, the combustion will iw before the 
gases are cooled. 

B. Keep Boilers Clean and Maintain Furnaces Pr(q«rly. — Oil 
burners must be carefully watched aa they are liable to become 
clogged with foreign matter or coated with carbon. This may 
cause the flame to shoot sideways, resulting in smoke and poor 
efficiency. Therefore a spare burner should always be kept on 
hand, so that as soon as any burner gives trouble it can be re- 
moved, taken apart and cleaned. All burners should be cleaned 
at regular intervals and adjusted so that the Hame will not be pro- 
jected directly against the boiler tubes or against the boiler set- 
ting, and so the flames from different bumere will not interfere 
with one another. 

The checkerwork in the furnace floor must be carefully placed 
and maintained in good condition. The air openings often be- 
come slagged over or stopped up by pieces of brick breaking off. 
Unless they are cleaned out occasionally and kept open for their 
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full area, both the efficiency and capacity of the lx)ilfr will be 
reduced. 

6. Regulate Atomizmg Steam to Suit Oil. — The regulation of 
tfac quantity of steam used for atomizing the oil is a matter of 
verj' great importance, for if more steam is used than is actually 
needed there is not only a waste of the excess quantity of ate-am 
but there is also a loss of the heat required to raise the tempera- 
ture of this extra steam up to the temperature of the escaping 
gases. With careless operation the quantity of steam supplied 
to the burners sometimes amounts to as much as 5 per cent, of 
the total steam generated by the boiler, whereas with proper 
care in operating this quantity can be reduced below 1 per cent. 

A simple way to adjust the quantity of steam supplied is to 
gradually close down on the steam valve to the burner until 
drops of oil fall on the furnace floor. The drops bum and scin- 
tillate and can be readily seen, and this scintillation indicates that 
there is not sufficient steam to atomize the oil. As soon as this 
point, is reached the steam valve should be opened just enough to 
stop the scintillating action. 

The quantity of steam supplied to the burner bears an im- 
portant relation to the furnace arrangement and the air supply, 
as both the shape and character of the flame change when the 
quantity of steam is varied. With too much steam an intense 
white flame is produced, which has a tendency to cause localiza- 
tion of heat on the brickwork or the tubes. With the proper 
amount of steam and correct air regulation a soft oi'ange-colored ■ 
flame is produced which fills out the furnace and hsis an appear- | 
ance Runilar to that from a soft-coal fire. This flame will some- 
times appear smoky in the furnace, but the smoke disappears 
before the gases reach the stack. It is therefore unnecessary to 
have an absolutely clear flame in the furnace. 

A simple method of preventing too much steam being used for 
atomizing where boilers are operated at a fairly steady load is 
to provide a disk with a small hole in it in the steam to burner 
line. This disk restricts the quantity of steam that can pass 
through the burner. The size of the hole in the disk depends on 
the steam pressure used and on the capacity required from the 
boiler and must be determined by experiment. In a plant using 
200 lb, (14 kg.) steam pressure a hole ^le in. (7.9 mm.) in di- 
ameter has been found large enough to supply all the atomizing 
steam required for a 600-h.p. boiler. A by-pass should be pro- 
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^B vided on the eteam line so as to pass steam around the disk in 
^P case it is found necessary to force the boiler at any time above its 
W normal capacity. By providing the by-pasa with a valve hav- 
ing a rising stem it can be seen at a glance whether tbe valve is 
open or shut. 

Superheated steam should be used for atomizing wherever it 
is available, as the higher the temperature of the steam tbe more 
complete the atomization will be. The steam to the burner 
should always be cut down whenever the oil is cut down. Too 
oflen, however, the firemen leave the steam flowing full blast 
even after the oil has been reduced or shut off altogether. This 
is an absolutely unnecessary waste, though it is often necessary 
to keep a little steam flowing through a burner that is not in 
use, to keep it cool enough to prevent damage resulting from 
the heat of the furnace. 

7. Heat On to Proper Temperature for Atomizatioii. — The 
quantity of steam rcquirod for atomizing depends largely on 
(he temperature of the oil. Tht> hotter the oil the less steam 
is required. In central station work the oil shotild be heated up 
to about ISO^P. on the pressure aide of the pumps, the pressure 

J. carried running from 40 to 60 lb. 

I Oil should never be heated alwve its flash point, as in case of a leak 

II the oil pipe there will be danger of fire. However, atomization 
s require heating the oil to a temperature at which the visco- 

f is sufficiently lowered to make the oil very fluid. Over heat- 
5 of an oil, due to its expansion, reduces the burner capacity 
» a considerable extent and also introduces the element of risk. 
The proper temperature of the oil difTers for different oils. 
California oils require heating to between 1.50° and 180T. 
(6*i° and 82''C.). The higher the temperature of the oil, the less 
steam is required (o atomize it. 

8. Boilers Should not be Forced Excessively.— Boilers should 
never Ix- forced unless necessary. If there are not enough boilers 
in the plant to maintain steam pressure without forcing them, 
more boilers should be installed or the steam requirements should 
be reduced. In case of a variable load, it is permissible to force 
the boilers for short periods during peak load, but during the 
periods of lighter loads the same number of boilers should be 
kept in operation without forcing. Forcing of boilers results 
in high flue-gas temperature and should not be resorted to 
unless the plant is specially designed with this end in view and 
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provided with eronomizers to alisorb the excess temperature of 
the gases. 

9. Shutting Down Boilers for Short Periods Should be Avoided. 
In case of a variable load it is more economical to keep the 
same number of boilers in operation coutinuousiy Ihan to firo up 
extra boilers for the peak load. This means forcing the boilers 
somewhat during the peak, but it avoids the loss due to heating 
up cold boiler settings, which is a considerable waste. It usuallj' 
requires eighteen to twenty hours to heat boiler settings to their 
maximum temperature, so it is desirable to keep them in opera- 
tion as steadily as practicable. In standby plants and plants 
that must be partly or wholly shut down during a portion of 
each day special precautions must be taken to prevent waste of 
oil during the shut-down period. As soon as the oil burners are 
shut off the ash-pit doors and dampers should l»e shut tight. If 
the dampers leak, they should be made tight. A boiler with a 
tight damper will maintain its full steam pressure for several 
hours after the fires are put out if no steam is drawn off. If the 
damper leaks, the steam pressure will begin to drop immediately, 
and much more oil will be required to heat up the boiler when it 
goes back into service. 

10. Oil Should not be Sprayed into Furnace Unless There is a 
Fire. — In operating oil-fired boilers it is extremely important to 
avoid any accumulation of gas in the boiler setting because of the 
danger of explosion; consequently no oil should be allowed to get 
into the furnace unless there is a fire to ignite it and no more oil 
should be fed into the furnace than can be burned with the avail- 
able quantity i>f air and atomizing steam. 

To light an oil fire under a boiler, first open the damper and 
ash-pit doors; next place a lighted torch in front of the burner; 
next turn on the atomizing st-eam; next turn on the oil, which 
should immediately ignite. If the oil does not ignite immediately, 
turn it off at once and investigate to find out the reason be- 
fore turning it on again. 

11. Feed Water Uniformly. — Water should be fed to the boilers 
continuously and uniformly. If it is fed intermittently it may 
become too hot in the feed-water heater to absorb all of the heat 
in the exhaust steam, and at other times it will be too cold, thus 
causing considerable waste. Intermittent feeding also results 
in unsteady steam pressure, which in turn means frequent altering 
of (he fires, variable furnace lomperature and increased difficulty 
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in regulating the air supply. For best efficiency the furnace 
conditions should be kept as steady as possible. It is better to 
allow the steam pressure to vary a few pounds than to be 
conlinually allering the fires. 

12. Keep BoQers Clean and in Good Repair. — The importance 
of keeping the boiler clean both inside and outside and in good 
repair is recognized by every operating engineer and need not be 
enlarged upon here. There are some engineers, however, who, 
while realizing tiiat the boilers must be kept clean, are of the 
opiuJon that the quantity of soot resulting from an oil fire is so 
slight as to be negligible. Experience shows, however, that this 
iR not the case, and it is essential to provide either mechanical 
aoot blowers or some sort of steam lance with all oil-burning 
boilers. Furthermore, it is essential that these devices be 
used at intervals frequent enough to keep the heating surface of 
the boiler free from deposits of soot. In actual practice it is 
found that blowing the soot from the tubes of an oil-fired boiler 
results in a reduction in flue-gas temperature of 80° to 100°F.(4o'' 
to So'C), which means an increase in efficiency of l}-^ to 3 per 
cent. 

The inside of the boiler must be thoroughly waslied out and all 
scale removed at regular intervals, the length of interval depend- 
ing on the quality of feed water used. Scale should not be 
allowed to accumulate more than J-g in. (3,2 mm.) thick. The 
soot on the outside of the boiler should be blown off at least once 
a day. Scale and soot constitute extremely efficient heat insu- 
lation materials, the thermal conductivity of scale being about 
one-fifth that of steel so that )^ in, (6,4 mm.) of scale is equi- 
valent to a boiler tube I'^ in. (3.2 cm.) thick. 

The boilers should be blown down regularly at least once a 
day, and oftener if the water contains soluble salts which tend to 
cause foaming. About half a gage glass of water should be 
blown out each time, and this should preferably be done when 
there is no fire under the boiler. Samples of water drawn from 
the boiler should be tested for salt, which should not be allowed 
to concentrate above 150 grains per gallon (2.53 gm. percu.dcm,). 

13. Maintain Baffles and Flame Plates in Good Condition. — 
If Iwiler baffles arc allowed to become di.splaced, the gases will 
short-<^ircuit from one pass to another, making some portions 
of the heating surface inefTectivc. This results in high stack 
temperature and poor economy. The baffles should be kept gas- 



200 FVEL OIL AND STEAM ENC.INBERINQ 

tight at all times, and any baffle tiles that have been disturbed 
by the replacing of tubes, gas explosions or from any other cause 
should be put back into proper condition b(?fore the lx>iler is 
fired up. The openings through the baffles for the passage of 
gases should be maintained the right area to suit the capacity 
required and the draft available. 

14. Use Recording Instruments Wherever Practicable. — 
Reliable records of the actual [)erforniances of a plant are of great 
aid to its efficient operation. By this means guess work Ls 
avoided and it can be determined accurately what method of 
operation or which man produces the greatest efficiency. To 
obtain efficient results means not only the installation of efficient 
machinery and recording apparatus but constant attention to 
operation. 

Recording COs meters or an Orsat apparatus and draft gages 
are essential for efficient furnace operation, because thpy show 
excess air entering the furnace — the greatest single avoidable 
loss in the combustion of fuel. Recording steam gages and flow 
meters are also of considerable assistance, the latter particularly 
because they show the quanlity of steam generated by each 
boiler. A pyrometer or fiiu"-gas thermometer should be used to 
measure the temperature of the exit gases. An additional 
steam-flow meter should be connected to the atomizing steam 
pipe and a recoi-d kept of the tiuantity of steam used by the 
burners. Thennometere and recording pressure gages on the 
steam and oil lines close to the burners also give valuable 
information. 

16. Detennine Efficiency Daily from Records. — The actual 
evaporation per pound of oil may be oI)tained by means of water 
meters and oil ineti-rs. The quantity of steam used by the 
burners may be olitained by means of a steam-flow meter in the 
steam -to-humer line. The greater the net evaporation per 
pound of oil, the higher is the efficiency of the boiler. 

By keeping accurate records of the daily performances of 
boilers it is possible to compare one day's results with another. 
By trying different methods of operation, different furnace 
arrangements and different intensities of draft and comparing 
one with another, the best and ntost economical method of 
operating may be determined with certainty. 

16. Fire Boilers Scientifically. — Boilers should be fired scien- 
tifically; that is, by basing the method of operation on the flue- 
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gas analysts, temperature of escaping gasps aod reaiilta of teste 
and plant records. With careful attention paid to the draft 
readings and adjustments of dampers, this method will usually 
result in considerable saving. The recognition that trained 
engineers are rapidly receiving is moHt convincing testimony 

that the value of scientific management in l>econiing increasingly 

apprfciafcd. 






1 Co-operation with the employer and with other employees is 
solutely necessary for .successful operation of the plant. If 
the plant requires new equipment or repairs to old equipment 
in order to improve its economy, these improvements should 
be suggested to the employer, with an explanation of the resulting 
Bbdvantagcs. 



CHAPTER XXIV 

FUEL on, BURNING APPLIANCES 

In its course from the point of delivery at the plant to the 
burners the oil must pasa through a number of appliances, which 
are necessary foi- the complete equipment of any oil burning 
plant. In this discussion we shall follow the oil in its journey 
through the plant and describe briefly the various appliances 
requiR'd for handling it. 




Fio. 123. — The oara are shown on the unlomling tTack of the Redondo Stsnni 
Plant of tho Southorn CaUfornin Edioon Company and the oil is emptiod from 
thfim into tho flume which runa bEaido the tank; thence it goes into a amalL 
undsrground tank From wbicb it is pumped into ihc main Htoroge tank. 

Oil may be delivered at the plant either by rail in tank cars, 
or by water in barges or tank steamers Bpeeially constructed for 
the purpose. From these it is pump«'d into largo storage tanks, 
which may be of cither concrete or steel. 

Storage Tanks. — For power plants lai^e cylindrical steel 
; tanks are used. These are usually set on the ground 
202 
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■"iisklp thf pliuit, and are built in any desired size up to 50,000 
^I'l. capacity. They are built up of riveted steel plates, IIr- 
Ibiekncas of plate and strength of riveted joint bein^; pro|X)r- 

»tioned in accordance with the usual safety rules based oh the 
intemal pressure due to the head of oU inside the tank. Thus 
tf the tank is 30 ft. high the internal pressure will be that due to 
'W ft. head of oil, or approximately 15 lb. per square inch. It 
'" customary to surround the storage tank by a concrete wall 
*'->oiit 10 ft. high far enough awaj' from the tank so that the entire 
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ocRitents of the tank will be held in by the wall in case of a leak 
in the tank. This is to prevent the oil from leaking out to the 
surrounding country. 
The size of storage tank required depends on two factors: 

1. Quantity of oil to be burned. 

2. Availability of oil supply. 

This second factor dopendson the location of plant, the method 
of delivery, and the probabihty of interruptions in delivery, all of 
which mutters must be carefully considered in determining the 
number of days oil supply that should be carried at the plant. 
Most power plants are provided with tanks of sufficient size to 
enable them to keep from 10 to 30 days' supply of oil on hand. 



i 
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This storage capacity should preferably be divided among two 
or more tanks rather than all concentrated in a .single tank, as 
this will enable one tank to be emptied for cleaning and repairs 
without stmtting down the entire plant. 

In built up districts within the fire limits of cities it is not 
permissible to locate the storage tanks above ground. The 
National Board of Fire Underwriters have adopted certain 
rules for the location of oil storage tanks, which will be found in 




Fi<i. 135. — Oae ot the pumps which handlo tlie oil from the main aUirMie 
tank to tho auxiliary tank. This pump wan originally arronKod for batt drive 
but was found unsHtufucton' The gearing is now direct. 

Appendix III, page 415. Similar rules have been adopted by 
several cities. In general these rules provide that within the 
fire limits of cities the tank must be loeat^id so that its top ia at 
least 3 ft. bolow the level of the fireroom floor and bt'low the 
lowest pipe in the building to be supplied. The tank must be 
set on a firm foundation and covered with soft earth or sand, 
no airppaee being allowed immediately outside the tank. 
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Bv-eiy oil storage tank imist. bo providi'il with tho followiug 
attacslmieiits: 

Filllnf; pipe 
Suction pipe 
Vent pipe 
Sniothering pipe? 
Overflow pipe 
Measuring rod or chain 



"*>r tanks less than 1000 ^al. capacity the filling pipe and 

pipe may be on the same connection. For larger tanks 

J*t>^rate connections are required. The vent pipe must extend 

B^**i the top of the tank to a point outside the building at least 

I" fl.above the topof the hifchest tank car from which thestoraRe 

■"'^k may be filled. All outlets on the tank should be locat(?d on 

, the suction pipe running down inside the tank to near tho 

**ttom. The smotheHnK pipe consists of a small steam pipe 

'^^Ufth which steam can be blown in case of fire, thus keeping 

■^r away and effectually smothering the flames. The overflow 

*ipe is arranged t.o carrj' baek to the storaEe tank all oil not used. 

Vn automatic relief valve is provided on the oil pump discharge 

fl to open at a predetermined pressure, and discharging through 

IP overflow pipe back to the storage tank. All pipes sliould be 

s direct as possiljle and pitched toward the storage tank. 

The oil in tho tank may be measured by means of a rod or chain 

■3ct down through the top of the tank. The use of gage glasses 

Tahould be avoided as they are liable to break, causing leakage of 

I oil. 

Many power plants are provided witfi a service tank 

k located under the fireroom floor, in addition to the main 

[Storage tank outside the building. The service tank is filled 

I at intervals from the storage tank, and the oil pumps take 

their supply from the service tank and distribute it to the oil 

burners. 

Measurement of Oil. — Oil is ordinarily measured by passing a 
rod or chain down through the top of the storage tank, the rod 
L being marked off in feet, inches and fractions of an inch. By 
I Sounding to the bottom of the tank, the depth of oil can be 
I determined very accurately. A more convenient method, 
I though not quite so accurate, is to use a float with a chain passing 
I over a pulley at the top of the tank, the outer end having a 
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pointer which indicates the height of oil \a the tank on a m 
ealibrated scale. The height of oil in the tank may a 
determined by an indicating or recording pressure gage, 
depends for its operation on the hydrostatic pressure produ' 
the oil. 

After determining the height of oil in the tank it is nee 
to convert the measurement into gallons or barrels of oil. 
this it is nece,saary to carefully calibrate the tank either by 
ing into it known quantities 
or by taking careful measurt 
mid calculating its contente. 
latter method is vcrj- simple 
tank has vertical sides. If, 
t'vcr, a cylindrical tank lyinj! 
/uTitally is used, the calculat 
somewhat complicated. The t 
i'ii;. 127 giving the capacity o 
zoTitnJ cylindrical tanks jwr f 
IciiRlh for various depths of 
will In- of a-ssislancc in this conm 
After determining the volumi 
in a tank it is necessary to 
lunection for its tcmperatun 
like everything else, oU expan< 
nil! tracts with changes of tempe 
iiriii the volume measured 8 
liiiiperature will not be the aa 
the volume of the same weigh) 
at another temperature. The a 
of variation of the volume of 




Fio, 126. — Gage H 
heiitht of oil in 3U.0OO barrel 
tank Bt North Beaoh Steam 
Plant of Sierra an 

Power Comj>uN^^^^SQii depends on its coefficient of expi 
The coefficient of expansion vai 
different oils, but tlie average 
for C^alifornia oils is usually ta 
0.0004 for each degree Fahl 
change in temperature; that 
oil expands four ten thousand 

its volume for each degree F. rise in temperature. This is e 

lent to 0.00072 per degree Centigrade. 
In practice 60°F. has been adopted as the standai " 



Frannisco. The rod inside the 
pipe ia calibnil«il in feet and 
inches, iikshob down into the 
lank and restii aa a float sup- 
ported by the oil. An oloPtric 
lamp attached to oounler 
weight euablea it to be seen at 
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tupe, and to reduce the measured volume to the true volume ^^ 
eO'F. the following formula ia used : 

1 + [{t~ 60) X 0.0004)1 ^H 

where Vto ^ the volume of oil at 60°!*'. ^^^| 

Vi = the volume of oil as measured, both expressed ii 

barrels, gallons or cubic feet as the case may be. 
( = temiKTSilure of the oil whoa measured, in doEreea ~^ 



I 




■t immediutoly bohind it. 



Thus if the sounding in a tank before and after filling show that 
960 bbl. have been added, and the observed temperature of the 
oil waa SO^F., then the true volume at GOT. 



1 + (20 X 0.0004) 
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d of 80"F. the temperature of the oil had been 50°F., the 
ime at 60°F. would be 

''»-iTT-iof^6oo4T=^"™- 

naps. — The oil is taken from the supply tank by the oil 
The type of pump usually used for this purpose is the 
' duplex steam driven reciprocating pump. The pump 




ive braes valves, and metallic or other packing that 
be affected by the oil. The pump should be provided 
rge air chamber to prevent pulsations of oil pressure due 
rokes of the pump, it is customary to install the pumps 
ate 80 that one may be kept shut down at all times ready 
:> service immediately if the other has to be shut down for 
The pumps should be of sufficient size to deliver the 
a quantity of oil requirei' at comparar 
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lively slow speed — not more than 15-20 strokes per mintite. 
The pump must not be set too high above the oil tank, for oil 
cannot be raised by suction as high as water. The maximiun 
suction lift permissible is about 16 ft. 

The oil pmiips should be provided with a pump governor for 
the purpose of maintaining a steady oil pressure. An example 
of this is the Witt pump governor shown on page 209. It 
consists of a double ported throttle valve placed on the steam 




l^xm rteH^h PUnt ot the 



line supplying the purap. The valve stem is attached to a 
spring loaded piston which is actuated by the oil pressure. If 
the oil pressure increases the valve partially closes, tlius slowing 
down the pump. If the oil pressure drops the valve opens wider 
and the pump is speeded up. Any predetermined pressure may 
thus be maintained by adjusting the spring. 

Strainers. — Every oil burning plant must bo provided with 
some fonn of strainer to remove the dirt and foreign matter 
which would be liable to cause stoppage of the burners. The 
strainer may be placed either in the suction line between the 
supply tank and the pump, or in the discharge line after leaving 
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^^ Pump, or both. The strainer usually consists of a perforated 
metal basket mounted in a suitable container, arranged so that 
tie basket can be readily removed for cleaning. The Staples 




Fla. I'A'i. — ^SlRplcs and PfoilTor wilf'cleuiiing uil 



d Pfeiffcr su-called self-cleauing strainer, whioh is shown in the 

ration, is provided with a by-pass and arranged so that 

t dirt can be blown out by a steam jet without removing the 




Ftt>. laa.— Thia IS n Himple form of 
■ •tntiner in which the liaskel (.un be strniiior. 

f mHidity remitved (ur rlonuhig. 

In addition to the main strainer on the oil line it is advisable 
D provide a small fine mesh strainer at each oil burner. To clean 
ihis strainer it is only necessai'y to turn the handle on top so as 
I run the oil Uirough the by-paas, place a bucket under the 
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blowout valve at the bottom and blow steam through by openii^ 
the small valve on the side. 

Oil Heaters. — Before reaching the oil burners the oil must be 
passed through an oil heater to bring it up to a temperature 
suitable for atomizing. The oil heater is usually placed between 
the pump and the oil burners, a convenient method being to 
mount the pumps over the heater, as shown in Fig. 135 the ex- 
haust steam from the pump being utilized as the heating medium. 




HeattTS invariably consist of a series of tubes or coils with 
oil on one side of the metal and steam on the other, the heat 
passing through the metal from the steam to the oil. There are 
several different ways in which this may l)e accomplished: thus 
the heating surface may be composed of either a coil or aounaber 
of stniight tubes; the oil may flow through the tubes with the 
st^sim outside, or the oil uiay surround the tubes with the steam 
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therefore that a high velocity of oil is dpsirable. There 
limit, however, to the velocity attainable, as the higher 




velocity the greater is the drop in pressure of the oil in pass 
through the heater. The drop in pressure in turn depends lai^ 
on the viscosity of the oil, so that viscosity has an import 

bearing on the heat transfer. The value 

the coefBcient, k, therefore varies betwi 
wide limits and for ordinary conditions n 
be said to lie between 15 and 50 B.t.u. 
hour per square foot per degree difference 
temperature. 

For a heater in which the oil flows throi 
the tubes it is a simple matter to divide 
flow into passes so as to obtain the requi 
velocity, the oil passing through first one git 
of tubes and then another. If the heatei 
designed to contain the oil in a shell outs 
the tubes, there is a tendency for the oil 
short cireuit across from the inlet to the o 
let, leaving portions of the beating surfi 
surrounded by dead or stagnant oil. 
overcome this it is necessary to place bafi 
ill the shell causing the oil to travel back a 
forth, and producing what is known as t'. 
Indent flow. If the baffles are prope 
designed and the oil flow is sufficien 
agitated it is possible to obtain as go 
heat transfer for a given drop in pressure 
this means as by passing the oil through t 
tubes. 
While oil heaters usually consist of a shell containing a aer 
of tubes or coils, there are on the market a few special desig: 
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One of these is the Coen multiunit oil heater, .which is illustrated 

in rig. 137. This heater is similar in design to the ordinary 

aixLinonia condenser used in ice machines, and consists of a series 

of double pipes, one inside the other, connected together by 

standard ammonia fittings. This heater may be constructed in 

anj' length or number of legs as desired. The oil passes through 

tho iaside pipe, and the steam is in the annular space between the 

t*vo pipes. 

Another heater of unusual design is the Koerttng Fuel Oil 
Heater, illustrated in Fig. 138. This heater consists of a 
pair of spiral corrugated tubes, 
one inside the other, and both in- 
closed in a shell. The oil enters at 
^O and passes up the thin annular 
space, leaving at DO. The steam 
Alters at ES, and is carrie<l both 
"^side the inner tube and outside 
_'"e outer tube. For cleaning, the 
■Ofter tulie may be removed, or 
^*^Pa.m blown through the plugged 
"Poiiiiigs FF. 

C>U Burners.— After leaving the 
®^ter the oil is led through piping r 
''^'i suitable regulating valves to ;»-! 
.''^ oil burners or atomizers, where 
. ^ornes in contact with theatomiz- 
*^K agent and is delivered to the 
'^mace in the form of a fine spray. 
*^ description of a number of dif- 
ferent types of oil burners will be 
*ound in Chapters XXI and XXII. 
Oil Piping.^Ordinary wrought 
or steel pipe is used for oil, 
the smaller sizes being screwed and 
tile larger flanged. Gaskets of cor- 
rugated copper or compressed ' 
asbestos fibre are used. The size 

of pipe in mast power plants is such as to give the oil a velocity 
of not more than 2 ft. per second. 

Automatic Regulators. — While in the majority of plants the 
oil is regulated by means of hand operated valves, automatic 
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reRulation has met with great supcess and is used qui -fce 
extensively. 

The Witt improved ail burner governor shown in the illustratic^ ^ii 
on page 215 consists of two independent diaphragm operat^^d 
vatvca, controlled by springs, mounted so as to have the boii^^M 
steam pressure between the two diaphragms. This governor regu^- 
lateM lK)th the oil supply and the steam supply to the burner^^ 




ri... 1 
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V regulator coDtrol- 
ht luuy be seen the 
iioii at tho Ariiona 



It is provided with pilot valves which prevent the firt! going out 
when the load is light, and with maximum valves which prevent 
the firea becoming larger than a predetermined point. The 
governor, therefore, regulates the oil and steam between these 
two extremes. 

The Moore automatic fuel oil regulator, which is illustrated in FigB. 
9, 140, 141 and 142 regulates not only the oil and steam but also 
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the air required for combustion, thus controlling the three es- 
sential elements for firing the boiler. This apparatus consists 
of three separate regulators, one for the oil, one for the atomizing 
Bteam and one for the air. These regulators are made up on the 
principle of the well known Spencer damper regulator, and the 
set of three can be arranged by suitable piping and shafting to 
control the firing of a number of boilers, and in many cases of the 
whole plant. In the oil regulator the diaphragm is operated by 




^he boiler steam pressure, and the power levnr is iLsed to control 
s*. regulating valve in the main oil pipe supplying the burners. 
^y this means a slight change in the boiler pressure is made 
to cause considerable change in the oil pressure, and as the 
(juantity of oil supplied to the burners varies with the oil pres- 
sure, the fires in all boilers are increased or diminished gradually 
and simultaneously. This variable oil pressure is then made to 
act on the diaphragms of the other two regulators. 

Id the atomizing steam regulator there are two diaphragms, 
i acted on by the controlling oil pressure and the other con- 
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nectcd to the atomizing'steam pressure near the burners. Th 
diaphragms arc connected by levers which, acting through 
water motor and connecting rod operate a chronometer valve 
the atomizing steam main. Thus any increase in oil preesi 
causes a definite fixed increase in atomizing steam preesure. 1 
steam pressure required has been found by experiment to bi 
multiple of the oil pressure plus a fixed pressure. This rclatii 




ship is maintained by the regulator, the proportion being var 
by the adjustable fulcrum and weights to suit the requireme 
of the type of burner employed. 

The air is controlled by the third regulator which operate 
rock shaft connected to the dampers of all boilers. In this re 
lator the motion caused by the diaphragm, which is acted on 
the oil pressure, is resisted by a coil spring. The amount of mc 
ment of the lever is, therefore, proportional to the oil presei 
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This movement, is Romm«nicat(Ml by means of a controllinK valve 
and differential lever to a bydnuilic fylintler, which in turn oper- 
ates the rock shaft connected to the dampers. 

A more complete description of the Moore Automatic Regu- 
lator will be found in a paper by C. R. Weymouth on "Un- 
tiGcessarj' Losses in Firing Fuel Oil" published in Vol. 30 of the 
Transactions of the American Society of Mechanical Engineers. 
7ke Merit automatic oil stoking system, which is illustrated 
I 'P Pigs. 143 and 144, operates on the principle of controlling 
HPe fires in a series of steps, the fire jumping from a small fire to 




t intermediate fire and then to the maximum fire. The oil, 

zing steam and air are all three controlled by this regulator. 

A diagram of this regulator is shown in Fig. 143. The boiler 

steam pressure acts on the diaphragms of the master controller 

set shown in Fig, 144, which consists of two parts, one for the 

maximum fire and one for the medium fire. Each of these is 

piped up to a daiuper operating device, and to a regulating device 

on eAch burner, which operates both the steam and the oil valve 

^Bb the burner. For convenience, fuel oil from the main oil 

^H|>ply pipe is used as the operating fluid, returning to the oil 
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pump suction when used. If the boiiprs have full Rteam pressL^»J 
up they will he working on the stiiail fire. If tlie ^team pressi^W- ^ 
begin»< to drop the first master controller diaphragm comes iit ^ 
play, opening tht.' dampcra to their uiedium position, and openi^cr^ 
the intermediate oil and steam valves t« each burner. The -^ 
valves are always open or shut, the amount of opening beii — rr* 
fixed by adjustable auxiliary valves. .If the steam preseu^^' 




Fio. 144. — At the Bush Street. StQiion of the Graal Wostern Power CompHJiy 

ID San FranciBoo, oil under prossiiro ia uaed lu oporalo the reitulBlorB nod ihe 
interior' kiiiK dumper devicoa im diroptod by Ihe niaauir cantroller iihuwn tn the 
illiulratiou. This moater conlroller cnntmlH the How of oil for iho aulomatic 
opening and eloaing ol dnmpora and burnerB. 

oontinucs to drop, the second master controller comes into play 
opening the damper to ita full open position, and opening the 
remaining oil and steam valves to each burner, thus placing the 
maximum fire in operation. This condition will continue until 
the steam pressure rises sufficiently to shut off the maximum fire, 
when the boilers will return to the intermediate fire, and the 
operation will be repeated. 



CHAPTKU XXV 

CHANGING FROM COAL TO OIL 

When it is contemplated to change from coal firing to oil firing, 
the first thing to be considered is the relative cost of the two 
fuels. This does not mean merely the cost of a ton of coal com- 
peared to the cost of a ton of oil, because oil has a far greater heat- 
ing value than an equal weight of coal. Again, while oil has a 
fairly uniform heating value, there are great differences in the 
heating values of different kinds of coal. Consequently in 
nnalcing the comparison it is necessary to know the kind of coal 
under consideration, and its heating vahio per jm)uiuI. Even 
then we have not gone quite far enough, for the l)oiler efficiency 
i*s not the same for all grades of coal, and is higher for oil tlian for 
c^c>a,l. Thus, with a good grade of semi-bituminous coal an 
efficiency of 75 per cent, is readily obtainable, whereas with a 
low grade bituminous coal or lignite it is difficult to obtain more 
^ho-n 60 per cent, -efficiency under ordinary methods of firing. 
''^it.h oil on the other hand, tests have shown net efficiencies of 
^'^CJtr 80 per cent, and with careful operation it is readily possible 
^^^ maintain 78 per cent, efficiency in regular plant operation. 

linowing the relative prices and heating values, and the prob- 

^■^le boiler efficiency, it is a simple matter to calculate the saving 

*^^t may be effected by changing from coal to oil. Suppose, 

^-^^ example, that the owner of a plant is purchasing coal at $6.00 

^^^^r ton of 2000 lb. and that this coal contains 6 per cent, mois- 

^^re and has a heating value of 13,000 B.t.u. per jx)und dry. 

*^e is considering changing over to oil which he can purchase for 

^1.50 per bbl. of 42 gal. The oil has a gravity of 16°B^. and 

**lierefore weighs 336 lb. per bbl.; it contains 1 per cent, water 

^Hd its heating value when free from water is 18,500 B.t.u. per 

Pound. 

Since the coal contains 6 per cent, moisture it is 94 per cent, 
dry, and 1 ton of coal contains 

2000 X 0.94 X 13,000 = 24,440,000 B.t.u. 

Similarly 1 bbl. of oil contains 

336 X 0.99 X 18500 = 6,153,840 B.t.u. 

221 
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If lM)tli fuoI» cuulil Ik( liiirned with the same efficiency, then by 
(lividinR 24,440,000 by 6,153,840 we would find that one ton of 
coal is equivalent to almost 4 bbl. of oil. However, if the 
oil can be bumed with an efficiency of 78 per cent, and the coal 
with an efficiency of only 69 per cent., we find that the useful 
heat in one ton of coal is 

0.69 X 24,440,000 = 16,863,600 B.t.u. 
and the useful heat in 1 bbl. of oil is 

0.78 X 6,153,840 - 4,800,000 B.t.u. 
Consequently one ton of coal is equivalent for steaming purposes 
to 



16,86^^600 
4,800,000 ' 



3.5 bbl. of oil 






s hesttDK values. 

The cost of 3.5 bbl. of oil at $1.50 per barrel is $5.25, and since 
the coal costs $6.00 per ton, the saving would be $0.75 for each 
ton of coal. If the plant in question is a 100 h.p, plant, burn- 
ing, say, 10,000 tons of coal per year, the saving would amount 
to $7500 per year for the particular conditions assumed. 

In the set of curves shown in Fig, 145 a comparison is given of 
fuel oil with coal of heating values varying from 10,000 to 15,000 
B.t.u. per Ih, The heating value of the oil is taken as 18,500 
B.t.u. per lb. which is a fair average value for California oil, the 
variation from this value being small. The efficiency of 78 per 
cent, for oil firing assumed in these calculations, can readily be 
maintained in normal service provided proper attention is paid 
to the furnace dosign and the regulation of the fires. . In order 
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to make this conipariaoii fairly correct for the diffei-ent grades 
of coal, ftD efficiency of 60 per cent, has been assumed for coal 
having 10,000 B.t.u. and 75 per cent, for coal having 15,000 B.t.u. 
per lb. with intermediate values for coals that lie between thc^se 
extremes. As the heating value of coal is usually given on thu 
basis of dry coal, and as coal when purchased invariably contains 
a considerable proportion of moisture, it has been assumed that 
the coals considered in this comparison contain 6 per cent. 

trooiBture. In the case of fuel oil the water content does not usu- 
ally exceed 1 per cent,, and this value has been assumed in the 
comparison. It will be observed from the diagram that oil at 
J1.50 per bbl. is equivalent in price to 14,000 B.t.u. coal at $6.00 
per short ton. Oil at S1.50 per bbl. is also equivalent to 12,000 
B.t.u. coal at $4.60 per short ton. 
In addition to the saving in cost of fuel there w-ill always be a 
^^ving in labor on changing from coal to oil, as the operation of 
firing is much simpler, there are no expensive coal eltivators and 
*^r»vcyor8 to be kept up and there are no ashes to handle. On 
"« other hand, the interest and other fixed charges on the invest- 
^*^nt required to change over, reduce the savinR to some extent, 
*'^"th of these items, however, are small compared to the costof 
"•^l, and as they tend to neutralize each other they may be safely 
'^^^ected except in special cases. 

The apparatus required to change a coal burning plant into an 

** burning plant consists of the oil storage tank, oil pumps, oil 

^^Ster, oil burners with the necessary interconnecting piping, 

_^j'~*~ainers, regulating valves, etc., all of which have been described 

B^^ Chapter XXIV, In addition an automatic oil firing system 

^^^^~ay be installed if desired. 

^t The furnaces under the boilers must be altered to suit the new 
Mel. If the boilers are hand fired this is a simple matter, for 
^ll that is necessary is to cover the grates with firebrick, leaving 
**Uitablo openings for the admission of air, and install the burners 
tifoperly housed and protected from the heat, A furnace similar 
to that illustrated on page 158 may then be used, the grates 
Acting ae supports for the checkerwork in the furnace floor, 
oilers larger than 300 h.p. should have a furnace length not leas 
1 10 ft., so in many cases where the grates are shorter than 
I it will be necessary to extend them. For the additional 
(length necessary pieces of pipe or I-beams may be used to support 
T the furnace floor, instead of grates. 
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Fio. 1-17.— Oil fired Meuiu liontma sKili, 
■tation 8, Ban FrancUro. B. A W. hoilo 
hMten io tbo caater bHckgrouDcl, load wi 
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For stoker fired Ixjilcrs the design uf furnace to be adopted 
will depend largely on the kind of stoker, and the aixangemeDt of 
coal furnace and ashpit. If the use of coal is to be abandoned 
altiOgether the stokere should be removed, and an oil furnace 
installed of the general design indicated in Chapter XX. If the 
boilers are provided with basement aah pits advantage should be 
taken of this to increase the furnace volume by placing the fur- 
nace floor below the level of tlie fireroom floor, allowing the air 
to eoine up through the ashpit from the basement. 

If oil ia to l>e used only temporarily, and it is expected at some 
future time to go bark to coal burning, it will be possible in many 
cast's to leave the stokers in place, placing the oil burner at the 
rear of the furnace, and protecting the stoker from the heat by 
means of firebrick supported by structural material, leaving a 
dead air space between the stoker and the firebrick. The prac- 
ticability of this arrangement will depend on the type of stoker, 
kind of boiler, and space available, and each case requires special 
study to secure the proper design. 

The question whether steam atomizing or mechanical atom- 
izing burnere should l>e adopted will depend on local conditions. 
In general it may be said that steam atomizers should be used 
wherever they are applicable, as they have pi-oved their practical 
value by years of application to stationary work. In special 
cases where steam atomizers are unsuitable the mechanical burner 
may 1» used to advantage. This would include plants so located 
that the waste of fresh water is a serious matter. Plants in 
which it is necessary to force the boilers up to 300 or 400 per cent, 
of their rated capacity may also find the mechanical atomizing 
burner more suitable, and this will be especially true if a steady 
load is caiTJcd and if the plant is already equipped with forced 
draft apparatus. 

Number of Men Required for Operating Oil Fired Boilers. — 
The number of men required to operate boilers fired by oil is 
much less than the number required to operate a coal burning 
plant. In an oil burning central station ii fireman can operate 
six or seven large boilers having three oil burners each, and in 
addition attend to the feeding of the boilers with water. In 
other words, a plant ha\'ing 26 or 28 boilers would require only 
four firemen on a watch besides a man to look after the feed 
pumps, oil pumps and keep records of oil consumption, tempera- 
tures, etc. 
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CHAPTER XXVI 

THE GRAVITY OF OILS IK FUEL OIL PRACTICE 

Puel oil is classified, marketed, and deaignated by its gravity. 
Gra,-vity is denoted in two distinct ways. The scientific method 
*•' notation is known as the "specific gravity," which is the ratio 
**f the weight of a given volume of the oil to that of an equal vol- 
^*^*^e of pure water. There has, however, grown 
**P in practice an empirical method of repre- 
senting the gravity of oil by what is known as 
*"e Baum4 scale. This scale has two separate 
*^<i distinct formulas for its conversion to 
^*^cific gravity readings. One formula is for 
J^^lUids heavier than water and the other for 
"*^uid8 lighter than water. In each instance 
*-**e scale is graduated to 100 degrees and over- 
*^ps 10 degrees. 

The use of the Baum^ scale should be aban- 
doned as it is not only unscientific, but con- 
fusing. However, as its use is universal in the 
*iil industry, and it has obtained such a firm 
foothold among both producers and usere of 
fuel oil, it is described and used freely through- 
out this book. 

Antoine Baum^, a French chemist of the 
eighteenth century, diatmguished for his suc- 
cess in the practical application of the science, 
was the inventor of the so-called Baum6 scale 
now univerBally adopted in fiU'l oil practice for 
denoting the grJivity of crude peti^olrum. 

The Scale for Liquids Heavier Than Water - 
Baumd hit upon a unique plan for the estab- 
lishment of his scale. Certain fixed points were first determined 
upon the stem of the instrument. The first of the^e was found 
by immersing the hydrometer in pure water, and marking the 
stem at the level of the surface. This formed the zero of the 
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ecale. FifteeD alandard eolutions of pure common salt in wat«^ 

were then prepared, containing respectively 1. 2, 3 15 pc. 

cent, (by weight) of drj' salt. The hydrometer was plunged in^ 
these in order and the stem having been marked at the severa^^- 

surfaces, the degrees so obtained were numbered 1, 2, 3 15, 

The instrunient thus adapted to the determination of densities 
exceeding that of water was called the hydrometer for salts. 

Expressed raatrhematically ia 

its relationship with the specific 
gravity S, the Baum^ degree 
a«Ung B becomes for liquids 
heavier than water: 

(1) 




145 _ 
"145 - B 



The Scale for Liquids Lighter 
Than Water. — Since practically 
ail grades of crude petroleum 
^ . tin- lighter than water, we are 

B MiDst interested in the method of 

^1 < xiircKjion for this latter phase of 

^B univity denotation. 

^H The original Baum^ hydrom- 

, H ft(T intended for densities less 

^L^^^^ than that of water, or the hy- 
^ -^*^^WI drometer for spirits, as it was 
called, was constructed on a sim- 
iiiK ^iLiViu '.'ir fuoi Qii. ilar principle to that for the 

hydrometer for salts above 
described. The instrument was so arranged that it floated 
in pure water with most of the stem above the surface. A 
solution containing 10 per cent, of pure salt was used to indi- 
cate the !!ero of the scale, and the point at which the instrument 
floated when immersed in distilled water at ICR. or 5415°?. 
was numbered 10. Equal divisions were then marked off up- 
wards along the stt-m as far as the 50th degree. 

The Confusion in Expression for Specific Gravity and BaumS 
Readings.— Modem gravities are expressed for Uquid tempera- 
tures of eoT. instead of 54i.^''F. as above set forth. This fact 
together with other inconsistencies and errors in observation 
have led to the invention of some seventeen different mathemati- 
cal expressions, by various investigators and scientific bodice, 
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^ properly set forth a relationship between specific gravity 
^^d Baum6 readings for liquids lighter than water. The contest 
*^^^ simmered down to two equations in American practice. 

The formula in general use since 1851, and which has been 
^^opted as the "American Standard'* by the U. S. Bureau of 
^^^ndards is as follows: 

S= -^i5- (2) 

130 + B ^^ 

1?he other formula, which is used by C. J. Tagliabue whose 
^^cJrometers have been adopted as standard by the United 
^^tes Petroleum Association, is as follows: 

131.5 + ^ ^^^ 

-A full discussion of the relative merits of these two formulas is 
^^Ven in Circular No. 59 of the Bureau of Standards from which 
Hi) following extract is taken: 

*'At the time the Bureau of Standards was contemplating 
^^Idng up the work of standardizing hydrometers ,(about 1904), 
diligent inquiry was made of the more important American manu- 
^^<;turers of hydrometers as to the Baum6 scales used by them. 
^Vithout exception they replied that they were using the modulus 
l45 for liquids heavier than water, and 140 for liquids lighter 
than water. These scales, the '* American standard," were there- 
fore adopted by the Bureau of Standards and have been in use 
ever since. 

There having been no objection or protest from any manu- 
facturer or user of Baum^ hydrometers at the time the scales 
were adopted by the Bureau, it was assumed that they were en- 
tirely satisfactory to the American trade and were in universal 
use. Such, in fact, appears to be the case with the scale for 
liquids heavier than water, but in the case of the scale for liquids 
lighter than water a disturbing element has arisen which threat- 
ens to some extent the uniform practice that has heretofore 
existed. 

The exact date of this disturbing influence can not be fixed 
with certainty, but it was first noticed some four or five years 
ago, and has been quietly at work since then to break down the 
uniformity of practice previously existing and to counteract 
as far as possible the influence of the Bureau of Standards in 
the interest of uniformity. 
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It appears that a certain manufacturer of hydrometers, 
pecially those used in the oil trade, discovered that his Baum^^^ 
hydrometers were not graduated in accordance with the American J 
standard Baum^ scale in general use based on the modulus 140. 
This discovery made necessary for the manufacturer one of two 
things: Either he must consider his instnmients in error, by the 
amount of the difft-rcnci?, or he must change the basis of the » ale 
to conform to his instruments. The manufacturer in question, 
C. J. Tagliabue, chose the latter course. 

The developments of the problem confronting Mr. Tagliabue 
are well shown by the various editions of his Manual for Coal 
Oil Inspectors. The first few editions of this publication con- 
tained the regular American standard Baum^ table, modulus 140. 
Then came the discovery that his instruments did not 6t the 
table, and an attempt was made to make a table t« fit the instru- 
ments. The result was an irregular table with no definite 
modulus. This was pubhshed in at least two editions of the 
manual. Then followed the table which is now published by Mr. 
Tagliabue in the eighth edition of his manual, based on the 
modulus 141.5, which more nearly fits his standard hydrometers 
for petroleum oil. 

A small pamphlet prepared by Mr. Tagliabue has recently 
been widely distributed in which the impression is given that 
the modulus 141.5 was adopted by the United States Petroleum 
Association in 1864, and has been in use in the petroleum trade 
ever since, and that lately the modulus 140 has been proposed 
and that great confusion may result from its use. That such is 
by no means the case has been shown by the foregoing references 
and historical matter. 

There can be httle doubt that when the United States Petro- 
leum Association adopted as standard the hydrometers made 
by Jarvis Amaboldi, who was later succeeded by C. J. Tagliabue, 
it was believed by all concerned that the instruments were based 
on the American Standard Baum^ scale." 

The Limitations of the Hydrometer. — The hydrometer method 
of ascertaining the gravity of crude petroleum is at best only 
approximate, as one may readily surmise. In order then to 
ascertain the gravity of oil with scientific accuracy, a more 
refined method is necessary. This is usually accomplished by 
determining the specific gravity of the oil with whatever moisture 
content it may contain by means of an actual water equivalent 
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parisnn, onii then converting this into degrees Baumd. This 1 
oiXTidalwiit method once again emphasizes the uselessness of J 
miploying the Bautii^ scale. If the moisture content of the o 
ia.s been ascertained, a computation is then made in order t 
irrive at the actual specific gravity or Baum^ reading for t 
noisture free oil. 

Tlie Method of the Westphal Balance for Exact Measurement- 1 
Let lis then examine in detail such a method. The Westphal I 
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bal&nce is a convenient and accurate method by which the specific 
gravity of fuel oil may be obtained to four di^cimal points. As 
ahown in Fig. I-W, the apparatus necessary consists of a 
balance arm, supported on knife edges, from one end of which is 
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hung a glass bulb, the oMier end beinn founter-weighied. Along 
the balance arm are nine notches, tUe hook supporting the glass 
bulb being in the position of the tenth notch. The glass bulb ban 
a diaplacement of exactly five grams of pure water at 4*0., which 
is the point of maxinmm density of water, the densily for whieh 
scientific gravity comparisons are made. Hence if the bulb alxive 
described were so immersed in water at 4''C, a five gram weight 
would establish equilibrium if hung from the hook. This woulrl 
indicate a specific gravity of 1.0000. 

The zero i>oint of the balance is adjusted by turning a thumb 
screw, which forms one jxiinL of the three point support shown in 
the figure, until the pointers arc opposite each other hefon- the 
bulb is immersed. For specific gravities less than 1.0000 the 
five gram rider called the unit weight is hung in a nott^h such that 
equilibrimn is nearly reachtxl, never exceeded. This gives the 
first decimal place. The i |o, Hoo^ and Hooo unit weights 
are then hung respectively in notches so that equilibrium is 
finally established. The specific gravity is then read directly to 
four decimal places by noting the notches in which the riders 
hang, commencing with the largest rider. Thus when the unit 
weight hangs in the 'ninth notch, the ?.^o weight in the sixth 
notch, the 'foo weight in the seventh notch, and the ^ jooo 
weight in the tliird notch, the sjiecific gravity is evidently 0.9673. 

Details of Procedurc^BeforD proceeding with a gravity 
determination, the oil sample should be allowed to stand in the 
laboratory several hours in order that any drops of water in the 
oil may settle. A small quantity is then poured from tlie sample 
can into a suitable glass jar. The Westphal balance, having 
been dusted with a soft bnish, is then adjusted to equilibrium and 
the specific gravity of the sample obtained. The temperature is 
also ascertained by means of the thcrmometerinserted in the 
oil sample. Since specific gravities of fuel nil are by common 
practice referred to at a temperature of 60°!'., it is now necessary 
to make a second determination at a temperature differing by 
1.5° to MT. from the first, in order that we may have sufficient 
data with which to compute what the gravity would be at 60°F. 
temperature. 

To take this second reading the temperature of the sample in 
the jar may be raised by immersion in a water bath. In doing 
this great care must be taken to allow no water to pet into the 
oU. 
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Computations Involved. — ^Let us next illustrate the computa- 
tions involved in a gravity determination. Let us assume that by 
ttiea.iis of the Westphal balance, the oil sample is seen to have a 
specific gravity (Si) of 0.9644, at a temperature {ti) of 68.9°F., and 
a sp>ecific gravity (S2) of 0.9587 at a temperature (^2) of 86.6°F. 
Since the specific gravity has changed (Si — 1S2) over a tempcra- 

*^«^ change of (^1 — fe) the change for 1°F. would be ^77^^ — r-f^. 
-T^, . . . . Ui— W 

^ ^^is change in specific gravity for 1°F. is the coefficient of 

^^|>ansion {C^, for the oil and may be expressed by the formula 



T«i 



the particular caso then wo now find that 

0.9644 - 0.9587 _ „ ,-^„„ 



^« coefficient is thus seen in this ease to represent an intermedi- 
^^c:^ value, for in practice we find that in different oils Ce varies 
^^^m (-0.00027) to (- 0.00042). 

J'rom the fundamental definition of the coefficient of expansion 
Ss now seen that at 60°F., the specific gravity becomes 

5 = Si + C(60 - t,) (5) 

^^nsequently by making the proper substitutions for the case 
^lied we find that the numerical value of the specific gravity 
this oil sample for 60°F. is 

S = 0.9644 + [ - 0.000322 X ( - 8.9)] = 0.9673 

In order to c6nvert this specific gravity to the Baum^ scale 
e now, by substituting in formula given above for such conver- 
sion, find that 

^ = 0;96?3 - 1^" = 1^-^^° 

Assuming that this particular oil sample has been found to 
contain 0.5 per cent, by weight of moisture and 0.484 per cent, 
by volume, let us now see how we should find the specific gravity 
of the dry oil. Let F«, represent the percentage of water by 
volume and Su,, So, Sm represent respectively the specific gravity 
of the water, dry oil, and moisture. Then we may write the 
following relationship: 
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From scientific tables we find that jS« at 60^F. has a value 
0.9990, and from the Westphal balance jS.» has been found to 
0.9673. By transforming the formula above it is seen thaH 

«• = -V^ (7)- 

1 00 — — 
^'^ 100 

Consequently So may now be computed numerically. 

^ _ 0.9673 - 0.00484 X 0.9990 __ ^ 

^" " 1.00 - 0.00484 " "-^^^ 

If it is desirable to ascertain the Baum^ reading for the dry 
oil, we next ascertain its value from the above relationship of 
specific gravity and the Baum^ scale from equation (2). 

140 140 

^ = ^--13« = il^-130=14.8«> 

According to formula (3) this Baum^ reading would of course 
be computed as follows: 

B = l'*^-^ - 131.5 = A^ - 131.5 = 14.8- 

When a large quantity of oil is to be purchased and it is desirable 
to carry the Baum^ reading to still further decimal points, the 
two formulas will not of course check; hence, one or the other of 
these formulas should be agreed upon prior to a purchase of any 
magnitude. 
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MOISTURE COHTENTS OF OILS 

P'fotn our previous dispussion of steam generation in the mod- 
et^ Central station it was found that something over a thousand 
"^t units are necessary to convert one pound of water at ordi- 
"^y temperatures into saturated steam. Wlien moisture appears 
^ the oil used for heat generating purposes in the furnace it is 
evident, then, that large heat losses may thereby be involved. 
I 'Or, not only must this moisture be con- 
■ *'«rted into saturated steam, but this 
^team itself must be superheated to the 
^^mperature of the outgoing chimney 
^aa's, thus dissipating energies that 
^*liould go toward steam generation in 
*Jie boiler. 

Hence the water involved in fuel oil 
composition is a dead loss which should 
Tte avoided as far as possible. Settling 
tanks accomplish much in drawing off 

I the water content, but when the water in Uue centriii 
^ipears is the oil as an emulsion it is uBt^'i!!^^ ^ J^ 
almost impossible to commercially segre- th^'ffliS^w'B 
gate it from the oil. Since, then, all fuel urcmUt of ihfl"m 
oils contain a certain amount of moisture, *" " "*"'>' 
the careful determination of its exact proportions often becomes 
an iniimrtant problem in efficient steam engineering performance. 
Summary of Methods Employed in Determining the Moisture 
Content. — There are ten methods by which the moisture content 
of oil can be ascertained with approximate accuracy. For 
detailed information on this subject the reader is referred to Tech- 
nical Paper No. 25 of the United States Bureau of Mines en- 
titled, "Methods for the Determination of Water in Petroleum 
land its Products." These methods may be briefly summarized 
[pU follows: 

The moisture content of heavj'oils and (peases may be approxi- 
Ktnately ascertained by the loss of weight due to heating. 
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The moisture content of oil may be approximately obtains 
by diluting a sample with a sulphate and then causing separatioi 
by action of gravity. A diluent is to be avoided in this process — ^ 
as inaccuracies are Uable to be introduced. 

Again by diluting with a solvent and separating the moistures^ 
content by means of a centrifuge, the moisture content is de — 
termined with a sUghtly greater degree of accuracy than by either 
of the above methods. 

By treating a sample with calcimn carbide, another convenient 
method is also arrived at, and its accuracy is approximately 
within 3 per cent, of the water percentage if care is observed. 
The sample, too, may be treated with sodiiun and a convenient 
and accurate method results. 

A color comparator is sometimes used, but the method is only 
approximate, as is also the method of treating a sample with 
normal acids. The electrical treatment, on the other hand, is 
successfhl in breaking up an emulsion on a commercial scale, or 
reducing the water content of an oil to such a condition that it 
may b^^uccessfully treated in some other manner. An emulsion 
is a physical condition of the oil and water wherein the water is 
held in such intimate contact with the oil ingredients as not to be 
readily separated by gravity or other ordinary means. 

Again, too, distilling a sample mixed with a non-miscible liquid 
proves accurate to 0.033 grams of water per 100 cc. of benzine and 
oil in the distillate. 

The most reliable method, however, is that accomplished by 
directly distilling off the water. This method is convenient and 
accurate to about 0.003 grams of water in the distillate, if the 
water is cooled to about 35°F. 

The Approximate Method of Treatment. — The method hinted 
at above wherein the sample is treated by a foreign agent will 
now be briefly set forth, since such a preUminary determination 
often proves sufficiently accurate for the issues involved. 

The method here outlined is especiall}' appUcable for the lighter 
oils. A burette graduated into 200 divisions is fiUed to the 100 
mark with gasoline, and the remaining 100 divisions with the oil, 
wliich should be slightly warmed before mixing. The two arc 
then shaken together and any shrinkage below the 200 mark 
filled up with the oil. The mixture should then be allowed to 
stand in a warm place for 24 hr., during which the water and silt 
will settle to the bottom. Their percentage by volume can then 
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by porrrctly rfad on tin.' lniii>tt<- rlivisions, mid the pcn^nntagu by 
wiglit i;alL'uJated from tin- p:|i(.'uifi(' uriivit.u's. 

Details Involved in Determination of Distillation.— Since the 
mctHod of determination by distillation ia to be recommended 
above all others, we shall now proceed to the details of its ac- 
coTapliahment. Stated in simple words, the method consists in 
heating a sample slightly above the boiling point of wat«r but 
lot so high as to cause the vaporizing of other ingredients of the 
oil- As a consequence, the water passes over and leaves water- 
^^ipee oil in the sample. 



Tlfl 




dolcrmination. 



^H The Apparatus Involved and Preliminary Proceedings. — To 

JmXiantita lively determine the moisture content the sample is 
Placed in a copper vessel known as a still, which is about 4 in. 
*^n diameter and 6 in. high. The still is then placed in an asbestos 
*lood tlirough which a projecting stem connects to acondenser 

tand a burette where the condensate ia measured in a graduated 
tube. The can from which the sample is to be drawn is first 
immersed in a water bath with its cover released. After the water 
constituting the bath has been raised to a temperature of 150° 
■to ITOT., the cover to the can is fastened tightly, and the can 
agitated for several minutes in order that any water that may 
have settled at the bottom may be thoroughly mixed with the 
oil. For successful agitation the sample can should not be filled 
more than two-thirds with oil. 100 cc. of oil sample, measured 
L in a graduated jar, are now poured into the still. The exact 
^measurement of the oil is difficult without experience, as froth 
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collects on the surface of the oil and tends to obscure any deSi 
meniscus. 

The jar is next waahcci with 50 cc. of benzol and 50 
toluene. The washings are poured into the still. Since tolu 
has a tendency to absorb small quantities of water, a 
results may be interfered with if the toluene is not previot 






— Slill with hood use 



saturated. In order to avoid such a possibility when openii 
fresh bottle, 5 to 10 cc. of water should be added. The prese 
of water in the bottom of the bottle shows that the toluea 
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saturated, but care muHt be taken not to pour tliis water into the 
still when washing with the toluonr. 
^^ The still must be gently shaken without splashing in order that 

^L its contents may lie well mixed, and thttn placed in the asbestos 
^H hood and conneiited with the condenser. A hood and cover are 
^r provided, aa shown in the illustration, to surround the still with 
' a Ijlanket of air at a uniform temperature. The still is then 
heated gradually to a temperature of about 300T., which is 
usually accomptiahed after about fifteen minutes of heating. 
Since the boiUng point of water has been now exceeded, the moia- 
turie in the sample begins to pass over into the condenser, and after 
the lapse of another fifteen minute period the distillation is com- 
plete. A thermometer for temperature control is seen at the 
riglit side of the asbestos hood in the illustration. 

The Process of Distillation. — The process of distillation is 
uateresting. At about 176. 7°F. the benzol first passes over. This 
^^'^ts the condenser tube so that the moisture which is soon to 
f'^How will not readily ding to the tube but the more easily 
Pa-sa down into the measuring burette. The toluene foUows at 
2*^C5°F., and carries down with it any water which happens to 
'*^ *wain in the condenser tube. The toluene does not, however, pass 
"'^^vr in its entirety, since usually from lo to 20 ec_ remain in the 
^*-iJl with the oil. In order to make up tiiis deficiency in toluene 
**^^»-out 15 cc. are poured down the condenser tube to free any 
^*~*3all drops of water that may persist in remaining. This, how- 
^"^'"er, does not affect the accuracy of the work, since the water 
*^^^Qtent is finally separati'd by filtration and the water content 
"Ills obtained is alone measured. 

The still while at a high temperature is drained, and, as its 
'^^ntents are now entirely free from water, it may be used again 

I^'-ithout additional cleaning. 
Any small drops of water that cling to the side of the 
^aduated measuring tubes must be released by a short 
■^re. If now the resultant water is read in cc. the percentage 
^)f water by volume in the oil is easily obtained, since the water 
is separated from the mixture of benzol and toluene in the filter 
bottle. 
A Numerical Deteiminatioa. — Let us then follow this process 
by means of an illustrative example. Let us assume that 100 cc. 
of oil have been drawn as a sample, that 100 cc. of benzol and 
toluene have been poured with it into the still, and that the 
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resultant distillate shows 0.484 cc. of water. It then follow 
directly that the percentage of water by volume is 0.484. 

Error in Assuming Percentage by Wei^^t is Same as Percent^ 
age by Volume. — The percentage of water by weight is no^ 
exactly equal to its percentage by volume, but may be taken equa—- 
to it for all practical purposes of boiler testing. This error is thei^ 
nominal except with very Ught oils or any oil with considerable^ 
moisture content. Thus, if an oil sample of 100 cc. containsr 
0.50 cc. of water at 60°F., it will weigh 0.484 X 0.999= 0.4835 grm. 

The percentage of water by weight is therefore 0.4835 divided 
by 0.9673, which equals 0.50 per cent. The factor, 0.9673, appear- 
ing in the above, is the specific gravity of the oil sample at 60**F. 
This was ascertained by means of a Westphal balance, which is 
shown in detail in the preceding chapter. 



CHAPTER XXVIII 

DETERMINATION OF HEATING VALUE OF OILS 

To deteTmiiie the efBciency of boiler operation it is necessary 
to know the heat producing value of the oil used in firing. Again, 
since oil is usually sold commercially by the barrel, the heat 
producing value of the product must be known in order that the 
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Fio. 164. — The Graphic Law for calorific value of fuels. 
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engineer may ascertain the economic value the product may prove 
to his client in its use in the power plant for the generation of 
Bteam. 
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An Approximate Method Based on the Baum£ Scale. — X^fae 

heat producing value of oil is usually expressed in the number of 
heat units per unit of mass that the oil will give out when i"fc is 
completely burned in a furnace. In engineering practice thi^ is 
usually expressed in B.t.u. per pound of oil so burned. 

There are various methods of ascertaining this value. -Aji 
approximate method is that based upon the gravity of the oil. 
To establish this method a large number of samples with 'fcl::»e 
gravities of the oil free from moisture expressed in Bamn^ readin^^cs 
were accurately determined as to their heating value. Th.e^w 
values were plotted on a chart and it was found that the followir»^ 
relationship is approximately true in which H represents th»-^ 
heat units in B.t.u. liberated per pound of fuel burned, and ^^ 
represents the gravity of the oil in degrees Baiun^: 

H = 17680 + 605 (1^ 

Thus in analyzing a composite sample of forty samples oi^" 
Kern River oil, the United States Bureau of Mines found that it^^^ 
calorific value was 18,562 B.t.u. per lb. of oil, in which the oil had 
0.5 per cent, moisture, and that the Baum6 reading of this oil 
when free from water was 14.78°. According to the formula 
above, which was first announced by Professor Joseph N. LeConte 
of the University of California, the heating value of this oil when 
free from moisture should be 

H = 17680 + 60 X 14.78 = 18,566 B.t.u. per lb. 

In this instance then it is seen that this approximate method 
checks with considerable accuracy, since the water-free oil 
showed by actual test to have a heating value of 18,658 B.t.u. 
per lb. In the utilization of this formula, however, it must be 
remembered that the oil must be taken as anhydrous, or in other 
words that the oil sample is moisture free. 

Dulong's Formula Based on the Ultimate Analysis. — ^The 
second method of arriving at the calorific value of crude petro- 
leum is by means of Dulong's formula. This formula is based 
upon the ultimate analysis of the oil in which the heat value of 
carbon, hydrogen, and sulphur are taken into accoimt. 

In the burning with oxygen of one pound of carbon, one pound 
of hydrogen, and one pound of sulphur it has been established 
experimentally that 14,600, 62,000, and 4000 B.t.u. of heat energy 
are respectively given out. Hence it is evident that if a one- 
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pound sample of fuel oil has C proportions by weight of carbon, 
" proportions by wcightof hydrogen and S proportions by weight 
^f sulphur, the total heat given out by the one-pound sample 
«^>11 be 

H = 14,600C + 62,000// + 4000,S' 

In the chemical analysis of fuels a certain amount of oxygen 
CC» is always encountered. This of course kills, as it were, its 
*^c>rnbining weight of hydrogen. Since oxygen unites with one- 
^'Klitb of its weight of hydrogen, the net hydrogen available for 
^"&at generating purpose isf// - 



■ Kence we have Dulong's formula 

H = 14.600C-I- 1)2.000 (// - 




For California oils, Dulong's formula sceuiu to indicate a heat 
value per pound of about 5 per cent, in excess of the true value. 
In other words, it indicates a heating value of about 19,500 B.t.u. 
per pound of California crude oil, while a great number of 
c-nlorific tests have shown that the average value is about 18,500 
B.t.u. per pound. 



The Fuel Calorimeter. — The most accurate method of detw^ 
mining the heating value of a sample of oil is by the employmer:^^* 
of Bome form of calorimeter, wherein a sample of definite ma^^ 
is burned and the heat given out ascertained. The fuel calor^* 
meter is an entirely different instrument from the steam color^^ 
meter used for measuring the moisture of steam, which w^--J 
described in an earher chapter, Th^* 
fuel calorimeter is a true instrumen^'i 
for measuring heat as its name implies— 
Calorimetera in general may be divide^C 
into two classes, the one known as thes^ 
continuous method and the other as 
the discontinuous method. In the 
former instance a sample is continually 
liiirned, and the average results ascer- 
■ ^^ ; H tiiined over a considerable period. 

i'^||i^a''|i iH This method is only applicable for 

^^^H|''~ I gases and some unusual types of oils. 

3.H[Hi 'H The discontinuous process is on the 

; ^..K9 ' , .'H [ other hand the most advantageous for 
-' ^ the determination of the heating value 

of cmde petroleum. 

Several methods are employed in tlie 
application of the discontinuous calori- 
meter. Most forma of such calori- 
meters consist essentially of a strong 
combustion chamber with a crucible for 
holding the sample; valves for charging 
the chamber with oxygen in order to 
properly burn the sample; a method of 
igniting the sample; and a vessel of 
water in which the bomb or explosion 
chamber ia immersed in order that the resultant heat raay 
be absorbed by thia water and thus carefully measured. 
This latter vessel is usually situated in a second compartment 
which serves as a jacket. The main principle upon which such 
calorimeters depend is based upon the fact that the burning of 
carbon, hydrogen, and sulphur with an artificial supply of oxygen 
presents the most accurate method of hberating the latent heat 
in the fuel and the ascertaining of its quantitative proportions. 
Types of this calorimeter familiar iq the market are known ae 
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the Mahler, the Hempel, the Atwater, the Emerson, and the 
Carpenter. 




The Parr Calorimeter.^ — In tht> i 
the heating value of crude petrolcu 



ial determination of 

however, it is often incon- 
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Fio. 156. — Tho Parr calorimeter unassembled. 
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I Tenient to secure oxygen under the proper pressure required 
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recent years there has appeared upon the market a mufh simple- 
design of calorimeter which eeems to have sufficient accuracy fo:»~ 
most commercial uses and is indeed quite simple in operation — 
This is known as the Parr calorimeter and is the invention of 
Professor S. W, Parr of the University of Illinois. 

The Principle of Operation. — In the Parr calorimeter a definite 
mass of oil is introduced into a strong cj'Iinder of metal called 
the cartridge, along with some accelerator together with a. 
of potassium peroxide. The potassium peroxide 
furnishea oxygen for combustion and 
the accelerator, whioh is usually 
potassium chloride, insures that all 
the fuel may be burned. The ignition 
is ejected electrically by the burning 
out of a fine iron wire immersed in the 
mixture. 

As shown in the illustration, the 
cartridge D, in which the sample is 
placed, is closed up, inserted into a can 
of water A, and the whole placed in a 
fibre vessel B, which thus brings alxjut 
careful heat insulation. After causing 
an explosion by means of an electrical 
contact spark in the cartridge D, the 
cartridge is given a rotary motion by 
means of tlie pulley P and the heat 
which is given out from the cartridge 
due to the burning of the ingredients 
is rapidly absorbed by the water in 
the vessel A. If then we know the mass of the sample burned, 
and the mass and temperature of the water before and after the 
explosion, we can compute the heat value of the fuel. 

Detailed Operation of the Parr Calorimeter. — Let us now go 
into the details of this calorimeter operation. " A well lighted 
closet should be used for all calorimeter work so that air currents 
which might otherwise prevent uniform radiation can thus be 
eliminated. The outside of the calorimeter cup and of the fibre 
insulating case should be entirely free from moisture for the 
same reason. The calorimeter cup A is filled with 2000 grama of 
water. The cartridge or bomb in which the sample is jilaced 
has a water equivalent of 135 grams; that is, it absorbs the same 
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*"*c>unl. of heat as 135 grams of water would under the same range 
*jf temperature. Henoe, the total water equivaleut W, is 2135 
P^iiiK. As the mass of oil is also determined in grains, the water 
"l^iivalent W. divided by the mass of oil fired, B'o, becomes an 
**^lract ratio, and, if this ratio is multiplied by the rise in tem- 
perature of the water in degrees Fahrenheit, the result is heat 
*^Oitsperpoundof oil, or, if the temperature is expressed in degrees 
Centigrade, the result becomes calories per gram. 

The water is best measured in a 2000 cc. flask. About 2003 
xc. of water arc used instead of an exact 2000 cc, since the specific 
pavity of water at ordinary room temperatures is slightly leas 
Wian unity and this increased volume ia necessary to measure 
weights volumetric ally. 

The thermometer which is employed in temperature measure- 
ments has a range of from 65°F. to WF. and is standardized by 
;he Bureau of Standards at Washington. Gnwluation errors are 
[known to within O-Ol^F. The thermometer scale ia divided to 
ifi-OS" and with care may be read to 0.005°. The greatest chance 
error in fuel calorimeters is in reading temperatiires, since it is 
icult t« avoid parallax. Consequently as the rise in tempera- 
Iture seldom exceeds 5°, an error of 0.01° is equivalent to 0.2 per 
sent, error in the work. 

Preliminary Precautions. — Before placing the sample, the 
cartridge should be wiped clean and dry, as moisture will con- 
dense on it if it has been standing for some time. The top and 
bottom pieces, as well as the gaskets and electrical terminals, 
should be dry, since the moisture on them takes part in the cherai- 
reaction and thus introduces considerable en-or. The 
.ridge should be tightly assembled, and 1.500 grams of accel- 
erator {potassium chloride), weighed to the nearest readmg of 
O.OOo-grams, placed therein. The oil ia weighed in a small Hask 
with an eye dropper and about 0,04 to 0.05 grams (8 to 12 drops) 
dropped into the cartridge upon the accelerator which absorbs 
the oil. Upon reweighing the flask of oil and the dropper, the 
net weight of the oil sample is at once obtained. A measure full 
jjt sodium peroxide is added and the contents thoroughly mixed 
ith a stiff wire. With care no oil and very little peroxide will 
Ihere to the wire. The sodium peroxide should be supplied by 
le calorimeter manufacturer, as inferior grades are apt to contain 
iable and detrimental products of combustion. 
About 3 in. of No. 4 iron wire for firing the charge are neict 
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looped on the firing terminals and tested out to insure a go*^ 
electrical contact. The firing current is usually supplied by ^ 
few dry cells or from a storage battery. 

The stem of the bonlb is next fastened in place and the van^^^* 
attached. The cartridge is placed in the calorimeter cup, th^^^ 
cover and pulley attached, and. the cartridge stirred by a ama^»— ^ 
motor for about five minutes. The motor may be of the to^S' 
variety and is usually placed in the lighting circuit with a lampr^ 
resistance. The electric circuit is controlled with a two-thro»i^ 
switch so that the motor may be cut in and out without interfer — 
ing with the illumination in the closet. The motor speed shoulcK 
be as nearly constant as possible, since a variable speed will cause 
a variable rate of radiation from the calorimeter. The rotating 
l>omb should have from 100 to 150 revolutions per minute. 

The Explosion of the Charge and the Taking of Temperatures. 
The thermometer is next placed into the water bath through a 
hole in the cover and should be supported so that it does not 
touch the metal cup which contains the water. After a steady 
initial temperature has been reached, the firing circuit is com- 
pleted through the pulley, and the resulting temperatures read 
every minute for the succeeding ten minutes, in order to ascertain 
the correction to be made for uniform radiation. This series of 
readings is taken in order to ascertain the law of radiation and 
then to make a proper correction for the error involved. 

Thus, for a period of about five minutes the temperature will 
rise until a maximum is reached, after which it will begin to fall. 
The radiation during the first five minutes is assumed to be at 
the same rate as that observed during the entire radiation period. 
Ijet us assume the following experimental data: 

Water equivalent of calorimeter . , . 135 uroma 

Weight of water used 2000 Krama 

Weight of oil used . 376fi grams 

Per cent, moisture in oil 0.5% 

Weight of accelerator ,,..,.... 1 .tOO grams 

Room temperature 70°F. 

Temperature of mixture when fired, 73.liU5°t', 

CombuBtioii Period 

I min 77,45 

2min,,,. 78.15 

3min : 78.42 

4 min 78,44 

6 min 78.45 
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Radiatioii Period 

Bmin 78.44 

7 mm 78.42 

8 min 78.40 

9 min 78.385 

10 min 78.370 

The Correction for Temperature Readings. — Since from the 
above it is seen that the temperature falls off from its highest 
reading, tk, or 78.45°F. to 78.37*'F. in five minutes, it is evident 
that in one minute it would fall off O.OIG^F. As a consequence 
sit the end of the combustion period, in reality the thermometer 
should have read greater than th or 78.45°F. by an amount equal 
to the radiation U which is (0.080) over the first five minute period. 
In addition to this correction, by consulting a correction scale 
furnished by the Bureau of Standards, the thermometer should 
be corrected for 78.45**F. by an amount equal to U^ or ( — 0.053°) 

and for the minimum temperature tm or 73.665®F. equal to tci 

or (— 0.043°). From the instrument maker there has also been 
furnished data indicating a correction for the chemicals and wire 
employed, amounting to <„ or (— 0.373). Hence the true maxi- 
mum temperature <2 and the true minimum temperature ti 
are ascertained by the formulas: 

t2 = tH+tc2 + tr + U. (3) 

U = im + tcl (4) 

Substituting in the particular case cited, we have 

ti = 78.450 - 0.053 + 0.080 - 0.373 = 78.104 
^i = 73.665 - 0.043 = 73.622 

Since a careful comparison of this calorimeter with the most 
accurate type of calorimeter known in the laboratory has shown 
that the heating value per pound of oil is 0.73 of the total heat 
liberated, we have 

• H = ^ff-Ci, - to (5) 

We now have in this instance 

17 0.73 X 2135(78.104) ~ 73.6 22 ,q..ot^. ik p 

H = n o^gg = 18,562 B.t.u. per lb. of 

"•^^^^ oil as fired. 

If it is desired to ascertain the heating value of this oil when 
free from moisture, it is only necessary to divide by the percent- 
age of dry oil in the fuel. Thus if the oil sample contained 0.50 
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per cent, of moisture we find that the heating value per pouJ^^ 
of dry oil would be according to this calorimeter determinatic^^ 
18,562 divided by 0.995 which is 18,658 B.t.u. 

Higher and Lower Heating Value. — In the operation of tl 
calorimeter the gases produced by the combustion of the samp] 
of oil are cooled down to the temperature of the water in the cal( 
rimctcr. In the case of carbon which, on igniting with oxygefl 
produces CO2, this cooling of the gas has no important effec ' 
since CO2 remains a gas at all ordinary temperatiu-es. Hydrogen, 
on the other hand, on imiting with oxygen forms steam, HjO, 
which is condensed to water in the calorimeter as soon as 
temperature drops below 212°F., and in condensing gives up itj^ 
latent heat to the calorimeter. When fuel oil is burned imder a* 
boiler the gases are always discharged at a temperature higher^ 
tlian 212° so that the latent heat of steam formed by the combus— 
tion of tlie hydrogen content is not available and cannot be ab- 
sorbed by the boiler. Hydrogen combines with eight times its 
weight of ox>'gen so that for each pound of hydrogen burned 9 
lb. of water are formed, and as the latent heat of steam is 
970 B.t.u. per pound, there are approximately 9 X 970 = 8730 
B.t.u., which cannot be recovered unless the gases are cooled 
below 212°F. Deducting this from 62,000 B.t.u., the heating 
value of 1 lb. of hydrogen determined by a calorimeter, gives 
52,270 B.t.u., which is called the lower heating value of hydrogen. 

Since oil contains a considerable proportion of hydrogen it 
has a lower heating value as well as the ordinary or higher heating 
value. If a sample of oil contains 12 per cent, of hydrogen, and 
tlie higlier heating value by calorimeter test is 18,562 B.t.u. 
per pound, then the lower heating value is 18,652 ~ 0.12 X 8730 = 
17,515 B.t.u. per pound. In boiler testing work it is the universal 
custom to base calculations on the higher heating value as given 
by tlie calorimeter, but the lower heating value is ordinarily 
used when calculating the efficiencies of gas cngin^. 



CHAPTER XXIX 
THEORY OF CHIMNEY DRAFT 




It is a well known fact that transference of heat by convection 
^^urrents accomplishes the freezing of lakes in the mountains 
^and the boiling of the teakettle in the kitchen. In the latter 
instance it will be recalled that the layer of water along the por- 

"tion of the teakettle exposed to the heat application becomes 

leated and expands, thus making its density 

less than the density of the water in the layer 

above; consequently this lower water im- 
mediately travels to the water surface to 

make way for the cooler, heavier water 

above. In the succeeding course of events 

this water too becomes heated, expands ^ 

and travels upward to make way for other 

cooler water which in turn is heated and 

forced to the surface. This circulation or 

transference of heat eventually raises the 

temperature of the water to such heights 

that steam generation occurs. 
In looking into the elementary theory of 

chimney draft it is found that exactly sim- 
ilar convection currents take place. The 

air or gas in the chimney is raised to a high 

temperature by the absorption of enormous The forcea that act under 

• •,• r I- X • X I- xi_ r 1 • such conditions are quite 

quantities of heat given out by the fuel in comparable to the forces 

combustion and consequently this air ex- 8hap2i?£m*n*y.^^Thedown^ 

pands and becomes lighter in density than The^iSl^cy^rSm abSve"^ 

the air in the atmosphere without. Hence coiumnof heatcdKaseswitWn 

this heavier air pushes up through the pr^^ure prthe*h?^^*deMS 

grate or furnace entrance and exp)els the nace. so the entire ?yfindric- 

heated air within only to find itself a few Lated^asSTufo^cidupwaJd 

moments later also forced up through the -^ we have chimney draft. 

chimney by still other heavier air without. And so the process 
continues. 

The Law of Pressures in Chimney Draft. — Let us consider a 
volume of gas or air housed up in a chimney of area A and height 
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water. 
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h. We may consider this cylinder of air as immersed in a 
of air with its faces respectively hi and hi ft. below the surfsrC^'^' 
This is quite approximately the actual conditions in the 
surrounding the modem power plant. 

Let w = weight of a cubic foot of air without. 

Wi = weight of a cubic foot of heated air within. 
Let pi = the unit pressure of atmosphere at a. 

Then evidently pi = whi 
Also p2 = The unit pressiu^ of atmosphere at b. 
Then p^ = whi 
Hence 

Total downward pressure at a = piA = whiA 
Total upward pressure at b == p%A = whtA 
Total down pressure due to 

weight of air in chimney = WiAh, 
Total 

Net upward press. = wh^A — whiA — WihA 
= wA {hi — hi) — WiAh 

But hi — hi = h 
.'. Total net upward press. = wAh — WiAh 

Let W = weight of a cylinder of outside air of dimensions of 
chimney = w A h 

Wi = weight of a cylinder of inside air of dimensions of 
chimney = WiA h 

.*. Total net upward pressure = TT — Wi (2) 

Hence the total pressure that tends to force the heated gases 
out of a chimney is computed by subtracting the weight of the 
chimney gases in the chimney from the weight of an outside 
volume of air equal to the volume of the chinmey. 

The Theoretical Draft. — In thermodynamics, we find that the 
weight of a so-called perfect gas, in which classification chimney 
gases are placed, may be computed from the formula 

pV = WRT (3) 

in which p is the pressure in pounds per square foot, V the voliune 
considered in cubic feet, W the weight in pounds, R a constant 
(which for air is 53.3) and T the absolute temperature of the 
gas in degrees Fahrenheit. 
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Let us assume that the pressure of the atmosphere is 14.7 lb. 
per square inch or 14.7 X 144 lb. per square foot, that V is 
unity or in other words 1 cu. ft., and that the temperature of 
the entering air is 62^F. or on the absolute scale is (459.6 + 62)F. 
We now have that 1 cu. ft. of entering air weighs 

_ pV 14.7 X 144 X 1 n ATAi IK 

The average temperature of the outgoing chinmey gases is in 
economic practice about 500°F. or 959 .6°F. on the absolute scale. 
Hence a cubic foot of this air will weigh on its emergence from 
the stack 

p7^ 14.7X144X1 ^ 
^ RT 53.3 X 959.6 

The difference between 0.0761 and 0.0414 is 0.0347 lb. If 
Ho^ we assure that the chimney stack is 100 ft. high we find that 
^he entering air forces itself inward with an unbalanced force of 
^--4:7 lb. over every square foot of cross-sectional area in the 
^tiimney. 

In engineering practice this draft pressure is not usually re- 
^^^rded in pounds pressure per square foot of chinmey area. In- 
^^t;^ad of this unit, the engineer measures the height to which a 
^c^lumn of water would be forced under this pressiu^. In other 
^^©rds, since water, one square foot in cross-sectional area, at 
^Vie temperature of the boiler room usually weighs 62.0 lb., for 
^Very foot in height, to bring about a pressure of 3.47 lb. per 
^cjuare foot, the water would have to rise to a height of 

^^ ft., or^|r-^ X 12 in. = 0.67 inches of water. 
o/.U oJ.U 

Hence it is seen that imder normal conditions of operation in 
the modem chimney, the theoretical draft should read 0.67 
inches of water, when the stack is 100 ft. high. 

This theoretical intensity of draft can never be actually ob- 
served with a draft gage or any recording device. If, however, 
the ash pit doors of the boiler are closed and there is no perceptible 
leakage of air through the boiler setting or flue, with a stack 100 
ft. high filled with gases at 500°F., and with external air at 62°F., 
a draft gage connected to the base of the stack will read approxi- 
mately 0.67 inches. 
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DRAFT FORMULA FOR THE MODERN POWER PLAITT 

Assuming that the density of the chimney gas is the same as 
under the same conditions of pressure and temperature, we 
at once by following the simple niunerical illustration given in -fc-b* 
last discussion develop a formula not only for a chimney 100 ^'^' 
in height, but for any height H and absolute temperature T ^* 
entering air and absolute temperature Ti of stack gases. 

By substituting in the elementary formula for chimney ga^^^ 
connecting pressures, volmnes, and absolute temperature as »^^ 
forth in the last discussion we have, where Wi is the total weigb-^ 
of air within the chimney and W the weight of an equal volume O^ 
air without the chimney that 

Wx = ^Y, and Tf = g 

Hence the net force pressing inward from the outside heavier 
air over the entire chimney area A sq. ft. is 
Net force in lb. = 

' RT RTi R\T tJ 

If the height of the chimney is H ft. and its area of cross-fiection. 
A sq. ft. we have, since V = AH, 



Net force in lb. = 



pAH /I 






R 
Then the net force F over one sq. in. of chimney cross-eection 

would be tta~7 of the above, which is 

_1_ pA^/l_ 1\ pH (1 1\ 
144A ^ R \T tJ 144/2 \T T, I 
Since p is the atmospheric pressure in lb. per sq. ft., we have 

that p = 144P, wherein P is the atmospheric pressure in lb. per 

sq. in., and also, since R = 53.3 we have 

144x'5"3r3\T tJ 53.3 VT tJ 
Converting F from pounds pressure per sq. in. to inches of 
water by substituting the weight of water at the boiler room 
temp)erature which is 62.0 pounds per cubic foot, we proceed 
exactly as in the numerical example of the last discussion and 
find that 



D = 0.52 HP 



(t ^ t) ^ (1) 
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By taeans of this formula, we are enabled to compute drafts for 
^y ^temperatures and pressures. Thus a chimney situated 
10,000 ft. above sea-level, where the atmospheric pressure is 
10 ll>. per sq. in. with a stack of 100 ft., and entrance and exit 
temj>eratiu« of 62**F. and 500**F* respectively, would have a 
draft of 

D ^ 0.52 X 100 X 10(6^-qp^ - ^ ^^.^ J 
= 0.46 in. of water. 







Fia. 161. — The theoretical chimney draft. 

A stock 100 feet high situated 10,000 feet above sea level, with entering air at 62^F. and 
^^t gases at 500^F. with ash pit door cloHed and no perceptible leakage through the boiler 
^tting, should register 0.46 inches of draft. 

It is seen that altitude has much to do with chimney drafts, 
for this identical chimney was previously shown to have a draft of 
0.67 inches of water at sea level. 

The above formula gives the theoretical draft — that is, the 
draft that would be obtained under perfect conditions if there 
were no losses. In practice, however, there is a considerable reduc- 
tion in draft on account of the friction of the gases passing up 
through the stack. The greater the velocity of the gases, the 
greater is the friction. By increasing the diameter of the chim- 
ney for the same capacity the velocity of gases is reduced, and 
it is evident, therefore, that the diameter of the chimney has an 
important bearing on the net effective draft obtained at its 
base. 

The friction of the gases passing up the chimney can best be 
calculated by means of formul® based on the flow of water 
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through pipes, for the chimney can be considered to be a vertLC!^-^ 
pipe with an upward stream of gases flowing through it. 
hardt^ gives the following formula based on Chezy's formula f^ 
hydraulic flow: 

_ wniT, 

where Dc — draft loss in the chimney, in. of water 
W = weight of flue gas, lb. per sec. 
H = height of chimney, feet 

Ti = absolute temperature of chimney gases, deg. F. 
d = diameter of chinmey, inches. 

The constant fc is given by different writers varying from 1.6 
3.0, depending on the assumed coeflicient of friction of the 
against the walls of the stack. For practical purposes it is suf — 
ficiently accurate to take the mean of the above values, giving 
the value fc = 2.3. 
The formula, therefore, becomes: 

D. = 2.3 '-^^/ ' (2) 

Deducting the draft loss in the chimney from the theoretical 
draft, we have the available draft, Di, at the base of the chinmey 

Z)i = Z) - Dc 
= 0.52 HP (^ - ^ J ~ 2.3 ^-^^^-^ (3) 

Expressed in words this formula means: to find the available 
draft at the base of the chimney, first, calculate the theoretical 
draft by means of formula (1), and then deduct the friction loss as 
determined from formula (2). For example, let us determine the 
available draft at the base of a chimney 5 ft. diameter and 100 ft. 
high when operating at sea level and passing 20 lbs. of flue gas 
per second at a temperature of 500°F. 

From Formula (1) we find, as in the previous example, that 
the theoretical draft is 0.67 inches of water. From formula (2) we 
find that the draft loss in the chimney 

n OQ ,20^X1 00 X (500 X 461) ^^^. , ^ 
Dc = 2.3 X wrT^ = 0.11 m. of water. 

The available draft at the base of the chimney is therefore 0.67 
— 0.11 = 0.56 in. of water. 
1 Steam Power Plant Engineering — Geo. F. Gebhardt — 5th Ed., p, 289. 
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In the table in Fig. 162 the available draft is given for chim- 
neys of various diameters all 100 ft. high, with given quantities 
of Que gas passing per hour based on a temperature of gases of 
SOO'F. For any other height of chimney the draft may be ob- 
**ined directly from the table by simply multiplying the draft 
Kiv-en in the table by the actual height, and dividing by 100. 

X>RAi>T Produced bt CaiMNEr 100 Feet Hioh in Incbeb of Water 
Average Temperature of Chimney Gases, 500°F. 



Per hour 


































lb. 1 30 

1 


*a 


48 


54 


«0 


M 


72 


78 


M DO 


ga 


""r 


114 


'I'"" 


144 


168 


.» 


ISO 


aojwoLw 


..^! 




1 












1 










ao.ooo .42 


.H 


,mI 


























■iOOOO 21 


.« 


■«-«' 
































so.ooo 


.34 




.<T 


.81 




















, 










V0.0O0 


.10 


.42 


.U 


.G9 


.61 


-M 


























aaaoa 




.2! 


.43 


M 


.GS 


-ftl 


.S3 


























1 00,000 






.30 


.45 


.U 


.58 


,01 


a 


.(M 






















X30.000^ 








3^ 


.47 


.M 


.58 


61 


.63 


.64 


,M 


















leiuxx), 










.31 


43 


.U 


.M 


.50 


«2 


.63 


.64 


OS 


05 












aoo^ooo, 




j 






an .4^ 


.50 


.U 


59 


.81 


.62 


03 


iM 


05 
















1 






30 


-41 


.46 


.M 


57 


«o 


ai 




.» 


.65 














I 








ai 


41 


48 




fiS 


so 


51 


.63 


.W 


,65 






800.000 












1 




40 


4T 


.u 


5S 


58 


82 


,83 


.65 


.85 


OS 


400MO 


















42 


.48 


.M 


66 


.60 


.82 


.64 


.65 


.66 














1 








43 


49 


.U 


.58 


-fll 


.63 


84 


.05 














1 








44 


40 


.W 


.80 


.62 


.64 


.85 






1 














30 


45 




,58 


.ftl 


.63 


64 


■00,000 




1 ■ 












41 


" 


.BT 


80 


62 


03 



For othar heictau multiply thn dra 
whiah the dnit n to br dctrrniinpr 



The set of ciures in the diagram in Fig. 163 gives the same in- 
formation, with the addition of extra scales which enable the 
draft to be determined for temperatures of 300'F. and 700°F., 
as well as SOOT. By interpolating between the results so ob- 
tained, the draft may be quickly determined for any tempera- 
ture between these limits. 

This table and diagram may be used for determining the he^^t 
and diameter of chimney required for any boiler plant, to produce 
a given amount of draft, regardless of the kind of fuel used, pro- 
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vided the quantity of flue gas passing per hour can be approxrz 
mately estimated. 

The weight of flue gas passing per second or per hour depends 
for practical purposes, on just two things: 

(1) The weight of fuel burned. 

(2) The per cent, excess air used in burning it. 




Other influences, such as moisture or oxj'gcn in the fuel, or 
steam used to atomize oil, may be neglected, as their effect ia 
small. 

The weight of oil burned mider a boiler, operating at 70 per 
cent- efficiency, amounts to 2?^ lb, per hour per bir. h.p. As 
this efficiency is easily obtained with ordinary care, this is a 
liberal figure to use for design purposes. 
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Oil can be burned with nO(iuor6jthan 15 per cent- excess air, 
'^Teapondiug to 14 per cent. COj, but as extreme care is required 
*** attain this result the cliitnncy should be designed on a more 
uberal basis. A safe figure to use is 50 per cent, excess air, eor- 
''**ponding to 10 per cent, COj. The theoretical amoiint of air 
"^luired runs from 13 to 14 lb. per pound of oil, depending on 
tr»e chemical constituents of the oil. Taking 14 lb. as the theo- 
retical amount of air, and adding 50 per cent, excess, we have a 
*^tal of 21 lb. of air for each pound of oil, and as the pound of 
*^il is completely gasified, there are 22 lb. of flue gas per pound of 
'^il. Multiplying this by the 2?3 lb. of oil per h.p. gives 58.7, 
^ir approximately 60 lb. of flue gas per hour per boiler h.p, Con- 

squently the weight of flue gas per hour passing up a chimney 
f be estimated by multiplying the actual boiler horsepower by 



In practice it is customary to overload boilers up to 150 per 
it., 200 per cent, and sometimes as high as 300 per cent, of 
^tiieir rated capacity. The actual horsepower may, therefore, be 
I'Very different from the installed capacity. In designing the 
chimney it is essential to know what capacity is expected from 
the boilers, and be guided accordingly. 

An Example of Chmmey Design for Sea-level Installation. 
Let us from this data ascertain the diameter of a 100-ft. chinmey 
capable of properly creating a draft for a 1000 h.p. boiler instal- 
lation so that the stack is of sufficient size to accommodate a 
50 per cent, overload. It is assumed that the stack is centrally 
located and that it has short flue connectionswith ordinary operat- 
ing boiler efiiciency and that a draft of 0.5 in. at the base of the 
chimney is sufficient. Since the 1000 h.p. boilers are to operate 
at 50 per cent, overload, the actual horsepower will be 1500. 
Multiplying this by 60 gives 90,000 lb. of flue gaa per hour. 
Prom the diagram it is seen at a glance that the chimney nmst be 
a little more than 60 inches in diameter to give the required 
"t of 0.5 in. witli gases at an average temperature of .'JOCF. 

It will be noted from the table tliat it is possible to get several 
different combinations of heights and diameters of stacks, to 
produce a given draft for any particular weight of flue gas con- 
sidered. For instance the diagram shows that a stack 54 in. 
diameter and 100 ft. high will give a draft of 0.36 in. when passing 

,000 lb, of flue gas per hour at a temperature of 500''F. If the 

ight of this stack is increased to 140 ft., the draft obtained would 
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be 036 X »<9ioo = 0-50 in., which is the same draft for which thg-1 

60 in. X 100 ft. stack was figured in the prerious exsniple. a 

number of other combinaticois iJ height aod diameter can be mad- S 
that win give the same draft. The choice of the actual chimne y— 
to be used must therefore depend on other consideratktos be^-« 
sides the draft and in practice this point b eettled by seleetin g^ 
the chimney that will be the cheapest lo buikl. The cost of ^a* 




civ at SMttk. EwtUk* ua N*^^ P.t - 

chimner is lOUgMy proportiooed i< ' - ~ i's diameter. 

M»d on this bi^ it has been founi :_ . :_- L.-'^t ecotKMuica) 
ehimoey to build, for a giv«n set of rooditioBS. e that in wfaidi the 
nTailafale draft b equal to eiKht-4«tths of the theoretical diaft. 
In the diagram in F^. 163 this wtowwhip is iitdicated fay the 
vertkal dotted tine, and the pfoper dtametor of stack b found at a 
i^ce by Doting the point at wfakk the diameter ewrves crws tius 
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For example, considering once more the case of 1000 h. p. 
**'l-fired boilers operating at 50 per cent, overload, and requiring 
^■^ in, draft at the chimney base, we have, as before, 90,000 lb. 
*•' flue gas per hour at a temperature of SOOT. Following the 
'horizontal line corresponding to 90,000 lb. per hour, until it 
'^I'OBsca the vertical dotted line, wr 
^iid that the cheapest chimney to 
build for this capacity will be be- 
tween 60 in, and 66 in. diameter. 
'it is customaPi' to build stacks with 
diameteTB equal to some multiple of 
6 in. We may therefore select 66 in. 
as the required diameter. The dia- 
-gram shows that under the assumed 
conditions the draft for a 66-in. 
stack, 100 ft, high, willbe 0,555 in. 
Since the draft reciuired is only 0.5 
in., the height of the stack may be 
reduced in proportion, making it 90 
ft. high instead of 100 ft. It is 
thus found that the proper size of 
chituney for the conditions of the 
problem is 66 in, diameter and 90 
ft. high. 

In the table in Fig. 162 the chim- 
ney of least first cost is indicated by 
printing in bold type the draft ob- 
tained from the proper siae of chim- 
ney for each given capacity. 

Sometimes stacks must be built 
higher than would otherwise be 
necessary, in order to discharge well 
above surrounding buildings, in 
which case a smaller diameter may 
be used than would be required for 
a lower stack. In tall office build- 
ings the height of the stack is determined by the height of the 
building itself. It is not generally known that the tallest chimney 
in the world is the one provided for the power plant of the 
Woolworth Building in New York. 

Chimneys that have small diameters in pi-oportion to their 




fiu. il)5.— The ixiwai pUiit in 
the Woo I worth Building, Now 
York, hiLB tha tailoHt chimney in 
the world. The hei){hC of the 
Htopk is determinod by that of 
the building, but in aoiae cosea 
the BtBck must be built extra 
high in order to discharga wbII 
above aurroundiiig buildiDga. 
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height are somewhat objectionable on account of the vftriahili t.- — .: 
of the draft. At the full load of 1000 boiler h.p,, as we have seen::^ 
a 54 in. X 140 ft. stank gives the same draft as a 66 in. X 90 ft. — 
stack. At light loads, however, the 54 in. X 140 ft. stack wil&l 
give a much greater draft, for it still has its full height, hut the^ 
friction loss is much less. This increase of draft at light load^^ 
requires special care on the part of the boiler fireman to adjust hi^^ 
dampers for proper air regulation. 

Correcttons in Chimney Height for Altitude.— We shall next 
consider the necessary corrections to be 
made in the dimensions of proposed chim- 
neys in their relation to altitude above the 
sea. All chimney dimensions and tables 
have been computed on the basis of sea- 
level pressures. From our equation of 
draft readings previously derived, it is seen 
that the draft depends directly upon the 
atmospheric pressure. Hence it is evident 
that since the higher the altitude, the less 
the pressure, the stack must be lengthened 
in proportion to the barometric readings. 
Thus if i/ is the proper height of a chim- 
ney at sea level or barometric pressure P,, 
__, then Hi the proper height at the altitude 

; ■ H Pi above sea level is as follows; 




or if r is a factor obtained by dividing the 
barometric reading at sea level by the 
barometric reading at the proposed point 
of installation, 

//, = rH 

This reasoning is based on the assumption of constant draft 
measured in inches of water at the base of the stack for a given 
rate of operation of the boilers regardless of altitude. 

An important point to consider in the construction of the stack 
is how the altitude will affect the cross-sectional area. At high 
altitudes the air becomes less dense, hence the area should be 
larger in order to pass the required weight of air needed 
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the stack at the higher altitude should have the same frictional 
resistance as that used at sea-level. This new diameter is de- 
termined by multiplying the diameter obtained on the basis of 
sea-level assumption by the ratio r of barometric heights raised 
to the%th power as above deduced. 

An Example of Chinmey Design at Altitude. — Since it is now 
seen that the factor or ratio of sea-level pressure to the pressure 
at altitude enters as a first and a two-fifths power, a chart is 
herewith given by means of which this factor may be quickly 
raised to the power desired for altitudes up to 10,000 ft., without 
any reference to barometric pressures. 

As an example, let us find the proper proportions of a chimney 
to amply provide for a 1000 boiler horsepower installation situ- 
ated 8000 ft. above sea-level. 

We have hitherto found that the proper dimensions at sear 
level for such an installation are 66 in. in diameter for a height of 
90 ft. Applying our rule set forth above, we find from the chart 
that r for 8000 ft. is 1.357. Hence the proper height is 122 ft. 
at this altitude, and since r raised to the %th power is found from 
the chart to be 1.130 the proper diameter is 74.5 in. 



CHAPTER XXX 
ACTUAL DRAFT REQUIRED FOR FUEL OIL 

For every kind of fuel and rate of combustion there is a certain 
draft with which the best general results are obtained. A 
comparatively light draft is best for burning bituminous coals 
and the amount to use increases as the percentage of volatile 
matter diminishes and the fixed carbon increases, being highest 
for the small sizes of anthracites. Numerous other factors such 
as the thickness of fires, the percentage of ash and the air spaces 
in the grates bear directly on this question of the draft best 
suited to a given combustion rate. 

For fuel oil, the question of draft required is greatly simplified 
by the fact that the air does not have to be drawn in through a 
thick bed of fuel and there are no ashes or chnkers to further 
complicate the matter. The resistance offered to the entrance 
of air to the furnace is caused by the checkerwork furnace floor, 
and as the openings in the checkerwork can be altered at will, it is 
evident that the amount of draft required in the furnace will 
depend largely on the arrangement of checkerwork adopted. 

For a furnace arrangement such as shown on page 158, in 
which the total net area of free air space amounts to 3 to 33^^ sq. 
in. per rated horsepower of the boiler, the draft n»qiiired in the 
furnace amounts to the following, approximately: 

Per cent, of rating Draft in furnace, 

inches of water 

100 05 

150 10 

200 25 

The draft in the furnace is only a small proportion of the total 
draft that must be suppUed by the chimney, for it is necessary 
to add to the furnace draft the draft loss caused by the friction 
of the gases in passing through the boilers, breechings and flues 
leading to the chimney. 
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DRAFT LOSSES IN STEAM POWER GENERATION 

The loss of draft is greatest in boilers having the longest path 
of gases, the greatest velocity, and the greatest number of chaiiges 
in direction of flow of gases. A boiler having a single pass witlr 
the hot gases entering at the bottom and leaving at the top has a 
minimum draft loss. In most designs of boilers, however, this 
arrangement cannot be adopted as the area of gas passage would 
be too large. This would result in the gases short circuiting, 
that is passing in a narrow stream from one comer to the other 
without coming in contact with all of the heating surface. To 
make the heating surface effective in absorbing heat from the 
gases it is therefore necessary to provide baffles in the boiler, 
which deflect the gases and cause them to travel back and forth 
until their temperature has been reduced as much as possible. 

The arrangement of baffles is a feature of boiler design and need 
not be entered into here. It is well, however, to refer briefly 
to the general principle involved, namely, that the higher the 
velocity of gases traveling over the heating surface the greater 
wiU be the coefficient of heat transfer. Consequently it would 
seem that in order to insure maximum efficiency of the boiler 
there should be a large number of passages of small area, so as 
to insure high velocity to the gases. This is true up to certain 
limits, but unfortunately it is soon found that the additional loss 
of draft caused by increased friction and extra changes in direc- 
tion of the gases makes the production of the required draft 
both difficult and expensive. 

In the majority of water tub(^ boilers tlu* baffles are arranged 
for three passes, that is the gases are forced to travel the length 
or height of the boiler setting three times before reaching the 
stack. With this arrangement the areas of passes are such as to 
give the gases a velocity of 10 or 15 ft. per second when the boiler 
is operating at its rated capacity. By increasing the number of 
passes to four or five the velocity may be increased to 20 or 30 
ft. per second. This results in a higher rate of heat transmission 
so that more heat is absorbed from the gases, reducing their 
temperature and resulting in less waste to the chimney. 

To enable the number of passes in a boiler to be increased the 
chimney must be designed to suit the increased loss of draft that 
will occur. Thus in every case the actual draft loss should be 
determined as clos(»ly as possible, and the actual figures for the 
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particular co-sc in hand used iii cloeiKiiing ttio chimney. It is 
dedrabjqtin all cases to design the slack for a greater draft than 
is expected, for it is a simplf matter to FKduce the draft l>y closing 
in on the damper, whereas if the draft is insufficient nothing can 
,be done to increase it. Again, it may Iw desired at some future 
time to increase the number of pat^t^s in the boiler, or otherwise 
modify the baffles in such a way as to require more draft. This 
would be impracticable unless the stack is large enough to pro- 
duce a HUrplus of dra/t. 

In order to give the reader some general ideas of computations 
involved in ascertniuinf; draft losses assumed in design wo shall 
now pass to a brief consideration of this problem. 

Loss of Draft in Boilers. — The loss of draft through a boiler 
proppr will depend upon its type and baffling, and will increase 
with the per cent, of rating at which it is run. For design pur- 
poses, it may be assumed that tho loss through an oil fired Iwiler 
between the furnace and the damper will be O.lo in. when it is 
run at its rating, 0,3.5 in. at 150 per cent, of its rating and 0.00 
in. at 200 p<'r cent, of its rating. 

Loss in Flues and Turns. — With circular steel flues of approxi- 
mately the same size as the stack or when reduced proportion- 
ally to the volume of gases thpy are to handle, a convenient rule 
is to allow 0.1 in. draft loss per 100 ft. of flue length and 0.05 in 
for each right angle turn. These figures are also good for square 
or rectangular steel flues with areas sufficiently large to provide 
against excessive frictional loss. For losses in brick or concrete 
flues these figures should be doubled. 

Thus the loss in draft flues and turns for an installation having 
a flue 100 ft. long and containing two right angle turns is 

Loss for flues, per 100 ft. O.l m. 

Turns 2 X 0.05 0.1 in. 

0.2 in. loss 

Total Available Draft Required.— We are now enabled to 
lupute the total available diaft required for a boiler installation 
by summing up the separate components required for the fur- 
nace, tor the boiler, for the flues and for the turns. 

Thus, for an oil fired boiler to operate at 200 per cent, of its 
rat-ed capacity, connected to a chimney through a flue 100 ft. 
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loiiK and (rontaining two right angle turns, we have the 
following: 

Draft in fumacr . 25 in. 

Draft loss in boilor . 60 in. 

Draft loss in flur 0. 20 in. 

Draft required at base of chimney 1 . 05 in. 

The size of chimney required to produce this draft may be 
determined by the method described in the last chapter. Thus, 
let us suppose we are considering an installation of 2500 h.p. 
At 200 per cent, of rating there will be 5000 h.p. actually devd- 
oped, and the quantity of flue gas produced by the oil fires will 
be 5000 X 60 = 300,000 lb. per hour. From the diagram oa 
page 258 we find that a chimney for this capacity should be 
102 in. diameter. We may assume that at the capacity con- 
sidered th(» average t<»mperature of chimney gases will be 600T. 
The diagram on page 258 gives the draft for a chimney 102 in. 
diameter and 100 ft. high with 300,000 lb. per hour of flue gaSy 
0.525 in. for 500°F., and 0.63 in. for 1W¥. Interpolating we 
have a draft of 0.58 in. for a temperature of 600*T. Since the 

draft required is 1.05 in., the height of the chimney must be 

1.05 
100 X ./-*u = 181 ft. This is the height of the chimney above 

the point at which the flue enters. If the flue enters the chimney 
14 ft. above the ground, then the total height of the chinuMy 
must be 195 ft. 

Artificial Draft. — As we have seen draft in a stack is caused 
by diflf(T(»nce in pressure between the gases inside and outsidei 
r(\sulting in a flow of air from the higher external pressure to the 
lowiT int<Tnal pressure. A similar difference in pressure, and 
conseciu(»nt flow of air, may be produced by a fan or blower in- 
st(»ad of by a chimney. When this is done we have what is 
known as Artificial Draft. 

Th(»re an* two forms of artificial draft known as Forced Draft 
and Indu('(Hl Draft, the distinguishing feature between the two 
being tlio location of the fan in respect to the ]K)iler. 

In the case of Forc(»d Draft the fan sucks air direct from the 
atmospliere and delivei-s it to the boiler, under pressure somewhat 
greater than that of the atmosphere. In the case of Induced 
Draft the fan is located between the boiler and the stack, sucks 
the gases of combustion out of the boiler and discharges them to 
the stack. 
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I Since Forced Draft product's a pressiiic grt'ater than atmos- 
iheric, its use is confined printipally to forcing air through a 
thick bed of fuel on the grates. It is used largely in (connection 
with certain kinds of stokers, and frequently with hand fired 
boilers using low grade coals. Forced draft is not suitable for 
steam atomized oil fired boilers, because there being no fuel bed 
on the grates to offer resistance, the posilivt; pressure from the 
fan discharge would be carried up into the boiler setting. This 
would cause the gases to leak out into the boiler room, and in 
some cases would result in excessive furnace temperature and 




T. — ESIerior view of San FrariPiwo's new hinh preaaiiro aall water 
pumping plftnl, ahoiviog diimnoy dosigti fur fuel oil pructice. 

icv of the hqiuinc for thf T»nii«ail SUwl hiili prcnurr ult wslrr pumpiiw 
n Fmndtca. The ehimaey alnck am ■hown illiutrntn the b*«t laniJ moct prr- 
q( dqigb for furl uil practice- So artiGrisI iiieana of produHpc 4 draft b 

ji PraociBCO ** hmppencd auring ApriL LWfii in tlu dtyt ^ tbc Ereat fire. 

-ning out of the brickwork. For satisfactory operation of 

tAtionary boilers it is necessary to keep the pi^aaui^ of the 

i within the boiler setting slightly lower than atmospheric 

preamipe. When forced draft is used the positive pressure 

should not extend beyond the ash pit. Forced draft is used 

extensively with Mechanical Atomizing oil burners, where owing 

il area for air admission it is impowible t-o get into 
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the furnace enough bat for high overloads by means of natural 
draft. 

Induced draft can be used instead of natural draft wherever 
desired. It is cheaper to install than a high stack, but the power 
required to drive the fan makes it more expensive to operate. 
It is of especial advantage where the gases escaping from the 
boiler are passed through an economizer to absorb some of their 
heat, before they are allowed to reach the chimney. The 
economizer introduces added frictional resistance to the gases 
so that extra draft is required. Besides this, the economizer 
reduces the temperature of the gases to such an extent that to 
obtain sufficient draft without a fan would require a stAck of 
excessive height. By installing an induced draft fan between 




the economizer and the stack, ample draft can be obtained 
regardless of the height of the stack or the temperature of the 
gases. 

Induced draft is also of value, even when economizers are not 
employed, in cases where it is impracticable or undesirable to 
build a stack of normal height. An example of this is found in 
the power plant of the University of California, where a high 
unsightly stack would seriously interfere with the architectural 
features of the university buildings. By building a stack only 
50 ft. high, and supplementing it with an induced draft fan, 
this difficulty was overcome. 
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CHAPTER XXXI 
CHIMNEY GAS ANALYSIS 

Wc have found in jin'ocding discUMsions that for practical 
purposes the gases passing out through a chimney from the 
central station boiler are usually considered to be composed of 
carbon dioxide, oxygen, carbon mon- 
oxide and nitrogen. Since these 
constituents are usually determined 
volumetricaJIy we shall represent them 
by the symbols V,, V,, Vt, and K*, 
respectively. We shall now proceed 
to a discussion of the usual methods 
employed in dclcrniininK the flue gas 
analysis durinc the holler test. 

The Taking of the Flue Gas Samples 
and Analysis.— Certain solutions have 
tic'cn found in the chemist's laiwratory 
that will absorb carbon dioxide and 
will not absorb oxygen, carbon mo- 
noxide or nitrogen. Again another 
fiolution has been found that will 
absorli oxygen but will not absorb 
rarbon monoxide or nitrogen. And 
still a third solution lias l)een found 
that will absorb carbon monoxide but 
will not absorb nitrogen. If then a 
contrivance can be set up so that a 
flue gas sample may be successively 
washed in these solutions, a means is 
provided for determining an analysis 
by volume. 

Orsat Apparatus. — Let us then see 
how the flue gas analysis is taken. 
The apparatus commonly called the ^"'- i^o— A carbon divide 
Orsat Apparatus (see Fig. 171) con- 
BiBts of a wooden case with removable sliding doors which con- 

Kn a measuring tube or burette B, three absorbing bottles or 
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pipettes. P', P", and P'". In addition a leveling bottle A and 
connecting tube T are also provided. 

The tube E is eonncc^ted to the point in the flue at whi<;h 
the sample is to be takon. The instrument is firet set in 







operation by closing the stop-cocks /, g, and e, d being open. 
By lowering the leveling bottle A, a sample of the gas ts 
drawn into the burette B. This preliminary sample is then 



i 



rniMNEY GAS ANALYSIS 



273 



**r>^ed to the atmosphere by raising the bottle A and allowing 
**e gas thus put tindpr pneasure to pass out through a bj'-pass at 
- This process is continued until it is couaiderttl that an average 
**"^ple hae liecn drawn into the burotti- B. The leveling bottle 
" *« next lowered so as to cause the wat*r in burette B to come 

(ro mark. By raising the bottle A the water ia again 
to burette B and the gas sample expelled through stop- 
to the pipette P', in which there is a chemical solution 
*□ 




loor Iroiit t,ad back' u bdoi 
irl of tlw, Powef Twt Copmi 

II iHiltTe.tosPthBr wlUi the di 



1 absorbinc bottlei or pipettes, ao^ 






that absorbs carbon dioxide, but will not absorb oxygen, earbon 
monoxide or nitrogen. 
To Ascertain the Carbon Dioxide Coatent of a Flue Gas. — 
actly 100 CR. of gas were originally drawn into the burette 
If now the levehng bottle A is again lowered to draw the 
I back through atop-cock e, the volume in the burette will be 
ind to have lessened in quantity so that instead of reading 
} it now reads Ni which indicates directly tbe volume of car- 
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bon dioxide that was present in the gas, for evidently this volume 
has been absorbed in the pipette P*. Hence, we have 

Vi = A't (1) 

To Ascertain the Oxygen Content of a Flue Gas. — In a similar 
manner the gas sample in the burette B is now forced through 
pipette P", in which is a solution that will absorb free ox>'gen in 
the sample but will not absorb carbon monoxide or nitrogen. By 
means of the leveling bottle A, the sample is next drawn back 
into the burette B and a reading .V* noted. It is now e>ndent 
that the 03c>'gen content erf the flue gas may be computed from 
the formula 

Ts = S\ - V, (2) 

To Ascertain die Carbon Monoxide Content of a Flue Gas. 

The pipette P'" similarly contains a solution which readily ab- 
sorbs the carlKin monoxide present in the gas, but will not absorb 
nitrogen. Hence we proceed as in the two former instances 
and rvtum the gas sample to the burette which now reads Nj. 
Cons^H:iuently the carbon monoxide which was present in the 
flue gas is obtained from the formula 

Vz = A-, - (T'i+ r.) (3) 

To ascertain die Nitrogen Content of a Flue Gas. — We assiune 
that all of the gas which remains in the sample is nitrogen. Con- 
s^H\uently the nitrogen content is obtained from the formula 

V, = 100 - (Vi + T'. + \\) (4) 

An Approximate Check on the Orsat Analysis. — Air is found 
by weight to have 76.85 per cent, nitrogen and 23.15 per cent. 
o.\>'gtni. By volume this analysis will be found to be 79.09 per cent. 
uitn>gtMi and 20.91 per cent. ox>'gen. Since 1 unit by volume of 
o-\vgtni forms 1 unit by volume of carbon dioxide in the burning 
ikf pun* carlK>n the actual percentage of nitrogen in the chimney 
gash's is not altered but should remain 79.09 per cent, if perfect 
combustion is maintained. 

i>n the other hand, when imperfect combustion is under way, 
or in other words, when some carbon monoxide is being formed 
I unit by volume of oxj'gen forms 2 units by volume of carbon 
monoxide. Hence when pure carbon is the fuel, the sum of the 
IH^rcentages of carbon dioxide, oxygen, and }^ the carbon monox- 
ido umst be in the same ratio to the nitrogen present as the oxygen 
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^ the air is to the ottrogen component, namely as 20.91 : 79.09. 
^'Ua is a convenient check upon a fine gas analysis in the prog- 
of the experiment. Thiia if an analysis of chimney gas is 
**^nd to contain by volume 9.5 per cent, carlxin dioxide, 10.2 
J*^*" cent, carbon monoxide, 5.2 per cent, oxygen, and 75.1 per 
*^«lt. nitrogen, according to this proportion, we should have 

I 9.6 + 5.2 +,'-^: 75.1 = 20.91 : 79.09 

r'^t^^in investigation this will be 
"^^^lid to be approximately Inic 

**-**<3 well within the limit of ex- 

,*^^*"iraental accuracy. 

As California crude oil contains 
lally about 11 per fciit. of 
^Vdrogen, the ready chetking 
'*'Wve indicated proves of no 
*VaiI since the hydrogen content 
ie not taken af:eount of in the 
(treat or flue gas analysis. As 
the relationship serves, however, 
to clinch our ideas of volumetric 
proportions of entering air and 
outgoing flue gases, it is well to 
Iwar it in mind. 

In boilera fired by coal contain- 
ing little hydrogen the CO does F,o, 172— HaynHB^nnuIyifir, tou- 
not usually exceed 1 or 2 per '■'ement (or carryiLg (r.,ni place lo 
oent. and the sum of the Orsat 

readings C0.+ O 4- CO is usually beween 20 and 21 per cent. 
When burning oil, on the other hand, the mm of these readings 
may be as low as 16 or 17 per cent, due to the large proportion 
of hydrogen in the fuel, which means an apparent nitrogen con- 
t*'nl. of 83 or 84 per cent. The reason for this is that the water 
vapor formed by the burning of hydrogen condennes in the Oraat 
apparatus and occupies praetically no volume, but the oxygen 
which unites with the hydrogen brings with it the aanie propor- 
tion of nilrc^en as does the oxygen that uniu-s with the carbon. 
Consequently the Orsat indicates a larger proportion of nitrogen 
than would oceur if the fuel were pun- earlKin. 

Chemical Fonnulas for Preparing the Absorption Solutions. 
The bottle ,-1 and the measuring tulx- or liun-tte H contain puru 
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water only, while the first pipette P' in which carbon dioxide is 
absorbed contains sodiuni hydrate dissolved in three times its 
weight of wjiter. Tlio second pipette P" in which oxygen b 
absorbed contains PyrogalUc ai^id dissolved in sodium hydrate 
in tlie proportion of five grams of the acid to 100 cc. of the 
hydrate, and in the third pipette wherein carbon monoxide is 
absorbed cuprous chloride is contained. These chemicals are 
sold by most of the large dealers. 

Another series of formulas which work equally well and in 
many cases are more easily prepared, are the following: 

To absorb the carbon dioxide, potassiimi hydroxide is used, 
and is made by diluting 500 grama of commercial potassium 
hydroxide in one quart of water. To absorb the ojtygen, potas- 
sium-PyrogalUte is used wherein five grams of solid acid in 100 
cc. of potassimn hydroxide above mentioned is prepared. When 
over 28 per cent, of oxygen is present, it is necessary to use 12 
grams of commercial potassium hydroxide to 100 cc. of water. 
To alisorb the carbon monoxide, cuprous chloride is usetl which 
is prepared by covering the bottom of a quart measure with 
cuprous chloride (CuO) to a depth of ^ths of an inch. The 
measure is then filled with hydrochloric acid, shaken and sdlowed 
to stand until it becomes colorless. The copper wire is then 
placed in the solution and left to stand for a number of hours. 

The Hemphel Apparatus for Determining the Hydrogen 
Content.^ — It is seen from the above description that no means arc 
provided to ascertain whether or not the hydrogen content of the 
fuel is being properly consumed. This determination can only 
be made by the refined laboratorj' apparattis of the chemist. 
The authors consider that such a test is beyond the scope of this 
work, hence the description of the Hemphel apparatus and its 
operation will not be undertaken in these pages. Standard 
works on this subject are, however, available in all chemical 
engineering libraries for those who desire to go into this subject. 
Except for refined tests covering certain particular problems in 
combustion the Orsat analysis of flue gases is considered suffi- 
ciently accurate for power plant practice. Indeed, in most 
instances, as we shall see, the determination of the carbon dioxide 
component alone gives us sufficient information for ordinary 
operating conditions. 

Gas Analjrsis in the Power Plant. — The simple Orsat apparatus 
is used very extensively in many power plants. It is reliable and 
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accurate and its only objections are that it is a somewhat delicate 
instrument and requires careful manipulation. 

There are on the market other instruments that are more 
ragged in construction and therefore more suitable for power 
plant work, by which it is possible to determine the COt only. 
^JVTiile for any scientific investigation or accurate test it is neces- 
^MUy to determine the ox>-gen and CO as weU as the CO2, there are 
^Hpany eases in practical operation where a determination of the 
^■tX>j alone is very valuable. There- 
fore, the simple instrument by 
which this can be done has a useful 
place in power plant work. 

One of these instruments which 

I illustrated in Fig. 173 is known 

B the Dwight COs Indicator. This 

itruraent consists of a metallic 

seel, into which is pumped a 

large of the fine gas to be analyzed. 

lie vessel contains a small quantity 

Caustic Potash solution for the 

ipurposo of abaorbing the COi in the 

sample. As soon as the gas is 

taken into the receiver the cocks arc 

jed, and the instrument is shaken 

t thoroughly mix the gas with the fio. 173. 

lorbent solution, thus removing n^-isht Mfg. < 

applied for. 

( COs content. A small amount 

[ mineral oil floats on top of the Caustic Solution to keep the 

s from coming in contact with the caustic until after tlie cocks 

: closed and the instrument shaken. Removing the COa in 

B gas reduces either its volume or its pressure. In this case, the 

lume remains constant, and consequently the removal of the 

I reduces the pressure, in accordance with Boyle's Law (page 

]4). The reduction in pressure is measured by a small vacuum 

PKUge, which is calibrated to read direct in percentage of COj. 

Another instrument known as the Pocket COi Indicator 
is illustrated in Fig. 174. This is a compact portable ins- 
trument that operates on the same principle as the Orsat, and 
lakea accurate COi determinations. 
^ Conclusion on the Orsat Analjrsis. — By care and a little pa- 
ince, the experimenter will find that the Orsat analysis us 
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above set forth can be taken easily and quite accurately, and 
thus a splendid lot of data obtained wherewith steam boiler 
economy and operation can be checked. If wrong conditions 
of combustion are found to prevail the proper adjustments can 
then be made in the furnace and its accessories. 

We shall next proceed to formulate some equations whereby 
the data gained from the flue gas analysis may be thrown into 
more useful analytical fonu. 




» 



CHAFrER XXXII 

ANALYSIS BY WEIGHT, AND AIR THEORETICALLY 
REQUIRED Hf FUEL OIL FURNACE 

In the last discussion it was found that Oraat analyses of 
chimnpy gases are always made volumctrically. In computing 
combustion data from these analyses, however, it is often nec- 
I'ssary to have the proportions or percentages by weight instead 





mot by volume. The volumes of carbon dioxide, oxygen, carbon 

■monoxide, and nitrogen which constitute the chimney gas analy- 

B of a sample volume by means of the Orsat apparatus will be 

BrepreseQted by Vi, Vt, V^, V», respectively in this discussion. 
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Let us now see how we may transfer this relationship so that 
proportions by weight of Mi, Af,,. M, and Mt pounds maiF 
respectively set forth the constituents of a flue gas sample oi 
weight M pounds. Since we are only in search of proportions 
by weightr— that is a ratio of Mj to M, Ma to M etc., it is c'VT-- 
dently not necessary to actually know the quantitative values 
of the weights involved. 




Fia. 178.— Roeoi 



Fundamental Laws Involved. — In a previous discussion we 
found (see page 48) that all perfect gases follow the composite 
law — ^namely, that at any particular state the product of its 
pressure p and volume V is equal to the product of its weight 
M and absolute temperature T multiplied by a constant R, 
or mathematically expressed 

pV = MRT 

Hence, we may at once write the respective mathematical re!a- 
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loiiships for the carbon dioxide, oxygen, carbon monoxide, and 
'trogen of the flue gas. 

Il; is to be remembered that in the case under consideration 
^^ pressiure p and the temperature T have the same value for 
^^h component in the flue gas; consequently, we shall not put 
^y individual subscript for the pressure p and temperature T, 
^ 'that we may write these individual expressions as follows: 

pVi = MiRiT or Ml = 1^ 
pVt = M^R,T or itf 2 = 1^ 

pV\ = M,R.T or itf . = -|^ 

pV, = MJi*T otM, = ^ 

HI A 

^nd for the gas as a whole, we have 

pV = MRT or M = -|^ 

In our previous discussion on the elementary laws of gases, it 
^as also found mathematically that the constant R for any 
perfect gas is obtained by dividing 1544 by the molecular weight 
of the gas in question (see page 47). 

From any book on elementary chemistry we find the molecular 
weight m of carbon dioxide (CO2) is 44, that of oxygen (O2) is 
32, that of carbon monoxide (CO) is 28, and that of nitrogen 
(N,) is 28. 

Relationship of a Component Weight to the Whole. — Bearing 
this in mind, it is seen from the above mathematical relationships 

that, since R = » we have 

.. pV, mipV, _ „ ,. 
^* = IS = SS = ^"^'^'' 



2S2 

But jt/i 
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M = KmiVi + Km^Vj + A'm,y, + KmiV. 

Let C. = miV, + mjF, + msV, + wtiV* 
.-.M = A'C. 
Also Ml = A'?wil'i _ 

Ml _ KmV, _ m,Vt 
•^ M' KC. C. 




Fl.i. 177.- Vkhv of Ihc! fl..ni .irrr.riL'|.n,ynls, H)i.->winc lli>> lalvoB whirh MDItoI 
Iho inlot and outlet of oil from atornge tanks of Long Dobcb PUnt. SouUmo 
Calif omia Edison Com pony. 

A Concrete Rule lor Conversions. — This last equation non 
gives us a simple and ready rule for determining proportions by 
weight if the proportions by volume are given. In other words, 
this rule may be stated as follows: 

In any analysis by volume, the analysis by weight is found by 
first summing the products formed by multiplying pach com- 
ponent volume by its particular molecular weight. If now this 
summation C, is divided into the product of a component volume 
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perfect combustion is necessary. This is due to the fact that it 
is practically impossible to bring all of the entering air into inti- 
mate contact with the heated carbon, hydrogen, and other com- 
bustible ingredients of the fuel; consequently, unless an excess 
of air is admitted some of these ingredients will pass out of the 
chimney unconsumed. Good practice dictates from 15 to 20 
per cent, excess of air as the proper ratio for economic fuel oil 
consumption in the furnace. 

In order then to know when this ratio is properly established 
we must have some means of ascertaining the air theoretically 
required for perfect combustion as well as that actually used in 
the furnace per pound of fuel. 

Correction for Oxygen Appearing in Fuel Analysis. — In the 
composition of fuels varying quantities of oxygen (0) are found 
by analysis to be present. While in a sense this is in a free state, 
still the hydrogen content is reduced in heating value by an 
amount equal to the combining weight of this oxygen (0) with the 
hydrogen (H). Experimentally we find that 8 lb. of oxygen 
combine with 1 lb. of hydrogen. Hence, so far &a heating 
value is concerned and indeed so far as outside oxygen may be 
required for combustion of the hydrogen, the actual hydrogen 

content is reduced in value to \H — ^ j ■ where // represents the 

proportion by weight of hydrogen and O the proportion by 
weight of oxygen present in the fuel. 

Oxygen Theoretically Required for Fuel Combustion.- — The 
oxj'gen theoretically required is computed from a con.si deration 
of the fundamental chemical reactions that take place in the 
furnace. 

Thus, from chemistry we learn that to completely bum 1 
lb. of pure carljon ^^^gths of a pound of oxygen are required. 
Again to burn I lb. of pure hydragen 8 lb. of oxygen are required. 
And in the third place to bum 1 lb. of pure sulphur 1 lb. of oxygen 
is required. 

If now 1 lb. of fuel oil is found by analysis to contain C parts 
by weight of carbon, H parts by weight of hydrogen, parta 
by weight of oxygen, and S parts by weight of sulphur, it is 
evident that the weight of oxygen required per pound of fuel 
oil for perfect combustion is from tlie above discussion 
0\ , t. 
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Air Required per Pound of Fuel Btuned. — Since air is com- 
posed of 0.2315 parts by weight of oxygen, the theoretical weight 
of air Mta necessary to supply the oxygen above required for 
perfect combustion is 

Mta = j^CX ^y^jg + 8 ( H— ^j ^^2315 + ^ ^ 6:2315 
.-. Mta = 11.52C + 34.56 (h -^ + 4.325 (2) 

An Illustrative Example. — Fuel analyses are always given in 
proportions or percentages by weight. In a certain boiler test 
a sample pound of the fuel oil analyzed as follows: carbon 81.52 
per cent. ; hydrogen 1 1.01 per cent. ; sulphur 0.55 per cent. ; and oxy- 
gen 6.92 per cent. Let us then compute the weight of air Mta 
theoretically required to bum a pound of this oil. 

In applying the formula above deduced, it must be remembered 
that the symbols there given for hydrogen, oxygen, and sulphur 
contents are in proportions and not percentages. Bearing this 
in mind we have by substitution — 

Afia = 11.52 X 0.8152 + 34.56 (o.llOl- ^^^^ +4.32X0.0055 = 

12.92 lb. 

Having now learned how to convert the Orsat analysis by 
volume into proportions by weight and also to ascertain the 
air theoretically required per poimd of fuel, we shall in the next 
discussion determine actual combustion data by means of these 
stepping stones in computation. 
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COMPUTATION OF COMBUSTION DATA FROM THE 
ORSAT AMALYSIS 

N the last chapter the reader was 
shown in detail how to convert the 
Orsat analysis by volume t-o an 
analysis by weight. We now as- 
sume that the voluinetrie content 
of a sample of flue gas has been 
taken and that Vi, Vi, V,, and V, 
represent quantitatively the carbon 
dioxide, oxygen, carbon monoxide, 
and nitrogen contents respectively. 

If accurately ascertained these 
components of the flue gas enable 
the engineer, as has been previously 
hinted, to compute important eco- 
nomic conclusions on the com- 
bustion phenomena that are taking 
,ce in the boiler furnace. It is 
important to know, for instance, 
not only the air that is theoretically 
required for perfect combustion, but 
the actual weight of air that is being 
a<lmitted to the furnace per pound of fuel consumed. The 
weight of the flue gases per pound of fuel burned is, too, of 
importance, as well as many other details that may now be 
ascertained. Several different methods of utilizing the flue gas 
analysis have been proposed to arrive at combustion data. 
Let us now proceed to their consideration and discussion. 

Air Actually Supplied to Furnace per Pound of Fuel Biumed. 
There are three formulas that enable us to compute the actual 
quantity of air entering the furnace if we know the analysis of 
the chimney gases. 
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From volumetric experiments in chemistry we learn that Vi 

units by volume of oxygen form Vi units by volume of carbon 

dioxide, thereby burning Vi units by volume of carbon in the 

fuel. The unit volume of carbon is, of course, to be considered 

as a gas and not in its solid state as ordinarily encountered. 

Since carbon does not exist in a gaseous state at ordinary pressures 

and temperatiuie, the reasoning involved is, of course, incorrect 

in that particular. However, for purposes of deriving the 

formula there is no inaccuracy introduced by the assumption 

^ihat carbon in a gaseous state acts according to all well known 

^ws of chemistry. 

On the other hand, volumetric experiments in chemistry tell 

^*fi that -^ units by volume of oxygen form F3 units by volume 

^f carbon monoxide, thereby burning F3 units by volume of 

^^^rbon in the fuel. 

Again, Vt units of oxygen appearing in the flue gas have 

Evidently necessitated the entrance of V2 units of oxygen from 

^he air without, but have required no carbon from the fuel. 

F3 
Summing up, we find that (Vi + -^ + F2) units by volume 

^f oxygen have required (Vi + F3) units by volume of carbon 
^^ the fuel for the formation of the particular analysis shown 
^^ the flue gas. 

Therefore, one unit by volume of carbon in the fuel would 
^^uire 

Fa 

Fi +-^+ V2 



Fi + F3 

Units by volume of entering oxygen. 

A imit volume of carbon, however, weighs 12 pounds, while 
a similar unit volume of oxygen weighs 32 pounds. Hence, for 
every unit weight of carbon consumed in the furnace 

12 ^ Fi + F3 

units by weight of oxygen are required. Air has by weight 
0.2315 proportions of oxygen. Hence if C units by weight of 
carbon are found in each pound of fuel, the actual weight of 
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air Me admitted to the furnace to bum carbon per pound of fu^l 
burned is 

^' ~W^ 0:2316^ Vi+Vz ^ ^ 

.'.Me = 11.52 X T7 1 T/ X C' (1> 

r 1 "T r 3 

It is to be remembered that the derivation of this formula thus 
far has not taken into account the hydrogen content of the fuel. 
Since the Orsat analysis condenses the water vapor formed by 
the burning of the hydrogen with the entering oxygen of the air 
as the sample enters the first tube of the apparatus, the actual 
Orsat analysis indicates volumetric proportions for the dry flue 
gas only. We can, however, if we know the hydrogen content 
present in the fuel, make a correction or rather addition to the 
above formula so that the relationship will correctly represent 
the total admission of air into the furnace under test. 

In the previous chapter it was shown that if a fuel analysis 
indicates H units of hydrogen by weight and units of free 
oxygen by weight that the actual hydrogen available for combus- 
tion is Ih — j. j units by weight. 

It has been seen too that 1 lb. of hydrogen requires for 
its burning 8 lb. of oxygen, and that air contains 0.2315 
proportions by weight of oxygen. Hence the weight of air 
necessary to burn 

{h - ^) pounds of hydrogen ^^^^(h - -^)or 

34.56 (ff — 7:) pounds. 

Therefore, the total air Ma admitted to the furnace per poimd 
of fuel oil burned is 

Ma = 11.52 X y^_^_ y^ XC + 34.56 (// - ~j ^2) 

An Illustrative Example. — A certain California oil by chemical 
analysis is found to contain 81.52 per cent, carbon; 11.01 per cent, 
hydrogen; 0.55 per cent, sulphur; and 6.92 per cent, oxygen. 
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r The flue gas of a boiler under teat using this oil was found by 

I Orsat analysis to contain 8.6 per cent, carbon dioxide; 9.0 per 

^nt. oKj'gen; 1.1 per cent, carbon monoxide; and 81.3 per cent. 

litrogen. Let us by means of the above formula compute the 

air actually admitted to the furnace per pound of oil burned in 

■lie test. Before substitution we must remember that the above 

'Ontmla is expressed in proportions and not in perceatages. 

■Substituting then, with this in mind, we have 

V M ^ 11 fl2 X^Q^*^ +^ ■'"^^ +"-°^ X 0fiH2 

■ ■"■ "-^2 ^ o.osb + o.ou ^ "■**^^^ 



+ 34.56 X 0.1101 -- 



'^)^2 



H^r 



21.1 



A Second Formula for Ascertaining Air Actually Admitted to 
"^iJie Furnace. — ^Let us next deduce a formula recommended by the 
— *(\merican Society of Mechanical Engineers for the determination 
^Df the air supplied to the furnace per pound of fuel consumed. 

In the deduction of the last formula it was seen that the enter- 
ing oxygen combines with (V'l + Vj) units by volume of carbon 
an the fuel. With this entering oxygen, however, is associated 
Vt units by volume of nitrogen. Hence for each unit by volume 

of carbon consumed in the furnacel p /t t) units by volume of 
nitrogen enter with the oxygen into the furnace. Since one 
unit of carbon by volume weighs i^^gtha of the weight of one 
unit by volume of nitrogen, we have that for every pound of 
carbon burned in the furnace 



b 



12 '^ 



1+ V. 



pounds of nitrogen enter fiom without. But air is 0.7685 parte 
by weight nitrogen. Henee if fuei oil contains C parts by weight 
of carbon, for every pound of fuel oil burned in the furnace, the 
weight of air M„ drawn in from without is 




M, - 



, _ 2 8 r. 1 

12(1', + V,) ^ 0.7686 



(3) 



, An Illustrative Example. — Taking as an example the data set 

rth in illustrating the first formula deduced for ascertaining 
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the air actually admitted to the furnace, we have by substituting^ 
in this second formula that 

^- = ^-^^ ( o.o86'ro.Oi> -^^^^ = 20.7 lb. 

Weight of Dry Flue Gas per Pound of Fuel. — Since the entering 
air above computed combines with one pound of fuel, we may 
ascertain the weight of flue gas per pound of fuel oil consumed by 
simply adding unity to the weight of air actually admitted to the 
furnace. 

Let us, however, deduce a formula directly for this computation 
and check by numerical comparison the results obtained by the 
fonner methods. 

To convert an analysis by volume into an analysis by weight 
it has been shown that if these components, carbon dioxide 
(CO2), oxygen (O2), carbon monoxide (CO), and nitrogen (Nj) 
are respectively Fi, T2, V3 and V^ by volume, then by weight 
according to the formula derived in the last discussion, they will 
prove to be 

rniVi m^Vi rrizVz , vi^Va 

~c7' c: ' "cT' ""'' ~c7 ' 

wherein C, is obtained by summing up all products formed by 
multiplying each component volume by its molecular weight. 
For every pound of carbon dioxide (CO2) formed ^?^4 lb. of 

WL V 

carbon are consumed in the fuel oil. Hence to form i ^ lb. 

/v of — i - j lb. of carbon are 
consumed in the fuel oil. But rwi for carlx)n dioxide (COj) is 
44. Hence this quantity becomes— p-- 

Similarly, since each pound of carbon monoxide (CO) in its 
formation requires ^%s lb. of carbon from the fuel oil, for the 

formation of yj — lb. of carbon monoxide (CO), we must bum 

(28 ^^ 7" ") '^' ^^ carbon. But ma for carbon monoxide (CO) 
is 28. 

Hence this quantity becomes ->,—-• 

^9 
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The free oxygen and the free nitrogen in the flue gas have of 
course required no carbon of the fuel. Therefore, for M lb. 
of chimney gas there will be required 

127i , 12F, 12 

^Mxits of carbon; or reciprocally, one pound of carbon will, of 

C 
<^OTirse, form ,o/Tr *i t7 \ units by weight of flue gas and C 

P>^rts of carbon by weight in the fuel will form Mg lb. of flue gas 
^^"lich may be computed from the formula 

'*^^ "^ 12(71 + Fa) 

But the molecular weight for carbon dioxide is 44, for oxygen 
■^^ is 32, for carbon monoxide it is 28, and for nitrogen it is 28, 
'•i'lierefore for C, we have 

C, = UVi + 3272 + 2873 + 28 7* 
447i + 3272 + 2873 + 287* 



or Jf . = C 



12(7i + 73) 



. 117x + 872 + 773 + 77 4 ... 

• ' " 3(7i + 73) ^ ^^ 

An Illustrative Example. — ^Let us now use the same experi- 
^mental data as in the previous examples and compute the pounds 
of dry flue gas that were formed, as indicated by the data from 
the Orsat analysis. 

It is to be noted in passing that all of these computations based 
simply upon the Orsat analysis give the weight of dry flue gas 
only. If the moisture present in the flue gas is to be taken into 
consideration, a correction should be made by noting the hydrogen 
present in the fuel, the moisture in the entering air, and the steam 
used in atomization. In ordinary practice these factors are not 
used, for, as we shall see in the discussion of the heat balance 
in a later chapter, the moisture content is properly cared for 
under separate headings. Returning to our example, then, we 
find that the weight of dry flue gas Mg per pound of fuel burned 
is 

ir -no. ro ll X 0.086 + 8 X 0.09 + 7 X 0.01 1 + 7X 0.813 ,,^ ^ 
Mg - U.8152 3(0.086 + 0.011) '"^^'^ 

Ratio of Air Drawn Into Furnace to that Theoretically Required. 
We have already derived sufficient relationships to compute the 
ratio of air drawn into the furnace to that theoretically required. 
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Let us, however, proceed to the derivation of another formuhu- 
that is recommended for use by the American Society of Mechani- 
cal Engineers in the testing of boilers. 

Assuming that perfect combustion is taking place and neglect- 
ing the hydrogen content of the fuel which we know disappears 
in the Orsat apparatus before our analysis really begins, we have 

that f or-— -^ lb. of nitrogen drawn into the furnac e i ^ ^ -^pg 

C/« 0« U.70oO 

lbs. of air must have passed in. Similarly, if no carbon monoxide 

m V 

is formed in the flue gas, for — — lb. of free oxygen appearing in 

c • 

m V 1 

the flue gas, then evidently —7^ — X q 001 5 Ih. of excess air must 

also have been drawn into the furnace. Hence we have that the 
total air Ma drawn in is expressed by the formula 

^* a 0.7686 
While the air Mta theoretically required is 

viiVi 1 nhVt 1 



AL 



C. 0.7685 C. 0.2315 
Therefore, the ratio fo of the air actually supplied to that theo- 
retically required may be derived as follows: 

miVi 1 
^ Ma_^ C. 0.7685 



Mta mtVi 1 mtVt 1 



C. 0.7685 C. 0.2315 



^*y*7r^a^^'~ w«^r 



0.7685 ' '0.2316 
Since m4 = 28 and ms = 32, we have 

^ __ _J* Vi ,^. 

^" y _3272 0.7685 V, - 3.782K, W 

* 28 0.2315 

An Illustrative Example. — Using the same data as employed 
in previous examples, we have 

r = = 1 79 

' 0.813 — 3.782X0.09 

The air theoretically required in this example was computed 
on page 217 and found to be 12.92 lb. Hence for the three formu- 
las derived we arrive at the following values for foi 
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fttjm fonnula (2) Ma was found to be 21.1. 

• ■'■- 12.92 -'■** 
I'Vom formula (3) M, waa found to be 20.7. 
_ 20.7 

■ ■'• 12.92 ■ 
And from formula (4) M, was found to be 20.8. Hence M, 

'1 le.8 and 

^ 1 9.8 

■ ■''■ 12.92 ■ 
r* is difficult to pick the most correct formula to use in any 

Siv-en instance. If the analyses are obtained with precision 
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^a. 170.— Ch&rt ahowlng c 



cess air admitted for varying amouats of COi Id 
fuel oil practice. 



undoubtedly results will be obtained that will check quite closely, 
indeed well within the degree of precision of the other factors that 
enter. 

With the combustion data thus obtained, we are now in posi- 
tion to proceed to the determination of the heat balance which, as 
we shall see later, tells us in detail just what disposition is being 
made of the vast quantities of heat that are generated in the fur- 
nace due to the burning of the fuel oil. 

Combustion of one Pound d Oil. — It is sometimes convenient 
to be able to determine in advance the maximum amount of 
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COs that can be expected in the flue gas when burning oil with*, 
a given quantity of excess air. In the following table threes 
different cases of the combustion of one pound of oil are worked 
out, the excess air being taken at zero in the first case, 50 per 
cent, in the second and 100 per cent, in the third. In all three 
cases it is assumed that perfect combustion is obtained, thus 
eb'minating CO from the calculations and that }i lb. steam per 
pound of oil is used for atomization. It is also assumed that the 
fuel oil contains 82 per cent. Carbon and II per cent. Hydrogen, 
the other ingredients being neglected. The calculations do not 
require any explanation, as they can be easily followed, the ingre- 
dients of the air and fuel being segregated and combined in 
proper proportions according to chemical formulae, and then 
converted from weight to volume, and to per cent, by volume 
as ordinarily obtained in flue gas analysis. 



Combustion of One Pound op Oil 



1 No 


50% 


100% 




excess 


excess 


excess 


air 

1 


air 


air 



Air supplied per lb. oil Lbs. 

Oxygen supplied per lb. oil Lbs. 

Nitrogen supplied per lb. oil Lbs. 

Oxygon used per lb. oil Lbs. 



Oxygen free Lbs. 

COj produced Lbs. 

'^ H2O from combustion Lbs. 



a 

B 
o 

U 



o 



1| H2O from atomizing steam Lbs. 

Nitrogen supplied Lbs. 

Total weight of gases Lbs. 

Oxygen— Vol. at 32° Cu. ft. 

g CO.— Vol. at 32** Cu. ft. 

^ H2O— Vol. at 32** Cu. ft. 

^ Nitrogen- Vol. at 32° Cu. ft. 

Total Vol. at 32° Cu. ft. 



^ Oxygen — Per cent, by volume 



6 



CO J — Per cent, bv volume 



13.21 
3.06 

10.15 
3.06 

0. 

3.00 

0.99 

0.5 

10.15 

14.64 

0. 
24.3 

129.2 
153.5 

0. 
15.8 



£ Nitrogen — Per cent, by volume ' 84 . 2 



19.81 
4.59 

15.22 
3.06 

1.53 
3.00 
0.99 
0.5 
15.22 
21.24 

17.1 
24.3 



26.42 
6.12 

20.30 
3.06 

3.06 
3.00 
0.99 
0.5 
20.30 
27.85 

34.8 
24.3 



Negligible 



194.1 
235.5 

7.26 
10.32 
82.42 



258.5 
317.1 

10.81 

7.66 

81.53 



CHAPTER XXXIV 



anSG THE WATER AND OIL IN BOILER TESTS 



« are various types of commercial water meters and 
weighers on the market. Some of these are quite accurate 




Fia. 180. — An excellent design for a measuring tank. 

for oertain investigations. For boiler performance, howeve 
th^ are not to be reconunended. 
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Volumetric Method of Water Measurement. — Water may I 
be measured quantitatively by taking its volumetric proportlM 
Its weight is then computed after ascertaining its specific density - 
The reverse of this principle is usud, for instance, in measurin^^^ 
the volumetric clearance of a steam engine, wherein wat«r i^^ 
poured into the cylinder ports when the piston head is at it^Hi 
dead end and tht; water afterwards drained out and weighed. - 
From the weight of the water so used the volume of the clearance 
is computed. In rough meaeurcments of engine and boiler per- 
formance the water ia sometimes measured by filling a tank or 
barrel of known volumetric proportions, and by keeping account 
of the number of barrels so filled and dumped into the sump, 
sufficient data is obtained to compute the weight, 




Fin. 181.— Platform scalea and tanks for water 
loilcr imnicdislcty to the riibt o[ the pUtform bcsIm u ui 



_ iriihi-ci sm) emptied Into 

y mwa uf Ibwf dits, properly Uken, the (ai^l 
twet ut: eanly computed. 



and IhR bolUr how 



The Method of Standardized Platform Scales. — It is now uni- 
versally recognized, however, that carefully weighing the water 
on carefully standardized scales is the only safe and reliable 
method of ascertaining the water fed to a boiler under test. 

Let us then see how the details are arranged for the weighing 
of the water used in steam generation. 

A lai^e square metallic tank about 5 by 5 by 4 ft. in dimensions 
is usually construct-ed. From the bottom of this tank all feed 
water for steam generation in the boiler under test is drawn. At 
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'Ji€ beginning of the test the water level in this tank is accurately 
measured by means of a hook gage situated within the tank. At 
th« end of each hourly period of the test and at the conclusion of 
the test this exact level is also maintained. 

The control for the water supply is accomplished by two or 
three vertical cylindrical tanks that have a conically shaped outlet 
at. the bottom. These tanks are located on st-andardized scales 
mmiediately above the main supply tank that has just been de- 
scribed. The complete installation is shown in the illustration. 
At (iip beginning of the test the height of the water in the boiler 
's noted on the gage ghiHS in frtint of Ihe boiler and sis near as 




■ollrd by quipk-opening v»l 



is possible the feed pump is regulated in its operation so as to 
Cnaintain this level. At the instant of conclusion the water level 
is most carefully adjusted to meet the condition of boiler water 
level prevailing at the lieginning of the test. 

As the water is drawn from the feed tanks beneath the platform 
scales the operators fill the tanks on the scales above and note 
the weight before and after emptying their contents into the 
tank below. Thus with ease the water surface in the tank below 
may be kept at the constant hook gage reading desired, and the 
net weight of water fed to the boiler ascertained at any time 
during the test. 

The improvised desk boards shown in the illustration ass 
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materiaUy in aiding the water weighing operators to perfoiTB3 
their task with ease and without confusion. 

In order to prevent wastes and leakages <rf water, it is wdl t«ir> 
disconnect the outlets from the blowofT pipes of the boiler duiin^^ 
the period of the test. All outlets from the water columns ancS 
gage glasses should also be carefully watched. 

The Weighing of the Oil. — For the careful wei^iing of th^— 
oil fed to the furnace a similar device is constructed as in the c 




idordiied wm]e mvihod. 



of the water determination. A metallic tank is constructed 
from which the oO supply is pumped to the furnace through the 
oil heater. The oil pump is best fitted with a governor and an 
automatic relief valve. By this means a constant preasuremay 
be maintained on the oil line to the burners. The dischai^e from 
the relief valve is led back to the tank from which the Bupply to 
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tilt! pump is taken. Within the tank iH situated a hook gage, the 
feadiQg of which is carefully aauertainiHl at the instant of the 
begiuning of tlie test. This exat-t reading is maintained tlirough- 
om the liouriy progress of the test, and indeed at any other 
period if so desired. 

This is acL-omphslicd by means of a tank situated above the 

Qiain supply tank. This tank is installed on standardized scales. 

r*revioas to the discharge of the oil into the tank below, the 

scales are read and when the oil is brought to the proper hook 

KaRf reading in the tank lielow, the scales are again read. By 

^'ubtraifing these two readings, the net oil supply is ascertained. 

Sampling the Oil Supply. — As the fuel is poured into the tank 

"P«>n the .standardized scales, a dipperful of the oil is set aside 

^Q a convenient receptacle. After a sample has thus been ob- 

*tti»ied from each tank, as it is weighed, the entire quantity is then 

_ **«^roughly mixed. Three parts of this mixture are then put 

'**-^o separate cans and sealed. One part is analyzed by the 

t*^^*ty or company for whom the teat is being performed, the 

^^^^ond is analyzed by a disinterested party, and the third is 

^^tained in case of disagreement. 

General Sampling of Fuel Oil for Purchase.^ — The questionof 

^*^ttemiining a pi-oixT sample for eoinmercial valuation of oil is one 

^^T" patient care. The United States Biu-eau of Mines has evolved 

^^^ufful instructions to accomplish this in their technical paper 

I -^S^o. 3. from which the following is largely an excerpt: 

The accuracy of the sampling and, in turn, the value of the 
^^nalysis must necessarily depend on the integrity, alertness and 
ability of the person who does the sampling. No matter how 
honest the sampler may be, if he lacks alertness and sampling 
ability, he may ea-sily make errors that will vitiate all subsequent 
■work and render the results of tests and analyses utterly mislead- 
ing, A sampler must be always on the alert for sand, water and 
foreign matter. He should note any circumstances that appear 
euspicious, and should submit a critical report on them, together 
with samples of the questioned oil. 

Sampling With a Dipper.— Immediately after the oil begins to 
flow from the wagon to the receiving tank, a small dipper holding 
any definite quantity, say 0.5 hter (about 1 pint), is filled from 
the stream of oil. Similar samples are taken at equal intervals of 
time from the beginning to the end of the flow — a dozen or more 
(lipperfuls in all. These samples are poured into a clean dri 



: iiTtigmR 



nnd well shaken. If thr oil is licavj', the dipperfiils of oil i 
be poured into a dean |>aii, and tlioroughly stirred. For * 
oonipletc analysie the final sample should contain at least 4 lite*^ 
(about 1 gallon). This sample should be poured into a clean eat^^' 
Boldered tight and forwarded to the laboratory. 

It is important that the dipper be filled with oil at unifonr^^ 
intervals of time, and that the dipper be always filled to th^^ 
same level. The total quantity of oil taken should represent ^* 
definite quantity of oil delivered and the relation of the sample* 
to the delivery should be always stated, for instance: " 1-gallon - 
Bample representing 1 wagon-load of 20 ban-els." 




(Sk PMC 12K.1 



Continuous Sampling.^ — Instead of takiiiK samples with a 
dipper, it may be more convenient to take a continuous sample. 
This may be taken by allowing the oil to flow at a constant and 
uninterrupted rate from a J^2-inch cock on the underside of the 
delivery pipe during the entire time of diachai^e. The con- 
tinuous sample should be thoroughly mixed in a clean drum ur 
pail, and at least 4 liters (about I gallon) of it forwarded for 
analysis. A careful examination should be made for water, and 
if the first dipperful shows water this dipperful should be 
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tbjct)wn into the receiving tank and not mixed with the sample for 



Ifixed Sanqiles. — ^The all-important point is that the gross 

e, whatever the manner of sampling, shall be made up of 

uivalent portions of oil taken at regular intervals of time, so 

t the sample finally forwarded for analysis will truly represent 

e entire shipment. 

Water or earthy matter settles on standing. Hence, before a 

"iajge stationary tank or a reservoir is sampled, the character of 

"the contents at the bottom should be ascertained by dredging with 

a long-handled dipper, and the contents of the dipper should be 

examined critically. If a considerable quantity of sediment is 

biought up, it should be cause for rejecting the oil. 



CHAPTER XXXV 
MEASUREMENT OF STEAM USED IN ATOMIZATIOP^ 

As has been previously set forth, there are three methods u^«?^<i 
in pulverizing or atomizing the fuel oil in the industries for he?^£kt 
generating purposes, namely: by compressed air, by steam, a-xnd 
by some mechanical operation. 

In any one of these instances the actual expenditure of enerr^y 
necessary to accomplish this result when converted into h<3^t 
unit-s should be charged as a loss in furnace operation, when "fc-he 
efficiency of the ])oil(u- as a whole is being determined. And if 
this energ>^ is taken from the steam that is being generated in ttm.^ 
boiler, then the net steam energy should be computed by sul 
tracting from the gross production such steam as may be used £ - 
atomization. 

It then ])ecomes the task of the steam engineer to construe?^ 
some accurate and convenient apparatus whereby this may 
easily and accurately accomplished. 

There are steam m(»ters on the market that may be utilised foi 
this purpose, and if a careful design is picked, the meafluremenl 
may be relied upon. Many engineers, however, prefer the 
of a standardized orifice or the construction of an apparatus of 
their own whereby this important data may be ascertained with 

accuracy. 

Mathematical Expression for Flow of Steam. — ^In the mathe- 
matical considerations involved in establishing a formula for 
steam flow thi-ough orifices, a rather unique incident ij 
(»ncounton»d. When the pressure of the lower medium int<^ 
which the steam empties itself is less than 58 per cent, of thc^ 
high(*r pressure, a certain fonnula applies. And the rather re- 
markable thing is that below this point the flow is neither in- 
creased nor de('r(\ased by a reduction of the external pressure, 
ev(Mi to the ext(»nt of a iw^rfect vacuum. This was the basis upon 
which Nai)i(T's fonnula was derived in the chapter on Steam 
Calorimetiy, wherein a fonnula was given to compute the steam 
utilized for operating the calorimeter. In this fonnula it was 
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Bwn that, if W is the weight of tho steam in pounds per second 
flotting into the atraoRphere, p the absolute pressure in pounds 
per liquare inch in the steam main, and a the area of orifice in 
'Square inches, we have 



W = 



(1) 




Ft(i. 185.— Stoiim flow motor and draft g&ge oa the loft with Venturi mot«r 
on the right. This npiiaratus ia at the RsdoDdo Steam Plant of the Southern 
Calif ornia Edisoo Company. 

For steam flowing through an orifice from a higher to a lower 
pressure where the lower pressure ia greater than 58 per cent, of 
the higher, we have the formula 



W = 1.9 AK\ 



(2) 



(P-rf)d 

wherein W is the weight of st,pani as discharged in pounds per 
minute, A the area of orifice in square inches, P the absolute 
initial pressure in pounds per square inch, d the difference in 
pressure between the two sides in pounds per square inch, and K 
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is a constant which has a value of 0.93 for a short pipe Mid 0.63 ff W 
a hole in a thin plate or a safety valve. 

This latter formula is applicable in the measurement of ste^^i,] 
to burner utilized in the atomization of fuel oil. In the followS_j 
lines a method will be outlined setting forth the necessary ap^^i 
ratus involved in determining the variables in the fonni^^ 
Instead of actually substituting and solving numerically, hczrai 
ever, it is far simpler to construct a chart and pick from this ^iKft 




steam consumption for any given steam pressure and pressure 
difference in an orifice placed in the main. 

Here then is presented a ready and accurate means of steam 

measurement for atomization purposes. A diaphragm with on 

orifice opening of 0.5 of a sq. in. in area is inserted in the stcani 

line. On both sides of this diaphragm are drilled holes which 

I are tapped for a i-^-inch pipe. The pipes are then connected to 

I both legs of a manometer filled with mercury. A manometef,^. 
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nothing more nor less than a U-tube filled with mereury. When 
these two ends are connected with pipes of varying pressures, 
the mercury in the U-tube will of course be raised to a higher 
point in one leg of the U-tube than in the other. The difference 
in this height represents in inches of mercury the difference in 
pressure between the two aides of the diaphragm. If now a 
(team gauge be inserted in the steam main on the boiler side of 
the diaphragm, we are enabled by means of the atmospheric 
barometer reading to express these pressures in absolute pressure 
units as set forth in the chapter on pressures. On the burner 




Pic. 187- — Apparatus employed in meaCuriDK steam ii 

Tb* flow of •t«ni lhroii«b (u oiifiF* ahenin a ■lishtly loRn pruaure ia n>i[nUln«l dd 

Uw lurdMC aide of the oriflce, ia fauiid BipEriniepUUy la be proporlKiiisI to the dlRmnes 

in mrrFury hsithti indir'ated on the waiiouetcr ■hown on the riiht in Uie illuatntion. By 

•Bd rndi& ileUrniincd durtnc ■ («t. 

side of the steam main a thermometer is inserted as shown in order 
to measure the temperature of the steam fed to the furnace, as 
this steam in many instances is superheated and hence the pres- 
sure reading does not indicate the temperature existing, 

A manometer is accurately calibrated prior to the test by 
allowing the steam to be discharged into a barrel for a period of 
time under varying manometer readings. A curve is then plotted 
similar to the one shown in the illustration, which sets forth the 
pounds of steam passing per minute for any particular mano- 
meter reading in inches of mercury. If, then, readings are taken 
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every fifteen minutes during the test, the testing e 
at Buch intervals the steam that has passed during the precedingir 
fifteen-minute period. In such a manner the total quantity of 
Bteam used in atomization is ascertained. 

Thus in a test at the Fniitvale Station of the Southern Pa- 
cific Company, the pressure of the steam at the burner was found 
to be 168 lb. per sq. in. The temperature of the steam at the 
burner was 440°F., wMcb indicated a superheated condition of 
65T. The total steam used by the bumere for a ten-hour test 
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was found by the above means to be 7441 lb., while the total 
weight of water fed to the lx)iler8 proved to be 180,240 lb. Hence 
the percentage of total water evaporated by the boilers used 
in atomization is determined by dividing 7441 by 180,240, which 
is 4.16 per cent. 

The total weight of oil fired was 14,093 lb. during the test of 
10 hr. Hence, the pounds of steam utilized for atomization per 
pound of oil fired is obtained by dividing 7441 by 14,093, which 
proves to be 0.528 lb. 



CHAPTER XXXVI 

THE TAKING OF BOILER TEST DATA 

In previouB chapters we have touched upon all the important 
points involved in tests on boiler economy. These, however, 
l^a-ve been considered under separate headings and of necessity 
"1 H somewhat disconnected manner. In tliis and the succeeding 
chapters, we shall endeavor to link these items into a connected 
Unit. This chapt«r will be concerned with the gathering of the 
■iata and the neict with its computiition. 

The Object. — "What can you do?" applies equally well to 
t-Qe rating of inanimate objects as well as to the accomplish- 




ment of human endeavor. And so the object of boiler testing is 
to try out the latent steaming ciitalities of the boiler and test its 
[ strength both for sudden calls and for endurance. The manner 
[ in which the mechanical design of the boiler can withstand such 
[ tests and especially the efficiency with which it can perform its 
I function of transforming the heat energy of the fuel into energy 
I latent in the steam sent forth from the boiler are as a rule the 
I factors that either add lustre to the name of the manufacturer 
LflT else relegate the type of steam generator under test to the scrap 
»p. 
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The iDBtruction for Boiler Tests. — The minute details 
should be satisfied in order to secure accurate data wherewi' 
rate the boiler and scientifically sot forth its commercial wort 
elaborately set forth in instructioos issued by the Amei 



PiQ. 190. — Snybolt water indi- 
lator. a device wheroby ihe water 



Fio. 191. — An oil sampler, 

device which may be easily loi 
ered into atorago tanks of cil ai 
a aample drawn from any pa 
tioular etrata io the tank. 



Society of Mechanical Engineers, compiled by their Commi 
on Power Testa, In any case of actual test, the steam engi 
should be provided with a copy of these instructions, whicl 



r TAKING OF B0TL§I('Tl'SrVif9 "*" AUH" 

*^^-»3 secure from the secretary of the society by the paj-ment of a 
Htckall fee. 

Since these instructions require many pages wherein to set 
**^«:lh the details of a teat, it cannot, of course, be expected that 
^*»ything beyond a general outUne of procedure in boiller testing 
*^*^ Bet forth in this article. Still it haa been the experience of 
^*i.e authors that if the steam engineer gets a thorough picture of 
*- "^e 1-est details as a whole he Is well equipped, with the asgistance 
^^■f' a nearby copy of the detailed instructions, to properly under- 
stand the procedure. 

The Test for Efficiency Under rTormal Rating,~It has been 

^'^^n in the chapter on Rating of Boilers that the manufacturer 

*^r builder rates the output of the boiler on the basis of the boiler 

•Seating surface presented to the furnace gases. For each 10 

^<j. ft. of boiler surface so exposed to the furnace gases, the boiler 

*-s said to have one boiler horsepower. A test for boiler effi- 

Ciiency under this normal condition of operation is one of the 

imost important to be ascertained in boiler performance. In 

Girder to accomplish this result, the steam engineer usually com- 

f>ut«s the total weight of water the boiler would approximately 

iiave to evaporate into steam per hour under the conditions of 

entering feed-water temperature, boiler pressure, and quahty of 

steam generated to satisfy the builder's rating. Having made a 

careful estimate of this quantity he then proceeds to operate the 

"boiler as nearly as possible to meet this condition. 

Time of Duration of Test. — The generation of steam is main- 
tained as uniformly as possible over a period of from 8 to 10 hrs. 
The Beginning and Stopping of a Test. — At the beginning of 
_the test the level of water in the boiler is noted on the water 
i and at the completion the water is brought to the Baiue 

ieight. 

[ In the testing of boilers fired by fuel oil, the boiler is brought 
I to and continued at normal operating conditions until the 
i wall and boiler room temperatures are at their normal 
Then the test is started by feeding weighed water and 
fuel oil. At the end of the test, all conditions of pressure, tem- 
perature and rate of steam generation should be as nearly as 
possible the same as at the beginning. 

The Weighing of the Water. — Several tanks are placed upon 
carefully calibrated scales and all water entering the boiler from 
the instant the test starts to its closing point is carefully weighed. 
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The details of the methods iDvolved in the weighing of water 
have appeared in a previous chapter. 

The Heat Represented in the Steam Generated. — The tem- 
perature of the entering water and the pressure of the steam 
generated are noted at frequent intervals. The quality of the 
Bteam aa to whether it is wet, dry saturated, or superheated, is 
also carefully determined quantitatively by methods outlined in 
previous chapters. 

With these data at hand the steam engineer is enabled by de- 
ductions to be set forth in the chapter on Heat Balance to compute 
the actual heat enei^y absorbed by the entering water in the 
production of steam. 

The Oil, Its Measurement and Analysis. — At the same time 
that the steam generating functions of the boilers are being 
ascertained, it is of course necessary to weigh the fuel oil ad- 
mitted to the furnace for firing purposes and to draw frequent 
samples for the composite sample to be used in ascertaining the 
heat producing value of one poimd of fuel. The method of 
weighing the oil and drawing the oil sample has been set forth in a 
previous chapter. 

Having determined the calorific value of one pound of fuel 
by methods previously described the total heat put into the fur- 
nace by the fuel during the test is computed. 

In former chapters are to be found discussions which fully 
set forth the methods utihzed in determining from the oil sample 
its calorific value, its moisture content, and its gravity under 
standard conditions which are necessary to compute the total 
heat producing value of the oil used in firing the boiler under 
test. 

The Steam Used in Atomization. — In most central station 
practice wherein fuel oil is consumed for heat generation, the 
atomization of the fuel oil is accomphshed by blowing into the 
furnace through the oil burner a certain quantity of steam that is 
being generated in the boiler. To obtain the useful and eco- 
nomic quantity of steam generated by the boiler we should then 
subtract this steam used in atomization from the total steam 
generated in the test. A practical method of obtaining experi- 
mentally the steam used m atomization has been described in 
Chapter XXXV. 

The Boiler Efficiency.^ — Having thus obtained the net heat 
absorbed by the boiler under test and also the heat given out by 
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^the fuel oil sprayed into the filmacc, the ratio of tho former to the 
latter gives us the efficiency of the boiler as set forth in the chapter 
on Heat Balance. 

In central station practice on the Pacific Coast the gross boiler 
efficiency in the best installations ranges from 81 to 83 percent, 
under f«st conditions. The atomization of the steam lowers this 
efficiency by about 2 per cent., thus making the beat net boiler 
effifieneies range between 79 and 81 per cent. 

The Overload Test. — The sudden demand for power during 
certain hours of the day make an elasticity in boiler steaming 
qiuilities absolutely imperative. Otherwise, a great additional 
expense would be involved in the cost and installation of addi- 
tional steaming units. Hence the overload steaming qualities 
of a boiler are of utmost importance, especially in central station 
or steam auxiliary practice. 
^L Aa an instance of performance of a boiler under overload 
^bonditions on the Patnfic Coast, an authentic case is on record 
^^irhere a boiler of 773 rated horsepower developed an overload 
of 75.7 per cent, for 5 hours and still maintained a gross efficiency 
of 80.62 per cent. 

The Quick Steaming Test. — In other instances the ability 
of a boiler to hastily get into action is of prime importance. 
This is especially true in cases where boilers are held in readiness 
for pumping station operation for fire protection. In San Fran- 
cisco, California, for instance, is located a high-pressure water 
system whereby pumps stand eternally ready to deliver 12,000 
gal. of water per minute to a height of 700 ft. should disaater by 
fire ever again visit that municipality. Tho boilers that operate 
the pumping station have by test demonstrated that full boiler 
pressure and streaming conditions can be accomplished in less 
than thirty minutes time. 

Again, other features of test are under special cases desirable 
to attain. But the two most important tests are those of as- 
certaining the conversion ratio of heat represented in the steam 
to the heat supplied by the furnace under normal conditions of 
operation and under certain definite overload guarantees— in a 
word, the ascertaining of boiler efficiency for normal rating and 
for conditions of overload. 

Observations Necessary. — A complete tabulated list for final 
test computation is set forth in the book of instructions previ- 
ously mentioned as approved or advised by the American Society 
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of Mechanical Engineurs. Let us now look into some of t\x^ 
(ietails necessary to obtain this recorded data. 

In the first place, one should note on a log sheet the gener^k- - 
observations such as date of test, duration of teat, type ofoL— 
burner, make of oil burner, number of biimera used, and with t hj— =■ 
information should be compiled sufficient physical dimension^= 
of the boiler to enable one to compute the builder's rating both^ 
for thp Ixjiler and for the superheater. An illustration of thi^a 
computation was set forth under the chapter on Rating of Boilers— 

During tlic tost period, observations are usually taken every" 
fiftfH'n minutes, sinmltaneoualy if possible. 

Pressure Readings. — The pressure of the atmosphere is read 
in inches of mercury and the steam gauge readings of the boiler 
and superheater having been duly calibrated or corrected for 
mechanical inaccuracies, are then reduced to absolute pressure 
readings as set forth in the chapter on pressures. 

The pressure of the oil under which it is forced into the furnace 
ig also usually noted, although it has no bearing on data compu- 
tation. 

The pressure of the draft at various parts of the ash pit, 
furnace, breeching, and chimney are also noted by means of a 
multiple cock arrangement shown in Fig. 122. This arrange- 
ment makes p>ossible the quick ascertaining of various draft read- 
ings by means of one instrument. 

The pressure of the saturated steam and also that of the super- 
heated steam is ascertained by inserting carefully cahb rated 
steam gages, the one in .the saturated steam compartment and 
the other in the superheater compartment. These pressures are 
then converted into absolute pressure readings by correcting for 
atmospheric pressure as set forth in Chapter 111. 

Temperature Readings.— A thermometer is usually located in 
the atmosphere without to ascertain general external tempera- 
ture conditions of the day. One is also placed in the boiler room 
to ascertain the temperature of the entering air passing into the 
furnace. 

To ascertain the temperature of entering feed waster and fuel 
oil, thermometer wells with thermometers are also installed at 
nearby points of entrance. 

It is often desirable to ascertain the temperature of the furnace 
gaaes at various points in their journey. To accompHsh this 
thermo-couples are installed at the points desired previous to 
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firing of the boilers and during the test an electrical pyro- 

eter is advised, especially if other high temperatures are to be 

en in various points of flue gas passage. 

The Flue Gas Analysis. — Simultaneously with the taking of 

e temperatures, pressure and other readings of the test, the 

:flue gas analysis is ascertained at frequent intervals. The 

-<letailed method of taking these data has been fully set forth in 

previous chapters and methods of computation of combustion 

data explained. The Heat Balance will be set forth in full in a 

later chapter. 

The Test as a Whole. — The reader has now before him the 
taking of the test as a whole. At this point he should carefully 
review all the previous chapters alluded to in this discussion so 
as to weld into a soUd chain the Unks that go to make up the 
boiler test in fuel oil practice. 

Having thus in mind a complete idea of the various details 
involved in the taking of the boiler test data, we are now in posi- 
tion to link together the computed data involved in formulating 
the engineer's report of the economic results of the test. 



f 


^^^r CHAPTER XXXII ^^M 

PRELIKUNARY TABULATION AND CALCULATION Ol^^| 
TEST DATA ^^H 




1 inBJ^K^A^ 


Hi!, systematic construction ol a lofejaj 
sheet that will show in the minutest^:»" 
detail every incident in the progrese^^ 

of the boiler test is of prime im 

portance. It ia far l)ett«r to overdo«=3 
then to underdo in the gatherin^^ 
of detail data of this kind. Th^». 
nutation of remarks from time t<zz;». 
time upon the log sheet concemin^^ 
relevant observations during th»- j 
progress of the test is of mudKT 1| 
service to the engineer when h-^e 
finally comes to decide fine pointi=Kd 
in economic boiler performance. 

No straight and narrow schedu^Bp 
or log sheet can be set forth iV:« 
meet all types of boiler test. Eacz^/i 
particular test as a rule involv -mja 


I 


Its oft-n particular tabulation. Lm^l 
'"'- ^'^-- us, however, consider a scries o/" 
tabulation sheets for boiler testfl In 
which oil is used as a fuel. The suggestions that will be set fortli 
Uustrate a carefully evolutionized scheme of tabulation for sutli 
data that may Ire well followed in guiding one in the coDBtruc- 
tion of his own individual log form should occasion arise. 

The Log Sheet for Weighing the Water. — In the previous 
chapter we have seen that the water is brought to a definite 
height in the supply tank the instant of starting the test. Above 
this supply tank are located standardized scales upon which the 
water ia weighml before emptying into the supply tank below. 
As a rule, at the closing of each hourly period, water readings are 
computed in order that the engineer may get a preliminary 
idea of the progress of the test. Blank sheets are given each water 
311 
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ireigijg,.^ one to be used for each hourly period. Each sheet sets 

*o^th general information indicating the kind of boiler under 

^^^t, the date of test, the name of the observer, and the particular 

*^^tik at which each is stationed. A column is devoted to the 

'^Umber of the scale reading, a second to the gross weight of the 

'^'^tter and tank before emptying into the tank below, the tare 

^^o be subtracted from the gross weight, which is the weight of 

'^txe upper tank after the water is emptied into the tank below, 

^tixd a fourth column setting forth the net weight or difference 

of the two preceding colvunns. This sheet will have somewhat 

"tlxe following appearance. 



Log Sheet for Water Fed to Boiler 

of boiler 

^f^ethod of Starting Test 

I3ate 

Observers at Scales for Water 



Reading 



Time 



Gross 



Tare 



Net 



Temp, of I Re- 
water I marks 




Total- 



-Signature ; 



Fio. 193. 



By using the type of log sheet above indicated, it is evident that 
the engineer has a check on his water computation, for in the line 
marked "total'' the footing for the gross weight should exactly 
equal that for the sum of the tare weight and the net weight. 
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A place is also given for a signature to be appended by the 
responsible for the weight notation. 

Log Sheet for the Fuel Oil Fed to Furnace. — Simultaneoual; 
with the weighing of the water, a similar log sheet is kept l^^i 
another set of observers setting forth the weight of fuel oil 
to the furnace. As the weighing proceeds, a periodic sample i 
taken to make up a composite sample for the detemination of th< 
calorific value of the oil as set forth in the preceding chapter. 
The log sheet for the oil is quite similar to that used for the water 
and should be footed up at the end of each hoiuiy period so that 
the engineer may have some definite idea of preliminary economic 
results. A suggestion for this log sheet is as follows: 



Log Sheet for Oil Fed to Furnace 

Type and Location of Boiler 

Type of Burner 

Type of Furnace 

Date 

Observers at Scales for Oil 



i 

Reading 1 Time 

1 
1 


Gross 


Tare 


Net 


Temp, of 
oU 


Re- 
marks 


1. ! 

1 
1 


1 










1 

2. i 

1 












3. 1 

1 










4- ! 

i 


















\ 






0. ' 












7. 












1 
S ' 

O. 1 

1 













Fig. 194. 



Other Data to be Taken. — The tabulation of data to determine 
the steam used for atomization and the analysis of the flue gases 
require special treatment, depending upon the particular method 
decided upon by the engineer to ascertain these factors. Pre- 
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vious chapters have ah-eady set forth in detail suggestions for the 
ascertaining of these quantities, and the reader is now advised 
to re-read thorn in order to correlate in his mind, as it were, aH 
the data, that must be taken in order to ascertain the ecoDomic 
performance of the modem boiler utilising crude petroleum ae * 
fuel. 




Pio. 1S6. — The graphic log sheet for fuel oil l««ta. 



The General Log She«t. — In addition to the two log sheets just 
described, a general \q^ sheet is necessary upon which to note 
the temperatures, pressures, flue gas analysis and other informa- 
tion desired - 

Here is an illustration of a sui^estion for such a log sheet. At 
the completion of the test an average is easily obtained for 
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^^ various readings by footing up the total and dividing by the 
'^Uinber of readings noted. The columns for the water fed to the 
boiler and the oil fed to the furnace are footed and as in the hourly 
sheets previously described, the totals from these sheets which 
are noted on this general log sheet should now check — that is, 
the total gross should equal the sum of the total tare and total 
net coliunns. The reader is to bear in mind that the actual no- 
tations to be made in any particular test are not all set down in 
this general log sheet suggestion, for the information desired 
and the purpose of the test must in each given case determine 
these factors. The sheet will, however, serve as a general guide 
for such matters. 

The Plotting of Test Data. — As the test proceeds hour by hour, 
it is very instructive and helpful to keep a diagrammatic log sheet 
also. By this means a glance will often reveal certain irregu- 
larities that may be righted at their incipiency. Such a log sheet 
is shown in Fig. 196 and by reference to it the reader will ob- 
serve how the history of a test may be simply and clearly set 
forth. 




CHAPTER XXXVIII 

t 

THE HEAT BALANCE AND BOILER EFFICIENCT 

The steaming qualities of a boiler are best set forth by measur- 
ing its so-called efficiency. The efficiency of a boiler is thi 
relationship between the heat absorbed per pound of fuel fired^:^ 
and the calorific value of 1 lb. of fuel. Thus although eact^^^^ 
pound of fuel consumed in steam production is found to havti^ ® 
a calorific value of 19,450 B.t.u. in the numerical illustratioi 
for this chapter, that portion alone of this heat which is actually 
represented in the steam itself is of economic value. 

In the illustrative test which is made use of throughout thi^ — s 
chapter, it will be found that of this 19,450 B^t-u. represented ii 
each pound of oil only 14,076.56 go toward power generaiioi 
It is then useful and instructive to analyze the losses in a boil^s- r 
and see through what channels this heat has been dissipatec^H 
The major portion of these losses may be easily computed 
means of data taken in the test. Those which cannot be mathi 
matically computed are thrown under the column entitled "Stray 
Losses," and are made to represent such an amount that the tota/ 
losses together with the useful heat generated in the boiler 
represent the heat from 1 lb. of fuel. 

Let us then examine the various channels of heat transfer 
going on in the boiler and see how the details of the heat balance 
arc set forth. In this discussion Ho will represent the calorific 
value of 1 lb. of fuel oil under test. 

(a) a. The Total Heat Absorbed by the Boiler. — Ab has been 
previously shown, the equivalent evaporation of a boiler per 
pound of oil represents the number of pounds of water which 
would be evaporated into steam per pound of oil if the water was 
at 212°F. and under atmospheric pressure, and this water then 
converted into dry saturated steam at the same temperature and 
pressure. It is self-evident then that the total heat absorbed by 
the boiler for each pound of oil burned in the furnace is equal to 
the equivalent evaporation multiplied by the heat necessary to 
convert 1 lb. of water into steam under conditions just mentioned. 

320 



„ 28,225 
^' =T872 
■ W, =^1^1 X 970.4;= 14,639 
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Tliis quantity of heat has been found by Marks and Davis to be 
"70.4 B.t.u., as set forth in previous discussions. Representing 
triis in a formula the total heat Hi absorbed by the boiler per 

^ I^otind of fuel is 

H H, = M.XL, (1) 

^'s which Hi is the total heat absorbed by the boiler per pound of 
*1*^ fuel, M. the equivalent evaporation per pound of oil, and 
-^- the latent heat of evaporation at 212''F., which is 970.4 B.t.u. 
^tlence, if the equivalent evaporation of a boiler is found by test 
^•o be 28,225 lb. of water per hour, and if the measurement of 
«*il shows that 1872 lb. of oil have been consumed 

^1 b. Heat Absorbed by Boiler for Atomization. — In ordinary 
^1 practice of fuel oil combustion, there are three methods of 
^B atomization employed. In the larger power plants the use of 
^V steam for atomization purposes, or in other words, the diverting 
of steam from the boiler into the furnace In order to atomize the 
oils, seems to have by far the preference. It is proposed to alter 
the rules of the American Society of Mechanical Engineers bo 
that the heat represented by the steam used in atomization 
must be subtracted from the total heat absorbed by the boiler 
in order to compute the net evaporative power of the boiler. 
Hence to make this computation we must know the number of 
pounds of steam used in atomization per pound of oil burned. 
Methods of arriving at this result have been described in 
Chapter XXXV. 

Calling M, the pounds of steam used in atomization per pound 

of fuel burned, H. the total heat per pound of steam so used, and 

hi the heat in the entering feed water, and Ha tlie heat absorbed 

, by the boiler per pound of fuel in atomizing the oil, it is evident 

' that 

H, = M.(H. - h,) (2) 

Thu£ it has been found in the test under description that 0.530 
lb. of steam were utilized in atomization per pound of oil. Satu- 
rated steam at a temperature of 381.9° was used. From the 
ateam tables such steam is found to have a total heat of 1198.08 
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B.t.u. The entering feed water was at a temperature of 169.1 
and has a heat of Uquid amounting to 136.87 B.t.u. We fiiB- 
by substitution that the heat absorbed in atomizing the oil J 
computed as follows: 

Ha = 0.530 (1198.98 - 136.87) = 562.44 B.t.u. 



c. Net Heat Absorbed by Boiler for Power 

Since then the heat utilized in atomization must be subtrac 
from the total heat absorbed by the boiler, to ascertain the ne 
heat Hn absorbed by the boiler for power generation, we have 
the following formula: 

Hn = Ht — Ha (3) 

.\Hn = 14,639 - 562.44 = 14,076.56 B.t.u. 

(6) Loss Due to Water in the Fuel. — All fuels contain a certain 
amount of moisture. It is evident that since it requires con- 
siderable heat to convert this moisture into steam and then to 
send it forth from the chimney in a superheated condition, a 
definite loss is thereby sustained in boiler operation. This 
moisture must first be raised to 212°F., then converted into 
steam, and then heated to the temperature of the outgoing 
chimney gases. If we let M„ be the proportion by weight of 
moisture in the 1 lb. of fuel, to the temperature of the oil entering 
the burner, tg the temperature of the escaping gases, and Hm the 
loss due to moisture in the fuel per pound of fuel burned, we may 
write at once an equation representing this loss. 

Thus 

Hn. = Mu, [212 -to + 970.4 + 0.47 {t„ - 212)) (4) 

The reasons for this formula are seen by inspection. To raise 
each pound of moisture from to to 212° F. would require as many 
B.t.u. as the raise in temperature, in other words (212 — to) 
B.t.u. Again, to evaporate each pound would require 970.4 
B.t.u., and as 0.47 of a B.t.u. are required to superheat 1 lb. of 
steam 1° in temperature at atmospheric pressure, each pound of 
steam superheated to the temperature of the outgoing chimney 
gases would require 0.47 {tg — 212) B.t.u. Therefore, the total 
heat required for Mu, pounds would be as indicated in the formula 
above by summing up these separate components. 

Thus in the test under consideration, let us assume that the 
fuel contains 1 per cent, of moisture; that its entering temperature 
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* SCT., and that the temperature of the escaping g 



= 0.01 I2I2 - 96 + 970.4 + 0.47 (400 - 
B.t.u. 



212)) = 11.67 



I 

H^(c) Loss Due to Water Formed by Burning Hydrogen. — 
*H the chapter on chimney gas analysis, it was seen that the 
Orsat Apparatus is so constructed that the vapor or superheated 
Bt;«am formed by the burning of the hydrogen content in the fuel 
is condensed into water upon entering the burette; hence the 
Orsat analysis indicates only dry flue gases and lakes no account 
of the percentage of steam actually present in these gases. It is 
seen then that the moisture formed by the burning of hydrogen 
iTiust also create a loss as it journej's upward through the boiler. 
Assuming ffi, to be the heat lost due to the moisture formed by the 
burning of hydrogen by following identically similar processes 
of reasoning just employed in the considerations of the loss due 
to the moisture in the fuel, we find that each pound of moisture 
formed by the burning of hydrogen requires 

(212 - („ + 970.4 + 0.47 {(, - 212)] B.t.u. 

From the principles of chemistry each pound of hydrogen com- 
bines with 8 lb. of oxygen, thereby forming 9 lb. of water or steam. 
This relationship gives us a ready means of computing the weight 
of water vapor formed by the burning of hydrogen, although the 
Orsat analysis failed to do so. Assuming Mi, to be the propor- 
tion by weight of hydrogen per pound of fuel oil burned, we have 

Hs = OjWa [212 -to + 970.4 + 0.47 {(, - 212)] (5) 

By referring to the test data, we find that the fuel analysia 
shows 0.11 lb. of hydrogen per pound of fuel, that the tempera- 
ture of entering air is 84° and the temperature of the escaping 
gases 400°, therefore 

ff» = 9 X 0.11 [212 -84-1- 970.4 + 0.47 (400 - 212)] = 
1166.97 B.t.u. 

((i) Loss Due to Heat Cairied away by Dry Gases. — From 
the Orsat analysis, as was seen in Chapter XXXI II on the Compu- 
tation of Combustion Data, the pounds of dry gas passing up the 
/ per pound of fuel burned may l)e easily computed by 
a of several difTerent formulas. It is found by experiment 
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that it requires 0.24 B.t.u, to raise one pound of chimney gB» 
1° in temperature. Hence if M^ be the pounds of dry chimney 
gas per pound of fuel, the total heat wasted Ht in raising th^ 
temperature of these dry gases is seen to be 

H, = 0.24 (l, - t,)Mt {6> 

In this particular instance, let us assume that by the applica- 
tion of our formula we find that 19.83 lb. of dry chimney gas art- 
formed per pound of fuel burned; that the temperature of the 
entering sir b 84°, and that of the outgoing chimney gases 400°. 
Hence 

H, = 0.24 (400 - 84) 19.83 = 1503.91 B.t.u. 

(f) Lobs Due to Carbon Monozide.^In the burning of every 
pound of carbon to carbon dioxide, 14,600 B.t.u. are liberated. 
When the carbon ia not completely burned but passes up the 
chimney in the form of carbon mono-xide only 4450 B.t.u. per lb. 
of carbon so burned are liberati«i. Hence whenever carbon 
monoxide appears in the gas analysis it is evident that a definite 
loss ia being sustained due to thia incomplete combustion of the 
carbon. 

For every pound of carbon which passes up the chimney as 
carbon monoxide, a net toss of 10,150 B.t.u. are thus uselessly 
thrown away. Let us assume that 1 lb. of carbon volumetrically 
produces Vi units by volume of carbon dioxide and Vt units by 
volume of carbon monoxide. If thia ia true it is evident that in 
every pound of carbon so burned y . . pounds are converted 
into carbon monoxide, which represents a loss of 10,150 B.t.u. 
per pound. Hence if there are C units of carbon by weight in 
each pound of the fuel, the formula to be applied to ascertain 
the loss due to incomplete combustion H^ is 

H, = Cy—j' Y X 10,150 (7) 

In the particular case cited above the fuel has 0.86 proportions 
by weight of carbon and O.OI proportions hy volume go out of the 
chimney in the form of carbon monoxide and 0.0979 proportions 
by volume in the form of carbon dioxide. Then the total loss 
ia evidently 
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(J) a. Loss Due to Generating Steam for Atomization. — By 
l.ieferring back to (a) b in this discussion, we find that the loss 
f due to generating steam used in atomisatioo is represented by 
[ the formula 

Ha = M. {H. - hi) (8) 

j and in the particular instance in question it is 562.44 fi.t.u. 

per pound of fuel burned. Where the steam used in atomization 

ie brought from an outside source, it would, of course, be necea- 

Bary to neglect the correction made under (a) b, although the 

quantity under this beading must still be taken into account. 

b. Loss Due to Superheating Steam used for Atomization. — 

the steam has been injected into the funiace in atomization, 

is clearly evident that for every pound so injected, 0.47 of a 

B.t.u. are required in superheating it to the temperature of the 

outgoing chimney gases. Hence the loss so sustained is seen 

at once to be computed from the formula : 



fi., = 0A7M. {l„ 



t,) 



(9) 



in which H,a is the loss due to superheating steam due to atomiza- 
tion per pound of fuel burned; M, is the proportion by weight 
of steam used in atomization per pound of oil; Ig the temperature 
<rf escaping flue gas; and I, the temperature of steam used in 
atomization. 

Since we have found that 0.53 lb. of steam were used per pound 
of oil in atomization and the temperature of the outgoing chimney 
gases was 400°, and that of the inlet temperature of the steam 
:381.9°, we see at once that 

/f„ = 0.47 X 0.53(400 - 381.9) =4.51 B.t.u. per lb. of oil 

burned. 

c. Total Loss in Atomization. — If now the steam supply in 
f atomization is taken from the boiler under test, or even brought 
a separate supply, it is clear that the total loss so sus- 
Bined is the simi of H^ and H.„. Hence the total loss Hu in 
bomization is 

Hu. = th + H^ (lOJ 

In the case at issue then, 

ff« = 562.44 + 4.51 = 566.95 B.t.u. 
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{g) Loss Due to Moisture in Entering Air. — ^All air drawn into 
a furnace holds in suspension a certain amoiuit of moisture. 
In previous instances of moisture entering the flue gas it is seen 
that a loss is sustained in superheating this moisture content to 
the temperature of the outgoing chimney gases. Let Ma be the 
pounds of air that enter the furnace per pound of fuel burned, and 
let K be the proportion by weight of moisture in this entering 
air then the loss in heat units Hn^ due to this moisture may be 
expressed at once by the formula 

Hrna = 0.47 MJC (t, " to) (H) 

In the illustration cited in this case it was found that there were 
22.82 lb. of chimney gas formed, which means that 21.82 lb. of 
air were drawn into the furnace to bum 1 lb. of fuel oil; that 
the entering moisture represented 0.75 per cent, of the enter- 
ing air which found its way into the furnace at a temperature 
of 84° and escaped from the chimney at a temperature of 400®. 

Therefore 

Hma = 0.47 (21.82) X 0.0075 (400 - 84) = 23.18 B t.u. 

(h) Stray Losses. — In order to make a perfect balance between 
aU of the various factors entering a heat balance, the residual 
heat of each pound of oil not otherwise accounted for is thrown 
into a column headed ** Stray Losses.'' It is clearly evident 
that this loss is equal to the calorific value of the fuel per pound 
less the sum of all the heat accounted for in the various colunms 
cited above. Hence if ff, represents the stray losses per pound 
of fuel, and Ho the calorific value of 1 lb. of fuel oil under test, 
we may write the formula as follows : 

H. = Ho- (//» + Hn, + HH + H, + Hr + Hta + H ^) (12) 

and in the case at issue by summarizing the columns we find this 
to be 18151.06 B.t.u. 

.\H, = 19,450 - 18,151.06 = 1,298.94 B.t.u. 

(i) Total Calorific Value or Summary. — We are now in a 

position to summarize the complete heat balance. The various 
items just discussed will be seen to be represented both in B.t.u. 
per pound and in percentages, as follows: 
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SUMMART FOR HeAT BALANCE 




B.t.u. 'percent. 



Total B.t.u. in 1 pound water free oil 

i) a. In total heat absorbed by 

boiler 14,039.00 

h. Heat absorbed for atomiza- 

tion 562.44 



c. Net heat absorbed for power 14,076.56 

^6) Loss due to moisture in fuel | 1 1 . 67 

%,c) Loss due to moisture of burning H ' 1,166 . 97 

^rf) Loss due to heat carried away by gases . . . . ', 1,503 . 91 



(e) Loss due to incomplete combustion of C . . 
(/) a. Loss due to generation of j 

steam for atomization 562 . 44 

b. Loss due to superheating of I 

steam for atomization 4.51: 



801 . 82 



c. Total loss due to atomization . . . . 
(g) Loss due to moisture of entering air 
(h) Stray losses 



566.95 

23.18 

1,298.94 



72.37 
0.06 
6.00 
7.73 
4.12 



2.92 
0.12 

6.68 




Heat 
avail- 
able 



19,450 



19,450 



The Net Boiler Efficiency. — In fuel oil central station practice, 
due to the fact that a portion of the steam generated in the boiler 
is used for atomization, we need further definition for true boiler 
efficiency than the notation set forth in the Rules for Boiler 
Tests advised by the Power Test Committee of the American 
Society of Mechanical Engineers. Further comment on this 
point will be made in the next chapter. Suffice it to say here, 
however, that the net boiler efficiency Bne for the boiler will be 
considered as that resulting from taking the ratio of the heat Hn 
represented in the useful steam evaporated by the boiler per 
pound of oil fired to the total heat Ho given out by each pound 
of oil burned. 

Thus 

Bn. = jf (13) 
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In the data set forth in the heat balance just computed we 
then that 

o 14,076.56 -^„ 

Bne = ^Q.-^ = 72.37 per cent. 

The Boiler Efficiency as a Steaming Mechanism. — In cas^ 
however, it is desired to ascertain the boiler eflBciency Be as 
steaming mechanism, it would then of course be proper to compute 
this boiler efficiency Be by taking the ratio of the total heat Hm 
absorbed by the steam for each potmd of oil fired to the total 
heat Ho actually given out by each pound of fuel oil fired. Thus 

Be=^^ (14) 

Under such a definition the boiler data set forth in the heat 
balance would indicate a boiler efficiency, thus 

^« - TfTT^ = 75.27 per cent. 

iy,4ou 

The data from which the heat balance and boiler efficiency 
illustration was computed in this chapter is sununarized as 
follows: 

Summary of Data Used 

Calorific value of dry fuel oil per pound 19,450 B.t.u. 

Equivalent evaporation of water per hour 28,225 lb. 

Consumption of dry fuel oil per hour 1,872 lb. 

Steam used in atomization per lb. of dry fuel oil 0. 520 lb 

Temp, of saturated steam used in atomization 381 .9**F. 

Temp, of feed water 169. 1®F. 

Per cent, of moisture in fuel oil 1.0% 

Temp, of entering fuel oil 96"F. 

Temp, of flue gases 400*'F. 

Hydrogen content of fuel 11.0% 

Carbon content of fuel 86% 

Temp, of entering air 84**F. 

Weight of dry chimney gases per lb. of dry fuel 19 . 83 lb. 

Weight of entering air per lb. of dry fuel oil 21 . 82 lb. 

Carbon dioxide in flue gas 9. 79% 

Carbon monoxide in flue gas 1.00% 

Moisture of entering air from boiler room 0. 75% 



CHAPTER XXXIX 



ror 



RY OF STJGGESTIOHS FOR FDEL OIL TESTS AND 
THEIR TABULATION 

The rules for conducting boiler performantes, as advised by 
the Power Test Committee of the Ameriiran Society of Met-ban- 
ical Engineers, covers in wonderful detail the setting forth of 
apparatus and tabulation of data for such performances, when 
coal is employed aa a fuel. Only brief mention is, however, made 
for alterations necessarj' when crude petroleum is used as a fuel. 
greater number of engineers would probably be incon- 

!menced than those actually Ijenefited hy attempting to make 

flet of rules broad enough to cover lx>th performances by coa! 
and by oil a-s fuck, an appendix should be drawn up to satisfy 
standardized conditions of test for oil fired boilers. This lack 
of standardized performance has caused considerable confusion 
in those communities where oil is used as a fuel. 

The most glaring source of confusion is that relating to boiler 
efficiency. Some engineers maintain that boiler efficiency is 
the ratio of heat actually transferred from the fuel through the 
metallic parts of the boiler to the total quantity of heat given out 
by the fuel. When coal is used as a fuel this definition is per- 
fectly proper, but when oil is the fuel employed confusion is 
at once introduced, due to the fact that as a rule a certain amount 
of the steam generated must be utilized to atomize the oil in the 
furnace. In the last chapter it was shown that the efficiency 
of an oil fired boiler computed on one assumption in a specific 
instance is 75.27 per cent., and on another assumption it becomes 
but 72.37 per cent. 

Let us then discuss some of the points wherein additional 
instnictiona are desirable to properly conduct boiler tests where 
oil is used as the fuel for heat production. 

Efficiency for Oil Fired Boilers Defined. — Perhajra the most 
important point is to come to some definite decision relative to 
exact manner of arriving at the elBciency of the boiler as 
ive alluded to. In this work we shall consider that the true 
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efficiency of the boiler and furnace is to be found by taking the 
ratio of the heat represented in the steam after deducting the 
heat used for atomization purposes to the total quantity of heat 
given out by the fuel, as set forth in the last chapter. On the 
other hand to compute the efficiency of the boiler as a steam 
producing agent, we shall take the ratio of the heat of all steam 
generated in the boiler for a given consumption of fuel to the 
total heat given out by the fuel. The efficiency of a boiler 
and furnace is as a rule reduced from 2 to 5 per cent, below the 
boiler efficiency as a steam producing agent, as shown in the 
previous paragraph. 

Code for Testing Oil Fired Boilers. — Upon invitation of the 
Power Test Committee of the American Society of Mechanical 
Engineers, the authors of this work have presented proposals to 
the Society to meet this growing need in standardization. 

These proposals have been embodied in two tables of Fuel 
Oil Test Data made up as nearly as possible to correspond with 
the Code of 1915 for boiler tests, as published in Volume 37 of 
the Transactions of the Society. Table 1 : Data and Results of 
Evaporation Test is reproduced on the following pages 333 to 
336, and Table 2: Principal Data and Results of Boiler Test, 
is reproduced on page 336. 

In these tables the item numbers have been retained as far 
as possible to correspond with the item numbers in the code of 
1915. The principal changes consist in the following: The omis- 
sion of reference to grates and grate surface and substituting 
therefor the number of oil burners and dimensions of furnace; 
the omission of reference to ash, combustible, firing data, etc., 
but introducing instead items connected with the steam used for 
atomizing the oil at the burner. The term "net efficiency" 
is also introduced, by which is meant the efficiency of the boiler 
as discussed on page 327. 

In addition to the tabulations submitted, the writers have 
suggested that the appendix in the Code Rules be amplified so 
as to include a description of methods for obtaining gravity of 
oils, flash point, the water content and the viscosity. These 
determinations should be fully described and included in Appen- 
dix No. 14, of the Report of the Power Test Conmiittee begin- 
ning with paragraph 287 under the heading ''Anal3n9i8 of Liquid 
Fuels/' 
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Tabulation of Fuel Oil Test Data 

Table 1. Dtta and Results of Evsporstive Test 

Adapted from Code of 1915 

(1)* Test of boiler located at 

to determine conducted by 

(2) Number and kind of boilers 

(3) Kind of furnace 

(a) TVpe of burner 

(6) Make of burner 

(c) Number of burners 

(4) Furnace dimensions width length height 

(a) Approximate area of air openings in furnace floor sq. in. 

(6) Approximate area of air openings around burners sq. in. 

(c) Total area of air openings sq. in. 

(d) Total area of air openings per rated horsepower sq. in. 

(e) Volume of furnace cu. ft. 

(f) Distance from furnace floor to nearest heating surface ft. 

(5) Water heating surface sq. f t. 

(6) Superheating surface sq. ft. 

(7) Total heating surface sq. ft. 

Date, Duration, Etc. 

(8) Date 

(9) Duration hr. 

(10) Kind of fuel oil 

(a) Gravity of fuel oil at 60 deg. (specific gravity) 

(6) Gravity of fuel oil at 60 deg. (Baume scale) 

(c) Flash point of oil deg. 

(d) Viscosity of oil at deg deg. Engler. 

(e) Method of atomizing oil 

Average Pressures, Temperatures, Etc. 

(11) Steam pressure by gage in boiler lb. per sq. in. 

(a) Steam pressure at superheater outlet lb. per sq. in. 

(h) Steam pressure at oil burners lb. per sq. in. 

(c) Oil pressure at burner lb. per sq. in. 

(d) Barometric pressure in. of mercury. 

(12) Temperature of steam at superheater outlet deg. 

(a) Normal temperature of saturated steam deg. 

(6) Temperature of steam at oil burner deg. 

(c) Temperature of oil at burner deg. 

(13) Temperature of feed water entering boiler deg. 

(a) Temperature of feed water entering economizer deg. 

(6) Increase of temperature of water due to economizer deg. 

(14) Temperature of gases leaving boilers deg. 

(a) Temperature of gases leaving economizer deg. 

(b) Decrease of temperature of gases due to economizer deg. 

(c) Temperature of furnace deg. 

1 These numbers correspond in so far as possible with numbers given in 
the A.S.M.E. Code of 1915. 
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(15) Draft between damper and boiler : . in. of wai 

(a) Draft in main flue near boilers 

(6) Draft in main flue between economizer and chimney 

(c) Draft in furnaces i 

(d) Draft in ash pits 

(16) State of weather 

(a) Temperature of external air d 

(6) Temperature of air entering ash pit d 

(c) Relative humidity of air entering ash pit per cent^ 

Quality of Steam 

(17) Percentage of moisture in steam or number of degrees 

of superheating per cent, or deg. 

(18) Factor of correction for quality of steam 

Total Quantities 

(19) Weight of fuel oil as fired* 

(20) Percentage of water in fuel oil as fired per cent. 

(21) Total weight of water free fuel oil consumed lb. 

(25) Total weight of water fed to boiler lb. 

(26) Total water evaporated corrected for quality of steam lb. 

(a) Total weight of steam fed to burner lb. 

(6) Steam fed to burner in per cent, of total water evaporated per cent. 

(27) Factor of evaporation, based on temperature of water entering 

boilers 

(28) Total equivalent evaporation from and at 212 deg.* lb. 

Hourly Quantities and Rates 

(29) Oil free from water consumed per hour lb. 

(30) Oil free from water per hour per burner lb. 

(a) Oil free from water per cu. ft. of furnace volume per hour. . . .lb. 

(31) Water evaporated per hour, corrected for quality of steam lb. 

(a) Steam fed to burners per hour lb. 

(6) Equivalent evaporation from and at 212 deg. of steam fed to 

burner per hour lb. 

(32) Equivalent evaporation per hour from and at 212 deg.* lb. 

(33) Equivalent evaporation per hour from and at 212 deg. per 

sq. ft. of water heating surface lb. 

Capacity 

(34) Equivalent evaporation per hour from and at 212 deg. 

(same as line 32) lb. 

(a) Boiler horsepower developed (line 32 t- 34J^) BL H.P. 

(35) Rated capacity per hour, from and at 212 deg lb. 

(a) Rated boiler horsepower Bl. H.P. 

(36) Percentage of rated capacity developed per cent. 

Economy 

(37) Wated fed per lb. of fuel oil as fired (item 25 -r- item 19) lb. 

(38) Water evaporated per lb. of water free fuel oil (item 26 -^item 21) lb. 

1 The term "as fired*' means actu&l conditions, including moisture. 
* The symbol U. E., meaning Units of Evaporation, may be substituted 
for the expression ''Equivalent Evaporation from and at 212 deg." 
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C30) Equivalent evaporation from and at 212 deg. per lb. of fuel oil 

as fired (item 28 -s- item 19) . . ; lb. 

("M)^ Equivalent evaporation from and at 212 deg. per lb. of water 

free fuel oil (item 28 -5- item 21) .lb. 

(a) Ekiuivalent evaporation from and at 212 deg. of steam fed 
to burner per lb. of fuel oil free from water (item 26a X 

item 27 -^item 21) lb. 

(6) Net equivalent evaporation from and at 212 deg. per lb. of oil 

free from water (item 40 —item 40o) lb. 

Calorific Value 

'"^^^S) Calorific value of 1 lb. of fuel oil as received by calorimeter .... B.t.u. 
(a) Calorific value of 1 lb. of water free fuel oil B.t.u. 

Efficiency 



[) Efficiency of boiler and furnace. 

,^ ^ Ite m 40 X 970.4 

100 X- "V7 7^^ — per cent. 

Item 42a 

(a. Net efficiency of boiler and furnace. 

-^ ^ Item 406 X 970.4 . 

100 X — CT To per cent. 

Item 42a 



Cost of Evaporation 

46) C-ost of fuel oil per bbl. of 42 gals, delivered in boiler room . . .dollars. 

47) Cost of fuel oil required for evaporating 1000 lb. of water 

under observed conditions dollars. 

\4&) Cost of fuel oil required for evaporating 1000 lb. of water 

from and at 212 deg dollars. 

Smoke Data 

(49) Percentage of smoke as observed per cent. 

(a) Weight of soot per hour obtained from smoke meter 

(51) Analysis of Dry Gases by Volume. 

(a) Carbon dioxide (COa) per cent. 

(6) Oxygen (O) per cent. 

(c) Carbon monoxide (CO) per cent. 

(d) Hydrogen and hydrocarbons per cent. 

(e) Nitrogen by difference (N) per cent. 

(53) Ultimate analysis of fuel oil. 

(a) Carbon (C) per cent. 

(6) Hydrogen (H) per cent. 

(c) Oxygen (O) per cent. 

(d) Nitrogen (N) per cent. 

(e) Sulphur (8) per cent. 

(/) Ash per cent. 

100 per cent. 

(g) Water in sample of fuel oil as received per cent. 

(56) Heat balance, based on fuel oil free from water; 
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B.Lu. Per cent. 
(a) a. Total heat absorbed by boiler 

b. Heat absorbed for atomization 

c. Net heat absorbed for power 

(6) Loss due to water in fuel oil 

(c) Loss due to water from burning H 

(d) Loss due to heat carried away by dry 

gases For numerical 

(e) Loss due to carbon monoxide example com- 

(f) a. Loss due to generation of steam for pletely solved, 

atomization see page 327. 

b. Loss due to superheat of steam used for 

atomization 

c. Total loss due to atomization 

(g) Loss due to moisture in entering air 

(h) Stray losses 

(i) Total calorific value of 1 lb. of fuel oil free 

from water (item 42a) 100 

Table 2. — Principal Data and Results of Boiler Test 

(1) Oil Burners. — No Type Make 

(2) Total heating surface sq. ft. 

(3) Date 

(4) Duration hr. 

(5) Kind and gravity of fuel oil 

(6) Steam pressure by gage lb. per sq. in. 

(a) Oil pressure at burner lb. per sq. in. 

(7) Temperature of feed water entering boiler deg. 

(a) Temperature of oil at burner deg. 

(8) Percentage of moisture in steam or number of degrees of super- 

heating per cent, or deg. 

(9) Percentage of water in oil per cent. 

(10) Oil free from water per hour lb. 

(11) Oil free from water per hour per burner lb. 

(12) Equivalent evaporation per hour from and at 212 deg lb. 

(13) Equivalent evaporation per hour from and at 212 deg. per sq. 

ft. of heating surface lb. 

(14) Rated capacity per hour, from and at 212 deg lb. 

(15) Percentage of rated capacity developed per cent. 

(16) Equivalent evaporation from and at 212 deg. per lb. oil free from 

water lb. 

(a) Per cent, of total steam used by burner per cent. 

(17) Net equivalent evaportion from and at 212 deg. per lb. of oil free 

from water (deducting steam used by burner) lb. 

(18) Calorific value of 1 lb. of oil as received, by calorimeter B.t.u 

(19) Calorific value of 1 lb. of oil free from water B.t.u. 

(20) Efficiency of boiler and furnace per cent. 

(21) Net efficiency (deducting steam used by burners) per cent. 
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f THE USE OF EVAPORATIVE TESTS IN IHCREASIHG 
EFFICIENCy OF OIL FIRED BOILERS 
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To the operating eDKineer it niiiy seem that tho aomewhat 
elaborate rules for conducting evaporative tests of steam boilers 
are of little interest. It is his province to run the boilers as 
economieally as he can, to keep them elean and in proper repair, 
and above all to keep the plant in continuous operati<Hi, There 
3 one very important function of boiler tests, however, which 
luakes them invaluable to the broad-gage operating engineer who 
t desirous of securing the best possible results from his plant. 
I This ifl the use of the evaporative lest as a guide in determining 
I vhat is the best furnace arrangement, the best style of oil 
J burner, and the best draft conditions for the particular boilers 
k he is operating. Thus by making a careful test under certain 
conditions and then making another test, or sometimes a scries 
of tests, under different conditions, it is passible to determine 
from the relative efficiencies obtained just how the boiler should 
be operated. It will not be out of place, therefore, to discuss 
briefly the various changes that may be made in the boiler 
operation, which when intelligently carried out will lead to 
higher efficiencies. 

Furnace Arrangement. — Perhaps the most important part 
of an oil fired l:>oilcr is its furnace arrangement. In a previous 
chapter a number of different furnaces were described, but it was 
not stated which was the most efficient. This must be deter- 
mined by testing the boiler under actual operating conditions, 
first with one furnace arrangement, then with another, being 
guided in making changes by the results obtained in the different 
tests. It is impossible to design a furnace that will be right for 
all conditions, as with different grades of fuel oil or different 
makes of boiler or different draft conditions, different furnace 
arrangements are required. Fortunately it is possible to make 
_ minor changes in the furnace very easily, as these involve usuaUy 
H only an alteration of the location of fire brick on the furnace 
I 23 337 
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floor. It is thus possible to increase or decrease the size of air 
openings, or to change them in such a way aa to allow more air 
to enter at one part of the furnafe, such as directly under the 
flame, and less at another part where Jt is not needed. It is also 
possible, without much difficulty, to alter a furnace that has 
been designed for a front shot burner and make it suitable for a 
back shot burner, and thus it may be found by actual tests which 
of these two types of furnace is best suited to the particular 
boiler. 

In testing the different arrangements it is very important to 
test the boiler for capacity as well as economy, as it may sonje- 




times happen that the furnace that is most efficient at ordinary 
loads is not capable of forcing the boiler enough to carry the 
heavy loads sometimes required. In such a case it may be neces- 
sary to adopt a less efficient furnace, as it is usually of supreme 
importance for the boiler to be capable of carrying an overload 
when required. 

Oil Burners. — Boiler tests are of great value in determining 
what make and style of oil burner is the best to use under the 
■given conditions. In testing oil burners it is of extreme impor- 
tance to measure the steam used by the burner and determine the 
net efficiency of the boiler; for one kind of burner may produce 
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better furnace efficiency than another, and yet use so much steam 
for atomizing as to make it an uneconomical burner to use. After 
deuiding on the type of burner to use, teats should be made with 
varying quantities of atomizing steam with the same burner, the 
object being not to find out the least quantity of steam that may 
be used for atomizing but to determine the quantity of steam 
that secures the best net efficiency of the boiler. 

The temperature and pressure of the oil are intimately con- 
nected with the quantity of atomizing steam required. In the 
case of mechanical atomization, such as is used in marine work, 
liigh pressure and high temperatures are used and no steam is 
required. In general it may be said that the hotter the oil and 
the higher its pressure, the less atomizing steam is needed. Dif- 
ferent oils require different temperatures, and the temperature 
should always be kept well below the flash point of the oil. By 
testing the boiler with the oil first at one temperature and then at 
another, and varj-ing the quantity of steam to suit, much infor- 
mation can be obtained as to the most economical method of 
operation. 

Apart from the quantity of steam used, other changes that 
may be made in the burner consist in varyingthesizeof the steam 
and oil slots, altering the height of the burner in reference to the 
furnace floor, and changing the angle of the flame in reference to 
the grates. 

Draft. — The quantity of air entering the furnace depends on 
the intensity of the draft, and tiie area of openings for the admis- 
sion of air to the furnace. The quantity of air may be reduced 
by partially closing the boiler damper or the ash pit doors, or it 
may be increased by enlarging the openings in the furnace floor. 
Thus it is possible to operate with large openings and light draft, 
or with small openings and strong draft. A careful test of the 
boiler will determine at once which of these conditions gives the 
best results. If the load on the plant is variable it is necessary t« 
have the air openings large enough to admit sufhcient air' for the 
maximum load at full draft. Then for Ughter loads the damper 
or ash pit doors must be operated. When making tests the read- 
ings of the draft gage at various points in the setting should be 
carefully observed, and loss of draft due to the gases passing 
through the setting noted. Thus, if the draft in the fur- 
nace is 0.2 in and the draft in front of the damper is 0.3 in., there is 
loss of 0.1 in. between the damper and the furnace. This loss of 
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draft varies with the volume of gases just as the drop in pressure 
due to steam flowing through an orifice varies with the quantity 
of ateam flowing. If the quantity of excess air increases, there- 
fore, the loss of draft also increases. By connecting a draft gage 
so as to measure the diFTorcDce in the draft at the two points, it 
will serve as an approximate indicator of the amount of excess air. 

Flue Gas Analysis for Maximum EflSciency.^ — The analysis of 
the flue gasea serves as an accurate means of determining how to 
set the dampers, and is the most valuable guide in securing the 
best efficiency, both during an evaporative test and in regular 
operation. In general, it may be said that the best efficiency is 
obtained when the greatest percentage of carbon dioxide CCO») 
occurs, without the presence of carbon monoxide (CO). If CO 
begins to appear in the gas anab'sis it is useless to increase the 
COj further, as any gain due to reducing the excess air is more 
than offset by the loss due to incomplete combustion. The pres- 
ence of CO is always more harmful than is indicated by the calcu- 
lated loss for unconsumed carbon, for if carbon is only partially 
consumed it is certain that some of the hydrogen is also p»t™"E 
off unconsumed in the form of hydrocarbons, thus causing a far 
greater loss. This loss due to unconsumed hydrogen does not 
appear in the ordinary gas analysis, and it is in connection with 
this item that the heat balance is of special value. Item (A) of 
the heat balance, which is found by subtracting the heat ac- 
counted for from the heat supplied, includes the loss due to un- 
consumed hydrogen, and if accurate tests are made it will be 
found that this item is always greater the more CO is found in 
the gases. 

If the furnace is properly designed it should be possible to 
secure 13,'^ per cent, to 14 per cent. COj, with not over 3 per cent, 
oxygen, and without a trace of CO, using not over 15 per cent, 
or 20 per cent, excess air. These results must be secured to give 
the l>est economical results, and if they cannot be secured by 
changing the draft or the burners, it will then follow that there 
is something wrong with the furnace arrangement. 

It will be found that there is a very intimate relation between 
the furnace, the burner, and the draft. Thus the intensity of 
draft and amount of atomizing steam that give best results with 
one furnace, may give poor results with another; yet by read- 
justing the dampers and burner valves %o suit the new conditions, 
better results than ever may be obtained. With too much steam 
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the flame omy be carried too far beyond the air openinga, causing 
a poor mixture of air and gases. This would result in a poor 
gas analysis, although the total quantity of air may be correct. 

There are so many variations that can be made, that it is 
usually impractical to make a complete evaporative test for 
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each set of conditions. It is possible, however, to obtain com- 
parative data in a single test, by varying the conditions at the 
end of each hour, or each two hours. By carefully observing 
the quantity of oil and water used each hour, a fairly accurate 
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comparison of efficiencies under different conditions may be 
obtained. This, combined with the flue gas analysis, nmkes a 
valuable guide for efficient operation. 

Regulation. — When an oil fired boiler is in operation there are 
three variables under control of the fireni 

The quantity of oil burned. 

The quantity of atomizing steam used, and 

The quantity of air supplii?d. 




The quantity of oil burned is determined by the amount of 

I required in the plant, and must be varied accordinKly. 

rWhen there are several boilers in battery the amount burned 

under each boiler may be varied by operating the oil valves at 

the burners, or the total amount in the plant may be changed by 

altering the oil pressure at the oil pump. Whenever the quan- 

L tity of oil burned is varied, there should be a corresponding varia- 

B-^on in the quantity of atomizing steam and the quantity of air. 
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There are now on the market devices which regulate all three 
variables automatically according to the load on the plant. Il- 
lustrations of automatic firing systems are shown on pages 331 
and 341. The essential requisites for a deviee of this kind are 
that it shall be reliable in operation, and that when it has once 
been set to give proper COi readings at certain loads, it will 
always come back to the same position for the same load. While 
it is possible under test conditions to secure just as high efficiency 
with hand regulation as with the automatic, it will usually be 
found that the automatic regulator produces better every-day 
economy under operating conditions. 

Records. — Complete evaporative tests cannot be made every 
day in an ordinary plant, but it is possible to take sufficient ob- 
servations to secure a daily record of the important items enter- 
ing into the operation of a boiler. A form that is convenient 
for such a record is illustrated in Fig. 201. By carefullj' study- 
ing these records, together with the results of evaporative tests, 
it is possible to maintain the operation of a boiler plant at a 
very efficient point. 

By o|)eration at the most eiEcient point we save and it is well 
to remember in these daj's of national crisis, that ' ' to save ia to 
serve." ^H 

PRACTICAL ILLDSTRATIONS OF ECONOMY STUDY ^| 

As an illustration of what can be accomplished in actual prac- 
tice by the use of boiler tests, combined with intelligent changes of 
furnace arrangement and operating details, the following de- 
scription of work performed in one of the large oil burning plants 
in San Francisco will be of interest: 

In order to increase the efficiency and capacity of the boilers, 
certain changes were made on the boiler shown in Fig. 203. To 
determine what improvements had been effected a series of 
tests was run before and after the changes wore made. The 
amount of oil burned in the furnace was measured by a meter and 
the amounts of steam generated and steam used by the burners 
were measured by General Electric flow meters. 

General Furnace Arrangement. — Before making the changes, 
the furnace in the boiler was arranged as shown in Fig. S6 and the 
baffles between the gas passages were located as shown in Fig. 203, 
Most of the baffle bricks in front of the flame plates between the 
1st and 2nd passes were missing, thus allowing a targe percentfige 
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of the gases from the furnace to pass directly into the 2nd pass, 
the Qame plates themselves having been burned away in a num- 
ber of plares. The ypaee between llic boltoni of ihe rear liaffie 




>[ ailed around burnen. 



and the bridge wall was also vei'y small as shown on the sketch. 
This was remedied by moving back the bottom of the baffle to a 
position as shown in Fig. 204. All of the Same plates which were 
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F[fi. 206.— Sketch of grata bars used dunng lest, 

in bad shape were renewed and new bricks put in front of ihem, 
thus making the new baffles as tight as possible. 

The furnace arrangement as shown in Fig. 86 was changed to 
conform to the arrangement as shown in Fig. 87. New grate bars 
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having wide air spaces were also installed, a 2 ft. f> in. bar being 
used next to the bridge wall and a 3 ft. 6 in. long bar next to this. 
These bars whieh are shown in Fig. 206 have a net free area of about 
65 per cent. The checkerwork and housings installed around the 
burners are shown in Fig. 205. 

New piping was installed for the steam and oil to the burnere. 
The general view of the piping and other details of the boiler 
front is shown in Fig. 60. Two flanges, inserted for bringing about 
an arrangement for limiting the steam to burners, had a steel 
disc inserted between them, this diso having a ^fe in. hole drilled 
through it. When the boiler is running at rating all the steam 
for atomizing passes through this hole, the valve on the by- 
pass around the disc being closed. When it is desired to carry 
a h(^avy load on the boiler the lower or by-pase valve is opened 
and enough steam can be obtained for any overload desired. The 
valves having rising stems, one can tell at a glance whether the 
by-pass valve is openeti or closed. 

The damper control was brought to the front of the boiler and 
arranged so that the damper could be opened or closed in verj' 
small increments. It was found that the damper did not fit 
tight all around as proved by the draft readings taken in the 
boiler with the damper and ash pit doors closed as tight as pos- 
sible. This defect was not completely remedied as there was 
still some leakage at this point during the tests. 

The location of the peep hole in the south wall was changed so 
that a view of the front walls and tubes for some distance back 
from it could be obtained. This enabled the operator to see the 
end of the flame at all times and to determine when the fires 
were smoking. Peep holes were also put in the side walls close 
to the burners so that the flame and furnace could be observed 
at these points. 

By building a small wall in front of the mud drum and laying 
a plate from the top of this wall to the mud dnmi, the possi- 
bility of gases getting under the drum and by-passing the 3d 
pass was eliminated. A plate 14 in. wide was laid on top of the 
upper tubes and against the back headers, the eifect of this being 
to force the gases to pass over the entire tube surface in the rear 
pass. 

Table Showing Economy Data.^The following table shows the 
operating conditions and loads which could be carried on this 
boiler before and after the changes were made and the boiler 
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cleaned. This table shows the average of the 15 minute readings 
during the periods for which the tests were run. In all cases 
the conditions remained practically constant during the run. 

The first five columns of the table show the tests made on 
April 19, 20 and 21 before any changes had been made on the 
boiler, except that before the trials of April 20 the soot was 
blown from the tubes. This accounts for the much lower flue 
gas temperature for the first test on April 20 as compared with 
the evening test of April 19, at approximately the same load. 
The test of April 21 shows the maximum load which could be 
obtained on the boiler prior to the changes. 

The last four columns in the table show the results obtained 
after the changes had been made. The following summary shows 
a comparison of the two maximum loads run : 

CoMPAiL\TivE Economic Results 



Boiler preesure 

Oil pressure 

Oil temperature 

Draft in breeching 

Draft in top 3d pass 

Draft in hot. 3d pass 

Draft in bot. 2d pass 

Draft in top 2d pass 

Draft in top 1st pass 

Draft in furnace 

Draft in ash pit 

Temp, of flue gases 

Load on boiler 

Per cent, of rating developed . . . 

Gross efficiency 

Steam to burners 

Net efficiency 



April 21, j May 14, 

before changes ; after changes had 
had been made i been made 



196 lbs. 


199 lbs. 


52 lbs. 


55 lbs. 


177° 


180** 


0.226" 


0.315" 


0.21 " 


0.271" 


0.21 " 


0.243" 


0.155" 


0.171" 


0.039" 


0.066" 


0.016" 


0.042" 


0.083" 


0.096" 


0.078" 


0.103" 


610** 


642** 


755 h.p. 


972 h.p. 


144% 


186% 


69.5% 


76.4% 


4.28% 


3.37% 


66.5% 


73.82% 



Conclusions from Test Data. — Thus the capacity of the boiler 
was increased from 144 per cent, of rating to 186 per cent, of 
rating, a net gain of 29 per cent, in the amount of steam generated. 
At the same time the net efficiency was increased from 66.6 per 
cent, to 73.8 per cent. This increase in net efficiency, it will be 
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noted was helped out by the saving in the amount of steam for 
atomizing, the latter item having been reduced from 4.28 per 
cent, of the total steam generated to 3.37 per cent. These 
efficiencies are only comparative as a heat balance shows that 
the efficiency is probably higher in each case than that given. 
The discrepancy is due probably to an error in the oil meter. 

A comparison of the tests at other ratings shows a marked im- 
provement in the operation of the boiler, particularly in the 
amount of steam for atomizing the oil. Subsequent to the tests 
enumerated it has been found that rating could be obtained on 
the boiler if the steam for atomizing was supplied through only 
a }^i in. hole in the disc previously mentioned. Under this con- 
dition the steam for atomizing was reduced to slightly above 
2 per cent. 



_ .eond 

heets 
Hftom 
■wibli 



CHAPTER \XI 

I ECONOMIES OBTAINED IN OIL BURKING PRACTICE 

Wbep a boiler is fired with oil there are no ashps to carry 
way unbiiroed fuel, there are no banked fires to cause poor cffi- 
iency at light loads, and as it is possible to secure perfect eom- 
istion with very little excess air, the efficiency of an oil fired 
iler is naturally higher than that of a coal fired boiler. 
In Table 1, on page 357 are given the results of actual tests 
that have been made from time to time on oil fired boilers with 
st«am atomizing burners at different locations and under various 
, .eonditions. In Table 2, on page 358 are given the results of 
wis, made by the Babcockand Wilcox Co. with mechanically 
»mized oil burners, taken from a paper by Darrah Corbet 
' pubhshed in the August 1920 Journal of the American Institute 
of Electrical Ei^ineera. These tests give the best results that 
can be expected from oil fired Iwilei-s. Actual results obtained 
in regular operation are not usually as good as the results 
obtained from tests, but they can be made as good if the same 
care is exercised in keeping the boilers clean, regulating the air 

Epply and all the minor details that help in securing high 
tciency. 
There is very little data available to show just how closely 
xlern power plants approximate to test results in every day 
operation, as there are few plants that keep records complete 
enough and accurate enough to detennine the daily boiler effi- 
ciency separate from the complete plant eificiency. The usual 
method of recording the daily efficiency of an oil burning central 
station is by the ratio of kilowatt-hours generated to barrels 
i oil biu-ned. While this is an excellent method of determining 
e overall efficiency of the plant as a whole, it is a poor method of 
mparing an oil burning plant with a coal burning plant or of 
sparing one oil burning plant with another. There are so 
iny factors that enter into the overall efficiency, such as pres- 
B of steam, degree of superheat, amount of vacuum, economy 
i prime movers, character of auxiliaries, and station load 
btor, that the mere statement of kilowatt-lioun | 
351 




Pig. 208.— Boiler (roat al Ariiona Power Plniil, Phoonii, Arizona. A world's 
renord wils honi eBlnbliBhod. nhoroin 333.3 Icilowatt hours oF electrical enersy 
wore BODsrBUid psr barrel of fuel oil burned. 
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r barrel of oil doee not give much idea of what efficiency \b being 
tained from the oil burning boilers unless a complete detaUed 
nriptioD of the plant is included. 

[t m probable that the general average of present day oil 
ming central stations generate from 200 to 240 kilowatt hours 
r barrel of oil, when operated at a fair load factor. This is 
livalmt to from 25,Q00 to 30,000 B.t.u. per kilowatt hour. 
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, 80B.^<^r\-e (bowing relation betwreo K.W.H. per liurrcl of oil iind B.T.C. 
per K.W.H. far different Rradoa nf nil. 

very light loads, such as occur in standby service, the effi- 
ncy may drop to less than 100 kilowatt hours per barrel. 
(Vhile records giving the actual efficiency of oil fired boilers 
ier regular operating conditions are rare, a very close ap- 
)ximation of the performance of the boilers can be obtained 
m the flue gas analysis and the temperature of the escaping 
les. It will therefore be of interest to note some of the actual 
iat readings taken from boilers in regular service. 
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The following readings were obtained from a 600 h.p. Stirling 
Boiler with Peabody Hammel furnace. No special adjustments 
were made and the object of taking these readings was to obtain 
some idea of the performance of the boiler as usually fired: 
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CUD per E.W. Hr. ( Oram ) 



14.2 
14.0 
12.0 



Per cent, 
excess air 
calcul&ted 

16.0 

12.5 

14.0 

32.0 



The following readings were obtained from a 750 h.p. Boiler 
of the water leg type, with vertical baffles and burners set in the 
front wall: 



11.4 
12.2 
12.0 
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At this point an effort was made to reduce the excess air by par- 
tially closing the damper, after which the following readings 
were obtained: 



CO, 





CO 


Per cent, 
excess air 


13.6 


2.8 





17 



The following readings were obtained from a 773 h.p. Parker 
^fcoiler with horizontal baflBes with the burners set in the front 
"^all, the furnace extending the full length of the boiler: 



CO, 





CO 


Per cent, 
excess air 


14.9 


1.2 


0.2 


7 


15.4 


0.5 


0.9 


4 



Since these readings show the presence of carbon monoxide (CO), 
an effort was made to obtain perfect combustion by opening 
the damper and ashpit doors wide, with the following result: 









Per cent. 


CO, 





CO 


excess air 


15.2 


0.6 


0.5 


5 



Since CO was still present the fires were cut down, slightly reduc- 
ing the capacity of the boiler, with the following results: 









Per cent. 


CO, 





CO 


excess air 


14.3 


2.4 





12 



It is thus seen that with boilers of several different types, and 
different furnace arrangements, very Uttle effort on the part of 
the operators is required to obtain air regulation, corresponding to 
the test results shown in the table of tests .as reproduced in this 
article. 

The temperature of the escaping gases, which is the other 
important item affecting the efficiency of the boilers in regular 
operation, depends on five things: 

1. Regulation of air supply 

2. Cleanliness of the boiler 

3. Capacity of the boiler 

4. Design of the boiler 

5. Condition of the boiler brickwork and baffles 
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Flue gas temperatures in actual practice run all the way from 
400°F. for clean boilers operating at their rated capacity with 16 
or 20 per cent, of excess air, up to 800°F. for dirty boilers with 
leaky baffles operating at 200 per cent, of rating with 50 to 100 
per cent, excess air. A general average for boilers in regular 
operation is about 550**F. 

The following results were obtained on a 524 h.p. Babcock 
and Wilcox boiler set with the front headers 9 feet above the 
floor, equipped with a Peabody furnace. The setting was new, 
and the boiler had just been cleaned inside and out. The boiler 
was equipped with soot blowers which were operated about eight 
hours before the observations were taken. 

Duration of test, hrs 1.0 3.0 

Capacity — per cent, of rating (measured 

by steam flow meter) 110.0 172.0 

Steam pressure, gage, lbs. per sq. in 192 . 108 . 

Degree of superheat, deg. F 75.0 73.0 

Draft at damper, in. water . 01 0. 23 

Carbon dioxide 00,% 14.4 14.3 

Temperature escaping gases, deg. F 431 . 5 457 . 5 

The importance of keeping a boiler clean is well illustrated by 
the effect on the flue gas temperature of blowing the soot off the 
tubes. There is a common belief that when burning oil there is 
little or no accumulation of soot. This, however, is not the case, 
for while the quantity of soot is much less than in a coal fired 
boiler it is still an ever present evil, and it is necessary to dust the 
tubes at least once a day if the best eflSciency is to be obtained. 
The following readings taken in regular service, on an 823 h.p. 
Stirling boiler with a Peabody Hammel oil furnace, shc^v that 
blowing the soot off the tubes resulted in reducing the exit tem- 
perature more than 75°, and that in six days the temperature 
gradually built up to more than it had been before the tubes 
were dusted. 

In stand by plants, where it is necessary to operate the plant 
at no load and be ready to pick up the load at any instant, the 
boilers must be kept hot even though no steam is generated. 
With coal fired boilers this is accomplished by keeping a banked 
fire on the grates. With oil fired boilers the fire is put out 
completely, and when the steam pressure in the boiler has dropped 
as low as permissible, the fire is relighted and the steam brought 
back to full pressure. During the time the fire is out the damper 
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TcBES Ddbted After the Fibst Set of ReADtNaa and Boiler Operated 

FOB Six Davk Withi>ut FmiTHER Use op the Soot 

Blowers, Oil Fuel 
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may be shut tight, thus materially reducing the loss of heat to 
the chimney during this period. Teats have shown that the 
oil required to keep a boiler hot in this manner amounts to from 
1.5 to 3 per cent, of the quantity of oil required to operate the 
boiler at its rated capacity. The tighter the damper the less 
oil will be required. In a boiler with good tight dampers the 
drop in steam pressure will be not more than 10 or 15 pounds 
per hour. 

The best recorded results of oil burning plants are those 
obtained at the three Arizona plants described in C. R. Wey- 
mouth's paper entitled "Economy of Certain Arizona Steam Elec- 
tric Power Plants Using Oil Fuel," presented at the June, 1919, 
meeting of the American Society of Mechanical EnRineers. 
This paper shows that a plant having 6000 K. W. turbines operat- 
ing with a steam pressure of 175 lb. and 100 deg. superheat and 
2 to 3 in. absolute back presure generates from 257 to 2&4 kilowatt 
hours per barrel of oil. Another plant, having 250 lb. steam 
pressure and 150 deg. superheat and 1.66 in. to 2.14 in. absolute 
back pressure, generates from 287 to 326 kilowatt hours per 
barrel of oil. Monthly boiler room records of the former plant 
show combined net efficiency of boilers and economizers of 
approximately 83 per cent., which corresponds to 79? 2 per cent, 
net efficiency for the boilers alone. 
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The following additional data on the economies and method 
of ofxTntion at one of these plants, namely the New Cornelia 
Copper Company, was enmpiled by E. A. Rogers who was for 
two years Chief Engineer in eharge of the plant: 

ECONOMIES IN THE NEW CORNELIA COPPER COMPANY PLANT 

Type of Equipment. — The generating equipment consists of 
two General Electric turbo-generators rated at 7500 kilowatts at 
80 per cent, power factor. The generators are 3-phase, 60-eycle, 
2300-volt at 1800 r.p.m. The turbines are designed to use 
steam at 240 pounds pressure and 140 decrees superheat. 

The condensing equipment consists of Wheeler surface con- 
densers, Wheeler dry vacuum and centrifugal hot well pumpe. 
Duplicate hot well pumps, one motor driven and one turbine 
driven, are provided for each condenser. Each condenser has 
its own motor-driven centrifugal circulating water pump for 
supplying the cooling water from the pond. 

The boiler equipment consists of five Stirhng boilers rated at 
825 h. p. each. They are operated at a pressure of 255 pounds and 
as normally operated deliver steam at 110 degrees superheat. 
Being equipped with asbestos insulation and steel casings, radia- 
tion and air infiltration losses are reduced to a minimum. The 
gases leaving the boilere pass through Green fuel economizers 
which are arranged so that with four boilers in operation, each 
economizer takes care of two boilers. Natural draft is used and 
&e the air temperatures are high in summer, a stack 220 feet 
high is necessary. This stack is of reinforced concrete, double 
for part of its height, and the tapered construction gives not 
only good mechanical proportions but a pleasing appearance. 
Feed water heaters are provided which utilize the steam from 
the rotative dry vacuum pumps and feed water pumps to heat 
the feed water before it goes to the economizers. The pumps for 
handhng the feed water are turbine driven centrifugals, the ex- 
haust steam from the turbine going to the feed heater. 

BOILER EFFICIENCY 

The firing of the boilei-s is controlled by a Moore automatic 
regulating system which is one of the main contributing factors 
in the maintaining of the high boiler efficiencies obtained at this 
plant. The furnaces are of the Hammel-Peabody type and Ham- 
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*iiel oil burners are used. That the automatic control of the 
clampers produces excellent results is shown by the boiler effi- 
ciencies maintained. With the dampers properly set the regu- 
lator maintains a draft condition which gives almost perfect 
combustion as shown by the gas analyzer, the per cent, of COs 
in the gases leaving the boilers being maintained between limits 
I «f 13.0 per cent, and 14.5 per cent. The following figures show 
I the boiler room reaulta for the month of December, 1019: 

Load on boilers in per cent, of rating .... 91.0% 

Gross l>oiler plus econoitiiaer efficiency 84.5% 

Gross boiler efficipnry 80-0% 

Amount of Bteam used for atomiang oil 1.0% 

Net hoiler efTicieticy ... 79,0% 

These percentages do not take into consideration the additional 
amount of steam used for atomizing the oil with hand firing, but 
refer to automatic control only. When the boilers were fired by 
hand the atomizing steam was supplied through a line on which 
there ia no flow meter and const^quently accm'ate data on this item 
is not available. It has been the writer's experience that with 
band firing the atomizing steam will vary from 2,0 per cent, to 
4.0 per cent, of the steam generated, depending on the skill and 
experience of the operator. Observations on the boilers at this 
plant would indicate a steam consumption of at least 2.0 per cent, 
for atomizing, which is a loss of 1.0 per cent, over the amount 
• shown for automatic control. 

With regard to the efficiency of the automatic control of the 
firing of the boilers as compared with hand firing, it has been 
found that the boiler room efficiency is 4 i>er cent, to 5 per cent. 
higher when the regulators are in operation than when firing and 
damper setting are done by hand. The comparison has been 
made at times when the reKuln.tor8 were taken out of service for 
inspection and general overhauling, and the firing and regulating 
of dampers done entirely by hand. 

OPERATION OF AUTOMATIC REGULATORS 

The automatic regulators do not relieve the fii'eman of all 
responsibility in connection with the firing, however, for it is 
necessary to watch the burners carefully to see that they are 
working properly. It occasionally happens that a burner be- 
comes choked or partially so with carbon, which reduces the size 
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of the flame. This results in a considerable amount of excess 
air in this particular boiler and, unless the burner is changed, 
may result in a serious loss in efficiency. The fireman must be 
trained, furthermore, to understand the value of the gas analyas 
in its relation to efficient operation. This is necessary because 
it is essential for them to make adjustments on the main damper 
r^ulator to compensate for changes in draft conditions due to 
atmospheric changes. Thus, for instance, if the dampers are 
set during the day to give proper combustion and at night the 
air cools down considerably, the stack draft increases and more 
air will be drawn into the boilers than is necessary. When the 
fireman finds that this condition exists, by turning a hand wheel 
and tightening a spring on the damper regulator the dampers 
are set for the new draft conditions and automaticaUy take care 
of changes in load as before. It has been found in this plant that 
this adjustment for changes in draft due to atmospheric changes 
is a very important part of maintaining high economies. 

MAINTAINING ECONOMY 

In order to obtain a maximum of effort on the part of the oper- 
ating force, in maintaining the proper economies, the economy is 
worked out for each watch and posted daily. The rivalry thus 
promoted has aided materially in maintaining good operating 
results in the plant. The results thus posted every day are: 

Kilowatt-hours generated. 

Barrels of fuel oil used. 

Pounds of water evaporated. 

Kilowatt-hours per bbl. of oil. 

Pounds of water per pound of oil. 

The equipment used to obtain this and other data is as fol- 
lows: 

For accurately measuring the fuel oil two carefully calibrated 
tanks are used, it being possible to obtain the oil consumption 
within less than one-half of 1 per cent. 

A Cochrane V notch meter in the feed water heater and a 
Venturi meter on the feed water line to the boilers give the amount 
of water evaporated. A General Electric steam flow meter 
gives the amount of steam used for atomizing the fuel oil. 

The boilers are provided with draft gauges, superheated steam 
thermometers, flue gas thermometers and Uehling CO2 recorders. 
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Thermometers are also provided on the ecosomizerB for gases 
entering and leaving, and water entering and leaving. 

Readings are taken hourly and 1og$;ed, of all of these instru- 
ments, and thus it is an easy matter to locate any losses of ef- 
ficiency which may occur. 

As the town of Ajo is situated in the desert, extreme tempera- 
tures prevail in the summer months and consequently much lower 
economies are obtained during this period. The circulating 
Water for the condensers gets very warm, this resulting in a 
material loss in vacuum. The vacuum is also influenced by scale 
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FiO- 211. — In tbe Hummer the ciroulattiiE water for the condenaen jtels very 
wsiTD. and the vacuum ia ioflueaced by h hokIo fonning in the condenser tub«s. 
Much lower eoonomiea prevail during the period of these extreme temperaturea 
at New Cornelia Copper Co. 'a plant. Ajo, Arizona. 

forming in the condenser tubes, but this loss can be easily reme- 
died by cleaning the tubes out with a proper cleaner. To de- 
termine when it is necessary to remove the scale, tests are run, 
from which a heat balance for the condenser can be worked out. 
From this heat balance the heat transfer through the tubes can 
be determined and when this figure falls below a certain point 
the tubes are cleaned. 

In spite of the very low vacuum during the summer months, 
fairly good efficiencies can be obtained, as shown by the load 
efficiency curve. During February, March and April the load 
was very low, which accounts for the tow efficiencies obtained. 
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when the vacuum was relatively high. During the first twelve 
days of May the turbine was run with practically no load except 
the plant auxiliaries, but the plant waa in readiness to pick up at 
any time the full load. This account* for the low efiBciency 
shown for this month, the average for the la»t nineteen days being 
303 kw.-hr. per bbl. In June the load was incre.asod practically 
to normal conditions, and these conditions held until in December 
the load was again reduced with a corresponding drop in effi- 
ciency. All efficiencies shown or given in terms of kw-hr. per 
bbl. of oil are net, all power used in the plant being deducted 
from the total generation before figuring the efficiency. 
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212.— Economy curve ahowina the rslBtion botwoen the load and 
od per kw. hour during the year 1919. at New Cornelia Copper Co 

e best economy obtained by the plant during 1919 wa 
ast eleven days of January. During this period the 
iged 8085 kw. The temperature of the circulating w 
>8.8 degrees, and the vacuum 1 .28 in. absolute. The ave 
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z showing the relation between the load and B.t.u. sup 
kilowatt hour generated ia calculated from the re 
illy obtained in the plant during the year 1919. In b 
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<;ascs on the low loads coirection was made for circulating water 
■temperature, as the loads occurred when the water was about 
■75°. At the higher ratings, however, the curve corresponds to 
the actual existing temperatures aud conditions, 

Notwithstanding the fact that with a cooling pond and spray 
nozzles it is necessary to pmnp the circulating water against a 
considerably greater head than should ordinarily be necessary 
in a sea-water plant, the power used by the auxiliaries compares 
quite favorably with plants of the latter type. The average 
amount of power used by the auxiliaries during 1919 was 3.2 
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. 213.— Load afficiency curve at plant of New Cornolia Copper Co 
Doiei ihuwi, or given in terms ot kw. hour per barrel of oil are a 
UBod in the plant being dediicled from (he total generation before 
e efficiency. 

cent, of the total generation and under normal full 
figure is 2.75 per cent. The auxiliaries include the circ 
vater and hot-well pumps, air washers for generators, ec 
r scrapers, motor-generator for switch control power, 
on lights. 

MOTOR-GENERATOR SETS 
addition to the generating equipment the plant con 
motor-generator sets which furnish the direct current fo 
rolytic deijosition of copper. There are four of these 
being in continuous operation and the fourt.h a s 
1 set consists of a 2400-h.p. aynchi'onous motor direct- 
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nected to an 850-kw. direct current generator od each end of the 
shaft. These generators are rated at 5000 amperes at 170 




Fio. 215.— This cDoling pmiii moasurea 150 by 400 faet anil is one of tte 
iargOBt in the country. Earti cnndanBer in the plant haa its own niotor-driv«n 
centrifugal circulating water pump (or supplying the cooling water from the 

volts, and as normally operated cany the full load current at 160 
to 170 volts. Thus with three units in service there is a total 
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load of 30,000 amperes at 160 to 170 volts on the d.c. side. As 
this load is continuous for 24 hrs, a day it gives the plant a very 
high load factor, at times 94 per cent, and averaging about 90 
per cent. This aids materially in maintaining high economies. 
The motors being synchronous make it possible to keep the 
power factor at 98 to 99 per cent., wliich has made it possible 
to oany peak loads of 1(1. 'H)I) kw. f>n ou-- <>\ llio jnuin generators. 




I 



muiiliary eicitor unil in Ihu lorpgnmud, on 
motor gBoerator acta in the backsround. Three of thi 
operation, and carry a total load of 3D.00O amperes a 
d.c. lido, 24 liaurB a day. 



volts o: 



Accompanying illustrations show the power plant, cooling 
pond and interior of the plant. The cooling pond is one of the 
largest in the countrj', being l.W ft. wide by 400 ft. long. The 
turbine room is shown, an auxiliarj' exciter unit made by the 
AlliS'Chalmcrs Company appearing in the foregroimd, then one 
^_ of the turbo-generators, and in the background the four Westing- 
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CHAPTER XLII 
MISCELLANEOUS OIL BUimiNG TESTS 

TESTS AT LOMG BEACH STEAM PLAKT 

GeneraL — The following report covere a series of tests ( 
ducted on the boilers at the Long Beach Steam Plant of the 
Southern California Edison Company, and was compiled by 
H. L. Doolittle, st^am power plant speciahst for the company. 
These tests fxlended over a period of approximately 10 moa. 

Description of Plant.— The Long Beach Steam Plant is located 
at the Long Beach Inner Harbor, Long Beaeh, California, and 
consists of the foUowing equipment : 

No. 1 Unit — placed in operation August 20, 1911, consisting of 
one 12,000-kw, General Electric Co, vertical Curtis Turbo- 
generator running at 750 r.p.m,; eight 777,5-h.p. Stirling boJlere; 
duplex feed pumps; turbine driven exciter; engine driven centrif- 
ugal circulating pump; all auxiliaries steam driven excepting 
spare hot well and oil drain pumps which are motor driven. 

No, 2 Unit — placed in operation Februan,' 2, 1913, conasting of 
one 15,000-kw. General Electric Co. vertical Curtis turbo- 
generator running at 750 r.p.m.; eight 777.5-h.p. Stirling boilers; 
steam turbine driven centrifugal feed pumps; turbine driven 
exciter; steam turbine driven centrifugal circulating pump; all 
auxiliaries steam driven excepting spare hot well and oil drain 
pumps which are motor dri\'en- 

No. 3 Unit — placed in operation March 30, 1914, consisting of 
one 20,000-kw. General Electric Co. vertical Curtis turbo- 
generator running at 750 r.p.m.; eight 850-h.p. Stirling boilers 
fitted with Sturtevant economizers; motor driven exciter; cen- 
trifugal boiler feed pumps; centrifugal circulating pump; all 
au.Kiharies being motor driven with the exception of the fuel oil 
pumps which are duplex steam pumps. 

All boilers are equipped with four Hammel oil burners and 
B. 4 W. U tube superheaters. 

All units operate at the normal pressure of 225 lb. gauge and 
125''F. superheat. 
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Method of Testing. — In general all tests extended over a 
period of from 7 to 8 bra., all observations being taken every 
15 min. 

All temperatures, except the stack temf)eratureH, were taken 
with mercurial thermometers calibrated by means of a standard 
thermometer. 

AH pressure gauges were calibrated with the dead weight gauge 
teeter. Small differences in prosaure and small pressures were 
measured with mercury U tubes. 

Stack temperatures for boiler tests were measured by means 
of a resistance thermometer consisting of copper wire installed in 
tile path of the flue gasea. The resistance of this wire was 
obtained by taking a cold reading after the wire was installed. 
Temperatures were calculated from the variation in the resistance 
of the wire. It was hoped that this method of measuring the flue 
gas temperature would be very accurate inasmuch as the wire was 
strung back and forth across the flue so as to measure the average 
gas temperature. It was found, however, that this method of 
measurement gave more or less erratic results which must be 
due to the varying velocities of the gas flowing past the wire. 
It appears that in general this method would give results that 
are too low. on account of the fact that the gas in the upper part 
of the flue is the hottest and travels with the greatest velocity. 
It ifi, however, believed that this method gives as accurate 
results afl can be obtained by means of a thermometer or a 
pyrometer as either of these methods would be subject to the 
same error due to varying ga-s velocities. The ideal method of 
tueaauring gas temperature appears to be some system by which 
the product of the velocity of the gas by its temperature could 
be averaged for various sections of the flue. 

Flue gas analyses were made with a portable Orsat flue gas 
testing apparatus. 

Fuel oil was weighed on a 5000-ib. Fairbanks-Morse portable 
platform scale calibrated in place against standard weights. 

The steam required for atomizing the oil in the burners was 

measured by installing an orifice between two flanges in the 

tfteam pipe. The drop in pressure through this orifice was 

leasured by means of a mercury U tube. The orifice was 

ibrated by condensing the steam flow through the orifice 
ig a given period of time in a tank of water and measuring 
increase in weight. 
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Four samples of oil were taken. These samples were composee 
of small amounts of oil taken approximately every hour from ths 
oil being fed to the boilers. The analyses of the oil sampled 
were made by Wrana King & Company, Chenpsts, Los Angeles. 

The water evaporated during the boiler tests was obtained by 
correcting the total water weighed to the boilers for feed pump 
leakage, amounting to 75 lb. per hour. 

In all tests the water evaporated was corrected for the height 
of the water in the boiler gauge glasses, the deduction amount- 
ing to 670 lb. per inch. 

BOILER TESTS 

A series of nineteen boiler tests was conducted on the boilers 
of the No. 3 unit in order to determine the most economical load 
at which the boilers should be operated. In the test on a single 
boiler, one boiler of a battery was used with the other boiler of 
the battery shut down. This necessarily increased the radiation 
losses of the boiler being tested but it was much easier to conduct 
the test in this manner on account of the fact that one economizer 
is installed to take care of two boilers. The tests made on two 
boilers were made with both boilers in one battery operating. 

In all of the boiler tests complete readings of the temperatures, 
pressures and water fed to the boilers were taken so as to deter- 
mine the efficiency of the boiler alone and also the combined 
efficiency of the boiler and economizers. All of the boilers tests, 
excepting that made on March 9, 1915, were made with Hammel 
oil burners. 

The first ten tests were conducted on the boiler with the furnace 
as originally installed by the manufacturer. The remaining 
tests were made on a boiler with the furnace rebuilt to accommo- 
date three instead of four burners. In addition to rebuilding 
the furnace, the boiler for the last series of tests had a slight 
modification in the baffling of the rear pass. This modification 
consisted in removing two rows of 12-in. tile directly in front of 
the damper opening. 

In this series of boiler tests we endeavored to determine the 
efficiency of both the boiler and economizer at different loads, 
the maximum and minimum loads that the boiler was capable of 
carrying, the effect of hot water entering the economizer, the 
efficiency of the boiler during a swinging load, and also the oil 
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required to bring the boiler up to header pressure after being 
shut down for several hours. 

Bofler Efficiency. — Fig. 217 shows the gross boiler effici- 
ency obtained for the various tests plotted against combined 
economizer and boiler horse power. These curves show that 
the efficiency is practically constant between 55 per cent, and 
130 per cent, of boiler rating. The curves drawn through the 
points represent a fair average of all the tests. Any great 
departure from these curves is generally for an obvious reason ; 
for instance, it is seen that the efficiency for the swinging load, 
also for the test of the boiler starting up cold, fall very far below 
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Fro. 217.— Boiler testa at the Long Baach Plant of the Southern California 
Edison Compauy, showiDg the relationship of gross elEciancy and total rating 
at which boiler ig operated. 

the average efficiency. The points representing the tests during 
which hot water was fed to the economizer also result in a low 
efficiency. Two of the three tests on two boilers fall about 3 
per cent, below the average efficiency. It is expected that the 
combined efficiency for two boilers operating on one economizer 
would be less than for a single boiler operated on the same eco- 
nomizer on account of there being just half the economizer sur- 
face available per boiler. Jt is also noticeable that the tests on 
the low loads which were made with fewer burners operating, 
gave better efficiency than those with a larger number of burners. 
This would indicate that it would be more economical to operate 
the boilers on light loads with either one or two burners instead 
of with all four burners. 
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The tests of the boiler equipped with three burners gave 
practically the same efficiency as those conducted on the boilers 
equipped with four burners. It was also possible to obtain the 
same maximum capacity with three as with four burners. This 
would indicate that there would be some advantage in having 
future boilers equipped with three burners as it would make one 
less burner per boiler to be kept in repair. There is a possible 
disadvantage in reducing the niunber of burners, however in 
that the four burner furnace would permit one burner becoming 
inoperative without reducing the capacity of the boiler or 
necessitating the immediate installation of a good burner. 

The curve showing the combined efficiency of boiler and 
economizer shows the tendency of the economizer to flatten out 
the efficiency curve at high load. This largely compensates 
for the rapid decrease in boiler efficiency as the load is increased. 
In general the economizer adds from 9 to 12 per cent, to the 
boiler efficiency and at the same time increases the boiler capacity 
approximately 12 per cent. 

After conducting the first ten tests on the boiler as originally 
installed, it was found that the loss in draft in passing over the 
rear baffle in front of the damper opening was .2 in. at 140 per 
cent, rating. This had the effect of reducing the available draft 
on the furnace and thus limiting the boiler output. It was, 
therefore, decided to remove the two top rows of rear baffle tile 
leaving only one row above the damper opening. After making 
this change it was found that the available draft was greatly 
increased thereby making possible much higher loads on the 
boiler. 

Figure 218 shows the draft required at the damper for the vari- 
ous loads on the boiler after removing the two top rows of 
the rear baffle. From this ciirve it is seen that a definite draft 
is required for a given load on the boiler, or for a given amount 
of oil burned per hour. It is rather surprising to note that the 
boiler can be operated up to 70 per cent, of rating with a positive 
pressure on the damper. 

Stack Temperatures. — Figure 219 shows the stack tempera- 
tures obtained for the gases out of the boiler and also out of the 
economizer. These curves show only the result obtained during 
the tests on the roronstructed boiler. The temperatures taken 
during the first ten tests were found to be unreliable on accoimt 
of the location of the wires used in measuring the temperature. 
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The curves show that the temperature of the gases leaving the 
boiler vary from 400" to 700°, while the temperatures leaving the 
economizer are between 180° and 265°, It is noticeable that the 
economizer has a tendency to maintain the stack temperature 
at a fairly constant value. As stated before, it is questionable if 
the readings taken for stack temperature represent the actual 
values. It is, however, believed that they give a good indication 
of the variation in temperature as well as the actual amount. 
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% R.llni 
Fio. 218. — A rolationship of total draft at the damper with the oil conmmed 
per hour and also compared with the perceatane of rHling at which the boiler ia 
operated. Note that the draft is measured inaido at Ihe damper. 

Oil Consumed. — Figure 220 shows the oil burned for different 
loads on boiler and economizer. It is seen that these curves 
are practically a straight line passing through zero between 30 per 
cent, and 150 per cent, of rating on the boiler. This, there- 
fore, indicates that the boiler operates at a practically constant 
efficiency between these loads. This agrees with the result 
shown on Fig. 217. 

This matter of constant efficiency over a wide range of load 
has a practical bearing on the operation of the plant in that it 
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would enable the plant to be operated at light loads on several 
boilers. The boilers would then be ready to pick up additional 
load on short notice. 
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Pio, 220. — The pounds al oil per hour shown id Telationship with boiler h.p. of 
boiler and economiier combined. 

Steam to Burners. — The steam used by the burners was ac- 
curately measured by means of calibrated orifices, the difference 
in pressure across the orifices being measured by mercury U 
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tubes. After making several attempts to find some relation 
between the steam required for atomization and oil burned or the 
load on the boiler, it finally appeared that the steam required 
was practically proportional to the number of burners operating. 
Figure 221 was therefore preparod to show the amount of steam 
per pound of oil fired in relation to the number of pounds 
of oil burned per hour per burner. The curve shown is an 
equilateral hyperbola which would represent a constant amount 
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^ on per Hour p«. Bmnw 
Fto. 221. — Steam to bumera uUliied Id furnace operation shown in relMion- 
■Mp with the oil per hour per burner. Note the inlereating result DblHinnd in 
that the curves are thua ahown to be equilateral hyperbulaa. 

of steam used per burner regardless of the amount of oil bumttl. 
It is seen that the points approximately follow this curve. 
The amount of steam varies from 0.11 lb. to 1 lb. of oil, when 
the burner Is handling 1400 lb. of oil per hour, to 0.4 lb. of 
steam to 1 lb. of oil with the burner handling 400 lb. of oil per 
hour. From this it is seen that a saving in stoam for atomization 
could be affected by operating the boiler with a smaller number of 
burners. 

Pressure Loss in Superheater. — In order to determine the 
pressure loss through the superheater a mercury U tube was 
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connected acroBS the two superheater headers and observations 
were taken at frequent intervals for one hour periods. Figure 222 
shows the results of these tests and from this curve it is seen 
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Fiu. 222, — Prouuro losa through the aupeTheater In its relatioiuhip with th« 
ratiiiE of the boiler. 

that the drop across the superheater varies uniformly with the 
load on the boiler. The drop at 170 per cent, of rating was 
found to be only 3.6 lb. per sq. in. 
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Sntl at Damper 

Fio. 223. — A relationship showina (he varying draft of a boiler when operated 
at 105 per cent, rating in its roiationahip with draft at the damper and the tam- 
poraturcs of the atack. 

Varying Draft. — Four 2 hr. tests were made on one boiler 
operated at a constant load of about 105 per cent, of rating. In 
these tests the total draft at the damper was varied from zero 
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to 0.3 in. and the effect of this varying draft on COi and stack 
temperatures was noted. 

Figure 223 shows the results of these tests. From these curves 
it is seen that COj, which is an indication of the completeness 
of combuetion, varies from 8,5 per cent, for the 0.32 in. draft to 
14.7 per cent, for the 0.02 in. draft. From Fig. 218 we find that 
the draft required for 105 per cent, rating is .07 in., this draft 
corresponds to 13.2 per cent. COi from the curves on Fig. 223. 
The average of the C0» obtained on all of the testa for the 
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boiler equipped with four burners was 14.0 per cent, and for 
the tests of the boiler equipped with three burners, 13.4 per cent. 
It is therefore seen that the curve obtained for the tests on 
varying draft agree very closely with those obtained during the 
other tests. 

It is also apparent from these tests that the excess air varies 
directly with the draft. The excess air under normal operation 
at this load should amount to 20 per cent, corresponding to 0.07 
in. draft. The excess air will, however, be increased to 80 per 
cent, by increasing the draft to 0.30 in. This gives a good indica- 
tion of the unnecessary loss that would result from operating 
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the boiler at drafts gmaUir than those required to give proper 
combustion. 

Ratio of Oil and Steam Pressures.- — A short run was made l« 
determine the effect of varying steam pressure on the steam 
and oil pressures at the burner. Pressure gauges were installed 
on the burner ^de of the reRulating valves so as to give the actual 
pressure of the oil and steam at the burner tip. 

Figure 224 shows the results of simultaneous readings of the 
pressures on the steam and oil headers and also the pressures 
of the steam and oil at the burner. During this test the 
steam header pressure was varied while all other regulating 
valves were left unchanged. These curves show very clearly 
that with an inside mixing burner, such as the Hammel, the oil 
pressure at the burner is affected to a great extent by any change 
in the steam pi-essuro. 

Theboilertest madeon Jan 4, 1915 consisted of three runs made 
with different ratios of steam and oil header pressures. These 
pressures on steam and oil headers were respectively, 148 lb., 
50 lb.; 122 lb., 41 lb.; 102 lb., 41 lb. The combustion during 
these tests appeared to be practically constant as the COj varied 
only 0.32 per cent. There was also very little difference noted 
in the boiler efficiency showing that variation in oil and steam 
pressure ratios within certain limits, have practically no effect 
on efficiency. 

Radiation Test,- — On March 24, 1915 a 6 hr. run was made to 
determine the amount of oil recjuired to keep up full steam 
pressure with the boiler cut off of the header. In this test a 
small burner having an oil slot % in. wide was used. This 
burner was operated at intervals as required to keep the boiler 
pressure witliin the limits of 199 lb. to 212 lb. It was required 
to operate the burner a total of 2 hr. and 57 min. out of the 6 hr, 
and there was used 223 lb. of oil or an average of 37 lb. of oil 
per hour. This, therefore, represents the radiation losses on 
boilers kept up to header pressure but not dehvering any steam. 
It is evident that the radiation loss would be somewhat greater 
than this with the boiler operating under normal conditions on 
account of the higher furnace temperature. 

Swinging Load. — On March 18, 1915 a seven hoiu- test wasmade 
on one boiler to determine the efficiency on a fluctuating load. 

During this teat the load varied from approximately 90 per 
cent, to 140 per cent, of rating and for 42 min. during the noon 
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hour the fires wore shut down completely. The results of this 
swinging load test show that the boiler efficienry was approxi- 
mately 8 per cent. lower than the combined efficiency of boiler 
and economizer, and approximately 6 iier cent, lower than the 
corresponding efficiency obtained under norma! operation. 

Starting up Cold. — In order to determine the amount of oil 
required to bring a cold boiler up to header pressure, a run was 
made on March 13, 1915 on a boiler that had been shut down 
for 48 hours. 

The water in this boiler just before the test was at a temporal 
tiire of 148°. The boiler was brouKht up to header pressure in 
62 min. after the time of starting and during the period 1497 lb. 
of oil, or 190 gal, were burned. It was also noted that the water 
in the gauge glass rose 7J^ in. from the time of starting until the 
time of obtaining header pres.sure. The pressure in the boiler 
started to rise 25 min. after the beginning of the tesl. 



TESTS ON FLOW OF OIL THROUGH BURNERS 

The authors are indebted to Mr. C. R. Weymouth, Chief 
logineer of Chas. C. Moore & Company, for the following de- 

■fleriptioD and results of tests made some years ago on the flow of 
Tide oil through orifices and oil burners, and the relative steam 

■and oil pressures at the burners. 

NFLnENCE or Load on Pressures of Oil A>fD ATOMizma 
Steam in Oil Bdbners 

Very little information haa been published concerning the oil 
pressure to operate oil burners at different rate of firing, or the 
Hteom pressure necessary to give proper atomization wilh a mini- 
mum quantity of steam. In the average plant, hand controlled, 
the oil pressure is maintained at a constant pressure by means of 
a pump governor, and the supply of oil to the burners is controlled 
^Kt each burner by the burner oil-throttle valve, and similarly the 
Ripply of steam to burners by the burner s team- thi-ot tie valves. 
D times past engineers have debated the advisability of carrying 
higher or lower of pressures at the pumps, as influencing the 
economy of firing the boiler, without stopping to tliink that any 
surplus in pressure over, and above that necesaarj' to force the 
h!<m1 through the burner orifice, must be overcome by the friction 
^■^ the oil-throtlle valve, and that unless the load on the burner 
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or the rate of oil firing changes, any increase in pressure at the 
pump above the necessary minimum, has no effect whatsoever 
on the performance of the burners, or the pressure between the 
burner-throttle valve and the tip of the burner. 

Aiso, it is not generally known that a comparatively low steam 
pressure furnishes all of the steam necessary for atomizing oil 
at the lighter loads, and that the maximum st«am pressure at the 
burner, generally speaking, can be considerably leas than the boiler 
pre&sure. From this fact it is apparent that unless the steam- 
burner throttle valves are closely regulated a large waste in 
steam is permissible, corresponding to the difference between the 
steam pressure necessary to atomize the oil at a given load, and 
the maicimum or boiler steam pressure. 

TESTS WITH Oa BURHERS 

With the prescnt-Klay high price of fuel, and the special effort 
that is now being given towards the conservation of fuel and other 
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Kill. 3'J5. — Chart showiiiK th« floir n( ofl thrnueti orififM of staled diantotar 
at ililTrri'iil Icni|>oratun>s. Ii is lo Iw uixod that for s given tempentuie and 
iiritii-o. ihi- mti- nf flow is almiul directly pn>|>orlionate lo the presnir*. 

n>m«iriH'«. it is thought that a brief review of certain test data will 
W of inten'ESi to fuel oil users. The test data given is taken from 
n n'\wrx to t'has. (.'. Mtxire & CotnpanT.-, Engineers, dated July 
I. HK)~, by 0, (."hi-ster Xoble, then af^siant professor of dectrical 
t'ltgimvriug. I'liivi-rsity of California, The data from these 
ti-sts wjw thi- liatiis of the initial dt>sign of the Moore Automatic 
l'>u>I Oi\ Ki-guLitiiiK S>-st«'ni, by Chas. 0, Moore A Company, 
KiigiiuH<rti. It UapiH'H^ that all vS the burners tested were tA the 
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external atomizing type, the particular burners selected being 
those which were available for the work, without any preference 
as to make of burner. The oil burned at that date was practically 
crude oil, which waa somewhat heavier in gravity and consid- 
eraUy more viscous than the topped oU now generally used for 
fuel purposes. 

figure 225 giyea data as to the flow of oO through orifices of 
stated diameter at different temperatures. The specific gravity 
and viscosity of the oil were not observed at the time. It will 
be seen that the plotted points fall practically on a straight line, 
indicating a flow of oil for a given temperature and a given orifice 



Curr 




iO 


.. 




u 


t 




Iji™kU no 














1 1 


OlirU. MElM » Oon^l-ia KB.l.um« 










































to Au,u,l„ tt,e 01) 












































oil Uurnm ^^ 












































1 


I 








































',^- 


».^ 


- 


































^ 










































,j; 




j 






























..■> 


; 














■,F 


b 


S 


^ 


~ 


- 












^< 


-" 








v 


gjf^ 




f 














"1 






^ 


' 


^r 




■f 


.'■ 












1 




^ 


1 




,.--' 




"^ 
















































Ml 


4 





















IS 


W 








zc 


100 



BO 200 


SCO Llii.s 


oil per Ut. 








.—Curves showing tha How o 
various temperatures . To this 
squired to atomiie the oil. Dia 
was maintained against three o 


oil throuKh 
u added a < 
meler of orifi 
1 burners co 


an orifice and leDtcth of 

urve showing the Bt«am 
c^Jisi-. Aoonstaot 
nected in' parallel. 



nearly proportionate to the pressure; and it is interesting to note 
that with the oil then used a pressure gauge in the burner line 
80 placed as to record the pressure on the oil burner orifice, was 
a rough index as to the rate of flow of oil, or the relative load on 
the boiler. 

Figure 226 gives additional data, being the flowof oil through an 
orifice and length of piping, including also the resistance of three 
oil burners connected in parallel. The curve also shows the 
steam pressure necessary for atomizing the oil used by the burn- 
ers. It will be observed that the curves of oil pressure and of 
steam pressure are nearly straight lines. The tests for both of 
the above curves were made at the University of California. 
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figure 227 gives tests showing oO pressure and steam pressure 
at burner at the cAA Thinl Street Hant of the Pacific Ijght and 
Power Company, Los Angdos. 
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Fic. 227. — CuiTM ihowing relatioiiahipe of (team mbA ml pnmnrc mt burner 
during > left OD > I«ahy Oil Burner at the old Third St. plant of the Pacific 
ligbt and Power Company. Lo9 .-Vniclea. 




Fio. 228.— Test da( a showing oil and steam pressure at burner at tike OaUand 
Gas I.ifht apd Heat Compaoya Plant, now ilalion C of ibe Pacific Gaa and 

Electric Company. 

Figure 228 gives similar data at the plant of the Oakland 
Gaa Light 4 Heat Company, Oakland, now Station "C," Pacific 
Gas A Electric Companj-. 
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Figure 229 gives result43 of various tests, in which the steam- 
pressure and the oil-pressure on the burner are the two variables. 
It is apparent that the curves represent practically straight lines. 

Figure 230 shows the influence of temperature on the flow of 
oil through an orifice, the pressure difference remaining constant. 

PRACTICAL APPLICATION OF TEST DATA 

To illustrate the application of the above data in the design of 
the Moore Automatic Fuel Oil Regulating System, now in use in 
a number of prominent plants in the West, it shoidd be stated, 
for those not familiar with the details of this system, that it 
operates on the principle of central control instead of individual 
control of the burners and dampers. The oil burners and valves 
are left wide open, or nearly so, and a variable oil pressiu^ is 
maintained in the oil-burner header to given an equal pressure 
at all burners, the pressure varying with the load, controlled auto- 
matically by throttling the supply of oil to the header, to main- 
tain a nearly constant steam-boiler pressure. As in most plants, 
burners must be designed to handle very heavy oil and also to 
permit heavy overloads on boilers, the average pressure at the 
burner at normal loads is very low and but a few pounds. To 
build up the pressure in the oil-to-burner header, and to prevent 
the friction in the header causing an unequal supply of oil to all 
burners, a resistance, due to a diamond-ported regulating cock, 
is inserted in each burner-branch pipe between the main throttle 
valve and the tip of the burner and set to give such resistance that 
the pressure in the header at normal load on the boilers will be 
20 or 30 lb. or thereabouts, depending upon operating character- 
istics, etc. Then a slight pressure drop in the header would have 
little effect on the unequal supply of oil to the various burners. 

The oil pressure gauges connected to this header are located in 
the front of each battery of boilers, so that the firemen can tell 
approximately, from the reading of the oil-pressure gauge, the 
relative rate of firing of boilers. 

A low pressure steam header is similarly connected to all 
burners, but generally without the diamond ported valve as a 
resistance, the pressure being high enough without this resistance. 
The supply of steam from the main boilers to the low pressure 
burner header, and its pressure, are controlled by means of a 
special throttle valve, generally known as a chronometer valve, 
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and this chronometer valve is in turn controlled by a steam-to- 
burner regulator actuated by the variable oil pressure in the 
oil-to-burner main. 

If the curve of steam and oil pressure, as mentioned above, is 
a straight line, then the steam pressure is equal to the oil pressure 
multiplied by a coeflScient plus a constant. At one plant this 
relationship was found to be such that the steam pressure at the 
burner was equal to the oil pressure times three, plus thirty; 
thus at rating the oil pressure was 20 lb. and the steam pressure 
was 90 lb.; at 50 per cent, overload the oil pressure was 30 lb. 
and the steam pressure was 120 lb.; at half the load the oil pres- 
sure was 10 lb. and the steam pressure was 60 lb. 
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CHAPTER XLIII 

PRESENT STATUS OF OIL BURNING POWER PLANT 
DESIGN 

The present shortage of hydro-electric power on the Pacific 
Coast has created an unusual situation in that the demand for 
power is so great that steam plants intended originally to act 
merely as standby installations and to assist the hydro-electric 
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Fio. 231. — Oil fielda and oil pipe linoa of Califomia. 

systems in case of trouble are now being operated at full capacity 
and carrying a large proportion of the total load. Other steam 
plants are being planned, and those already under way are being 
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rushed to pompletion so aa to tide over the emei'geDcy fast 1 
becoming acute. 

FueL — California oil is the fuel that is used almost exclusively, I 
along the Western Coast. However, unless its production is I 
greatly increased, in the next few years Mexican oil will be 
introduced into California as it has been in Arizona, Texas and I 
the Atlantic Coast. Mexican oil is generally much heavier, I 
dirtier and more viscous than California oil. Oil in the Panuco I 




Pio. 232.^ — Grnpbiral display of petroleum produotioo. 



field runs in gravity about 12° Baum*; and is so viscous that it 
cannot be unloaded from a car without being heated and must 
be kept up to a temperature of 120°F. (50°C.) in the pipes in 
order to keep it flowing. It is therefore necessary to use large 
pipes, covered on the outside and containing internal heating 
pipes through which steam or hot water is passed. Mexican oil 
usually contains a large proportion of silt, and it is necessary to 
provide strainers at both the suction and discharge of pumps as 
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well as at the burners. To burn properly it must be heated up 

to 190°F. (see.) and in some cases even as high aB250°F. ( 1 1 CC.) 

Natural gas is now being used in Bakersfield and in Los Angeles. 

This is the only available fuel that is superior to fuel oil. It has 
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Pio, 233.— Compnrativc usaa of crude 




all the advantages of oil, and in addition does not require at^ 

omizera or bulky storage tanks if it is piped direct from the wells. 

Coal is used quite extensively in the Pacific Northwest, both 

in pulverized form and stoker-fired. In California, however. 




Fio. 234.— Corapai 






there is no coal marketed except for domestic purposes. If oil 
continues to advance in price, the question of the available sup- 
ply of coal will become of paramount importance. The most 
promising source appears to be the Alaskan coal fields, which are 
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lown to be very extensive and to contain coal of excellent 

lality. Vast developments must be made, however, in the 

ay of transport and docking faciUties before Alaskan coal 
itnes available in quantities suiEcient to represent a factor of 

iportance in connection with power developments. 

The design of a coal-burning plant differs in many respects 
from that of an oil-burning plant. Boilers must be set higher for 
coal than for oil so as to provide room for mechanical stokers or 
to provide ample combustion space for powdered fuel. A base- 
ment under the boilers is required for handling ashes. The 
building must be high enough to allow for coal bunkers and con- 
veyors above the boilers, larger smokestacks are necessary, and 
forced-draft apparatus is usually required. In most cases, 
therefore, it would be impracticable to change over existing oil- 
buming plants to coal-burning plants, although, on the other 
hand, it is an easy matter to change a coal-burning plant to an 
oil-burning one. 

In some coses oil-burning plants have been specially designed 
with a view to converting them to coal-burning at a future date. 
However, ainoe it is impossible to anticipate the rapid changes 
that occur in engineering practice, the extra expense involved in 
thus attempting to design for the future is hardly warranted. 

Another fuel used quite extensively in the Northwest is the 
iiefuse from sawmills, known as hog fuel. This is an extremely 
eheap fuel if used close to the mill. Owing to its bulk, however, 
iit is difficult to transport, and its 6eld of usefuhiess is therefore 
'limited. 

LOCATIOn OF STEAM-ELECTRIC POWER PLANTS 

Economy of design in the vast hydro-electric tran.smission 
linee of the West, in which steam-electric generation serves as an 
auxiliary, necessitates the location of the sleam-eleetric plant 
as near to the largo industrial centers as possible. This reduces 
to a minimum the distance through which the steam-generated 
power must be transmitted, thus avoiding the necessity of burn- 
ing extra fuel to make up for transmission losses. The exact 
location within the industrial center depends mainly on the four 
following factors : (a) An adequate supply of water for condensing 
purposes; {6} access to deep water, to enable oil to be delivered 
^^ty barge; (c) railway facilities for the delivery of machJneiy 
^Ktod possible delivery of fuel; {d) proximity of the transmission 
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through whit^h power is delivered from the hydro-electric 



A large interconnected bydro-elec(j-ic system may have one 
larRe auxiliary steam plant or several small ones. As most of 
the hydro-electric sj-steins in the We^t have grown to their 
present huge proportions through combinations of several smaller 
Bystema, in the majority of ca^es there are several steam plants 
connected to each sj-8t*m. While, if properly designed, a large 
single plant is in general more economical to operate than a 
number of small plants, the distribution losses may 1k> much loss 




Tia. 336.— Diagram ma tic represeDtation of retiiiiiiB the produot. 



the latter case. The question of economical distribution is, 
'ore. a veiy important factor in determining both the size 
the location of a plant. 

SIZE OF STEAM PLANT UNITS 

The size of turbine selected for a plant of given capacity de- 
tends largely on the qucttJon of spare units required. In the 
ordinary isolated steam plant it is an axiom that in order to in- 
sure continuity of service it is necessary to have enough spare 
units to provide for repairs, adjustments, cleaning of condensers, 
and any other of the many caust* that may necessitate the shut- 
ting down of the main unit. If the unite are too large this spare 
luirement results in too expensive a plant. For instance^ 
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the plant capacity is to be 30,000 kw. and it is considered 
essential to have at least one spare unit, the plant may consist 
of two 30,000 kw. machines, three 15,000 or four 10,000 kw. 
machines. It is seen at once that for the same plant capacity 
with one machine shut down, the first case has an installed 
capacity of 60,000 kw., the second case 45,000 kw. and the 
third case 40,000 kw. Since the cost of the plant is approxi- 
mately proportional to the infitallcd capacity it Ls obvious that the 
selectifin of In--. \m-fi<' n unit results in excessive first cost. 




Fio. 237. — The oondenser and a portion of Iho ^3 inch iJischaree snli «-!i(er 
pipe for the now 15.000 kw. turbo generator, atatiou A, San Fraiifiaco. Pacific 
Gaa and Electric Company. 

In the case of steam plants that are interconnected with a 
larRe hydroelectric system, the necessity for spare units is not so 
great, as it ia always possible to take the load off one plant tem- 
porarily and carry it on another. In such planta the size of unit 
may be as large as the system will stjind — that ia, it must not be 
80 large as to cripple the system when it ia shut down. The 
largest single unit on the Pacific Coast at the present time is 
20,000 kw., although machines as large as 45,000 kw. in single 
units have been built and are operating in the east. 

The size of the boiler unit is also affected by the necessity 
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of having enough spare boilers to permit frequent cleaning and 
repairs. It is desirable in any central station to have at least 4 
or 6 boilers. In the East many plants have boilers up to 1,500 
h.p. or 2,000 h.p. each, but on the Pacific Coast 600 h.p. to 800 
h.p. is the maximum. For oil burnii^ the best results are 
obtained with boilers having a relatively large combustion cham- 
ber, and the present tendency is to raise boilers higher than for- 
merly so as to increase the furnace volume and enable the 
boilers to be forced to high capacities. Oil-burning boilers have 
Dot as yet been forced to such high overloads as has been dune in 




Eastern cities with coal-burning boilers. Capacities of 200 per 
cent, of rating have been obtained with steam atomizing burners, 
and a recent plant on the Atlantic Coast firing Mexican oil with 
mechanical atomizing burners has operated up to 300 per cent, of 
rating. Mechanical atomizing burners produce a softer flam*! 
that is less damaging to brickwork than the steam atomizing 
burner, and give a higher boiler efficiency at high overloads, 
owing to the more perfect combustion maintained when firing 
large quantifies of oil in furnaces of limited volume. They re- 
quire strong forced draft, however, and the power required for 
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this as well as the extra steam used for heating and pumping 
tends to offset thnse advantages. 

Economizers have not made as much headway in oil burning 
plants as in coal burning plants. This is largely due to the 
fact that owing to the small amount of excess air required with 
oil burning, there is less heat in the gases leaving the boiler, and 
hence, less necessity for economizers. At present prices of fuel 
oil it would undoubtedly pay to install economizers in any plant 




Fia. 239. — Typical view of auxiliary apparatua inatalled in Parifkc Coaal 
power plants. Figure ehowa particularly a turbo food-H'a1i.ir i>unip al the Long 
Bouuh Plant of tliu Southoni C'Dliforiiia Edlami Coniimuy. 

that is to be operated at a fairly high load factor. For a. poor 
load factor, however, and especially for a plant that is expected 
to act during most of its life as a standby plant, economizers are 
not considered to be a good investment. Where economizers 
are installed it is necessary to either increase the height of smoke- 
stack, or provide induced draft apparatus. This increases the 
cost of the economizer installation, and, must be considered 
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len balancing interest and other fixed charges against the 
creased efficiency resulting from the economizers. 
The modern tendency in the operation of central steam sta- 
ins is toward higher steam pressure and higher superheat, 
Hieorctically in any heat engine the maximum efficiency is 
nbtained, as shown in the Carnot cycle, by having the tempera- 




e at which the heat is supplied to the working substance uni- 
iwm at the highest attainable value and the temperature at 
fhich heat is with-drawn uniform similarly at the lowest attain- 
Ue value. With steam the upper temperature range may be 
" raised either by increasing the pressure or by increasing the 
superheat, or both. In neither ease, however, is the upper tem- 
perature range uniform. Increase of pressure docs, however, 
M carry the elevated temperature through a longer part of the 
^B^Bge than increase of superheat and thus more nearly approaches 
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extreme ' 



the condition for maxiinum efficiency with any given extreme 
upper limit of temperature. We should thus expect that a 
given extreme upper limit, of temperature reached through high 
pressure and relatively moderate superheat would give better 
conditions fui' economy than lower pressure and higher superheat. 
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This may be ill u.st rated by the following example, in which steam 
at 200 lb. pressure and 200°^'. superheat is compared with steamat 
300 lb. pressure and 166''F. sujHirheat, both of these combinations 
giving actual temperature of superheated steam at SSST.; 
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pTBHsure, gage, lb. per sq. in 200.0 300,0 

Temperature saturtitcd ateam, dcR. Fahr 3SS . 422 . 

Degree of superlwat, cleg. Fahr 200,0 156.0 

Temperature siipi^rheatcd Btcam, deg. Fahr 688,0 B88.0 

Heat per lb. Btoam (above 32 dcg.) B.t.ii 1310.0 1300 

LHeat (above 32 deg.) per Ih. steam after expandii^ 

adiabatically to l-in. absolute, B.t.u 892,0 8<16,0 

~»t available per lb. steam, B.t.u 418.0 434,0 

sat utiliwd at 75 per cent, efficiency, B.t.u 313,0 325,0 

□ exhauat steam, per cent 9.2 11. 4 

, It will be observed from the above comparison that while 

e quantity of heat present in the initial steam in the two cases 

k practically the same, the heat utilized in the case of steam 

Rtering the engine at 300 lb, pressure is about 4 per cent, more 

a the case of the 200 lb. pressure steam. In actual practice , i 

^ese figures would be slightly modified by difference in effict- 

ktey of the prime mover under the two different conditions. 

Bowever with turbines properly designed for the conditions 

ider which they are to operate this difference would be small, 

tad may l>e npgiect*'d in the present discussion. It will also be 

"ved that (here is more moisture in the exhaust steam in the 

B of 300 lb. pressure initial steam than in the case of 200 lb. 

Wtial steam. This means that there will be less work to be done 

' the condenser as more of the steam is already condensed. 

his results in a still further advantage to the higher pressure 

On the Paci6c Coast steam pressures up to 200 lb. have 

I used for many years, station "A" of the Pacific Gas & 

jctric Company, San Francisco, having been built for that 

Hurc in 1901. 

Within the last two or three years higher pressures than this 

lave been adopted, several plants having been built for boiler 

8 of 250 lb., while in the Eastern states plants are already 

I- in operation at 300 lb. pressure and pressures even as high as 500 

^'Ib. are being talked of as possibilities. The maximum limit to 

pressures and superheat is determined at the present time by the 

temperature that the materials of construction will stand. With 

present steels 700T. is about the hmit. This hmit would 

be reached at 500 lb. pressure and 230^. of superheat. The 

\ pressure is also limited, commercially, by the extra cost in- 

' Tolved as it is possible that in some circumstances the fixed 

^ charges on the extra investment required for the high pressure 

i apparatus may neutralize the saving effected. 
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In the modern plant both steam driven and electric driven 
auxiliaries are used. Steam drive is always the cheapest when- 
ever it is possible to make use of the exhaust steam for heating 
purposes. If however, the exhaust would be wasted it is cheaper 
to use electric driven auxiliaries. In an ordinary plant in which 
all the auxiliaries are driven by steam it is possible to utilize all 
of the exhaust steam for heating the feed water when a fairly 
heavy load is carried on the plant, but when the load is light 
there is less feed water to be heated and, as there ia nearly as 




much steam used by the auxiliaries as at heavy loads, there ia 
bound to be a waste of steam. It is, therefore, more economical 
to use steam driven auxiliaries at the heavy load and electric 
driven auxiliaries at lighter loads. It is thus desirable to install 
duplicate auxiharies in which one set is driven by steam and the 
other by electric power. The electric drive is not quite as reliable 
as steam and it is therefore frequently desirable to install a 
separate auxiliary turbine and generator to generate the current 
required by the auxiliaries. If this is done, all the auxiliaries 
may be motor driven. At times of heavy load, they would get 
their current from the auxiliary generator and at times of light 
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[ load they would take their current from the main bus. The 
[ exhaust from the auxiUary generator would thus be available for 

heatii^ the feed water, and as this machine could be run merely 

BS a standby at light loada there would be no exhaust eteain 
I wasted. This system has been used to advantage at the Connoi-s 

Creek plant of the Detroit Edison C:onipany and other stations 

in the east, but has not yet been introduced on the Pacific Coast. 
The modern tendency is to eliminate as far as possible all 

reciprocating pumps and at the present time centrifugal pumps 
p^&re used in all cases except for fuel oil and lubricating pumps 
■ where the reciprocating type is still used. Steam turbines are 
Kiised in preference to reciprocating engines even in cases where 
■slow speed is desired such as for operating circulating pumps for 
leondenscrs. In such cases it is customary to provide reduction 
) so as to be able to operate the turbine at high speed and 

the pump at low speed thus enabling each machine to operate at 

Ihe speed best suited to highest efficiency. 

AUTOMATIC CONTROL 

Aa economical operation of a plant is obtained by the careful 
'atcfaing of all details, it is a growing conviction that personal 
control under trained supervisors is the one way to produce high 
economy. This is especially true of the boiler room, and it is 
common practice in the best plants to employ a combustion 
engineer to make flue-gas analyses and to keep continual check 
on the boiler efficiency. There is a tendency toward introducing 
automatic control into the fire room. Automatic oil-fire regula- 
tora have been placed in service in a number of plants on the 
Pacific Coast and increases in efficiency as high as 3 or 4 per cent, 
are reported. Another tendency at the present time is to equip 
the plant with recording meters which register automatically all 
important elements of operation throughout the full twenty- 
four hours of the day. It was formerly the custom to operate 
boilers with no instruments except a st«am gage, but it is now 
customary to install steam-flow meters which register thequantity 
of steam produced by the boiler and the quantity of steam uesd 
by the burners, and air meters which indicate the amount of air 
passing through the boiler settings. These instruments are of 
great value in assisting the combustion engineer to secure maxi- 
mum efficiency from the boiler plant. 



APPENDIX I 

ILLUSTRATIVE PROBLEMS 

Problem No. 1. — The mean efiFective pressure of a 'single-actmg oil engine 
cylinder under test is foimd from an indicator card to be 43.9 lb. per sq. in.; 
the cylinder has 47.5 working strokes per minute; the diameter of the 
cylinder is 30 in. ; and the length of stroke is 30 in. 

What is its horsepower? 

Solution, 

By reference to formula for horsepower computation, we find for 

P = 43.9, L =Y^, A = 0.7854(30)*, and N = 47.5 that ^.P. - ^^ = 

43.9 X 2.5 X 706.9 X 47.5 ^ ,,, - 
33,000 

Problem No. 2. — In a turbine test the atmospheric barometer reduced to 
the 32*'F. standard of measurement, read 29.93 in. 

If the condenser vacuum reduced to the same standard read 28.23 in. of 
vacuum, what was the absolute pressure in the condenser? 

Solution. 

Barometer for day 29.93 in. 

Vacuum maintained 28.23 in. 

Pressure in condenser in inches of mercury 1 .70 in. 

14.696 lb. per sq. in. = 29.92 in. of mercury. 

. 14.696 ^ 29.92 

' ' X 1.70 

14 696 
X = -ok-Qrt X 1.70 = 0.835 lb. per sq. in. absolute pressure in condenser. 

Problem No. 3. — A 10,000 kw. turbine under test operated with a gage 
reading of 171.5 lb. per sq. in. The gage, however, read one pound too low. 
The computed absolute pressure was found to be 187.2 lb. per sq. in. 

What was the barometer reading for the day? 

Solution. 

Absolute pressure = 187 . 2 lb. per sq. in. 

Corrected gage pressure (171.5 -hi) = 172.5 lb. per sq. in. 

Atmospheric pressure = 14 . 7 lb. per sq. in. 

14.696 ^ 29.92 

14.7 X 

29 96 
,',X = .' Q^ X 14.7 = 29.93 in. of mercury barometer reading for the day, 

400 
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Problem No. 4. — A corrected atmospheric barometer reading is found to 
be 29.942 in. of mercury on the 32''F. standard. 
How many lb. per sq. in. does this represent? 

Solution, 

To convert to lb. per sq. in. by formula in the chapter on pressures: 

U ^ 29.921 

P 14.696 

or 29.942 - 2.046 P 

. * . P = 14.670 lb. per sq. in. 

Problem No. 5. — A corrected barometer reading is 29.937 in. of mercury 
on the 30-inch vacuimi standard. 
Wliat is the pressure in lb. per sq. in.? 

SoitUion. 

To convert to lb. per sq. in. from formula in the chapter on pressures: 

Im JO 

P " 14.7 
or 29.937 « 2.041 P 
, * . P = 14.668 lb. per sq. in. 

Problem No. 6. — (a) At what temperature do the Falircnheit and Centi- 
grade scales read the same? Fahrenheit and Heamur? Centigrade and 
Reamur? 

(6) Assuming the absolute zero of the Fahrenheit scale to be 459.6**F. 
compute the absolute zero on the Centigrade and Reamur scales. 

Solution, 

(a) Fahrenheit and Centigrade. 
Relation is given by formula: 
F - 32 = 9/5C 

When the scales have identical numerical readings, then F ^ C ^ X 
Substituting in formula 

X - 32 = 9/5X ' • 

4X = - 160 or X = -40* 

. • . -40*»F. = - 40**C. 

{Fahrenheit and Reamur. 
Relation is given by formula: 

F - 32 = 9/4/? 

I^t F*= R ^ X, then X - 32 = 9/4X 
6X = - 128, or X = -25.6 

. • . - 25.6**F. = - 25.6°R. 

Centigrade and Reamur, 
Relation is given by formula : 

C = 5/4R 
Let C = i2 = X, then X = 5/4X 

4X = 5X or X = 
. • . O^'C = O^^R 
(6) Absolute zero = - 459.6**F. 

26 
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Let us substitute this value of F in the general relationship, 

F - 32 = 9/5C 
and we have 

-459.6 - 32 - 9/5C 
9C = - 2458 or C = - 273. ^ absolute zero on Cent, scale. 
Similarly for the relationship 

F - 32 « 9/4/2 
we have 

- 469.6 -32 = 9/4R 

9/2 = - 1966.4 
/2 = — 218.049 « absolute zero on Reamur scale. 

Problem No. 7. — The temperature of the steam entering a turbine during 
a test was foimd to be 521. 2°F. ; the correction for stem exposure of the ther- 
mometer was 5.6^F. ; the corrected steam gage reading 172.5 lb. gage; and the 
atmospheric barometer read 14.7 lb. per sq. in. 

What was the superheat of the steam? 

Solution. 

Thermometer reading on entering steam = 521.2** 
Correction for stem exposure « H- 5.6® 
True temp, of steam entering turbine — 526.8**F. 
Absolute pressure » 172.5 + 14.7 187.2 lb. 
From steam tables the temperature correspond- 
ing to this pressure of saturated dry steam = 376 . 4**F. 
. • . Degrees of superheat = 526. 8** - 376. 4** = 150. 4** 

Problem No. 8. — The temperature of the superheated steam entering a 
turbine during a test was found to be 544.8**F. The pressure of the steam 
in the main was 182 lb. abs. 

What was the superheat of the steam ? 

SoltUion, 

By reference to Table 2 of the steam tables the temperature of saturated 
steam corresponding to 182 lb. pressure is found to be 374.0*'F. Substract 
this value from the temperature of the steam entering the turbine and the 
result will be the degrees of superheat, or 

544.8 - 374.0 = 170.8**F. superheat 

Problem No. 9. — Regnault's classic formula for total heat of saturated 
steam is: 

H = 1091.7 + 0.305 (t - 32) 

Compute the total heat of saturated steam at the boiler pressure corre- 
sponding to 382.3°F. 

SoltUion, 
Substituting, we have 

H = 1091 . 7 + 0.305 (382.3 - 32) 

= 1091.7 + 106.84 

= 1198.54 B.t.u. perlb. 

From tables H = 1198.2 

1198.54 - 1198.2 0.34 



Error 



1198.2 1198.2 

= 0.0284 % 
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Problem No. 10. — Compute the total heat of saturated steam at 382.3^F. 
by the formula: 

H = 1150.3 + 0.3745 {t - 212) - 0.000550 {i - 212)' 

Solution. — Substituting the value of temperature, we have 

H = 1150.3 + 0.3745(382.3 - 212) - 0.000550(382.3 - 212)« 

- 1150.3 + 63.78 - 15.95 

= 1198.13 B.t.u. per lb. 

From tables H » 1198.2 

1198.2 - 1198.13 0.07 
. . i!,rror = ^^^^ 1198.2 

= 0.00585 per cent. 

Problem No. 11. — The specific volimie of saturated steam is represented on 
page 104 of Marks and Davis Steam Tables by the formula: 

S = 28.424 - 0.01650(t - 320) - 0.0000132(t - 320)« 

Find the specific volume of steam for t = 382.3. 

Solution, — Substituting, we have 

S = 28.424 - 0.01050(382.3 - 320) - 0.0000132(382.3 - 320)« 
= 28.424 - 0.862 - 0.036 
= 29.525 

N. B. — This formula evidently does not check up at all for this tempera^ 
ture, since the specific volume for a temperature of 382. 3°F. is 2.279 from 
the steam tables. 

Problem No. 12. — The mean specific heat of steam is represented mathe- 
matically on page 92 of Marks & Davis Steam Tables by the formula: 

C = 0.9983 - 0.0000288(i - 32) - 0.0002133(« - 32)« 

What is the mean specific heat of steam for t — 382. 3^F.? 

Solution. — Substituting, we have 

Cm 0.9983 - 0.0000288 (382.3 - 32) + 0.0002133(382.3 - 32)« 
= 0.9983 - 0.0000288(350.3) + 0.0002133(350.3)* 
= 0.9983 - 0.0101 + 26.17 
» 27. 1582 Mean specific heat. 

Evidently a mistake is made in translating the last term of this formula 
from its original source, for it should be .0000002133 {t - 32)*. On this 
basis, we have that 

Cn, = 0.9983 - 0.0101 + .02617 = 1.0346 

In the steam tables the heat of liquid for 382"" is 355.0 B.t.u. and for 383*" 
is 356.1 B.t.u. Hence the mean specific heat Cm is approximately 1.1, which 
indicates that had the decimal points been carried further the specific heat 
approaches that set forth in the above correction. 

Problem No. 13. — At a certain central station there are four 773 boiler 
horsepower Parker boilers. These boilers were used to give a 10,000 kw. 
load at the terminals of a turbine which has an over-all efficiency of 21 per 
cent. What was the percentage of overload on the boilers? 
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Solution, 

^ * -s 47,600 kw. actually taken from boilers (neglecting losses in steam 

mains). 
Since 1 hp. = .746 kw. 

r,l.a « 63,800 mechanical horsepower actually taken off boilers. 
U.740 

From discussion in text, we have 

34.6 X 970.4 X 777.5 ,„ - . *• / u i u * u • i 
ftA N^ QfyAHA ~ 13.14 = ratio of boiler horsepower to mechanical 

horsepower. 

•*• ^o t J =* 4850 Bl. h. p. actually taken from boiler. 
• lo.l4 

4 X 773 = 3002 Bl. h.p. rated capacity. 

. 4850 - 3092 ^ .^a ca q ♦ i ^ 

• • 5Si^s X 100 « 56.8 per cent, overload. 

Problem No. 14. — A Parker boiler under test operated with the following 
conditions: Steam pressure 179.7 lbs. gage; temperature of feed water 
entering boiler was 123.4^F.; barometer for the day read 30.1 inches of 
mercury. 

Find the factor of evaporation for: (a) steam superheated 182®F.; (6) dry 
saturated steam ; and (c) 5 per cent, wet steam. 

Solution. 

30 10 X 

' = ^Q^ or X = 14.78 lb. per sq. in. atmospheric reading of day. 

^U'wJi 14.0«7U 

Gage reading 179 . 7 pounds 

Atmospheric pressure 14 . 78 pounds 

.'. Abs. pressure of boiler = 194.48 pounds 

From Steam Tables: 

hi - heat of liquid at absolute boiler pressure 352.45 

Li = latent heat of evaporation at absolute boiler pressure. . . . 845.2 

Hi = total heat of steam at absolute pressure 1197.65 

ht = heat of liquid at temperature of entering feed water 91.3 

H, = total heat of superheated steam (194.48 lb. pressure and 182** 

superheat) 1297.99 

X = quality of steam . 95 

_H, -ht _ 1297.9 9 - 91.3 _ 1206.69 , ^., 

^"^ ^' - 970.4 " 970.4 " 970.4 = l'^*** 

p _^i_zA« « 1197.6 5 - 91.3 ^ 1106.35 

^^^ • 970.4 970.4 970.4 " ^'^^^ 

IP ^ hi+X Li-ht _ 352.45+0.95 X845.2-91.3 _ 1065.25 
(c) i'.-- gfQ^ - g7Q4 - g-rQ4 =1.W7 

Problem No. 15. — In a boiler test, the temperature of the feed water 
entering the boiler was 170.7*'F., the steam pressure was 144 pounds gage, 
and the barometer read 29.28 inches of mercury. 

Find the factor of evaporation for: (a) dry saturated steam; (6) 10 per 
cent, wet steam; (c) steam superheated 125** F. 






\ 
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SclvJtion. 

29^ " 14 606 ®' -^ * 29^ ^ 14.696 - 14.38 lb. per aq. in. atmospheric 

preflBure. / 
Boiler ga^ reading » 144.00 lb. 
Atmospheric pressure » 14 . 38 lb. 

.'. Abs. boiler pressure - 158 . 38 lb. per sq. in. 
From Steam Tables: 

hi B heat of liquid at absolute boiler pressure ^ 334.7 

L\ — latent heat of evaporation at absolute boiler pressure ■> 859. 6 

El « total heat of steam at absolute boiler pressure »> 1194.34 

As s heat of liquid at temperature of entering feed water » 138.57 

Et s total heat of superheated steam (158.38 lb. pressure and 

125** superheat) = 1263.88 

, , „ Hi--ht __ 1194.34 - 138.57 _ 1055.77 , ^^^ 

^^J ^' "" "STOT ' 9701 970T4~ "" ^'^ 

V ^1 -f XLi - ht 334.7 -f 0.90 X 859.6 - 138.57 ^ 969.13 

0.999(where X = quality of steam) 
Hn - ^1 _ 1263.88 - 138.57 _ 1125.31 
^^^ ^' "" 970.4 " 970.4 ~ 970.4 " ^'^^^ 

Problem No. 16. — What is the equivalent evaporation in lb. of water per 
hr. from and at 212^F. if the water fed to a boiler has a total weight of 
64,494 lb. and the factor of evaporation is 1.193 lb.? 

SduHon, — By applying the fundamental formula developed in the text, 
we have at once equivalent evaporation from and at 212*'F. » 64,494 X 
1.193 = 76,950 lb. 

Problem No. 17. — Compute the factor of evaporation for a boiler generat- 
ing dry saturated steam under a pressure of 98.1 lb. per sq. in. abs. and 
receiving its feed water at 58.8^F. 

SoltUion. — Total heat of saturated steam at 98.1 lb. abs. » 1186. 
Heat of liquid at temperature 58.8*'F. = 26.88 

. ^ 1186-26.88_ 
••^' 970.4 ^-^^ 

Problem No. 18. — What is the weight of equivalent water evaporated to 
dry steam from and at 212**F., if the total weight of water actually evapo- 
rated is 53,688 lbs. and the factor of evaporation is 1.193? 

SoliUion. — Weight of equivalent water evaporated to dry steam from and 
at 212^F. = 53,688 X 1.193 = 64,150 

Problem No. 19. — The equivalent evaporation of a boiler under test is 
5940 lbs. of water per hour, and the total heating surface of the boiler is 
found to be 2031 sq. ft. 

What is the average equivalent evaporation per sq. ft. of water heating 
surface per hour? 



406 FUEL OIL AND STEAM ENGINEERING 

Solution, — The average equivalent evaporation per sq. ft. of water heating 
surface per hour is evidently 

2031 " ^'^ 

Problem No. 20. — The equivalent evaporation of a boiler under test is 
found to be 5940 lb. of water per hour. 

What is the boiler horsepower of the boiler? 

Solviion. — By definition 

Bl. H. P. = ^ = 172.2 

<>4.0 

Problem No. 21. — The rated horsepower of a boiler is given by the builders 
as 210 Bl. h. p. Under test 172.2 BL h.p. were actually developed. 
What was the percentage of boiler capacity developed? 

Solution, — Capacity of boiler as developed in percentage is 

^^^ X 100 = 82 per cent. 

Problem No. 22. — What is the equivalent evaporation per lb. of coal as 
fired in a boiler under test when the weight of equivalent water evaporated 
to dry steam from and at 212^F. is 64,150, and the total weight of fuel con- 
sumed as fired is 8012? 

Solution. — Equivalent evaporation per lb. of coal as fired = 

8,012 "^"^ 

Problem No. 23. — From a Parker boiler test covering a period of 8 hrs., 
the following data were taken : 

Steam pressure (gage) 185 . 3 lb. per sq. in. 

Atmospheric barometer 30. 2 in. 

Temp, of water entering the boiler 169. 1**F. 

Temp, of steam leaving the superheater drum 527 . **F. 

Specific gravity of the oil at OO^'F 0.9705 

Percentage of water in the oil . 7 of 1 % 

Calorific value of oil per lb 18,752 B.t.u. 

Weight of oil as fired 15,084 lb. 

Total weight of water fed to boiler 205,277 lb. 

WTiat is the degree of superheat of the steam leaving the superheater? 

30.2 
Solution. — Barometer reading = 30.2 in. or on^ = 14.83 lb. per sq. in. 

Steam pressure abs. = 185.3 -f 14.83 - 200.13 lb. per sq. in. 
From tables ti = 381.9° 

Temp, of steam leaving superheater drum = 527*'F. 

. • . 527 - 381.9 = 145.1** superheat 

Problem No. 24. — Wliat is the gravity of the oil in degrees Baum6 in 
Problem 23? 
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SolrUion. — For light liquids: 

^. _ 140^ 

' P* ^^' 130 -h Deg. Baum6 

0.9705= ^^ 



130 + Deg. Baum6 
0.9705 (Deg. Baume) = 140 - 130 X 0.9705 

. T>^ u ' 140-130X0.9705 
. .Deg. Baume = -0:9705 

Problem No. 25. — What is the weight of the oil corrected for moisture in 
Problem 23? 

Solution. — Percentage of water in the oil = .7 of 1 % 

Wt. of oil as fired « 15,0g4 lb. 

. • . 15,084 X 0.007 = 105.6 lb. = Wt. of water in oil 

Weight of oil corrected fOr moisture = 

15,084 - 105.6 = 14,978.4 lb. 

Problem No. 26. — What is the factor of evaporation in Problem 23? 

Solutian. — Factor of evaporation = Ij^ . (for superheated steam) 

From problem 23, Pi — 200.13 lb. per sq. in. and 145.1** superheat. 
. * . From tables H, = 1280.1 B.t.u. 
Also from problem 23 P2 = 14.83 lb. per sq. in. 

. * . From tables ht = 136.96 B.t.u. 

„ ^ - ^. 1280.1 - 136 96 

Factor of evaporation = ^-^ . 

970.4 

= 1.178 

Problem No. 27. — Determine the equivalent evaporation from and at 
212**F. from Problem 23. 

Solution. — Total wt. of water fed to boiler = 205,277 lb. 

Duration of test = 8 hrs. 

Equivalent evaporation = Water evaporation per hr. X factor of evapo- 
ration = 

^'-- X 1.178 = 30,227 11). 

Problem No. 28. — What is the boiler horsepower developed in A.S.M.E. 
rating in Problem 23? 

Solution. 

„ D Equivalent evaporation from and at 212*'F. 
H.P = -^-^ 

30,227 



34.5 



876 



Problem No. 29. — What is the equivalent evaporation from and at 212**F. 
per lb. of oil as fired in Problem 23? 
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SoluHon.—Wt. of oil as fired « 15,084 lb. 

Wt. of oil as fired per hr. - ^—^ - 1,885.5 lb. 

Equivalent evaporation » 30,227 

Equivalent evap. from and at 212° per lb. of oil as fired 

30,227 



1,885.5 



16.03 lb. 



Problem No. 30. — What is the equivalent evaporation from and at 212^. 
per lb. of oil corrected for moisture in Problem 23? 

SoltUian, — Wt. of oil corrected for moisture = 14,978.4 lb. 
Wt. of oil corrected for moisture per hr. = 

U^^SA ^ j^y2.3 lb. 
Equiv. evap. from and at 212° per lb. of oil corrQsted for moisture ^ 

Problem No. 31. — What is the efficiency of the boiler in Problem 23? 

Solution. 

Rrtl f» _ Ht. abs. by boiler per unit of time 

"" Ht. in fuel fed to furnace per unit of time 

30,227 X 970.4 ^^ ^ 
= 1872.3 X 18,752 ' ^^9 per cent. 

Problem No. 32. — Assuming the steam was just saturated and not super- 
.heated in the above, what would be the factor of evaporation in Problem 23 ? 

Solution. 
Factor of evaporation = }.^^ . * (for saturated steam) 

From Problem 23 Pi « 200. 13 lb. per sq. in. 

Pt ^ 14.83 lb. per sq. in. 

From Tables Hi =1198.1 B.t.u. 

At = 136.96 B.t.u. 

^ , . ,. 1198.1 - 136.96 
. • . Factor of evaporation = 0704 

_ 1061.14 1 

- 970:4 - ' ^ 

Problem No. 33. — Assuming the steam to be 97 % dry, what would be the 
factor of evaporation in Problem 23? 

Solution, 

Factor of evap. = *"""^~cr4 (wet steam) 

From Prob. 23, Pi =200. 13 lb. per sq. in. 

P, = 14.831b. per sq. in. 
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From tables hi » heat of liquid at 200.13 lb. per sq. in. 

» 354.9 B.t.u. 
ht ™ heat of liquid of entering feed water 

= 136 . 96 B.t.u. 
Li » latent heat of evap. at 200.13 lb. per sq. in. 
« 843.2 B.t.u. 
X « % dry steam = .97 

354.9 + 0.97 X 843.2 - 136.96 



Factor of evap. 



970.4 
354.9 -f 817.9 - 136.96 

970.4 
^^•^ . 1.068 



970.4 

Miscellaneous Questions and Answers on Fuel Oil and Steam Engineering 

1. How do you compute proper size of boiler installation for a power 
plant? 

Answer. — In order to compute the proper size of boiler instaUation for a 
given power output, we must know three factors: 

(1) The Maximum output to be anticipated. 

(2) The Overall efficiency of steam boilers and power units. 

(3) The Maximum overload to be allowed on boilers in steam generation. 
Thus let us assume that 12,000 kw. arc desired at the switchboard of a 

steam turbine installation and that the overall efficiency of steam boilers 
steam turbine and electric generation is 15%. What boiler capacity should 
be installed if the boilers are capable of carrying a 50% overload? 

Since 1 hp. « 0.746 kw. 

We proceed as follows: 

12000 
Mech. h.p. required at switchboard =074^ 

12000 
Mech. h.p. required to be delivered by boilers ^^n 74fi~y~ol'^ 

Since 1 boiler h.p. = 13.14 mech. hp., 

12000 1 

Total boiler h.p. required of boilers = 0^46^01'; X ■ .» . . - 

Since boilers are to run at 150 % of rating, the rating of boilers must be 

12000 y _L y 1 _ ^^ J... 
6.746 X 0.15 ^ 13.14 ^ 1.50 " ^*^ ^^'^P* 

Questions Answered on Fuel Oil Economy 

2. What is the approximate increase, if any, in boiler repairs when coal 
fired boilers are changed to oil ? 

Answer. — The amount of boiler repairs is practically the same when burn- 
ing oil as when burning coal, provided the boilers are operated at the same 
capacity and the oil burners arc properly adjusted so as not to blow oil direct 
against the boiler tubes or direct against the brick walls. 

3. Is the back shot method the best for Stirling boilers? 

Answer. — The back shot oil burner is generally considered the best for 
Stirling boilers, owing to the advantage gained by the large combustion 
chamber. 
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4. Can you give the comparative cost per 1000 pounds of steam, of coal 
vs. oil, including all boiler room costs? In this question I have in mind 
modem firing facilities. Give the unit prices for both coal and oil. 

Answer. — In regard to the comparative costs of oil vs. coal the reader is 
referred to Fig. 145, page 222 on which the relative value of oil is plotted 
against coal of various qualities. From this diagram the reader can see at 
a glance, for instance, that oil costing $1.50 per bbl. is equivalent to coal 
of 10,000 B.t.u.'s costing $3.50 per short ton or coal of 14,000 B.t.u.'s 
costing $6.00 per short ton. 

6. Wliat quantity of oil have you found by actual tests is necessary to 
evaporate the same quantity of water as 1 ton (2240 lb.) of coal, giving 
B.t.u.'s in coal and oil? 

Answer. — The quantity of oil necessary to evaporate the same quantity 
of water as one ton of coal depends entirely on the heating value of the 
two fuels and the boiler efficiency obtained. If the heating value of coal is 
14,000 B.t.u.'s and the boiler efficiency is 72%, each pound of coal would 
evaporate 10.35 lb. of water from and at 212^. One pound of oil containing 
18,000 B.t.u.'s with a boiler efficiency of 78% would evaporate 14.4 pounds 
of water from and at 212^. From this you can readily figiire out that one 
ton of coal containing 2240 lb. would evaporate the same quantity of water 
as 4.8 bbl. of oil each containing 336 pounds. 

6. Have you found mechanical atomizing to be the most economical? 
Answer. — Oil is atomized by steam in nearly all stationary boiler plants 

due to the fact that steam is more convenient than any other method, and 
the atoinization is very perfect. As a rule mechanical atomization is not 
used unless the loss of fresh water used in steam atomization is an important 
consideration. 

7. What are the relative merits of saturated and superheated steam for 
atomization? Mr. Hawkins in his book, "The Economy Factor in Steam 
Power Plants," discounts the value of superheated steam. I quote ver- 
batim: 

''On the other hand, the action of the superheated steam appears to 
produce an unsteady flame — a rapid succession of small puffs rather than 
the steady uniform condition which is desired." 

We are wondering if these puffs are occasioned by the oil temperature 
being raised to the flash point. We are of the opinion that superheated 
steam should prove more efficient than saturated, and to this end are 
arranging for test. Pending receipt of flow meter and calibration of our 
orifice, however, we will appreciate your comments. 

Answer. — We use superheated steam in preference to saturated steam 
wherever we have super heaters. Superheated steam atomizes the oil more 
perfectly than saturated steam and consequently it is the general belief 
that less steam is required. 

The quantity of steam required for atomizing can always be reduced by 
heating the oil to a high temperature and it is, therefore, desirable to get the 
oil as hot as possible without heating it above its flash point. We have 
never found the use of superheated steam to cause an unsteady flame such 
as is referred to in Mr. Hawkins' book. We have used steam having as much 
as 160 degrees of superheat, though normally we use about 100 degrees. 
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APPENDIX II 

HELPFUL FACTORS IS FUEL OIL STUDY AND CON- 
SERVATION 

Tbe authors of the work wuultl feci unmindful of their duty in setting 
forth the elements of fuel oil and ateaiii engineering did they not at this 
time point out to the reader same of the helpful factors that are aiding in 
'luel oil atudy and coneervution in theeo days of national emergency. 

Fint Biid foremost must bo mentioned the educative and helpful inRueoce 
oftbeuniversitiMand technical coUegeB of the West — such aathe University 
vt Califomia and Leland Stanford Junior University. These institutions 
not only prepared to train technical fuel oil specialists, but the eminent 
and engineers upon their teaching BtalTs ate contributing note- 
vurthy reaeorcli data for the upbuilding of efficient mining and utiliiation 
of tbia important national resource. The Extension Division of the Uni- 
versity of CaliTomia is now serving over three hundred thousand people in 
the state of California. Practically every conceivable educative aid ia 
available through this branch of university instruction. All operators or 
engineers interested in fuel oil, its uses and conservation, may for a small fee 
enjoy this excellent service. The only other requirement on the part of 
the applicant is that he be thoroughly in earnest in undertaking such atudy. 
To get in touch with this excellent eervire, a letter should be addressed to 
Director of Extension Division, University of California, Berkeley. 

The California Railroad Commission is doing excellent service in the 
^cient handling of the petroleum situation. Authorised under the law to 
regulate the public utilities as to rates aud other matters, this commission 
on its own initiative has worked out a scheme of interconnection of power 
wnnpanies in the state of California that will do much in conscrvinR the fuel 
that industry. 

>ecial attention is called to the research investigations of the United 
1 Bureau of Mines and the United tStates Bureau of fjtandarda. Much 
itfthe scientific data on fuel oil specifications and steam generation contain«l 
la this work have been gleaned from the various publications of the Bureau 
ut Bilines, while the standardization of thermometers as treated in addition 
to many other aids in scientific precision described, must be accredited to 
tiie helpful work of the Bureau of Standadcs. In discussionslooking toward 
the production of petroleum the publications of the United States Geological 
Survey are timely, as arc also the publications of the California State 
Mining Bureau. 

The Book on Steam of the Babcock & Wilcox Company is perhaps the 
helpful of its kind in existence in setting forth the elementary laws of 
engineering in a practical manner, and the authors are greatly in- 
to it for many helpful items in the present work. 
411 
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BSLPFUL FACTORS IN FUEL OIL STUDY 
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In regard to current aids in the technical press, the only paper in existence 
that devotes a regular department to tlie technical discussion of fuel oil and 
steam engineering is the Journal of Electricity published in San Francisco. 
This journal is now in its thirty-third year of publication and is the recog- 
nized authority on this line of discussion. Electrical World and POWER 
published in New York City also publish much timely and helpful data 
along the line of fuel oil and steam engineering. 

The work of the Pacific Coast Section, N.E.L.A. along lines of fuel oil 
economy in steam power generation has proven most helpful. Through this 
means of expression the great power companies of the West which use oil 
as a fuel are contributing noteworthy aids to eflficient uses of this product. 

^he American Society of Mechanical Engineers and the American In- 
stitute of Electrical Engineers constitute the two great national societies 
of professional status that are exceedingly helpful in fuel oil study. 



APPENDIX III 

RXTLES AND REQUIREMENTS OF THE NATIONAL BOARD 
OF FIRE UNDERWRITERS FOR THE STORAGE AND USE 
OF FUEL OIL AND FOR THE CONSTRUCTION AND IN- 
STALLATION OF OIL BURNING EQUIPlflENTS 

CLASS A 

Large Supply or Storage Tanks for Oils Having A Flash Point 

Above 150°F. 

(Abel-Pensky Flash Point Test) 

This flash point corresponds dosely to 160°Fahr. (Tagliabue Open Cup 
Tester) which may be used for rough estimations of the flash points. These 
storage tanks are generally used for storage in oil fields, oil refineries or 
distributing stations and are in most cases installed above ground. The 
hazards of such systems of storage depend upon the distance from burnable 
property and upon the topography of the surrounding land. 

Table 1 



Minimum distance of tanks 



Capacity in gallons 



To line of adjoining 

property which may 

be built upon, feet 



To any other tank, 
feet 





1,000 


10 


2 




2,000 


20 


2 




16,000 


25 


2 




24,000 


30 


2 




36,000 


40 


3 




48,000 


50 


3 




60,000 


60 


3 




96,000 


75 


3 




150,000 


85 


3 




200,000 


100 


15 




300,000 


150 


25 




500,000 


250 


35 


« 


1,000,000 


300 


50 




2,000,000 


350 


75 




Unlimited 


400 


200 
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L Ci^Micity and Location of Tanks. 

(a) Tanks to be so located as to avoid undue exposure of adjacent buniable 
property. The distances specified in Table No. 1 are for plants or storage 
tanks located outside of fire limits. 

(6) Tanks to be located at lowest point available and so placed as to avoid 
possible danger from high water. When near a stream without tide, tanks 
to be located down-stream from the water front of any adjacent town. On 
tide water tanks to be located well away from shipping districts. 

(c) When it is impossible to locate tanks as specified in Rule 16, each tank 
to be surrounded with an embankment or dike not less than 4 feet in height 
and having a capacity not less than fifty per cent, greater than the tank to 
be protected. 

(d) Embankments or dikes to be made of earth, reinforced concrete or 
brick. If made of earth, embankments to be firmly and completely built of 
earth from which stones, vegetable matter, etc., have been removed, and 
to have a crown of not less than three feet and a slope of at least 2 to 1 on 
both sides. If made of reinforced concrete or brick to be designed to provide 
protection equivalent to an earth embankment with a sufficient factor of 
safety to allow for the effect of fire on the concrete or brick facing. 

(e) Embankments or dikes to be continuous, with no openings for piping 
or roadways. Piping to be laid well below the foundation of the embank- 
ments and, at points where it Lb necessary' to pass over the embankment, 
properly built steps or concrete roadway to be provided. 

2. Height of Tanks. 

Vertical tanks must not exceed 30 feet in height. 

8. Material and Construction of Tanks. 

(a) Tanks must be constructed of iron or steel plates of a gauge depending 
upon the capacity as specified in the following table. 

Table 2 — Thickness of Metal for Above Ground Tanks. 

Horizontal 

Minimum thickness 
Maximum diameter 



Heads, in. 



Shell, in. 



Not over 5 feet ^i 6 %a 



5 feet to 8 feet i K 

8 feet to 11 feet H 






Vertical 

Capacity 5,000 gallons or less, diameter less than 40 feet. 

Bottom No. 8 U. S. gauge. 

Bottom ring No. 8 U. S. gauge. 
Other rings No. 10 U. S. gauge. 
Top No. 12 U. S. gauge. 
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Capacity 10,000 gallons or less, diameter less than 40 feet. 

Bottom No. 8 U. 8. gauge. 

Bottom ring No. 7 U. S. gauge. 
Other rings No. 8 U. S. gauge. 
Top No. 12 U. S. gauge. 

Other vertical tanks to be of material having a thickness of not less than 
indicated in the following. Figures in all columns excepting the first refer 
to U. S. Standard Gauge. 









2d 


3d 


4th 


5th 


6th 




Diameter in 


Top 


Top 


ring 


ring 


ring 


ring 


ring 


Bot- 


feet 


ring 


from 


from 


from 


from 


from 


tom 








top 


top 


top 


top 


top 




80 


10 


7 


7 


3 





3-0 


5-0 


10 


75 


10 


7 


7 


4 


1 


2-0 


4-0 


10 


70 


10 


7 


7 


4 


1 


2-0 


4-0 


10 


65 


10 


7 


7 


5 


1 





3-0 


10 


60 


10 


7 


7 


5 


2 





2-0 


10 


55 


10 


7 


7 


6 


3 


1 


2-0 


10 


50 


10 


7 


7 


7 


4 


1 





10 


45 


10 


7 


7 


7 


5 


3 


1 


10 


40 <& less 


10 


7 


7 


7 


5 


3 


2 


10 



All riveted joints to have an efficiency of at least 60 per cent. 
Tanks of greater capacity than given above shall be of material of sufficient 
thickness to safely hold the contents and proportionately heavier. 

Note. — For materials to be used in smaller tanks refer to Table No. 4 

» 

giving weights of material for underground storage tanks. 

(6) All joints of tanks must be riveted and soldered, riveted and caulked, 
brazed or welded, or made by some equally satisfactory process. Tanks 
must be tight and sufficiently strong to bear without injury the most severe 
strains to which they are liable to be subjected in transportation or use. 
Tanks shipped complete must be suitably reinforced to prevent injury to the 
joints. 

(c) Tanks must be provided with a vent pipe terminating in a weather- 
proof hood containing a non-corrodible screen. In case the vent pipe is not 
permanently open a suitable safety relief must be provided. When, in 
order to provide a means for relieving pressure, manhole covers are not 
provided with bolts or clamps, the openings must be protected by a non- 
corrodible wire mesh screen (not less than 20 X 20 meshes per square inch) 
which may be removable but must be normally securely held in place. 

(d) Outside surfaces of tanks must be thoroughly protected against corro- 
sion by a suitable rust-resisting paint. 

4. Support for Tanks. 

Tanks to be set upon a substantial foundation, and when elevated above 
the ground level, supports are to be of non-combustible material, with 
27 
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exception of suitable wooden cushions. All above-ground tanks to be 
thoroughly grounded electrically. 

6. Means for Extinguishing Fires in Tanks. 

(a) Each tank to be equipped with an independent steam pipe for use in 
case of fire, the outlet of which is to be inside the tank, above the surface 
of the oil. 

This pipe to be of ample capacity, but never smaller than ^ inch. 

(b) Steam which is to be supplied from conveniently located boilers to be 
controlled by valves outside the embankments surrounding the tanks. 

Note. — Systems providing protection equivalent to the above may be 
used. Such systems generally embody the use of blanketing gas, and when 
the source of supply is thoroughly reliable, may be satisfactorily employed 
where a supply of steam is not available. 

6. Pumps. 

Pumps used in connection with the supply and discharge of the tank shall 
be located outside of the reservoir walls and at such a point that they 
will be accessible at all times, even if the oil in the tank or reservoir should 
be on fire. 

7. Pipe Connections. 

All oil conveying pipes to be laid imderground, but under no circumstances 
shall they break through the reservoir walls. 

The above nile does not apply to pipes passing under the reservoir wall 
and laid well below the surface of the ground. 

8. Controlling Valves. 

(a) There shall be a gate valve located at the tank in each oil conve3ring 
pipe. In case two or more tanks are cross-connected there shall be 
a gate valve at each tank in each cross-connection. 

(b) There shall be a gate valve in the discharge and suction pipes near the 
pump and a check valve in the discharge pipe, located underground. 

9. Indicator. 

There shall be a reliable indicator to show the level of the oil in the tank. 
Indicator to be of such a form that its derangement will not permit escape 
•» of oil. 



\ 



10. Plans and Specifications. 

A complete set of plans and specifications of proposed installation shall be 
submitted to the Inspection Department having jurisdiction before beginning 
construction. 

CLASS B 

Individual Oil-burning Equipments for Other Than Housbhold 

Purposes 

Apparatus using oil for fuel, however safe -guarded, introduces a distinct 
increase in hazard which should be recognized. 

Where used, the following rules should be rigidly observed. 

All oil used for fuel purposes under these rules shall show a flash test of 
not less than 160°F. (Abel-Pensky Flash Point Tester.) This flash point 



RULES AND REQUIREMENTS 



corresponds doaelr to 160°F. (Tagliabue Open Cup Tester), which may be 
nsed for rough estimations of the flash point 




Fia. 240.— A diSKrami 
floor levet when boiler in 
eavated. 

11. Capacit7 and Location of Tanks. 

(a) In closely built up districts or within fire limits tanks t« be located 
underground with tops of tanks not less than three feet below the surface of 




Pio. 247.— Here is Bhown g 
floor in which the boiler is in tl 
This coDslruFtion in agreeslile 



I oil tank localod 4 feet below (he boiler-room 
1 bnsenient and the nidewalk han l>een excavated. 
the rule of (he Board ot Fire Underwiitera. 



the ground and below the level of the lowest pipe in the building to be sup- 
plied. Tanks may be permitted underneath a building if buried at least 
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three feet below the basement floor which is to be of concrete not less than 
6 inches thick. Tanks shall be set on a firm foimdation and surrounded with 
soft earth or sand, well tamped into place. No air space shall be allowed 
immediately outside of tanks. Tank may have a test well, provided test 
well extends to near bottom of tank, and top end shall be hermetically sealed 
and locked except when necessarily open. When tank is located under- 
neath a building the test well shall extend at least 12 feet above source of 
supply. The limit of storage permitted shall depend upon the location of 
tanks with respect to the building to be supplied and adjacent buildings, as 
given in the following table. 




Lml 



Pro. 248. — The view shows an oil tank below the level of the boiler room floor 
where the sidewalk has been excavated. The installation is agreeable to the 
Board of Fire Underwriters' specificationB. 

Table 3. — Permissiblb Aggregate Capacity if Lower Than Any 
Floor, Basement, Cellar or Pit in Any Building Within Radius 

Specified 



Capacity Radius, feet 

Unlimited 50 

20,000 gallons 30 

5,000 gallons 20 

1,500 gallons 10 

*500 gallons Less than 10 

* In this case tank to be entirely encased in (> inches of concrete. 

(b) When located underneath a building no tank to exceed a capacity of 
9,000 gallons and basement floors to be provided with ample means of sup- 
port independent of any tank or concrete casing. 

(c) Outside of closely built up districts or outside of fire limits, above- 
ground storage tanks may be permitted as specified in Rule 1, provided 
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drainage away from burnable property in case of breakage of tanks is 
arranged for or suitable dikes built around the tanks. When dikes are 
employed the distances specified in Table 1 are to be taken as distances to 
nearest points of dikes. 

When above-ground tanks are used all piping must be arranged so that in 
case of breakage of piping the oil will not be drained from tanks. This 
requirement prohibits the use of gravity feed from storage tanks. Above- 
ground tanks of less than 1,000 gallons capacity without dikes may be 
permitted in case suitable housings for the protection of the tanks against 
njury are provided. ♦ 

12. Material and Construction of Tanks. 

(a) Tanks must be constructed of iron or steel plate of a gauge depending 
upon the capacity as specified in the following tables: 

Table 4. — Undebground Tanks Inside op Specified Fire Liinrs, on 
Within Ten Feet op A Building When Outside Such Libuts 

Capacity, gallons Minimum thickness 

of material 

1 to 560 14 U. S. gauge 

561 to 1,100 12 U. S. gauge 

1,101 to 4,000 7 U. S. gauge 

4,001 to 10,500 K" 



10,501 to 20,000 5f 

20,001 to 30,000 H 



r 



It 



Table 5. — Underground Tanks Outside of Specified Fire Limits, 
Provided the Tanks are Ten Feet or More From A Building 

Capacity, gallons Minimum thickness 

of material 

1 to 30 18 U. S. gauge 

31 to 350 16 U. S. gauge 

351 to 1,100 14 U. S. gauge 

1,101 to 4,000 7 U. S. gauge 

4,001 to 10,500 >i" 

10,501 to 20,000 Yxi" 

20,001 to 30,000 %" 

I * 

Tanks of greater capacity than 30,000 gallons must be made of proportion- 
ately heavier metal. 

(6) All joints of tanks must be riveted and soldered, riveted and caulked, 
welded or brazed together, or made by some equally satisfactory process. 
To be tight and sufficiently strong, to bear without injury the most severe 
strains to which they are liable to be subjected in practice. The shells of 
tanks to be properly reinforced where connections are made and all connec- 
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tions should as far as practicable be made through the upper side of tanks 
above oil level. 

(c) Tanks shall be thoroughly coated on the outside with tar, asphaltum 
or other suitable rust-resisting material. 

Note. — The protection required for tanks will depend upon the condition 
of the soil in which they are installed. When the soil is impregnated with 
corrosive materials tanks should be made of heavier metal in addition to 
being protected as specified above. 

18. Fill and Vent Pipes. 

(a) Each underground storage tank having a capacity of over 1,000 gallons 
to be provided with at least a 1 inch vent pipe extending from the top of the 
tank to a point outside of building. Vent pipe to terminate at a point at 
least 12 feet above the level of the top of the highest tank car or other reser- 
voir from which the storage tank may be filled. Terminal to be provided 
with a hood or goose neck protected by a non-corrodible screen and to be 
located remote from fire escapes and never nearer than 3 feet, measured 
horizontally and vertically, from any window or other opening. Vent pipes 
from two or more tanks may be connected to one upright, provided the 
connection is made at a point at least one foot above level of source of supply. 

(b) Tanks having a capacity of less than 1,000 gallons may be provided 
with combined fill and vent pipes so arranged that the fill pipe cannot be 
opened without opening the vent pipe, these pipes to terminate in a metal 
box or casting provided with a lock. 

(c) Fill pipes for tanks which are installed with permanently open vent 
pipes must be provided with metal covers or boxes which are to be kept 
locked except during filling operations. 

(d) Fill and vent pipes for tanks located under buildings are to be run 
underneath the concrete floor to outside of building. 

14. Indicator. 

Some device for indicating the level of the oil is desirable. Where used, 
such attachment shall be connected through substantial fittings so as to 
minimize exposure of the oil, and devices the breakage of which will allow 
the escape of oil, must not be used. 

16. Filters. 

Suitable filters or strainers for the oil should be installed and preferably 
be located in supply line before reaching pump. Filter to be arranged so as 
to be readily accessible for cleaning. 

16. Feed Pumps. 

(a) Must be of approved design, secure against leaks. 

Note. — Stuffing box, if used, should be provided with a removable 
cupped gland designed to compress the packing against the shaft and ar- 
ranged so as to facilitate removal. Packing affected by the oil must not 
be used. 

(b) To be arranged so that dangerous pressures will not be obtained in any 
part of system, and it is further recommended that feed pumps be inter- 
connected with pressure air supply to burners in order to prevent flooding. 
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IT. Gauge GlaueB and Pet Cocks. 

Glass gauges, the breakage of which would allow thp cHcape of oil, are to be 
avoided. If their use is neceasary, they should have substantial protection 
or be arranged so that oil will not escape if broken. Pet cocks must not be 
used on oil carrying parts of system. 
IS. Receivers or Accumulators. 

(a) If used, they must be deaiftned ao aa to secure a factor of safety of not 
less thtui 6. Muat be subjected to a pressure test of not less than twice the 
workini; pressure. 

(b) The capacity of the oil chamber must nut exceed 10 gallons. 
(e) To be equipped with pressure gauge. 

(d) To be provided with an automatic relief valve set to operate at a safe 
presBure and connected by an overflow pipe to supply tank, and so arranged 
that the oil will automatically drain back to the supply tank immediately 
on closing down the pump. 
19. Standpipes. 

(d) If used, their capacity shall not exceed 10 gallons, 

(b) To be of substantial construction, equipped with an overflow, and so 
arranged that the oil will automatically drain back to the supply tank on 
shutting down pump, leaving not over one gallon, where necessary, for prim- 

(c) If vented, the opening should be at the top and may be connected with 
the outaide vent pipe from storage tank, above level of source of supply. 

10. Piping. 

(a) Standard full weight wrought iron, ateel or brass pipe with substantial 
Gttings to be used and to be carefully protected against injury. Piping 
under pressure must be designed to secure a factor of safety of not lees than 
6, and after installation to be tested to a pressure not less than twice the 
working pressure. 

(b) Piping to be run as directly as possible, and laid so that the pipes are 
intched toward the supply tanks without traps. 

(c) Overflow and return pipes t^i be at least one size larger than the supply 
pipes, and no pipe to be less than one-half inch pipe sixe. 

(d) All connections to be perfectly tight with well-fitted joints. Unions, 
if used, to be of approved type having at least one face of the joint made of 
brass and having conically faced seats, obviating the use of packing or 

(e) Pipes leading to the surface of the ground to be cased or jacketed 
where necessary to prevent loosening or breakugtr, and proper allowance 
should be ma<l(' for expansion and contraction, jarring and vibration. 

(/) Connection t^ outside tanlLs to be laid below the frost line and not to 
be located near nor placed in same trench with other piping. 

(j/) Openings for pipes through outside walls to be securely cemented and 
made oil tight. 
SI. Valves, etc. 

(a) Readily accessible shut-off valves to be provided in the supply line 
M near to the tank as practicable, and additional shut-offs to be installed in 
the main line inside building and at each oil consuniing device. 
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^■1 The use of oil as fuel for domestic purposes is regarded from the 

^Hi newpomt as more hazardous than the use of ordinary fuel, such as coal, 

wood and coke. 

Where these systems are used theii hazards should be recognized and 
flie following rules and precautions should be observed. All oil used for 
fuel under these rules shall show a flash test of nol less than 160°F. lAbel- 
Pensky Flash Point Tester.) This flash point corresponds closely to 
160°F. (Tagliabue Open Cup Tester), which may be used for rough esti- 
mations of the flash point. 

23. CapacEty and Location of Storage Tanks. {?fc Rule 11.) 
34. Material and Construction of Tanks. (Sec Ruli- 12.) 
36. Fill and Vent Pipes. fSm Ruli- i:i.) 
36. Pump. 

Oil pump used in filling auxiliary tank from the main supply tank to be 
approved type, secure against leaks, with check valves located aa dose to 
the pump as convenient. Pumps should be rigidly fastened in place. 

Note. — Stuffing box, if used, should 
aupped gland designed to compress the 



(b) Controlling valves in. which oil under preiMurc ia in contact wHh the 
st^m to be provided with stufEng box of hheral aise, containing a reoiovabte 
cupped gland designed to ■■omprees the parking against the valve stem and 
•rranged bo aa to facilitate removal. Packing affected by the oil mu&t not 
be ii»ed. 

(c) The use of approved automatic shut-offs for the oil supply in case of 
breakage of pipea or excessive leakage Id building is recommended. 

CLASS C 

On. Conveyor ok Carriers 
18. Steamen, «tc. 

(a) iSteumers, baizes or vessels loading or discharging oil in bulk, shall not 
loud or dJHcliurge at wharves other than those used by the iiit compnny, 
and such whurvoa shall be well isolated from all burnable property iir 
wharfage. 

(6) There shall be a gate valve immediately at the point in the pipe line 
where connection is made with the hose leading to the ship fur the purpose 
of shutting oS the oil, and there shall be another fiatt valve in this line ul 
pipe at a distance of at least 10 feet bock from the wharf, where it will be 
readily accessible for the purpose of shutting the oil off in event of failure on 
the part of the valve first mentioned. 

((!) A tight connection shall be made with the hose length at the wharf 
by means of a carefully threaded coupling, to prevent leakage and accumula- 
tion of oil arotmd the piers. 

(d) lights. No fire nor open lights to be allowed on the vessel while at the 

CLASS D 

Apparatus fok C(kikin(i and Heatimj for Hocsehold Use 



1 be provided with o removable f 
e packing against the shaft and I 
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arranged so as to facilitate removal. Packing affected by the oil must not 
be used. 

27. Auxiliary Supply Tank. 

(a) If used, shall not exceed five gallons in capacity, except by special 
consent of the Inspection Department having jurisdiction. 

(b) Shall be located at least 10 feet, measured horizontally, from the 
burners. 

(c) Shall be provided with an overflow connection draining to the supply 
tank and a vent pipe leading outside the building, the latter to have a 
weatherproof hood. To be constructed of brass, copper or galvanized 
plate not less than 0.050^' (No. 18 U. S. standard gauge) in thickness. Joints 
to be made as specified for outside storage tanks. 

28. Piping. 

(a) Standard, full weight, wrought iron, steel or brass pipe with substantial 
fittings to be used and to be carefully protected against injury. 

(6) Supply pipe to be not less than one-fourth inch sizes, and overflow 
and return pipes to be at least one size larger. 

(c) Pipe connections to tanks to be suitably reinforced and* proper allow- 
ance to be made for expansion and contraction, jarring and vibration. 

(d) Openings for pipes through outside walls to be securely cemented and 
made oil tight. 

(e) All connections to made perfectly tight with well fitted joints. 
Unions, if used, to be of approved type, having at least one face of the joint 
made of brass and having a conically faced joint, obviating the use of packing 
or gaskets. 

(/) Piping to be run as directly as possible, and to be laid so that the pipes 
are pitched back to the storage tank without traps. 

29. Valves. 

(a) Readily accessible valves to be provided near each burner and also 
close to the auxiliary tank in the pipe leading to burners. 

iff) Controlling valves to be constructed as specified in Rule 21-b. 

80. Installation of Burners. 

(a) Overflow. — Burners shall be installed with oerflow attachment so 
arranged that any surplus oil will drain by gravity from the burner through 
a pipe into a substantially constructed reservoir having a capacity of not less 
than that of the auxiliary tank. 

Each tank to be constructed and vented as provided for auxiliary tanks. 
(See Rule 27.) 

(b) Draughts, — No dampers to be used in smoke pipe between burner and 
chimney. Any regulation of draught which is necessary is to be accom- 
plished through the dampers in front. 

81. Construction of Burners. 

(o) The size of the orifice through which the oil is supplied to the burners 
should be limited to fum'sh only sufficient oil for the maximum burning 
conditions when the controlling valves are wide open. 

(6) Valves to be arranged so as not to enlarge the orifice. 
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(c) Burners containing chambers which allow the dangerous accumulation 
of gases are prohibited. 

{d) Burners containing oil conveying pipes or parts subject to intense heat 
or subject to stoppage from carbonization are prohibited. 

(e) Burners should be designed so that they can be easily cleaned, and 
so as not to allow leakage of oil. 

82. Instruction Card. 

A card giving complete instructions in regard to the care and operation 
of the system to be permanently placed near the apparatus. 



RULES GOVERNING CONSTRUCTION AND INSTALLATION 

OF OIL BURNING EQUIPMENT AND STORAGE 

AND USE OF FUEL OILS ADOPTED BY THE 

BOARD OF STANDARDS AND APPEALS 

CITY OF NEW YORK 

FUEL OIL RULES 

Rule 1. Definition. Flash Point and Specific Gravity.— The term "oil 
used for fuel purposes'' under these rules includes any liquid or mobile 
mixturoi substance or compound derived from or including petroleum. 

All oil used for fuel purposes under these rules shall show a minimum flash 
point of not less than one hundred and seventy-five (175) degrees Fahren- 
heit, in an open cup tester, or if closed cup tester be used a minimum of not 
less than one himdrcd and fifty (150) degrees Fahrenheit| and its specific 
gravity shall be not less than 0.933 (20**B.) at a temperature of sixty (60) 
degrees Fahrenheit; and must not be fed from the tank to the suction pump 
at a pre-heat temperature higher than its flash point. 

Rule 2. Manner of Storage. — Oil to be used as fuel for commercial, 
heating and power purposes on the premises where stored shall be at all 
times contained in metal tanks with all openings or connections through the 
tops of the tanks, except a clean-out plug in the bottom ; and, when located 
inside of a building, must at all times be placed in the cellar or lowest story 
of such building, and at least two (2) feet in a horizontal direction from any 
supporting portion of the structure, and if practicable shall be buried \mder- 
neath the lowest floor or ground. 

Rule 3. Location of Tanks. Existing Buildings. — No storage of fuel oil 
shall be permitted in a building of frame construction within the fire limits, 
or in buildings of hazardous occupancy as so defined by the fire commissioner. 

If placed in buildings already erected, if not buried beneath the lowest 
floor or ground, such tanks shall be placed in an enlosure the floor of which 
shall be at least three (3) feet below the surface of the cellar or lower story; 
or if by reason of water or foundation conditions, or if on rock bottom, the 
tank may be placed above the surface of the ground, but in any case subject 
to the conditions as hereinafter described under Rule 5. 

Rule 4. Location of Tanks — New Buildings. — In buildings hereafter 
erected the bottom of the fuel oil service tanks shall be located in, or below 




I 
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tte cclliir or lowest stury aa bIioII be determini'U by the 
Superintendent of Buildings under the proviHions of Rule 2, 

Rnle 6. Eadosure of Tanks. — In cither existing or new buildings mtch 
fuel oil service tanks shall be entlosed in an unpierced wall and floor of 
approved masonry or reinforced concrete, made oilproof and waterproof, and 
not leas than twelve (12) inches in thickness; and also of sufficient thickness 
to properly support any lateral pressure, and to be of lateral dimensions 
at least one (1) foot greater oa all sides than the outside dimensions of the 
tank. These walla arc to be curied up to a height of at least one (1) foot 
above the tank, or the supply and toed connections thereto, and rooted 
over with reinforced concrete or its equivalent at least twelve (12) inches 
thick and capable of auataining a live load of at least three hundred (300) 
pounds per square foot; and it not buried below the ground, placed so as to 
leave a clear and open space (except for pipe connections) of at least two* 
(3) feet between such roof over the enclosure and the underside of the 
Ceiling above- The roof ol every enclosure shall contain a manhole with 
Jbeproof cover properly weighted, but not fastened, placed immediately 
above the supply and feed connections and the manhole in top of the tank. 

Where found impractical to set the bottom of the tank three (3) feet below 
the floor of the cellar or lowest story, the tank shall rest on steel or masonry 
supports, and the bottom uf the tank shall be at least one (1) foot above the 
floor of the enclosure, and the enclosure wall and Hoor as above specifled 
diallbe unpierced and the space below the horizontal centre line of the tank 
and within the enclosure formed by the surrounding unpierced walls shall 
have a capacity of at least sixty (60) per cent, of the capacity of the tank. 

The space within the enclosure surrounding the tank shall be at all times 
Tented to the air outside of the building by iron or other ttreproaf conduit 
at least two and one-halt {2)4) inches diameter, connecting the enclosure 
at & point just above the floor level, and which shall finish above tlie street 
surface with proper connection at that point to permit the Fire Department 
to flood the enclosure. 

A separate similar vent without Fire Department connection shall enter 
the enclosure just below its ceiling. 

Rnle 6. Capacity of Tanks. — In existing or new buildings of non-flreproof 
conatruction no fuel oil service tank containing over ten thousand two 
hundred (10,200) gallons, and in buildings oF flreproof construction no tank 
contiuning over twenty titousand (20,000) gallons, shall be placed in any 
Bngle portion of the cellar or lowest story unlusa such portion be separated 
from the rest of the cellar by walls of masonry or reinforced concrete with 
protected by automatic fireproof doors, with aills placed high 
;li above the cellar floor to contain capacity of tank located therein, in 
ition to the enclosure as already specified (or the tank, and such portion 
ventilated to the outer air. More than one such single tank may be 
iiutalled if enclosed and separated as above. 

When tanks are buried so that the top of the roof over the enclosure wall is 
level with the cellar floor, the capacity of any such tank may be increased by 
one hundred (100) per cent. 

Knle T. Service Tanks Located Outside of Buildings Within Fire 
limln.^ Within the fire limits, tanks to contain oil for use on the premises, 
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and of a capacity and at distances specified below, may be placed above 
ground outside of the building if such tank does not exceed fifteen (15) feet 
in height above the surface of the ground and if completely enclosed in the 
same manner as provided for in Rule 5. 

Distance to nearest 

building in feet Capacity 

not exceeding in gallons 

40 71,400 

30 40,800 

20 30,600 

10 20,400 

5 10,200 

If such service tanks are entirely buried and roofed below the surface of the 
ground, the capacity in gallons may be increased by two hundred (200) 
per cent. 

Rule 8. Outside General Storage Fuel Oil Tanks Located Above Ground 
Within the Fire Limits. — Such general storage tanks located within the fire 
limits shall not exceed twenty-five (25) feet in height, shall be built of metal, 
and shall be surrounded with a dike of impierced masonry or reinforced 
concrete not less than four (4) feet in height, with a capacity of at least that 
of the tank to be protected. The walls and floor of such dikes must be 
continuous, and oilproof and waterproof, and must not be built within ten 
(10) feet of the walls of the tank. If tanks are placed in battery the dikes 
shall be rectangular in shape, and the dike wall separating them as well as 
the dike wall within one hundred (100) feet of any structure, shall be carried 
up as a fire stop to a height of four (4) feet above the head of the tank and 
coped with stone or concrete, and any openings in walls above the dike 
shall have automatic fireproof doors. 

The capacity of any such single general storage tank within the fire limits 
shall not exceed one hundred thousand (100,000) gallons, and the gross 
capacity of storage shall not exceed the following tables: 

To line of adjoining 
property or nearest 

building (feet) Gallons 

75 100,000 

100 150,000 

150 250,000 

200 500,000 

Such general storage tanks may have extra fill and emptying connections 
as the Fire Commissioner may determine. 

Rule 9. Outside General Storage Fuel Oil Tanks Located Outside the 
Fire Limits. — Such general storage tanks shall be protected by dikes and 
tire stops as provided under R\ile 8, shall not exceed thirty-five (35) feet in 
height above the ground, and may be constnicted either of metal or of 
concrete reinforced with steel in order to resist the oil pressure. 
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If built of concrete, the walls and floor of such tanks shall be continuous 
and shall be not less than eight (8) inches thick, mixed in the proportion of 
1 : 13^ : 3 graded and mixed in accordance with the requirements of Chapter 5, 
Code of Ordinances. The waUs shall be of sufficient thickness so that the 
tensile stress, disregarding the steel reinforcement, shall not exceed one 
hundred and fifty (150) pounds per square inch. The horizontal and 
vertical reinforcement shall be properly proportioned and placed to provide 
for expansion and shrinkage without leakage, and the stress in the steel shall 
not exceed ten thousand (10,000) pounds per square inch. 

As soon as the concrete has hardened sufficiently to be self-sustaining, the 
forms shall be removed and all cavities filled with a one to one (1:1) mortar 
thoroughly rubbed in and all irregularities trowelled smooth. 

The concrete shall harden at least twenty-eight (28) days before use, and 
the surface of the floor and the interior surface of the walls shall be protected 
by coating with a sodium silicate solution or other equally good protection to 
prevent oil coming in contact with the concrete. 

The maximum gross capacity of any such single tank when situated 
outside the fire limits shall not exceed two hundred and fifty thousand 
(250,000) gallons, but the gross storage capacity may be double that specified 
in the tables tmder Rule 8; and when such tanks are placed at least two him- 
dred and fifty (250) feet from the line of adjoining property or the nearest 
building, the gross capacity may be unlimited. 

Rule 10. Material and Construction of Tanks. — 1. All fuel oil storage 
within the fire limits shall be constructed of wrought iron, galvanized 
steel, basic open hearth or electric steel plates of gauge corresponding to the 
capacity as specified in the following tables: 

Tanks Placed Underground 

Capacity in gallons Thickness of material 

U. S. gauge 

500 14 

1,000 12 

5,000 7 

10,000 K inch 

20,000 Ke inch 

30,000 H inch 



Tanks Placed Above Ground (Horizontal) 





Maximum diameter in feet 


Thickness of material 
U. S. Gauge 


• 


Heads Shell 

i 


6 


7 
yi inch 


10 


8 


7 


11 


H inch Vi inch 
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Tasma Placed Aboi'E Gbouxd (\'ertical} 
Thickness of MAieriaL U. S. Gauge 





Top 


Top 


2d ring 
frf^m 


3d ring 
from 


4th ring 
from 


5th ring 
from 


6th ring 
from 


Bot- 


f"^'t 


•^ 


ring 


U>p 

1 


top 


top 


top ' 


top ! 


tom 


4^ian/i 






1 






llTfMt 


10 


7 


7 


7 


5 


3 


2 


10 


45 


10 


7 


7 


7 


5 


3 


1 


10 


.V) 


10 


7 


7 i 


7 • 


4 


1 





10 




10 




7 


6 


3 


1 


2-0 " 


10 


eo 


10 


7 


7 


5 


2 





2-0 


10 


65 


10 


7 

1 


7 ' 


5 


1 





3-0 ' 

1 


10 


70 


10 


7 . 


7 


4 


1 


2-0 


4-0 


10 


75 


10 


7 


7 


4 


1 


2-0 


4-0 


10 


«r) 


10 


7 




3 





3-0 


5-0 1 


10 



2. Tankii of greater capacity than above shall be proportionately heavier 
arid of Hufficirmt thicknetM to safely hold the contents. 

3. All jointH sliall Vk* riveted and caulked, brazed, welded, or made by 
Hryrnr* ocjiially HatiHfactor>' process, and the tanks braced sufficiently to 
withntand all Htr(;MHc>8 due to transportation or use. All riveted joints shall 
have an efficii'ncy of not less than sixty (60) per cent. 

4. l'h(* top cover shall be of the same material as used in the construction 
of the tank, permanently secured to the tanks without other openings than 
provided for in them; nili*H. A safety valve shall be installed on all tanks 
pIaf;(Kl outside of b\iildingH. 

5. All outI(;tH and inletx Hhall be through the top or cover of the tank, 
exeejit for the clean-out plug as provided for under Rule 2, and in general 
storage; tanks a water drain not exceeding one (1) inch diameter may be 
pcTmitted. 

0. All metal tanks shall bo thoroughly coated on the outside with tar, 
asphaltiini, or other suitable rust-resisting protection. When buried in soil 
iinpn;gnat<;d with corrosive materials, steel tanks shall be entirely covered 
with a two-inch thickness of cement mortar or shall be of heavier metal in 
addition to being protected as specified. 

7. All above; ground storage tanks exceeding two hundred thousand 
('200,0(X)) gallons capacity shall be provided with approved explosion hatches 
luiving « combined area of not less than one and one-half (IJ^) i>er cent, of 
the HKif area of the tank. 

H. All tanks shall be tested and must withs'tand a pressure of not less than 
twi-nty-livc; (25) pounds per square inch shop test. 

Rule 11. Vent and Fill Pipes. — 1. Each fuel oil tank shall be provided 
with a H(;parat(» steel vent pipe and a separate steel fill pipe of at least two (2) 
inches dianietcT placed in the top of the tank. The vents for enclosure 
around tank shall be as specified under Rule 5. 
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2. Vent pipes for fuel oil tanks located in the lower story or buried under 
buildings shall be run to a point outside the building, above the street 
surface and at least twelve (12) feet above the fill pipe and shall terminate 
in a weatherproof hood or a gooseneck, protected with non-Ksorrodablo 
screens of not less than thirty by thirty (30 X 30) nickel mesh or equivalent. 
Such, vent shall not be located within five (5) feet either vertically or hori- 
zontally of a window or other opening or an exterior stairway or fire escape. 

3. The receiver terminal of fill pipes shall be located in a metal box or 
casting provided with means for locking and the delivery terminal shall be 
connected through the top of the tank at a point furthest remote from the 
vent. 

Rule 12. Fuel Oil Feed Systems. — 1. Systems fed by gravity or force 
systems between tank and pump shall not be permitted. 

2. Pump suction feed systems only will be approved and anti-syphon 
system must be provided. 

Rule 13. Pumps and Piping. — 1. Feed pumps for fuel oils shall be of 
approved design, so arranged that dangerous pressures will not obtain in 
any part of the system and shall be located outside of enclosure walls around 
storage tanks, but so placed as to be accessible at all times, and provision 
shall also be made for remote control. They shall be installed in duplicate 
when directed by the Fire Commissioner and shall be provided with a by-pass 
to permit the draining of the oil for repairs. 

A separate hand pump shall be provided for starting purposes. 

2. Oil conveying pipes shall be carried above the tank outlet; if laid under- 
ground after leaving the tank to be carried in a separate trench enclosed in 
fireproof or non-conducting material. They shall be of extra heavy stand- 
ard wrought iron, steel or brass pipe with substantial fittings and not less 
than one-half (H) inch in size and if covered it shall be with asbestos or 
other approved fireproof material. Overflow pipes shall be at least one 
size larger than supply pipes and shall be carried back to the receiver 
terminal. 

3. All connections shiiM be tight witli well-fitted joints. Unions shall 
have at least one face made of brass with conically-faced seats. 

4. Connections leading to outside tanks shall be laid below the frost line 
and shall not be located near or placed in same trench with piping other 
than steam lines for heating. All pipes leading to the surface of the ground 
shall be cased or jacketed to prevent loosening or breakage. Openings for 
pipes through outside walls below the ground level shall be securely cemented 
and made oil-tight. 

5. Piping shall be run as directly as possible, without sags, and be properly 
supported to allow for expansion, contraction, jarring and vibration and 
draining. 

6. Piping between any separated oil container or using parts of the equip- 
ment, should be laid as far as practicable outside of the building, under- 
ground, and inside piping in a trench with metal cover or protected by not 
less than three (3) inches of concrete. 

7. Piping under pressure must be designed with a factor of safety of not 
less than six (6), and shall in every case be tested to a pressure of not less 
than one hundred and fifty (150) pounds after installation. 
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Rule 14. Controlling Valves. — 1. In fuel oil piping systems, readily 
accessible shut-off valves shall be provided in the supply line of fuel oils as 
near to tank as practicable, on both sides of any strainer which may be 
installed in pipe lines, in the main line inside the building, at each oil consum- 
ing device, and a gate valve in the discharge and suction pipes near the pump. 
Provision shall be made to insure the cessation of oil supply from tank to the 
burner when the pump is not in work. 

Rule 15. Heating. — 1. All heating to reduce viscosity of fuel oils in 
storage tanks in any building shall be only by means of hot water coils and 
the oil shall not be heated above one hundred and forty (140) degrees 
Fahrenheit. 

2. All outside pipes subject to freezing shall be protected with a heating 
line of steam or hot water. 

Rule 16. Fuel Oil Burners. — 1. Burners containing ' chambers which 
allow dangerous accumulation of gases or containing oil-convejring pipe 
or parts subject to intense heat or stoppage from carbonization are 
prohibited. 

2. Oil shall be supplied through orifices not larger than necessary to 
supply sufficient oil for maximum burning conditions when the controlling 
valves are wide open. 

3. The mechanism shall be so designed that, where manual or automatic 
control is provided, operated at some distance from the burner, the flame 
cannot be extinguished except by closing the main shut-off valve in line to 
burner. Approved gas-pilot lights or equivalent vnXX be acceptable. 

4. A check valve of approved t3rpe shall be installed in each oil, steam 
and air line near the burner. 

5. Smoke pipes shall be installed between the burners and chimney, and 
any dampers in smoke pipes shall not exceed eighty (80) per cent, of the area 
of the pipe. Necessary regulation of draft shall be accomplished by dampers 
in the fire or ash pit doors. 

6. Burners shall be installed with overflow attachment so arranged that 
surplus oil will drain by gravity from the burner into a substantially con- 
structed reservoir. Such reservoir shall be constructed of brass, copper or 
galvanized iron plate not less than No. 18 U. S. gauge in thickness and shall 
be provided with a vent pipe with weatherproof hood leading outside the 
building. 

7. The supply of oil and air or steam for atomizing shell be interlocked, so 
that if the steam or air should fail the oil will be automatically shut ofif. 

Rule 17. Fuel Oil Fire Extinguishing Equipment. — 1. Every tank with a 
capacity of over ten thousand (10,000) gallons shall be equipped with a 
system of steam pipes, blanketing gas or other approved system for use in 
case of fire, so arranged and installed as to adequately protect surrounding 
property. 

2. When steam is used, the steam supply pipe shall not be less than one- 
half O2) inch in size, the boilers shall be conveniently located, and shall be 
controlled by valves outside the tank enclosure. 

Rule 18. General Devices. — All devices used in connection, with oil- 
burning apparatus, such as indicators, gauges and burners, shall be of such 
character as to minimize leakage and exposure of oil, and shall be connected 
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through substantial fittings. Devices which iire subject to breakage and 
escape of oil shall be prohibited. 

Thcnnometers with large clear reiuling scales, placed in approved ther- 
mometer wells with screwed top connections, shall be installeii at convenient 
and prominent positions in the oil supply pipe lines between the service tank 
and the pumps and also between the pumps and the burner, to indicate 
the temperature of the oil. 

Rule 19. Instruction Cards. — Cards giving complete instructions for the 
care and operation of the fuel oil system shall be permanently fixed near the 
apparatus. 

Rule 20. Operation of Plant. — Such fuel oil-burning plants may be 
operated only by a licensed engineer or by a licensed operator who shall be 
a citizen of the United States, who can read and write the English language, 
and who is familiar with the practical working of such plant, as evidenced 
by the certificate of the Fire Commissioner. 

Rule 21. Installation. — No installation of fuel oil plants shall be com- 
menced \mtil after the approval of plans by the Fire Commissioner, which 
plans shall be submitted to him for examination, together with the certificate 
of the Superintendent of Buildings that the proposed construction of the 
enclosure and the location of tanks is in accordance with the requirements of 
the Building C/ode and of these Rules. 

Adopted, Nov. 6, 1919. 

John P. Leo, Chairman. 
Wif. Wirt Mills, Secretary, 
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APPENDIX IV 
FUEL OIL DATA— APPROXIMATE VALUES 

1 barrel of oil 42 ij^allons 

1 barrel oil at lfl**Baiiin6 approximately 33<> lbs. 

1 gallon oil at 16**Baiim6 approximat<»ly S lbs. 

Specific heat of fuel oil 0.498 to 0.5 

C!ocfTicient of expansion of C/alifomia oils: 

0.0004 per ^F. 

0.00072 iMT rc. 

Heating value of fuel oil (approximate) : 

Heat units in 1 pound oil 18,500 B.t.u. 

Heat units in 1 gallon oil (16*'Baum6) 148,000 B.t.u. 

Heat units in 1 barrel oil (16**Baum^) 6,216,000 B.t.u. 

Latent heat of vaporization of oil 100-130 B.t.u. per lb. 

Viscosity. 

Comparison of Viscosity Scales. (Approximate.) 

Engler, deg. Saybolt, sees. 

1 30 

10 350 

20 680 

40 1360 

60 2050 

200 7000 

Viscosity of water at 60**F.-1° Engler or 30 sec. Saybolt 

Viscosity of Coalinga (Cal.) oil of 16°B^. gravity. 

Temp: °F. Viscosity ''Engler 

110 15 

120 12 

125 10 

140 7 

ISO 3 

212 2 

Evaporation from and at 212° per lb. oil at 78 per cent, efficiency 15 lb. 

Actual evaporation from 100°P\ feed temperature to 150 lb. pressure 
per lb. oil at 78 per cent, efficiency 13 lb. 

1 ton of coal (2000 lb.) containing 11,500 B.t.u. per lb. is equivalent to 3 
barrels of oil. 
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Oil required to produce one boiler horsepower 2 V2 lb. per hr. 

Boiler horsepower produced from 1 barrel oil per hr 134. 

1 boiler horsepower = 34)-^ lb. water evaporated from and at 212°F. per hr. 
1 boiler horsepower = 33,479 B.t.u. per hr. 
1 mech. horsepower = 33,000 ft.-lb. per min. 

= 2,545 B.t.u. per hr. 
1 boiler horsepower = 13.14 mech. horsepower. 

Air required per pound oil for complete combustion : 

Theoretical requirements 13 lb. 

15 per cent, excess air (14 % COj) 15 lb. 

• 50 per cent, excess air (10% CO2) 19^ lb. 

Steam required to atomize 1 lb. oil . 25 — . 5 lb. 

Per cent, of total steam generated required to atomize oil. . 2% — 4% 
Heat transfer in oil heaters (heated by condensing steam): 

B.t.u. per hr. i>er sq. ft. per deg. dififerencc in tempera- 
ture 15 B.t.u. — 50 B.t.u. 
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Table 1. — Oil Standards 
1 barrel = 42 U. S. gallons = 5.6146 cu. ft. 



Degrws 


Specific 


Weight per 


Lb. per 


B.t.u. per 


1 

B.t.u. per 


Baum^ 


gravity 


barrel, lb. 


U. S. gaUon 


lb. 


barrel 

1 


10 


1.000 


350.194 


8.338 


18,380 


6,436,566 


11 


0.993 


347.707 


8.279 


18,440 


6,411,717 


12 


0.986 


345.256 


8.220 


18,550 


6,387,236 


13 


0.979 


342.840 


8.163 


18,560 


6,363,110 


14 


0.972 


340.458 


8.106 


18,620 


6,339,328 


15 


0.966 


338.112 


8.050 


18,680 


6,315,932 


16 


0.959 


335.801 


7.995 


18,740 


6,292,911 


17 


0.952 


333 . 525 


7.941 


18,800 


6,270,270 


18 


0.946 


331 . 248 


7.887 


18,860 


6,247,337 


19 


0.940 


329.042 


7.834 


18,920 


6,225,474 


20 


0.933 


326.838 


7.787 


18,980 


6,203,347 


21 


0.927 


324 . 700 


7.731 


19,040 


6,182,288 


22 


0.921 


322.564 


7.680 


19,100 


6,160,972 


23 


0.915 


320.427 


7.629 


19,160 


6,139,381 


24 


0.909 


318.361 


7.580 


19,220. 


6,118,898 


25 


0.903 


316.295 


7.531 


19.280 


6,098,168 


26 


0.897 


314.264 


7.482 


19,340 


6,077,866 


27 


0.892 


312.268 


7.435 


19,400 


6,067,999 


28 


0.886 


310.307 


7.388 


19,460 


6,038,574 


29 


0.881 


308.346 


7.341 


19,520 


6,018,914 


30 


0.875 


306.420 


7.296 


19,580 


5,999,704 


31 


0.870 


304.529 


7.251 


19,640 


5,980,950 


32 


0.864 


302 . 638 


7.206 


19,700 


5,961,969 


33 


0.859 


300.781 


7.161 


19,760 


5,934,433 


34 


0.854 


298,960 


7.118 


19,820 


6,925,387 


:i5 


0.848 


297 . 139 


7.075 


19,880 


5,907,123 


3(} 


0.843 


295.353 


7.032 


19,940 


5,889,339 


37 


0.838 


293 . 567 


6.990 


20,000 


5,871,340 


:is 


0.833 


291 . 817 


6.948 


20,060 


5,853,849 


39 


0.828 


290.101 


6.907 


20,120 


5,836,832 


40 


0.824 


288 . 385 


6.866 


20,180 


5,819,609 


41 


0.819 


2S() . 704 


6.826 


20,204 


5,802,889 


V2 


0.814 


285 . om 


6.787 


20,300 


5,786,677 


'\:\ 


0.809 


283 . 377 


6.746 


20,360 


5,769,556 


u 


0.805 


281.766 


6.709 


•20,420 


5,753,662 


If. 


0.800 


280.155 


6.670 

1 


20,480 


5.737,574 



Hp. gr. - 140 -^ (130 + deg. Be. at 60**F.) 

Woight t»f (»il per barrel = (sp. gr.) X (wt. per cu. ft. of water at 60"F. 
62.372 lb.) X (no. of cu. ft. per barrel = 5.6146). 
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Table 2. — Deg. B£. and Corresponding Specific Gravities op Oil, 
Pounds per Gallon, and Gallons per Pound^ 



Deg. 


Specific 
gravity at 

60*/eo*»F. 


Lb. per 
gal. 


Gal. per 
lb. 


Deg. 


Specific 
gravity at 
OO'/OO^F. 


Lb. per 
gal. 


Gal. iKT 
lb. 


10.0 


1.0000 


8.328 


0.1201 


15.0 


0.9655 


8.041 


0.1244 


10.5 


0.9964 


8.299 


0.1205 


15.5 


0.9622 


8.013 


0.1248 


11.0 


0.9929 


8.269 


0.1209 


16.0 


9589 


7.986 


0.1252 


11.5 


0.9804 


8.240 


0.1214 


16.5 


0.9556 


7.959 


0.1256 


12.0 


0.9859 


8.211 


0.1218 


17.0 


0.9524 


7.931 


0.1261 


12.5 


0.9825 


8.182 


0.1222 


17.6 


0.9492 


7.904 


0.1265 


13.0 


0.9790 


8.153 


0.1227 


18.0 


0.9459 


7.877 


1 . 1270 


13.5 


0.9756 


8.125 


0.1231 


18.5 


0.9428 


7.851 


0.1274 


14.0 


0.9722 


8.096 


0.1235 


10.0 


0.9396 


7.825 


0.1278 


14.5 


0.9688 


8.069 


0.1239 


19.5 


0.9365 


7.799 


0.1282 


20.0 


0.9333 


7.772 


1 
. 1287 


26.0 


0.8074 


7.473 


0.1338 


20.5 


0.9302 


7.747 


0.1291 


1 26.5 


0.8946 


7.449 


0.1342 


21.0 


0.9272 


7.721 


0.1295 


27.0 


0.8917 


7.425 


0.1347 


21.5 


0.9241 


7.696 


0.1299 


27.5 


0.8889 


7.402 


0.1351 


22.0 


0.9211 


7.670 


0.1304 


28.0 


0.8861 


7.378 


0.1355 


22.5 


0.9180 


7.645 


0.1308 


28.5 


0.8833 


7.355 


0.1300 


23.0 


0.9150 


7.620 


0.1313 


29.0 


0.8805 


7.332 


0.1364 


23.5 


0.9121 


7.595 


0.1317 


29.5 


0.8777 


7.309 


0.1308 


24.0 


0.9091 


7.570 


0.1321 


30.0 


0.8750 


7.286 


0.1373 


24.5 


0.9061 


7.546 


0.1325 


30.5 


0.8723 


7.264 


0.1377 


25.0 


0.9032 


7.522 


0.1330 


31.0 


0.8606 


7.241 


0.1381 


25.5 


0.0003 


7.497 


0.1334 


31.5 


0.8669 


7.218 

• 


0.1385 


32.0 


0.8642 


7.196 


0.1390 


38.0 


0.8333 


6.939 


0.1441 


32.5 


0.8615 


7.173 


0.1394 


38.5 


0.S300 


6.918 


0.1446 


33.0 


0.8589 


7.152 


0.1398 


39.0 


0.8284 


6.898 


0.1450 


33.5 


0.8563 


7.130 


0.1403 


30.5 


0.8260 


6.877 


0.1454 


34.0 


0.8537 


7.108 


0.1407 


40.0 


0.8235 


6.857 


0.1459 


34.5 


0.8511 


7.087 


0.1411 


40.5 


0.8211 


6.837 


0.1463 


35.0 


0.8485 


7.065 


0.1415 


41.0 


0.8187 


6.817 


0.1467 


35.5 


0.8459 


7.044 


0.1420 


41.5 


0.8103 


6.797 


0.1471 


36.0 


0.8434 


7.022 


0.1424 


42.0 


0.8140 


6.777 


0.1476 


36.5 


0.H408 


7.001 


0.1428 


42.5 


0.S116 


6.758 


0.1480 


87.0 


0.8383 


6.980 


0.1433 1 


43.0 


0.H«»2 


6.738 


0.1484 


37.5 


0.8,358 


0.960 


0.1437 


43.5 


0.80<10 


6.718 


0.1 4S9 


44.0 


0.8046 


0.099 


0.1493 


50.0 


0.7778 


0.476 


0.1.'>44 


44.5 


0.8023 


0.080 


0.1497 

1 


50.5 


0.7756 

1 


' 0.458 

1 


0.1548 



> United States Bureau of Standards, United States standard tables for petroleum oils: 
Circular 57. Jan. 29. 1916. p. 57. 



FUEL OIL AND STEAM BNGINEERING 



TaBI£ 3. TUIPERATTTRB CoHltecTIOXS TO RkADINOS OF SPKCITIC GrAVHT 

Hydrouetebs i.\ Amckuan PrrEoL^L-M Oii^ AT Variods Teuperatiiiesi 
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Table 4. — Temperature Corrections to Readings op BAUidb Hydro- 
meters IN American Petroleum Oils at Various Temperatures^ 

[Standard at eO°F.; modulus 140.] 



Observed 
tempera- 
ture. °F. 



20.0 



30.0 



Observed deg. B^. 



40.0 




Add to observed dog. B^. 







30 


1.7 


32 


1.0 


34 


1.5 


36 


1.4 


38 


1.3 


40 


1.2 


42 


1.1 


44 


0.9 


46 


0.8 


48 


0.7 


50 


0.0 


52 


0.5 


54 


0.3 


56 


0.2 


58 


0.1 



60 
62 
64 
66 
68 

70 
72 
74 

76 
78 

80 
82 
84 
86 

88 

90 
92 
94 
9('> 
98 

100 
102 
104 
100 

108 

110 
112 
114 
116 
118 

120 



2.0 
1.9 
1.8 
1.6 
1.5 

1.4 
1.2 
1.1 
0.9 
0.8 

0.7 
0.6 
0.4 
0.3 
0.1 



2.4 
2.3 
2.1 
2.0 

1.8 

1.0 
1.5 
1.3 
1.1 
0.9 

0.8 
0.7 
0.5 
0.3 
0.1 




3.0 


3.7 


2.8 


3.4 


2.0 


3.1 


2.4 


2.9 


2.2 


2.0 


2.0 


2.4 


1.8 


2.2 


1.6 


2.0 


1.4 


1.7 


1.2 


1.4 


1.0 


1.2 


0.8 


1.0 


0.6 


0.8 


0.4 


0.5 


0.2 


0.3 



4.3 


5.0 


5.7 


4 


4.7 


5.3 


3.7 


4.3 


4.9 


3.4 


4.0 


4.0 


3.1 


3.0 


4.2 


2.8 


3.2 


3.8 


2.5 


2.9 


3.4 


2.2 


2.6 


3.0 


1.9 


2.3 


2.7 


1.0 


2.0 


2.3 


1.4 


1.6 


1.9 


1.1 


1.3 


1.5 


9 


1.0 


1.1 


0.0 


0.6 


0.7 


0.3 


0.3 


0.4 



Subtract from observed deg. W. 



0.0 


0.0 


0.2 


0.2 


0.4 


0.4 


0.0 


0.7 


0.7 


0.9 


0.9 


1.1 


1.1 


1.3 


1.3 


i.e 


1.5 


1.8 


1.7 


2.0 


1.8 


2.2 1 


2.0 


2.5 1 


2 2 


2.7 


2.4 


2.9 1 


2.0 


3.1 


2.7 


3.3 



2.9 
3.1 
3 3 

:m 

3 . 
3.8 
4.0 
4.2 
4.3 

4.4 
4.0 
4.7 
4.9 
5.1 

5 . 3 



3 

a 



4.0 
\ 2 

I \ 
•I . 
4.8 
.■).() 
5 . 2 



5.4 
5 . (i 
5.8 
0.0 
0.2 

0.4 



0.0 
. 3 
0.0 
0.8 
1.1 

1.4 
1.0 
1.8 
2.1 
2.4 

2.0 
2.9 
3.2 

3 4 
3.7 

3.9 

4 2 
4.4 

4 
4.'.> 

". 1 
5 . I 

• > . t 

5.9 
0.2 

0.4 
0.7 
0.0 
7.1 
7.3 

7.5 



0.0 
0.3 
0.0 
0.9 
1.3 

1.6 
1.9 
2.2 
2.5 

2.8 

3.1 
3.4 
3.7 
4.0 
4.2 

4.5 

4.8 
5 1 
5 4 
5 7 

(> . 
. 3 
. 
0.9 
7.2 

I ..) 
7.7 
7.9 
8.2 
8.5 

8.8 



0.0 
0.4 
0.7 
1.0 
1.4 

1.7 
2.1 
2.5 
2.8 
3.1 

3.5 
3.9 
4.3 
4.6 
4.9 

5.2 
5.0 
5.9 
0.3 
<> . 

0.9 
7 2 
7.5 
7.9 

8.2 

8.5 
8.8 
9.1 
9.4 
9.8 

10.1 



1 This tabic is calculated from the same data as Table 2, Circular 57, Bureau of Btandarda. 
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Tabi^ 5. — Tbmperatvke Cokrkctionb to Apparent Specific Gravitiih 
or Petroleum Ollb' 

IK oila. i-K- I, s( tPU.pi-ri.lui™ ofSo- l/2lU'F'"togi™\^r'^rIi't hS^ 

-• '-" '"""■■ ■• '- .HuniFd that (lis liydrumeUr or pycnom*l« 

■Mpaniion cl OOOOfisa per deem ceatLgnulp, 



o.soo o.Dioo.sa) 0.030 u. MOO. esoo-Doa 



:i> DlncrvKl iprrifir i 



e tjietiBc mwHj at 00*/80°F. 



o.Qoi 0.001 o.ooil 
o oozo.ooiId.doz 

0. ouzo. 00210. OOZi 



1.0000 oooo. 

I 002 (M3 



0020.0020 
0020.002 
0030 0030. 



o.ooAo oosio o 

0.006 0.00(10 

0.006 noEio o 

0.007jO.OOTO 0O7O.O 



0.007,0.007 

o^ooQio.noeo 



o.oifio 0100 oialo.oit 



o.022'o.o; 

0.0230.« 



0.0.10 D3P0 wiNO.oas'o 



I). 03710, D3Ulo.O:(e|n 036.0 03AU 03eiO 036 



0100 0400. MOO. MOD. 0390. 0390 



0. 017 0.0470 
0.049 O.Mslo.O 



« Circulu- 57. Bureau of Si 



FUEL OIL DATA— AI'I'HOXr MATE VALUES ■! 

Table li. — Tbuferature Cokrections to Appahent Dlu. Badu^ o 
Petboleuu Oils' 

Thii Uble fives the coirectioa* to be ai 
Httuleum oila (fuel oil>. 1ubri<:itiDK oils, 
e dec. B«. at WF. (inodiiliu, 1 












e mppucent deg. B«. o( ] 
ur» tram 60° to 210°F. t. 
led that the hydramet« 
3 per deg. C. and U corr 





Sublnu 


Utob 


ob«rv«l duB. B«. 


taob 


-intr 


edec 


B«. ■twr'F 




«0 


0.0 


0,0 


0.0 











0.0 


0.0 


0.0 


0.0 





0.0 


62 




0.1 


1 
























o.a 


0.3 




















ea 


3 
























tu 




4 


o:^ 


5 


o.s 


0.5 


Q.B 


o.c 


Oifl 


0.0 


0^6 


o:c 


70 




0.5 


0.5 


OS 


s? 


°7 


0? 


0? 


ol 


0.7 


09 


0.8 


7* 


7 


07 


0:7 






0-e 


0.0 




o.a 


O.B 




l.t 


7fl 


H 


8 


08 




o:s 


0.0 










1:2 


1.2 






0.0 


0,9 
















1.3 




80 


1.0 




l.l 


1,1 






1 2 


1.3 


1 3 


1.3 




n 


sz 






12 


1.2 






i.i 




lA 


I.B 




'.e 




















1.5 


1.0 




.8 


go 


















1.7 


l.« 






8S 




IS 1.5 


\.a 






i> 


lis 




1.9 







90 






.7 7 








2.D 


a.c 






S2 














3 1 


a.i 






M 












iS 


2,a 






M 




ro :o 


i ;o 


21 1 22 


2:3 


33 


2.4 




a.s 


M 




2.0 1 .D 


.1 .2 


3.2 1 2.3 


2.4 


2.i 


a,a 




2.7 


IM 




2 1 


iA 


2 5 1 2 8 




aT 


3. It \ 2:0 


3:0 




3:2 


110 




? " 


2.7 


2:8 1 2'8 


la 




3 1 3.Z 






a. 6 






















1:25 




a. 4 


a.s 3.e 


3.7 


3.S 


i.O 


■1 1 


4.2 




4.5 


























lis 




'..'". 12 


ii 


i* 


is 


5:0 


4 8 


S.3 


M 




sis 
















£,4 










IG5 














47 










■Ml 
185 






6.3 


5.7 


i'.i 


1 


6.0 
«,3 


8:2 


6:3 




6.7 


173 






a'.a 


a.s 




«-6 

fl.S 


fl,6 
7!l 


7:a 


7:5 




7.0 








u.t 


8.7 




7 I 


7,3 


7.6 




li 














7.4 


7.0 


7.S 








105 




'-. ..:.:i 7:0 


7!2 


7.4 


ro 


7.9 


«,l 


s:4 


s.a 


slo 


200 








7 7 


7 7 


I-! 


li 


IS 


|8 


02 




305 








210 




■ , 


»:o 


b:2 






S,0 


sia 


0:5 


0:8 



\r 67, Bureau of Stuidarda. 



442 FUEL OIL AND STEAM ENGINEERING 

AVERAGE SPECIFIC HEAT 

All fuel oilH are mixtures of many hydrocarbon compounds, each, with its 
own specific heat. When the heat capacity of an oil is desired it is the 
practice to accept the; average specific heat of a similar oil as determined by 
experiment. Table 7 gives average values for diflferent petroleums. 

Table 7. — Specific Heat Capacities* 

Specific 

heat 
capacity 

Petroleum ether at -180°C 0.452 

Petroleum ether at -lOO^C 0.445 

Petroleum ether at 0°C 0.419 

Kerosene, 21-58°C 0.511 

Kerosene, 18-<)9^C 0.498 ' 

Paraffin solid, -20° to 3° 0.377 

Paraffin solid, - 19° to 20° 0. 525 

Paraffin solid, 25° to 30° 0.589 

Paraffin solid, 35° to 40° 0.622 

Paraffin liquid, 52.4° to 55° 0.700 

Specific 
Crude oib: gravity 

Japan 0.862 0.453 

Pennsylvania 0.810 0.500 

Russia 0.908 0.435 

California 0.960 0.398 

BuHteniiri 0.842 0.462 

Cainpina, 0.8 \yvr c.oni. paraffin 0.859 0.467 

('ampina, 3.2 per cent, paraffin O.H54 0. 457 

Mabery and Goldstein^ give the following formula for calculating specific 
heats: 

Specific heat X molecular weight _ ,. 
Number of atoms in molecule 

For the hydrocarbons of the paraffin series, C„H2»<.2, the value of K is 
2.28. 

* Holde, David, The examination of hydrocarbon oils, 1915, pp. 13 and 17. 

* Mabery, C. F., and Goldstein, A. H., On the specific heats and heat of 
vaporization of the paraffin and methylene hydrocarbons: Am. Chem. Jour., 
1902, vol. 28, pp. 66-78. 
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APPENDIX V 
BRIEF BIBLIOGRAPHY ON FUEL OIL 

Oil Fuel — Its Supply, Composition and Application, by Edward Butter, 
M.I.M.E. Pub. by Charles Griffin & Company, Ltd., London, 3d Edition, 
1914. 

Oil Fuel, by Ernest H. Peabody. A paper presented at the International 
Engineering Congress, San Francisco, 1915. 

Industrial Uses of Fuel Oil, by F. B. thmn. Technical Publishing Co., 
S. F., 1916, 235 pp. 

The Science of Biuning Liquid Fuel, by William Newton Best. 

Liquid and Gaseous Fuels, by Vivian Bryan Lewes. Published by A. Con- 
stable & Co., London, 1907. 

Liquid Fuel and its Apparatus, by W. H. Booth, London, 1911. 

Elements of Fuel Oil & Steam Engineering, by Robert Sibley & C. H. 
Delany. Published by McGraw-Hill Book Co., New York. 

Efficiency in the Use of Fuel Oil, by J. M. Wadsworth. Published by 
U. S. Bureau of Mines, Washington, D. C. 

Fuel Oil in Industry, by Stephen O. Andros. Published by Thaw 
Publishing Company, Chicago, 111. 
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Absolute, pressure, 22 
temperature, 46 
zero, 46, 58 
Absorption, heat of, 1 10 

of solutions, flue gas analysis, 
275 
Acceleration, 16 
Accessories, boiler, 107, 110 
Accumulators, oil, 423 
Advantages, of fuel oil, 125 

of mechanical atomizing, 177 
Air, admission to oil furnaces, 156 
excess, 377 
leakage, 191 

loss due to moisture in, 326 
meters, 399 

openings, oil furnace, area of 
159, 160 
location of, 159 
regulating, from flue gas analy- 
sis, 355 
regulation, 106, 189, 191 
required, excess, 259 
for combustion, 103, 105, 
279, 283 
excess air, 284 
per pound fuel, 285 
ratio of actual to theoreti- 
cal, 291 
theoretical, 284 
per pound oil, 259, 435 
theoretical, 259 
spaces in Scotch boiler, *160 
supplied, calculated from flue 
gas analysis, 288 
formulas for, 288, 289 
per pound of fuel, 286 
supply for oil furnaces, 103, 105 
theoretical requirements, 435 
Altitude, chimney, connections for, 
262, 263 
effect of^ on draft, 255 



Alaskan coal, 388 
Alcohol thermometers, 37 
American Institute of Electrical 
Engineers, 70, 351, 358, 414 
American Society of Mechanical 
Engineers, 70, 219, 289, 
308, 311, 321, 329, 332, 
333, 359, 414 
Analysis, flue gas, 106, 191, 271 
of oil, 310, 443 
steam tables, 57 
Analyzer, flue gas, *275 
Apparatus, auxiliary, *394, *395, 
♦398 
economy measuring, *197, *396 
Orsat, *273 
Apparent specific gravity, tempera- 
ture corrections, 440 
Appliances, oil burning, 202 
Arizona Power Company, ♦216, ^21 7, 

*218, 352 
Amiboldi, Jarvis, 230 
Arrangement of baffles in boiler, 

♦345 
Artificial draft, 268 
Ash pit doors, draft regulated by, 

339 
ASME power test committee, 332 
Asphaltum in petroleum, 129 
Atmosphere, pressure in, 60 
Atomization, heat for, 321 
loss due to, 325 
steam used in, 302, 310 
Atomizer type, oil burners, 166 
Atomizing, mechanical (ttee Me- 
chanical atomizing) 
steam, device for limiting, 348 
method of measuring, 369, 374 
per cent of total, 435 
per pound oil, *375 
pressure, *377 

quantity required per pound 
oil, 435 
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Atomizing, steam, regulation of, 194 
with automatic firing, 361 
with hand firing, 361 
Attachments, oil storage tanks, 205 
Atwater Mahler fuel calorimeter, 

♦244 
Austrian Oil, 443 
Automatic, control, 399 
measurer, water, *298 
regulators, 215, 344 
gain in efficiency from, 399 
Merit, *219, *220, *341 
Moore, *216, *217, *218, 
*331, 360, 384 (see also 
Moore automatic regula- 
tors) 
Witt, ♦215 
Auxiliaries, electric driven, 398 

steam driven, 398 
Auxiliary, apparatus, *394, *395, 
♦398 
oil tanks, 425 
turbo-generator, 398 



B 



Babcock & Wilcox, boilers, ♦?, 118, 
♦161, *164 
Company, 180, 184, 187, 441, 

443 
marine boiler, ^121, *122 
mechanical atomizing burners, 
184, ^185, *186 
installed under, *178 
Back shot burner, 161 
Badenhausen boiler, 120 
Baffles, arrangement of, in boiler, 
♦345 
boilers, 198 

effect of, on draft loss, 266 
Barges, oil, 424 
Barometer, 27, 28, *262 

corrections for, 29 
Barrel, B.t.u. in, 434 
gallons in, 434 
steam calorimeter, 82 
weight of oil per, 434 
Battery of 15 oil-fired boilers, 
♦115 



Baum6, Antoine, 227 

degrees, temperature correc- 
tions to, 439, 441 
hydrometers, *227, ♦228 
scale, 227 

confusion from, 228 
for liquids, heavier than 
water, 227 
lighter than water, 228 
Best OU burners, ^171 
Bibliography, 444 

Blowing down boilers, 144, 198 
Board of Standards and Appeals, 

426 
Boilers, 6 

accessories, 107, 110 
and Economizer efficiency, 
Long Beach Steam Plant, 372 
arrangement of baffles in, 345 
Babcock & Wilcox, ^7, 118, *161, 
♦164 
marine, ^121, ^122 
Badenhausen, 120 
baffles, 198 

battery of 15 oil-fired, ♦I 15 
blowing down, 144, 198 
classification, 115 
cleaning, 145, 198 
cooling, 145 

cylinder oil kept out, 145 
draft loss, in, 267 

through, 340, 372 
dnim, 115 
Edgemoor, 121 
efficiency, 310 

Arizona plants, 359 

as a steaming mechanism, 328 

defined, 329 

Long Beach Steam Plant, 

♦371 
net, 327, 332 

New Cornelia Copper Com- 
pany, 360 
Erie City, 120 
externally fired, 116 
feeding water to, 196 
fire tube, 7, 116 
firing, scientifically, 200 
up, 144 
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Boflers, foaming, 144 
forcing of, 195 
four pass, 120 
front, typical, *60 
Hartford Inspection & Insur- 
ance Company, 142 
heat absorbed by, 320, 321, 322 
Heine, 121 
high pressure, 115 
horizontal, 117 
horsepower, 68, 70, 71, 435 

per barrel oil, 435 

to compute, 76 
inspection of, 141 
installation, safety in, *413 
internally fired, 116 
Keeler, 121 
kerosene used in, 145 
low water, 144 
marine, 122 
Milwaukee, *116 
net heat absorbed by, 322 
number of oil burners per, 372 
oil burning (see also Oil burning 

boilers) 
oil required to keep hot, 359, 378 
operation, 141 

precautions, 142 

report, ^342, 344 
Parker, ♦I 19, 118 
radiation from, 359, 378 
repairs under pressure, 144 
return tubular, *116 
room, efficiency with Moore 
Automatic regulators, 361 

oil fired, *107 
rules, for efficient operation of, 
189 

for safety, 141 
Rust, 120 

safe operation of, 141 
Scotch, 122 
shell, 107 

rules for computing strength 
of, 148, 149, 150, 151, 152 

strength of, 148 
shutting down, 146 
steam, principle of operutiun, 
100 



Boilers, Stirling, 120, ^161, *162 

strength of, 147 

surface blows, 144 

tost, gage, ^142 

pump,*143 (see also Boiler 
tests) 

three pass, 120 

Thomycroft, 123 

time required to start up, 379 

tubes, 115 

variable load on, 196 

vertical, 117 

water, circulation, 118 
tube, 7, 116 

working pressure, 141 
Boiler tests, beginning, 309 

code for oil fired, 332, 333, 336 

comparative results, 349 

data and results of, 333 

duration of, 309 

for efficiency,309 

general log, 318 

graphic log, *318 

instruction for, 308 

log sheet, 314, *315, *316, *317 

Long Beach Steam Plant, 370 

object of, 307 

observations necessary, 311 

on swinging load, 378 

overload, 311 

plotting of data, 319 

pressure readings, 312 

principal data and results of, 336 

quick steaming, 311 

starting up cold, 379 

stopping, 309 

tabulated data, 347 

tabulation of data, 314, 316 

taking of data, 307 

temperature readings, 312 

use of in increasing efficiency, 
337 

with mechanical atomizing 
burners, 358 

with steam atomizing burners, 
357 
Borneo Oil, 4-43 
Boyle's law, *42, 44 
British thermal unit, 44 
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B.t.u., 44 

in barrel, 434 
of oil per barrel, 436 
of oil per pound, 436 
per K. W. hour, 353 
per pound of oil, 443 
Bureau of Mines, U. S., 235, 242, 299 
Bureau of Standards, U. S., 39, 229, 

437, 438, 439, 440, 441 
Burning point of petroleum, *124 
Bursting pressure, 147 

of riveted joint, 152 
Bustenari Oil, 442 
Burners, back shot, 161 
classification of, 166 
flow of oil through, 379 
front shot, 161 

housings aroiuid, furnace ar- 
rangement, *346 
inside mixer, 166 
location of, 161 

mechanical atomizing {»ee Me- 
chanical Atomizing Burn- 
ers, also Mechanical 
atomizing oil burners) 
number required for mechanical 

atomizing burners, 187 
oU, 104, 192, {see also Oil 

burners) 
outside mixer, 168 

C 

Calibration of orifice for measuring 

steam, *306 
California, oil, 387, 442, 443 
fields, *386 
pipe lines, *386 
Railroad Commission, 411 
State Mining Bureau, 411 
Caloric, 31, 42 
Calorific value of oil, 443 

of petroleum, 127, 133 
Calorimeter, fuel, 244 {sec also Fuel 
calorimeter) 
Parr, *245, *246, {sc^ also Parr 

calorimeter) 
steam {sec Steam calorimeters) 
Calorist«, 42 
Campina oil, 442 



Capacity and location of oil tanks, 
416, 419 
of mechanical atomizing burn- 
ers, 182 
of oil burning boilers, 393 
of oil tanks, 427 
Carbon monoxide, flue gas analysis, 
274 
loss due to, 324 
Camot cycle, 395 
Carriers, oil, 424 
Centigrade thermometers, 32, 35 
Centrifugal pumps. 111, 399 
Centrifuge, *235 
Chamber type oil burners, 166 
Changing from coal to oil, 182 
Charles Law, 45 

Checkerwork, arrangement, oil fur- 
naces, *156, 157 
furnace arrangement, *346 
C'heck valves, 112 
Chemical, energy, 21 

properties of petroleum, 126 
steam calorimeter, 86 
Chimney, 106 

correction for altitude, 262 
design, *260 
cost of, 260 

example for sea level, 259 
for least cost, 260 
draft required at base of, 268, 

{see also Draft) 
example of design, 264 
friction of gases in, 255 
gas analysis {see Flue gas 

analysis) 
gases, loss due to, 323 
of small diameter, 262 
rule for altitude correction, 263 
size of, for draft, 257, 258, 
268 
Circulating water cycle, 9 
City of Seattle, *224 
Classification of boilers, 115 
of burners, 166 
of petroleum, 125 
(■loaning boilers, 146, 198 
C'lcaiiers, tube, 146 
Closed heaters, 6 
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COi, content, 273 

flue gas analysis, 273 
maximum possible, 294 
recorder, *272, 279 
flue gas analysis, ^71 
Coal, 140, 388 
Alaskan, 388 

burning plant, design of, 389 
changing from, to oil, 221 
comparison with oil, *222 
draft required for, 265 
efficiency from, 221 
heating value of, 221 
moisture in, 223 
pulverized, 388 
stoker fired, 388 
Code for boiler tests, oil fired boilers, 

332, 333, 336 
Coefficient of expansion, oil, 206, 434 
Coen, mechanical atomizing oil 

burners, *176 
Colombian Oil, 139 
Color, of petroleum, 125, 126 

temperature by, 36 
Column, mercury, 23 
water, *110, 112 
Combustion, air required for, 103, 
105, 279, 283 
excess air, 284 
per pound fuel, 285 
ratio of actual to theoretical, 

291 
theoretical, 284 
chamber, large oil burning 

boilers, 393 
data, 286 

incomplete, loss due to, 323 
of oil by mechanical atomizing, 

182 
of one pound of oil, 293 

table of, 294 
oxygen required for, 284 
Commercial furnaces, Hammel, 
164, *165 
large, 164 
material of, 160 
PealK)dy, *161, 162 
Pcabody- Hammel, *163 
volumetric proportion of, 160 
29 



Comparison of coal with oil, *222 
Composition of oil, 443 
Computations of Westphal Balance, 

233 
Condenser, 8 

jet, 9 

surface, 9 
Conduction, 107 

Confusion from Baumd scale, 227 
Conservation and study of fuel oil, 
helpful factors in, 411 

of energy, 21 
Construction, oil, burners, 425 

furnaces, 103 

tanks, 416, 421, 429 
Consumption, of fuel oil, 124 

of petroleum, 138 
Content, CO,, 273 
Control, automatic, 390 

damper, 348 
Controller, master, *220 
Controlling valves for oil tanks, 418 
Convection, 107 
Conversion, of pressure, 27 

rule for, flue gas analysis, 282 
Conveyors, oil, 424 
Cooking, oil for, 424 
Cooling, of boilers, 145 

pond. New Cornelia Copper 
Company, *366 
Corbet, Darrah, 351, 358 
Corrections for barometer, 29 
Corrosion from petroleum, 129 
Cost, chimney design, 260 
Crude oil, hydrogen content, 275 
Cycle, Carnot, 395 

circulating water, 9 

oil, 10 

steam, 3 
Cylinder oil, keep out of boiler, 145 



D 

Dahl mechanical atomizing 

burners, 175 
Damper, control, 348 

draft, regulated by, 339 
rc(iuired at, 372, *373 
leakage passed, 348 
regulator, *218 



on 
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Data, and re8ult43, boiler tests, 333 

boiler tests 

plotting of, 319 
tabulation of, 314, 316 

combustion, 286 

economy, table of, 348 

oU, 434 

tabulated, boiler tests, 347 

taking of, in boiler tests, 307 
Davy, 42, 43 

experiments of, 42 
Definition of fuels, 103 
Degrees Baum^, temperature cor- 
rections to, 439, 441 
Density, gas, 46 

of petroleum, 126 

specific, of steam, 60 
Design, of chimney, example, 264 

of coal burning plant, 389 

power plant, present status, 386 
Determining moisture in oil, 236 
Detroit Edison Company, 399 
Device for limiting atomizing steam, 

348 
Diagram, of draft, *258 

oil production, *391 

power plant, *4 

temperature heat, 53 
Differential draft gage, *105 
Disadvantages, of fuel oil, 125 

of mechanical atomizing, 179 
DistUlation, oil, 239 

process of, 239 
Doolittle, H. L., 368 
Draft, artificial, 268 

at Long Beach Plant, *376 

available, 372 

diagram of, *258 

effect of altitude on, 255 

excess air varying with, 377 

for mechanical atomizing 
burners, 176 

forced, 268, 269 

formula, for available, 256 
for theoretical, 254 

gage, 105, *280 
differential, *105 
with five outlets, *201 

in inches of water, 253 



Draft, in furnace, 265 

in pounds per square foot, 253 
induced, 268, 270 

with economizers, 270 
law of pressures in, 251 
loss, 266 

effect of baffles on, 266 
formula for, 256 
friction losses in chinmey,255 
in boilers, 267 
in flues, 267 

in water tube boilers, 266 
limitations of, 266 
through boiler, 372 
regulated by, ash pit doors, 339 

damper, 339 
regulation of, 106 
relation, between furnace burner 
and draft, oil burning, 340 
to furnace and burner, 340 
required at base of chimney, 268 
at damper, 372, *373 
for coal, 265 
for fuel oil, 265 
loss of, 159 
mechanical atomizing, 176, 

188 
oil burning, 339 
size of chimney for, 257, 258, 268 
table of, 257 
theoretical, 252, *255 
theory of, 251 

total available required, 267 
varying, 376 
Drooling type oil burners, 166 
Drum, boiler, 115 

mud, 113 
Dry saturated steam, 75, 79 

quality of, 79 
Dry vacuum pump, 9 
Dulong's formula, 242 
Duplex pump. 111 
Duration of boiler tests, 300 
Dwight COs indicator, flue gas 
analysis, *277 

E 

Economizers, 6, 104, 270, 394 
induced draft with, 270 
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Economy, best, New Cornelia CJop- 
per, Company, 364 
data, 348 

table of, 348 
in oil burning, 351 
maintaining, New Cornelia 

Copper Company, 362 
measuring apparatus, ^197, *396 
Edgemoor boiler, 121 
Edison Company, Detroit, 399 

Southern California, ^2, ^3, ♦B, 
♦43, ♦46, *67, *197, *202, 
♦208, ^210, *282, ^297, 
♦303, 368, ^390, ^394, *396, 
•398 
Long Beach plant, *83, *101,. 
♦102 
E^ciency, approximate, from flue 
gas analysis, 353 
boiler, 310 

New Cornelia Copper Com- 
pany, 360 
room, with Moore Automatic 
Regulators, 361 
curve. New Cornelia Copper 

Company, *365 
from coal, 221 

gain in, from automatic regu- 
lators, 399 
of boilers, at Arizona plants, 359 
of mechanical atomizing bur- 
ners, *181 
of riveted joint, 150, 154 
oil burning, average plant, 353 
use of boiler tests in increasing, 

337 
Electric, driven auxiliaries, 398 

Light Association, National, 180 

steam calorimeters, 90 
Electrical, energy, 21 

Engineers, American Institute 
of, 70, 351, 358, 414 

thermometers, 38 

World, *178, 414 
Electricity, Journal of, 414 
Electrification of railroads, 140 
Emerson Fuel Calorimeter, *243 
Enclosure of oil tanks, 426 
Energy, 20 



Energy, chemical, 21 

conservation of, 21 

electrical, 21 

kinetic, 20 

mechanical, 21 

potential, 20 
Engine, reciprocating, 8 
Engineers, Electrical, American 
Institute of, 70 

Mechanical, American Society 
of, 70 
Engler, 128, 131 
Entropy, 64 

temperature diagram, *65 
Equipment, type of, New Cornelia 

Copper Company, 360 
Equivalent, evaporation, 73, 74, 77 

mechanical, of heat, 58 
Erie City boiler, 120 
Evaporation, equivalent, 73, 74, 77 

factor of, 73, 74 

for dry saturated steam, 75 
for superheated steam, 76 
for wet steam, 75 

latent heat of, 97 
Excess air, 377 

required, 259 

varying with draft, 377 
Exhaust steam, moisture in, 397 

utilization of, 398 
Expansion, 113 

coefficient of, oil, 206, 434 

pyrometers, 38 
Explosion of charge. Parr colori- 
meter, 248 
Externally fired boiler, 116 



F 



Factor, of evaporation {see Evapora- 
tion, factor of) 

of safety, 147 
Fahrenheit thermometers, 32, 34 
Fan tail type, oil burners, 166 
Feed, pumps, 422 

water heaters, 5 

water pumps, 6, 111 
Fess Oil Burners, 168 
Fill pipes, 430 
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Fill pipes, for oil tanks, 422 
Filters, oil, 422 

Fire, extinguishers for oil tanks, 418, 
432 
limits, oil tanks outside of, 428 

oil tanks within, 428 
oil, how to light, 196 
tube boilers, 7, 116 
Underwriters National Board 
of, 204 
rules and requirements, 415 
Firing, boilers, scientifically, 200 

up, boilers, 144 
First law of thermodynamics, 44 
Mash, point, 131, 426 
of oil, 443 

Pennsky-Martens tester for, 
131 
test for petroleum, *124 
Flow, of oil through orifices,* 380, 
•381, ♦383 
influence of temperature on, 
•383 
of steam, 302 

Napier's formula for, 303 
through orifice, 303 
Flue gas, analysis, 106, 191, 271, 273, 
313 
absorption solutions, 275 
air supplied, calculated from, 

288 
approximate efficiency from, 

353 
by weight, 279 
carbon monoxide, 274 
CO,, content, 273 

recorder, *271 
Dwight COa indicator, *277 
for maximum efficiency, 340 
from boilers in regular ser- 
vice, 354, 355 
from oil, 275 
Hemphel apparatus, 276 
hydrogen content, 276 
nitrogen content, 274 
Orsat apparatus, 271 
oxygen content, 274 
pocket CO, indicator, 277 *278 
regulating air from, 355 



Flue gas, relation of weight to vol- 
ume, 281 
rule for conversion, 282 
sum of readings, 275 
tabulation of, 283 
taking of gas samples, 271 
analyzer, *275 
formula for, 291 
quantity per bbl. hp. per hour, 

259 
weight of, per pound fuel, 290 
Flues, draft loss in, 267 
Foammg boilers, 144 
Force, 16 

pound, 16 
Forced draft, 268, 269 
Forcing of boilers, 195 
Formation of steam, 52 
Formula, Dulong*s, 242 

for air supplied, 288, 289 
for available draft, 256 
for draft loss, 256 
for fine gas, 291 
for heat transfer, 109 
for saturated steam, 96, 97 
for specific heat, 442 
for steam constants, 95, 96, 97 
for superheated steam, 98, 99 
for theoretical draft, 254 
Friction, in chimney, draft loss, 255 

of gases in chimney, 255 
Front shot burner, 161 
Fuel, 387 

air supplied per pound of, 286 
calorimeter, 244 

Atwater Mahler, ^244 
Emerson, *243 
Mahler bomb, •245 
Parr, *245 
definition of, 103 
liquid, 125 

loss due to water in, 322 
oil, advantages of, 125 
consumption of, 124 
disadvantages of, 125 
draft required for, 265 
price fluctuation, 136 
prices of, 135 
production of, 135 
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Flue oil, in California, 124 
shortage of, 137 
sources of, 130 
stocks of, 137 

study and conservation help- 
ful factors in, 411 
supply of, 137 
oxygen in, 284 

weight of flue gas per pound, 
290 
Fundamental units, 15 
Furnaces, arrangement, 344 
checkerwork, *346 
housings around burners, 

♦346 
oil burning, 337 
commercial, 159 {see also Com- 
mercial furnaces) 
draft in, 265 
gases, path of, 104 
Hammel Peabody, 360 
interior, oil burning, *338 
oil, 155, 192, (see also Oil 

furnaces) 
Peabody, ^7, 356 



Gage, boiler test, *142 
cocks, 113 
draft, 105 {see also Draft 

gage) 
measuring, oil, *206 
pressure, 22 
steam, ^22, *23, 112 
tester, *19 
water, 112 
Gallons in barrel, 434 
Galvanometer, 39 

Gas, and Electric Company, Pacific, 
*190, *193, ^203, ^207, 
♦225, ♦280, ^330, *342, 
♦382, ^392, ♦393, ^395, 
397 
density, 46 
flue, analysis, 106 
natural, 388 
weight, 252 
Gases, chimney, loss due to, 323 



Gases, escaping, effect of soot blowers 
on temperature of, 359 
temperature of, from boilers 
in service, 356 
friction of, in chimney, 255 
furnace, path of, 104 
law of, 46 

velojcity of, through water tube 
boilers, 266 
Gauge glasses for oil tanks, 423 
Gebhardt, G. F., 256 
Generation, steam, 107 
Geological Survey, U. 8., 411 
Goldstein, A. H., 442 
Grate bars, ^346 
Gravity, of oil, 227 

readings, for temperature cor- 
rections, 438, 440 
specific, 131, 426, 442 
of petroleum, 127 



H 



Hammel, commercial furnace 164, 
♦165 
oil burners, 166, ^167, 361, 378 
Peabody furnace, 360 
Hartford Steam Boiler Inspection 
& Insurance Company, 142 
Heat, absorbed by boiler, 320, 321, 
322 
balance, 320 

heat absorbed by boiler, 320, 

321, 322 
loss due to, atomization, 325 
burning hydrogen, 323 
carbon monoxide, 324 
chimney gases, 323 
incomplete combustion, 323 
moisture in air, 326 
water in fuel, 322 
stray losses, 326 
summary, 327 
effect of, on petroleum, 126 
for atomization, 321 
in steam generated, 310 
latent, 52, 53, 58 
of evaporation, 97 
of petroleum, 127 
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Heat, latent, of steam, 62 
laws of, 107 
localization of, 160 
mechanical equivalent of, 44, 

58 
net absorbed by boiler, 322 
of absorption, 110 
of liquid steam, 61 
of steam, total, 55, 63 
of superheated steam, total, 79 
of water, specific, 59 
specific, 37 

temperature diagram, 53 
total, of saturated steam, 96 
transfer, 107, 435 
formula for, 109 
in oil heaters, 435 
rate of, 110 
Heaters, closed, 6 
feed water, 5 
oil, 10, *207, *208, *212 
open, 5 
Heating, of oil, 432 
oil for, 424 

surface required, oil heaters, 213 
value, higher, 250 
lower, 250 
of coal, 221 
of hydrogen, 250 
of oQ, 241, 434 

approximate formula for, 

242 
approximate method, 242 
Dulong's formula, 242 
graphic law for, ^241 
Heine boiler, 121 

Hemphel apparatus, flue gas analy- 
sis, 276 
Henning's formula, for naturated 
steam, 97 
for steam constants, 97 
High pressure boiler, 115 
Holde, David, 442 
Home-made oil burners, 109, *173 
Horizontal, boiler, 117 
steam turbines, 8 
Horsepower, 66, 67, *69 
boiler, 68, 70, 71, 435 
to compute, 76 



Horsepower, mechanical, 70, 435 
quantity, flue gas per bbl. per 
hour, 259 
of oil burned per h.p. per 
hour, 258 
relationship of boiler and me- 
chanical, 435 
Hot well, 5 
Housings around burners, furnace 

arrangement, *346 
Hydroelectric power, 1 

shortage of, 386 
Hydrogen, content, crude oil, 275 
flue gas analysis, 276 
heating value of, 250 
loss due to burning, 323 
Hydrometers, Baum€, ♦227, *228 

limitations of, 230 
Hygrometer, *37 



Ice, 51 

Impurities in petroleum, 132 

Incomplete combustion, loss due to, 

323 
Indicator, oil tanks, 418, 422 
Induced draft, 268, 270 
Injector, 111 

type, oil burners, 166 
Inside mixer, burners, 166 
Inspection of boilers, 141 
Inspiration Copper Company, *331 
Installation, New York City, rules 
for, 426 
of boilers, safety in *413 
of mechanical atomizing burn- 
ers under B. & W. boilers, 
•♦178 
of oil burners, 425 
of oil burning equipment, rules 

for, 415, 426 
of oil burning plants, 433 
of oil tanks, rules for, 415 
Instruction for boiler tests, 308 
Instruments, recording, 200 
Interconnected steam electric power 

plants, 392 
Internally fired boiler, 116 
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Isolated Steam electric power plants, 

391 
Italian oil, 443 



Jacobus, D. S. 180, 182 

Japan oil, 442 

Java oil, 443 

Jet condenser, 9 

Joint, riveted (see Riveted joint) 

Joule, 43 

Joule's equivalent, 44 

Journal of Electricity, 414 



K 



K.W. hours per barrel oil, *3«^ 

at Arizona plants, 359 

at New Cornelia Copper Com- 
pany, 364 
Keeler boiler, 121 
Keeping records, 200 
Kent, William, 17 
Kerosene, 442 

used in boilers, 145 
Kier, 124 

Kinetic energy, 20 
Kingsbury, 137 

Koerting, mechanical atomizing oil 
burners, *174, 176 

oil heaters, *214 



Lamp oil in petroleum, 129 
Latent heat, 52, 53, 58 

of evaporation, 97 

of oil, 434 
Laws, of heat, 107 

of gases, 46 

of motion, Newton's, 15 

of thermodynamics, 42 
Leaky oil burners, *169, 382 
Leakage, air, 191 

passed, damper, 348 
LeConte, J. N., 242 
Leland Stanford, Jr., University, 411 
Length, unit of, 15 



Lewis, N. E., 180, 182 

Light & Power Company, Pacific, 

382 
Lighting oil fire, 196 
Limitations of draft loss, 266 
Linde's formula for superheated 

steam, 98 
Liquid fuels, 125 
Load on boilers, variable, 196 
Localization of heat, 160 
Location, of burners, 161 
of oil tanks, 426 
of steam electric power plants, 
389 
Lockett oil burners, *172 
Locomotives, use of oil in, 140 
Ijodi mechanical atomizing burners, 

184 
Log, general, boiler tests, 318 
graphic, boiler tests, *318 
sheet, boiler tests, 314, *315, 
*316, *317 
Long Beach Plant, draft at, *376 
Southern California Edison 
Company, ^83, *101, ^102 
stack temperature, *'374 
Long Beach Steam Plant, boiler, 
and economizer efficiency, 
372 
efficiency, *371 
tests, 370 
description of plant, 368 
method of testing, 369 
pressure loss in superheat, 375, 
♦376 
Loss due to, atomization, 325 
burning hydrogen, 323 
carbon monoxide, 324 
chimney gases, 323 
incomplete combustion, 323 
moisture in air, 326 
water in fuel, 322 
Losses, stray, 326 
Low water, boilers, 144 



M 



Mabery, C. F., 442 

Mahler bomb fuel calorimeter, ^245 
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Manholes, 113 
Manometer, 305 
Marine boiler, 122 
Marks and Davis, 44, 57 
Mass, unit of, 15 
Master controller, *220 
Material, for oil tanks, 429 

of commercial furnaces, 160 
oil tanks, 416, 421 
Maximum, efficiency, flue gas analy- 
sis for, 340 
Measurement, of oil, 205, 310 
of steam, 302, *305 
of temperature, 31, 35 
water, *74 
Measuring, apparatus, economy, 
♦197, *396 
atomizing steam, method of, 

369, 374 
gage, oil, *206 

stack temperatures, method of, 
369 
Mechanical atomizer, 168 
Mechanical atomizing advantages 
of, 177 
burners, Babcock & Wilcox, 
184, '185, '186 
boiler tests with, 358 
capacity of, 182 
draft for, 176 
efficiency of, *181 
installed under B. & W. 

boilers, ^178 
Lodi, 184 
number of burners required, 

187 
pressure for, 176 
regulation of, 187, {see also 
Mechanical atomizing oil 
burners) 
temperature for, 176 
tests of, 180, 187 
combustion of oil by, 182 
disadvantages of, 179 
draft required, 176, 188 
in marine practice, 183 
in stationary practice, 183 
oil burners, 174, 393 
Ck)en, •176 



Mechanical atomizing advantages 
of oil burners, Dahl, 175 
Koerting, ^174, 175 
Moore Shipbuilding Com- 
pany, 175 
Peabody, 175 
operation at high capacities, 184 
pressure required, 176, 187 
quantity of oil burned, 179 
temperature required, 176 
Mechanical, energy, 21 

Engineers, American Society of, 
70, 219, 289, 308, 311, 329, 
332, 333, 359, 414 
equivalent of heat, 58 
horsepower, 435 
Melting alloys, temperature by, 36 
Men required for oil firing, 226 
Mercurial thermometers, 37 
Mercury column, 23 
Merit automatic regulators, *219, 

•220, ^341 
Meters, air, 399 

flow of steam, *304 
recording, 399 
steamflow, 68, 399 
Venturi, *343 
Methods of sampling petroleum, 133 
Mexican oil, 139, 187, 387, 443 
Milwaukee boiler, *116 
Mines, California State Bureau, 411 
U. S. Bureau of, 235, 242, 299, 
411 
Mixer, inside, burners, 166 

outside, burners, 168 
Moisture, in air, loss due to, 326 
in coal, 223 
in exhaust steam, 397 
in oil, methods of determining, 

236 
in petroleum, 129 
in steam, 82, 89, 90, 93 
in wet steam, 82 
Molecular weight, 281 
Monoxide, carbon, loss due to, 324 
Moore & Company, Chas. C, 379, 

380 
Moure automatic regulators, *216, 
•217, •218, *331, 360, 384 
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Moore automatic regulators, boiler 
room efficiency with, 361 
operation of, 361 
results obtained with, 361 
Moore regulator, *12 
Moore Shipbuilding Ckimpany, me- 
chanical atomizing oil burn- 
ers, 175 
Motor generator sets, New Cor- 
nelia Ckipper Company, 365 
Mud drum, 113 
Myriawatt, 70, 71 

N 

National Board of Fire Under- 
writers 204 
Rules and requirements, 415 

National Electric Light Ass'n., 180 

Natural Gas, 388 

N. E. L. A., 414 

Nelson Oil Heaters, ^213 

Net boiler efficiency, 327, 332 

New Cornelia Copper Co., 360, ♦366 
best economy, 364 
boiler efficiency, 360 
cooling pond, *366 
load efficiency curve, *365 
maintaining economy, 362 
motor generator sets, 365 
turbine room, ^367 
type of equipment, 360 
vacuum obtained, 363 

Newton, Sir Isaac, 15, 43 

Newton's Laws of Motion, 15 

New York City rules for installation, 
426 

Nipple, sampling, steam calorimeter, 
93 

Nitrogen content, flue gas analysis, 
274 

Noble, G. Chester, 380 

Number of steam electric power 
plants, 391 

Nusselt, Wilhehn, 109 

O 

Object of boiler tests, 307 
Odor of petroleum, 126 
Ohio oil, 443 



Oil (see also Fuel oil. Petroleum) 
accumulators, 423 
air required per pound, 259, 435 
analysis, 310, 443 
atomizing steam per pound, 

♦375 
Austrian, 443 
barges, 424 
boiler horsepower per barrel, 

434 
Borneo, 443 
B.t.u. per barrel, 436 
B.t.u. per pound, 436, 443 
Bureau of Mines instructions for 

sampling, 299 
Bustenari, 442 
California, 387, 442, 443 
calorific value of, 443 
Campina, 442 
carriers, 424 

changing from coal to, 221 
coefficient of expansion, 206, 

434 
heat transfer, 213 
Colombian, 139 

combustion of one pound of, 293 
comparison with coal, ^222 
composition of, 443 
continuous sampling, 300 
conveyors, 424 

correction for temperature, 208 
crude {see Crude oil), cycle, 10 
data, 434 
distillation, 239 
fields of California, ^386 
filters, 422 

fire, how to light, 196 
firing, men required, 226 
flash point of, 443 
flow of, through burners, 379 

orifices, *380, *3H1, •383 
flue gas analysis from, 275 
for cooking, 424 

heating, 424 
gallons per pound, 437 
gravity of, 227 
heating of, 432 

value of 242, 434 {sec also 

Heating value of oil) 
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Oil, influence of temperature on flow 

through orifice), *383 
Italy, 443 
Japan, 442 
Java, 443 
kw.-hr. per barrel, ♦SSS, 359, 

364 
latent heat of, 434 
measurement of, 205, 310 
measuring gage, *206 
Mexican, 139, 187, 387, 443 
mixed samples, 301 
moisture in, 335, 236 
Ohio, 443 

Pennsylvania, 442, 443 
pipe lines of California, *386 
piping, 215, 423, 425, 431 

standpipes, 423 
pressure, relation to steam 

pressure, *377, 378 
production, diagram of, ^91 
pumps, •207, •208, 209, ^210, 

•212, 431 
receivers, 423 
quantity burned per h.p. per 

hour, 258 
required to keep a boiler hot, 

359, 378 
Russian, 442,443 
sampler, 308 
sampling of, 299 

with dipper, 299 
service tanks, 205 
specific gravity, 436, 437, 443 

heat, 213, 434 
standards, 436 
steamers, 424 

still with hood for water deter- 
mination, ^238 
starage, 426 

tanks, la 202, ^203 

attachments, 205 

rules for, 204 

siie of , 203 («Hr abo Oil 
tanks) 
strainers, 422 
tank steamer, ^412 
temperature of, 195 
Te:cas, 443 



Oil to produce one h.p., 435 

use of in locomotives, 140 

valves, 423, 425 

velocity of, in heaters, 213 
pipes, 215 

Venezuelan, 139 

viscosity of, 434 

water determination, 237 

weighing of, 298 

weight per barrel, 434, 436 
gallon, 434, 436, 437 

West Virginia, 443 
Oil burners, 192, 215, 338 

application of test data, 384 

atomizer type, 166 

Best, *171 

chamber type, 166 

construction of, 425 

drooling type, 166 

fan tail type, 166 

Fess, 168 

function of, 104 

Hammel, 166, ^167, 361, 378 

home-made, 169, ^173 

injector type, 166 

installation of, 425 

Leahy, ^169, 382 

Lockett, ^172 

mechanical atomiser, 168 

mechanical atomizing, •ll, 393 
(mc also Mechanical ato- 
mizing oil burners) 

number per boiler, 372 

oil pressure, 379|, 382, ^383 

P^abody, ^168 

pressure-jet, 174 

relation of steam and oil pres- 
sure, ^382, ^383, 385 

rose type, 166 

rules for, 432 

Staples and Pfeiffer, •lO 

steam pressure, 379, 382, *383 

Tate-Jones, •170 

tests with, 380, ^382, •383 

Wilgus. ^172 

Witt, •ITO 
OQ burning appliances. 202 

average plant efficiency, 353 

be^ recorded results, 350 
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Oil burning, boilers, capacity of, 393 
large combustion chamber, 
393 
draft required, 339 
economies in , 351 
equipment, rules for installa- 
tion, 415, 426 
furnace arrangement, 337 

interior, *338 
plants, installation of, 433 

operation of, 433 
regulation of, 343 
relation between furnace burner 

. and draft, 340 
tests, 351, 357, 358 
at Long Beach, 368 
miscellaneous, 368 
Oil fired boiler room, *107 
Oil fired boilers, code for tests for, 

332, 333, 336 
Oil furnaces, 155, 192 
air admission to, 156 

supply for, 103, 105 
area of air openings, 159, 160 
arrangement of checkerwork, 

•156, '157 
efficient construction of, 103 
excellent, *158 
former type, *157 
fundamentals of, 100 
location of air openings, 159 
operation of, 104 
Oa heaters, 10, ^207, ♦208, ^212 
Coen, *214 
heat transfer in, 435 
heating surface required, 213 
Koerting, •214 
Nelson, ^213 
Staples and Pfeififer, ^212 
velocity of oil in, 213 
Oil tanks, auxiliary, 425 
capacity, 427 

capacity and location, 416, 419 
construction, 416, 421, 429 
controlling valves, 418 
enclosure of, 426 
fill pipe, 422 
filling pipes for, ^67 
fire extinguishers, 418, 432 



Oil tanks, gauge glasses, 423 

indicator, 418, 422 

location of, 426 

material, 416, 421, 429 

outside fire limits, 428 

pipe connections, 418 

pumps for, 418 

rules for installation, 415 

service, 427 

support for, 417 

vent pipe, 422 

volume of, 207 

within fire limits, 428 
Oil wells, production of, 139 
Open heaters, 5 

Operation, detailed. Parr Calori- 
meter, 246 

of boilers, 141 

rules for efficiency, 189 

of Moore automatic regulators, 
361 

of oil burning plants, 433 

of oil furnaces, 104 

principle of. Parr Caloriuicttrr, 
246 

steam boiler, principle of, 109 
Orsat analysis, 274 

conclusions on, 277 {see also 
Tlue gas analysis) 
Orsat apparatus, ^273 

flue gais analysis, 271 
Orsat totals, 275 
Orifice, caUbration of, for measuring 

steam, *306 
Orifices, flow of oil through, ^380, 

•381, ^383 
Outside mixer burners, 168 
Oxygen con ten tj flue gas analysis, 274 

in fuel, 284 

required for combustion, 284 



Pacific Gas and Electric Co., 3, ^26 
•33, ^45, ♦68, ♦84, ^108, 
♦190, ^193, ^203, ^207, 
♦225, ^280, ^330, ^342, 
♦382, ^392, ^393, ^395, 397 
Station A, San Francisco, ^84, 
♦108 
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Pacific Light and Power Ck>., 187, 382 

Paraffin, 442 

Parker boiler, *119, 118 

Parr Calorimeter, *245, *246 

correction for temperature, 249 
detailed operation, 246 
explosion of charge, 248 
preliminary precautions, 247 
principle of operation, 246 
taking of temperatures, 248 

Parr Fuel Calorimeter, *245 

Parr, 8. W., 246 

Path of furnace gases, 104 

Peabody commercial furnace, *161, 
162 

Peabody, E. H., 162 

Peabody furnace, *7, 356 

Peabody-Hammel commercial fur- 
nace, *163 

Peabody mechanical atomizing oil 
burners, 175 

Peabody oil burners, *168 

Pennsky-Martens tester for flash 
point, 131 

Pennsylvania oil, 442, 443 

Percy, E. N., 156 

Petroleum, 124, 125 
asphaltum in, 129 
Association of U. 8., 229, 230 
burning point, *124, 128 
calorific value, 127, 133 
chemical properties of, 126 
classification of, 125 
color of, 125, 126 
consumption of, 138 
corrosion from, 129 
density of, 126 
effect of heat on, 126 
ether, 442 
flash test, *124, 128 
impurities in, 132 
lamp oil in, 129 
latent heat of, 127 
methods of sampling, 133 
moisture in, 129 
odor of, 126 

physical propertic^s of, 126 
production of, 138, 387 
refining losses, 120 



Petroleum, specific gravity of, 127 

specifications for, 129, 130 

sulphur content, 129, 132 

viscosity, 128 
Physical properties of petroleum, 

126 
Pipe connections for oil tanks, 418 
Pipe lines, oil, of California, ^386 
Pipes, fill, 430 

vent, 430 
Piping for oU, 423, 425, 431 
Pocket COi indicator, 277, ^278 
Potential energy, 20 
Pound force, 16 
Pound of oil, gallons per, 437 
Poundal, 16 
Power, 17, 414 
Power Co., Arizona, ♦216, ♦217, ^218 

Sierra and San Francisco, ♦206 

Southern Sierras, 270 
Power, hydroelectric, 1 

shortage of, 386 
Power plant design, present status, 

386 
Power plant diagram, ^4 
Power plants, steam electric, (see 
also Steam Electric power 
plants) 
Power test committee, A. S. M. E., 

332 
Power, water, 1 
Precautions, boiler operation, 142 

preliminary, Parr Calorimeter, 
247 
Pressure, absolute, 22 

atomizing steam, ^377 

bursting, 147 

conversion of, 27 

for mechanical atomizing bur- 
ners, 176 

gage, 22 

in atmospheres, 60 

loss, in superheat, Long Beach 
steam plant, 375, ♦376 

oil, in oil burners, 379, 382, ♦SSS 

readings, boiler tests, 312 

required, mechanical atolnizing, 
176, 187 

safe working, 153 
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Pressure, steam, oil burners, 370, 382, 
♦383 

steam and oil, relation of, in oil 
burners, •382, *383, 386 

theory of, 22 

units, relationship of, 25 

working, 147 
for boilers, 141 
Pressure-jet oil burners, 174 
Pressures, law of, in draft, 251 

ratio of oil and steam, *377, 378 
Prices of fuel oil, 135, 136 
Principal data and results of boiler 

tests, 336 
Problems, 400-409 
Process of distillation, 239 
Production, of fuel oil, 135 
in California, 124 

of oil, diagram, *391 

of oil wells, 139 

of petroleum, 138, 387 
Pulverized coal, 388 
Pumps, 5, 399 

boiler test, ^143 

centrifugal, 111, 399 

duplex. 111 

feed water. 111, 6 

governor, *209, 210 

feed, 422 

dry vacuum, 9 

for oil, 431 

for oil tanks, 418 

oU, *207, ^208, 209, *210, *212 

reciprocating, 399 

wet vacuum, 9 
Pumping station, San Francisco, *18 
Pyrometer, *307 
Pyrometers, expansion, 38 

radiation, 38 

Q 

Questions and Answers, 409 

R 
"R" 

value of, 47 
Radiation, 107 

from boiler, 359, 378 

pyrometers, 38 



Railroad Commiasion of California, 

411 
Railroads, electrification of, 140 
Rates of oil and steam pressures, 

♦377, 378 
Rating, 66, 71, 72 
Reading, normal, of steam calori- 
meters, 88, *89 

sum of, blue gas analysis, 275 
Reaumur, thermometers, 32, 34, 35 
Receivers, oil, 423 
Reciprocating engine, 8 
Reciprocating pumps, 399 
Recorder, CO,, *272, *279 
Recording instruments, 200 
Recording, meters, 399 

thermometer, *280 
Records, keeping, 200 
Redondo, 187 

Refining losses, in petroleum, 129 
Regnault's formula, for saturated 
steam, 96 

for steam constants, 96 
Regulation of air, 106, 189, 191 

of atomizing steam, 194 

of draft, 106 
Regulation, of mechanical atomizing 
burners, 187 

of oil burning, 343 
Regulator, damper, ^218 

Moore, ^12 

automatic, gain in efficiency 
from, 399 

automatic, {see also Automatic 
regulators), 215 
Relationship, of pressure units, 25 
Repairs, boiler, under pressure, 144 
Report, boiler operation, *342, 344 
Results, comparative, in boiler tests, 
349 

obtained, with Moore auto- 
matic regulators, 361 

oil burning, best recorded, 359 
Return tubular boiler, *116 
Riveted joint, ♦ISO, *\bl 

bursting pressure of, 152 

efficiency of, 150, 154 

strength of, 151 
Rogers, E. A., 360 
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Rose type, oil burners, 166 

Rules for efficient operation, of 
boilers, 189 
for oil burners, 432 
for oil storage tanks, 204 
for safety, boilers, 141 

Russia Oil, 442, 443 

Rust boiler, 120 



S 



Safe operation of boilers, 141 
Safety, boiler, rules for, 141 
factor of, 147 
in boiler installation, *413 
valve, *20 
valves, *113 
Sampler, oil, 308 
Samples, oil, mixed, 301 
Sampling, nipple, steam calori motor, 
93 
of oil, 299 

of oil. Bureau of Mines instruc- 
tions for, 299 
of oil, continuous, 300 
of oil, with dipper, 299 
of petroleum, mothodts, 133 
San Francisco pumping station, *1S 
Station A, Pacific Gas & Eloc. 
Co., *84, *108 
Saturated steam, Henning's formula 
for, 97 
Regnault's formula for, 96 
relation between temperature 

and pressure, 96 
total heat of, 96 
Savannah Electric Co., *178 
Saybolt, *124 

water indicator, 308 
Scales and tanks, for water measure- 
ment, *296 
Scales, for t^sts, *74 

platform, water measurcmont 
by, 296 
Scotch boiler, 122 

air spaces in, *160 
Sea level, example of chimney design 

for, 259 
Seattle, City of, *224 



Sellegries, 124 

Separating steam calorimeters, 91, 

*92 
Separator, 7 
Service, of oil tanks, 427 

tanks, oil, 205 
Shipping Board, U. S., 137 
Shredded Wheat Co., ^341 
Shutting down, of boilers, 146 
Sierra & San Francisco Power Co., 

♦206 
Siphon, steam gage, *112 
Size, of oil storage tanks, 203 

of steam electric power plants, 
391 
Smokestack {see Chimney) 
Soot, 356 
Soot blowers, 356 

effect on temperatun* of escap- 
ing gases, 359 
Sources of fuel oil, 139 
Southern California, Edison Co., *2, 
♦3, *6, '43, *46, ^67, *83, '101, *102, 
♦197, *202, *208, •210, 
♦279, ^282, ^303, ^368, 
♦390, ^394, ^396, ^398 
Southern Pacific Co., 71 
Southern Sierras Power Co., 270 
Specific gravity, 131, 426, 442, 

of oil, 443, 436, 437 

readings, for temperature cor- 
rections, 438 
Specific heat, 37, 442, 

formula for, 442 

of oil, 213, 434 
Stack temperature, 372 

at Long Beach Plant, ^374 

method of measuring, 369 
Stand-by plants, 356 
Standard Oil Co., 156 
Standardization of thermometers, 

40 
Standards, Bureau of, 39, 229, 411 
Standards, oil, 436 
Standpipes, oil piping, 423 
Staples and Pfeiffer, 211, ^212 

oil heaters, ^212 
Starting up boiler, cold, 379 

time required, 379 
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Station A — San Francisco, Pacific 
Gas & Electric Co., *84, 
•108 
Steam, 50 

atmoizing, {aee also Atomizing 

steam) 
calibration of orifice for measur- 
ing, ♦soe 

correction for, used by steam 

calorimeters, 92 
cycle, 3 
dry saturated, 75, (aee also Dry 

saturated steam) 
exhaust, (see Exhaust steam) 
external work, 63 
flow of, 302 

flow of through orifice, 303 
flow, meter, ^304 
formation of, 52 
generated heat in, 310 
generation, 107 
heat of liquid, 61 
internal work, 63 
latent heat, 62 
measurement of, 302, *305 
moisture in, 82, 89, 90, 93 
Napier's formula for flow of, 303 
quality of, 78 
saturated, (see also Saturated 

steam) 
specific density, 61 
specific volume, 60 
superheated, («ee Superheated 

steam) 
total heat of, 55, 63 
used in aiomization, 302, 310 
wot, 75, 78, 82, (m? jilso Wet 

stoarn) 
atomizing burners, })()il<'r Icsts 

witli, 357 
boiler, principle of operation, 

109 
calorimeters, 80, 86 
calorimeters, barrel, 82 
chemical, 86 
compact type, *94 
conclusions on, 93 
correction for steam used by, 

92 



Steam, calorimeters, easil}' made 
type, ^87, 94 
electric, 90 

normal reading of, 88, *89 
sampling nipple for, 93 
separating, 91, *92 
surface condenser tank, 84 
tank, 82 
Steam calorimeters, throttling, 86, 
•87 
limitations of, 90 
Steam driven, auxiliaries, 398 
Steam electric power plants, inter- 
connected, 392 
isolated, 391 
location of, 389 
number of, 391 
size of, 391 
Steam Engineering, fundamental 

laws, 14 
Steamflow, meters, 68, 399 
Steam gage, *22, *23, 112 

siphon, *112 
Steam plant. Long Beach, descrip- 
tion of, 368 
Steam pressure, gain due to higher, 
396 
limit of, 397 
relation to oil pressure, *377, 

378 
tendency toward higher, 395 
Steam tables, 54, 57 
analysis of, 58 
typical page, *59 
Steam turbines, 8, (see also Turbines) 
horizontal, 8 
impulse, 8 
redaction, 8 
vertical, 8 
Steamer, oil tank, *412 

oil, 424 
Steaming mechanism, Iwiler effi- 
ciency as a, 328 
Steel, test specimen, *147 
Steam correction, superheated steam, 
81 
thermometers, 40 
Still with hood for, determination 
of water in oil, *238 
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Stirling boiler, 120, *161, 162 
Stacks, of fuel oil, 137 
Stoker, ttreil coal, 388 
Storage, of oil, 426 

tank, oil, 10 

tank, water, 3 
Strainers. 210, •^ll 

oil, 422 
Strength, of boilers, 147 

of Ixnler shell, 148 

of boiler shell, rules for comput- 
ing, 148, 149, 150, 151, 152 

of riveted joint, 151 
Sulphur, content in petroleum, 129, 

132 
Summar>\ heat balance, 327 
Superheat, determination of, 81 

prtNsure loss in. Long Beach 
Steam Plant, 375. ^376 

temperature determination, *S1 

sujx^rheated $team. 76 
Supt^rheated steam, factor of evap- 
oration. 76 

Linde s fv^rnuila for. 98 

quality of. 79 

specific heat. •02 

apecitic vv^Uinn^ i^. 98 

«team ox^rrvotion, SI 

total ht^at of. 79 

l\ of. 0, formula for, » 

^perheator, 7 

^Pl>ly v^' fuel oil, 137 

5^ipp^^rt, t\>r oil tank$. 417 

5:^Tfa*v c\>ndonA*r. 9 

Swincin* l>>ad K^iW Test* on, S7S 
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Tanks, for tests, *74 
oil, (see Oil tanks) 
oil service, 205 

oil storage, (see also OQ storaiso 
tanks) 
Tate-Jones Oil Burners, *170 
Tea kettle, 100, 102, 107 
Temperature, absolute, 46 
by color, 36 
by melting alloys, 36 
correction for Parr calorimeter, 

249 
entropy diagram, *65 
for mechanical atomiaing bur- 
ners, 176 
heat diagram, 53 
infiuence of, on flow of oil 

throu^ orifice, *383 
measurement of, 31, 35 
of escaping gases from boikis 

in service, 356 
of oil. 195 

oil, correctioD for, 206 
readings, boiler tests, 312 
required, mechanical atomia- 
ing. 176 
stack, (MtBUA temperatures) 
superheat, detcrminatioa of, ^1 
taking of Plrr calorimeter. 248 
Tcnqxrature corrections, to appar> 
ent deg. Baumf. 441 
to apparent sp e cific gravitT, 440 
to dkg. Baum^. 439 
to specif g ia % it% rending. 438 
T<fst data, application of. oQ bamcrs, 

3$4 
Tw^ spmrnen. ste«L *147 
T«r«er. gace. "l* 

IVcskskv \Ian<i» for UmA 
pxiz, 131 
TiKtingu sBtfcbod of. Long Beneii 
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Tests, with oil burners, 380, •382, 

*383 
Texas oil, 443 
Theoretical, air required, 259 

draft, 252, *255 

draft formula for, 254 
Theory of draft, 251 

of pressure, 22 
Thermal unit, British, 44 
Thermocouple, *31, *38, ♦SO 
Thermodynamics, first law of, 44 

laws of, 42 
Thermometers, 31 

alcohol, 37 

Centigrade, 32, 35 

electrical, 38 

Fahrenheit, 32, 34 

mercurial, 37 

Reaumur, 32, 34, 35 

recording, *280 

standardization of, 40 

stem correction, testing of, 40 
Thermometer well, *40 
Thirty-inch vacuum, 25 
Thomycroft boiler, 123 
Throttling steam calorimeter, 86, 

•87, 90 
Time, unit of, 15 

Total available draft required, 267 
Transfer, heat, 435, 109, 110, 107 
Tube cleaners, boiler, 146 
Turbine room, New Cornelia Cop- 
per Co., *367 
Turbines (see also Steam turbines) 
Turbo-generator, auxiliary, 398 



U 



Unit of length, 15 

Unit of mass, 15 

Unit of time, 15 

Units, fundamental, 15 

University of California, 270, 381, 

411 
U. of C. formula, for superheated 

steam 
U. S. Bureau of Standards, 229, 411, 

437, 438, 439, 440 441 
U. S. Geological Survey, 411 

30 



U. S. Petroleum Association, 229v 

230 
U. S. Bureau of Mines, 235, 242, 

299, 411 
U. S. Shipping Board, 137 
Utilization, of exhaust steam, 398 



Vacuum, 24 

obtained. New Cornelia Copper 
Co., 363 

thirty-inch, 25 
Value, of "R" 47 
Valves, 432 

check, 112 

for oil, 423, 425 

non-return, 112 
Valves, safety, ♦20, *113 

stop, check and blow off, *111 
Velocity, 16 

of gases through water tube 
boilers, 266 

of oil in heaters, 213 

of oil in pipes, 215 
Venezuelan oil, 139 
Vent pipes, 430 

for oil tanks, 422 
Venturi meter, *343 
Vertical boiler, 117 
Vertical steam turbines, 8 
Viscosimeter, *300 
Viscosity, 130, 434 

Engler & Saybolt compared, 
434 

of oil, 434 

of petroleum, 128 
Volume of oil tanks, 207 
Volume, relation of weight to, flue 
gas analysis, 281 

specific, of steam, 60 

specific, of superheated steam 
Volumetric proportion of commer- 
cial furnaces, 160 
Volumetric water measurement, 296 

W 

Wadsworth, J. M., 129 
Warner, J. B., 142 
Water, 50 
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Water, column, ♦110, 112 

draft in inches of, 253 

feeding to boilers, 196 

gage, 112 

in fuel, loss due to, 322 

in oil, determination of, 237, 
•238 

indicator, Saybolt, 308. 

low, boilers, 144 

measurement, *74 

measurement, automatic meas- 
urer, *298 

measurement, by ])hitform 
scales, 296 

measurement, scales and tanks 
for, *296 

measurement, volumetric, 296 

power, 1 

specific heat of, 59 

storage tank, 3 

tube boilers, 7 

tube boiler advantages of, 116, 
117 
boilers, draft loss in, 2(M> 
velocity of gases through, 
266 

weighing, 295, 309 
Watt, James, 67 
Weighing of oil, 298 



Weighing of watec, 295, 309 
Weight, flue gas analysis by, 279 

molecular, 281 

of flue gas, per pound fuel, 200 

of oil per barrel, 434, 436 
gallon, 434, 436, 437 

relation of, to volume flue gas 
analysis, 281 
West Virginia Oil, 443 
Westphal balance, *231 

computations of, 233 
Wet steam, 75, 78, 82 

determination of moisture, 82 

quality of, 78 
Wet vacuum pump, 9 
Weymouth, C. R., 219, 359, 379 
Wilgus Oil Burners, ♦I 72 
Witt Automatic Regulators, *215 
Witt Oil Burners, •170 
Woolworth Building, ^261 
Work, 17 

Working pressure, 147 
for boilers, 141 
safe, 153 
Wrana, King & Co., 370 
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Zero, absolute, 46, 58 
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